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[----------------------------------------------Text Start----------------------------------------------------------]
4.6C.2.2.3
Orders for Switching between Uplink Closed Loop Transmit Diversity Activation states
For this Order type, the meaning of the orders is listed in Table 14B.2. 
When the UE is configured in Multiflow mode, if any of the orders related to uplink CLTD activation states as defined in Table 14B.2 are received from the Assisting Serving or Assisting Secondary Serving HS-DSCH cell, then the UE shall ignore the orders and maintain the uplink CLTD activation state unchanged.

Table 14B.2: Orders for UE when UL_CLTD_Enabled is TRUE

	Extended Order Type
	Order Type
	Order Mapping
	Activation States 
A= Activate; D = De-activate

	xeodt,1, xeodt,2
	xodt,1, xodt,2, xodt,3
	xord,1
	xord,2
	xord,3
	1
	2
	3

	
	
	
	
	
	Tx on Antenna 1 and Antenna 2 with Beamforming (Note 1)
	Single Tx on Antenna 1 with no S-DPCCH
	Single Tx on Antenna 2 with no S-DPCCH

	01
	011
	1
	1
	1
	A
	D
	D

	
	
	0
	0
	1
	D
	A
	D

	
	
	0
	1
	0
	D
	D
	A

	
	
	1
	0
	1
	Unused (Reserved)

	
	
	1
	1
	0
	Unused (Reserved)

	
	
	0
	0
	0
	Unused (Reserved)

	
	
	0
	1
	1
	Unused (Reserved)

	
	
	1
	0
	0
	Unused (Reserved)


Note 1: The precoding weights for beamforming are defined in [4].
[----------------------------------------------Text End----------------------------------------------------------]
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