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	Measurement center frequency needs to be corrected, exact first and last measurement points need to be defined, according to existing single carrier spectrum emission mask.
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< Unchanged sections omitted >

6.6.2.1A
Additional Spectrum emission mask for DC-HSUPA

The spectrum emission mask of the UE applies to frequencies, which are between 5 MHz and 20 MHz away from the UE centre frequency of the two assigned channel frequencies. The requirements assume that the UE output power shall be maximum level. The reference measurement channels for the requirements in subclause 6.6.2.1A.1 and 6.6.2.1A.2 are provided in subclause A.2.8.
6.6.2.1A.1
Minimum requirement

The power of any UE emission shall not exceed the levels specified in Table 6.10D for the specified channel bandwidth.

Table 6.10D: Spectrum emission mask for DC-HSUPA 

	

	
	

	
	
	

	
	
	

	
	
	

	
	
	

	


	Δf

(MHz)
	Frequency offset of measurement filter centre frequency, f_offset
	Spectrum emission limit (dBm)
	Measurement bandwidth

	( 5-6
	5.015MHz ( f_offset < 5.985MHz
	-18
	30 kHz 

	( 6-10
	6.5MHz ( f_offset < 10.0MHz
	-10
	1 MHz

	( 10-19
	10.0MHz ( f_offset < 19.0MHz
	-13
	1 MHz

	( 19-20
	19.0MHz ( f_offset < 19.5MHz
	-25
	1 MHz

	Note:
(f is the separation between the center of two assigned channel frequencies and the centre of the measurement bandwidth.




6.6.2.1A.2
Additional requirement for band II, IV, V and X
The UE shall meet an additional requirement specified in Table 6.10E for band II, IV, V and X.

Table 6.10E: Additional spectrum emission mask for DC-HSUPA in band II, IV, V and X

	

	
	

	
	
	

	
	
	

	
	
	

	


	Δf

(MHz)
	Frequency offset of measurement filter centre frequency, f_offset
	Spectrum emission limit (dBm)
	Measurement bandwidth

	( 5-6
	5.015MHz ( f_offset < 5.985MHz
	-18
	30 kHz 

	( 6-19
	6.5MHz ( f_offset < 19.0MHz
	-13
	1 MHz

	( 19-20
	19.0MHz ( f_offset < 19.5MHz
	-25
	1 MHz

	Note:
(f is the separation between the center of two assigned channel frequencies and the centre of the measurement bandwidth.




< End of changes >
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