
3GPP TSG-RAN4 Meeting #67 
(
R4-132087
Fukuoka, May 20 - 24, 2013
	CR-Form-v10

	CHANGE REQUEST

	

	(

	36.133
	CR
	1757
	(

rev
	
	(

Current version:
	10.10.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/Change-Requests.

	


	Proposed change affects: (

	UICC apps(

	
	ME
	x
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	Additional corrections on intra-frequency RSTD test parameters (Rel-10)

	
	

	Source to WG:
(

	Alcatel-Lucent, Verizon Wireless, Qualcomm Inc., Spirent Communications, Renesas, Ericsson, ST-Ericsson, Huawei, HiSilicon

	Source to TSG:
(

	R4

	
	

	Work item code:
(

	LCS_LTE
	
	Date: (

	2013-05-21

	
	
	
	
	

	Category:
(

	A
	
	Release: (

	Rel-10

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)

	
	

	Reason for change:
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	1. The Io levels of PRS symbols for Cell 1 in T3 and Cell 2 in T2 are incorrectly defined as “N/A” in the tables: A.8.12.1.1-3, A.8.12.2.1-3.
2. Es/Noc is missing from the tables: A.8.12.1.1-3, A.8.12.2.1-3,
3. The note indexes are incorrectly defined in the tables A.8.12.2.1-2 and A.8.12.2.1-3, e.g., Note 4, 5, and 6 are used, but there are no descriptions for them.
4. Io levels are not noted as derived values in tables A.8.12.1.1-2, A.8.12.2.1-2
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[image: image1.wmf]oc

N

/

E

ˆ

s

, 
[image: image2.wmf]oc

N

/

E

ˆ

s

and RSRP are missing from tables for RSTD accuracy test cases: A.9.8.1.1-2, A.9.8.2.1-2
6. In current RSTD test cases, the CRS power levels of the serving cell are set to the same as PRS power levels. Take the RSTD delay test cases with as example, the noise level is set to -98 dBm and the CRS powers are around -102 dBm, giving an SNR of -4dB, which is not higher enough for keeping reliable connection during tests.
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	1. Set the Io levels of PRS symbols for Cell 1 in T3 and Cell 2 in T2 to correct values for the tables: A.8.12.1.1-3, A.8.12.2.1-3.
2. Add missing Es/Noc into the tables: A.8.12.1.1-3, A.8.12.2.1-3.

3. Correct the notes for tables A.8.12.2.1-2 and A.8.12.2.1-3.

4. Io levels are noted as derived values in tables A.8.12.1.1-2, A.8.12.2.1-2.
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and RSRP are added into the tables: A.9.8.1.1-2, A.9.8.2.1-2, Table A.9.8.3.1-2, Table A.9.8.4.1-2
6. Adjust 
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of the serving cell to 2dB for all RSTD reporting delay test cases. Also, adjust other associated parameters, such as PRS_RA according to the change of the 
[image: image6.wmf]oc

N

/

E

ˆ

s

.

	
	

	Consequences if 
(

not approved:
	RSTD test parameters are not be set correctly for RSTD test cases.


	
	

	Clauses affected:
(

	· Tables A.8.12.1.1-2 and A.8.12.1.1-3  in Subclause A.8.12.1.1
· Tables A.8.12.2.1-2 and A.8.12.2.1-3  in Subclause A.8.12.2.1
· Table A.9.8.1.1-2 in Subclause A.9.8.1.1

· Table A.9.8.2.1-2 in Subclause A.9.8.2.1


	
	

	
	Y
	N
	
	

	Other specs
(

	
	x
	 Other core specifications
(

	TS/TR ... CR ... 

	affected:
	x
	
	 Test specifications
	TS/TR ... CR ...  TS 37.571-1

	(show related CRs)
	
	x
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
(

	


<Start of first changes>

A.8.12
RSTD Intra-frequency Measurements
A.8.12.1
E-UTRAN FDD intra-frequency RSTD measurement reporting delay test case

A.8.12.1.1
Test Purpose and Environment

--- UNCHANGED TEXT OMITTED ---

Table A.8.12.1.1-2: Cell-specific test parameters for E-UTRAN FDD intra-frequency RSTD measurement reporting delay under fading propagation conditions during T1

	Parameter
	Unit
	Cell 1
	Cell 2
	Cell 3

	E-UTRA RF Channel Number
	
	1
	1
	1

	OCNG patterns defined in A.3.2.1
	
	OP.5 FDD
	N/A
	N/A

	PBCH_RA
	dB
	0
	N/A
	N/A

	PBCH_RB
	
	
	
	

	PSS_RA
	
	
	
	

	SSS_RA
	
	
	
	

	PCFICH_RB
	
	
	
	

	PHICH_RA
	
	
	
	

	PHICH_RB
	
	
	
	

	PDCCH_RA
	
	
	
	

	PDCCH_RB
	
	
	
	

	OCNG_RANote 1
	
	
	
	

	OCNG_RBNote 1 
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 Note 3
	dBm/
15 kHz
	-95

	PRS 
[image: image8.wmf]oc

N

/

E

ˆ

s

 
	dB
	-Infinity
	-Infinity
	-Infinity

	Io Note 4
	dBm/
9 MHz
	-64.21
	N/A
	N/A
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	dB
	0
	-Infinity
	-Infinity

	Propagation Condition 
	
	ETU30

	Note 1: 
OCNG shall be used such that active cell (Cell 1) is fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:
The resources for uplink transmission are assigned to the UE prior to the start of time period T2.

Note 3: 
Interference from other cells and noise sources not specified in the test are assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
[image: image10.wmf]oc
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 to be fulfilled.
Note 4: 
Io levels have been derived from other parameters and are given for information purpose. These are not settable test parameters. 


Table A.8.12.1.1-3: Cell-specific test parameters for E-UTRAN FDD intra-frequency RSTD measurement reporting delay under fading propagation conditions during T2 and T3

	Parameter
	Unit
	Cell 1
	Cell 2
	Cell 3

	
	
	T2
	T3
	T2
	T3
	T2
	T3

	E-UTRA RF Channel Number
	
	1
	1
	1

	OCNG patterns defined in A.3.2.1
	
	OP.5 FDD
	OP.6 FDD
	OP.6 FDD
	N/A

	PBCH_RA
	dB
	0
	0
	0
	N/A

	PBCH_RB
	
	
	
	
	

	PSS_RA
	
	
	
	
	

	SSS_RA
	
	
	
	
	

	PCFICH_RB
	
	
	
	
	

	PHICH_RA
	
	
	
	
	

	PHICH_RB
	
	
	
	
	

	PDCCH_RA
	
	
	
	
	

	PDCCH_RB
	
	
	
	
	

	OCNG_RANote 1
	
	
	
	
	

	OCNG_RBNote 1 
	
	
	
	
	

	PRS_RA
	dB
	-6
	N/A
	N/A
	0
	0
	N/A

	
[image: image11.wmf]oc

N

 Note 3
	dBm/
15 kHz
	-98
	-95
	-98
	-95
	-98
	-95

	PRS 
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	dB
	-4
	-Infinity
	-Infinity
	-10
	-10
	-Infinity

	PRS 
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 Note 4
	dB
	-4.41
	-Infinity
	-Infinity
	-10
	-11.46
	-Infinity

	Io Note 4
	dBm/
9 MHz
	-69.87
	-67.15
	-69.87
	-67.15
	-69.87
	N/A

	PRP Note 4
	dBm/
15 kHz
	-102
	-Infinity
	-Infinity
	-105
	-108
	-Infinity

	RSRP Note 4
	dBm/ 15 kHz
	-96
	-93
	-105
	-105
	-108
	-Infinity 
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 Note 4
	dB
	2
	2
	-7
	-10
	-10
	-Infinity

	Propagation Condition 
	
	ETU30

	Note 1: 
OCNG shall be used such that active cells (all, except Cell 3 in T3) are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols other than those in the subframes with transmitted PRS. There is no PDSCH allocated in the subframes with transmitted PRS.
Note 2:
The resources for uplink transmission are assigned to the UE prior to the start of time period T2.

Note 3: 
Interference from other cells and noise sources not specified in the test are assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 4: 
If PRS_RA is not “N/A”, 
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, PRS 
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, Io, RSRP and PRP levels have been derived from other parameters and are given for information purpose. If PRS_RA is “N/A”, Io and RSRP levels have been derived from other parameters and are given for information purpose. These are not settable test parameters. Interference conditions shall be applied to all PRS symbols of DL positioning subframes.




<Start of next changes>

A.8.12.2
E-UTRAN TDD intra-frequency RSTD measurement reporting delay test case

A.8.12.2.1
Test Purpose and Environment

--- UNCHANGED TEXT OMITTED ---

Table A.8.12.2.1-2: Cell-specific test parameters for E-UTRAN TDD intra-frequency RSTD measurement reporting delay under fading propagation conditions during T1

	Parameter
	Unit
	Cell 1
	Cell 2
	Cell 3

	E-UTRA RF Channel Number
	
	1
	1
	1

	OCNG patterns defined in A.3.2.2
	
	OP.1 TDD
	N/A
	N/A

	PBCH_RA 
	dB
	0
	N/A
	N/A

	PBCH_RB 
	
	
	
	

	PSS_RA 
	
	
	
	

	SSS_RA 
	
	
	
	

	PCFICH_RB
	
	
	
	

	PHICH_RA
	
	
	
	

	PHICH_RB
	
	
	
	

	PDCCH_RA
	
	
	
	

	PDCCH_RB
	
	
	
	

	OCNG_RANote 1
	
	
	
	

	OCNG_RBNote 1 
	
	
	
	

	PRS_RA
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 Note 3
	dBm/
15 kHz
	-95

	PRS 
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	dB
	-Infinity
	-Infinity
	-Infinity

	Io Note 4
	dBm/
9 MHz
	-64.21
	N/A
	N/A
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	dB
	0
	-Infinity
	-Infinity

	Propagation Condition 
	
	ETU30

	Note 1: 
OCNG shall be used such that active cell (Cell 1) is fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:
The resources for uplink transmission are assigned to the UE prior to the start of time period T2.

Note 3: 
Interference from other cells and noise sources not specified in the test are assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.
Note 4: 
Io levels have been derived from other parameters and are given for information purpose. These are not settable test parameters. 


Table A.8.12.2.1-3: Cell-specific test parameters for E-UTRAN TDD intra-frequency RSTD measurement reporting delay under fading propagation conditions

	Parameter
	Unit
	Cell 1
	Cell 2
	Cell 3

	
	
	T2
	T3
	T2
	T3
	T2
	T3

	E-UTRA RF Channel Number
	
	1
	1
	1

	OCNG patterns defined in A.3.2.2
	
	OP.1 TDD
	OP.2 TDD
	OP.2 TDD
	N/A

	PBCH_RA 
	dB
	0
	0
	0
	N/A

	PBCH_RB 
	
	
	
	
	

	PSS_RA 
	
	
	
	
	

	SSS_RA 
	
	
	
	
	

	PCFICH_RB
	
	
	
	
	

	PHICH_RA
	
	
	
	
	

	PHICH_RB
	
	
	
	
	

	PDCCH_RA
	
	
	
	
	

	PDCCH_RB
	
	
	
	
	

	OCNG_RANote 1
	
	
	
	
	

	OCNG_RBNote 1 
	
	
	
	
	

	PRS_RA
	dB
	-6
	N/A
	N/A
	0
	0
	N/A
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 Note 3
	dBm/
15 kHz
	-98
	-95
	-98
	-95
	-98
	-95

	PRS 
[image: image24.wmf]oc

N

/

E

ˆ

s

 
	dB
	-4
	-Infinity
	-Infinity
	-10
	-10
	-Infinity

	PRS 
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 Note 4
	dB
	-4.41
	-Infinity
	-Infinity
	-10
	-11.46
	-Infinity

	Io Note 4
	dBm/
9 MHz
	-69.87
	-67.15
	-69.87
	-67.15
	-69.87
	N/A

	PRP Note 4
	dBm/
15 kHz
	-102
	-Infinity
	-Infinity
	-105
	-108
	-Infinity

	RSRP Note 4
	dBm/

15 kHz
	-96
	-93
	-105
	-105
	-108
	-Infinity 
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 Note 4
	dB
	2
	2
	-7
	-10
	-10
	-Infinity

	Propagation Condition 
	
	ETU30

	Note 1: 
OCNG shall be used such that active cells (all, except Cell 3 in T3) are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols other than those in the subframes with transmitted PRS. There is no PDSCH allocated in the subframes with transmitted PRS.
Note 2:
The resources for uplink transmission are assigned to the UE prior to the start of time period T2.

Note 3: 
Interference from other cells and noise sources not specified in the test and assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 4: 
If PRS_RA is not “N/A”, 
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, PRS 
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, Io, RSRP and PRP levels have been derived from other parameters and are given for information purpose. If PRS_RA is “N/A”, Io and RSRP levels have been derived from other parameters and are given for information purpose. These are not settable test parameters. Interference conditions shall be applied to all PRS symbols of DL positioning subframes.


<Start of next changes>

A.9.8
RSTD
A.9.8.1
E-UTRAN FDD RSTD intra frequency case
A.9.8.1.1
Test Purpose and Environment

--- UNCHANGED TEXT OMITTED ---

Table A.9.8.1.1-2: Cell Specific Test Parameters for intra frequency RSTD Tests for E-UTRAN FDD

	Parameter
	Unit
	Test1
	Test2
	Test3
	Test4

	
	
	Cell1
	Cell2
	Cell1
	Cell2
	Cell1
	Cell2
	Cell1
	Cell2

	E-UTRA RF Channel Number
	
	1

	PBCH_RA
	dB
	0
	0
	0
	0
	0
	0
	0
	0

	PBCH_RB
	
	
	
	
	
	
	
	
	

	PSS_RA
	
	
	
	
	
	
	
	
	

	SSS_RA
	
	
	
	
	
	
	
	
	

	PCFICH_RB
	
	
	
	
	
	
	
	
	

	PHICH_RA
	
	
	
	
	
	
	
	
	

	PHICH_RB
	
	
	
	
	
	
	
	
	

	PDCCH_RA
	
	
	
	
	
	
	
	
	

	PDCCH_RB
	
	
	
	
	
	
	
	
	

	OCNG_RANote1
	
	
	
	
	
	
	
	
	

	OCNG_RBNote1 
	
	
	
	
	
	
	
	
	

	PRS_RA
	dB
	0
	0
	-3
	0
	0
	0
	-3
	0
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Note2
	dBm/15 kHz
	-98 
	-98
	-98
	-98
	-98 
	-98
	-98
	-98

	PRS 
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	dB
	-2.37
	-8.02
	-6
	-13
	-2.37
	-8.02
	-6
	-13

	PRS 
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 Note3
	dB
	-3
	-10
	-6
	-13
	-3
	-10
	-6
	-13

	Io Note3
	dBm/1.08 MHz
	-78.92
	-78.92
	-79.21
	-79.21
	N/A
	N/A
	N/A
	N/A

	
	dBm/9 MHz
	N/A
	N/A
	N/A
	N/A
	-69.72
	-69.72
	-70
	-70

	PRP Note3
	dBm/15kHz
	-100.37
	-106.02
	-104
	-111
	-100.37
	-106.02
	-104
	-111
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 Note 3
	dB
	-2.37
	-8.02
	-3
	-13
	-2.37
	-8.02
	-3
	-13

	RSRP Note 3
	dBm/15kHz
	-100.37
	-106.02
	-101
	-111
	-100.37
	-106.02
	-101
	-111

	Propagation condition
	
	AWGN

	Note 1:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols (other than those in the PRS subframes). There is no PDSCH allocated in the subframe transmitting PRS.
Note 2:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 3:
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, Io, RSRP and PRP levels have been derived from other parameters for information purposes. They are not settable parameters themselves. Io values are derived in the case that there is no PBCH, PSS or SSS in the OFDM symbols carrying PRS
Note 4:
The test equipment shall ensure that the receive time difference between the two cells radio frame 0 start at the UE antenna connector is equal to expectedRSTD. The parameters of expected RSTD of all neighbour cells in the OTDOA assistance data are identical in the test.

Note 5:   The parameters of expected RSTD uncertainty of all neighbour cells in the OTDOA assistance data are identical in the test.


<Start of next changes>

A.9.8.2
E-UTRAN TDD RSTD intra frequency case
A.9.8.2.1
Test Purpose and Environment

--- UNCHANGED TEXT OMITTED ---

Table A.9.8.2.1-2: Cell Specific Test Parameters for intra frequency RSTD Tests for E-UTRAN TDD

	Parameter
	Unit
	Test1
	Test2
	Test3
	Test4

	
	
	Cell1
	Cell2
	Cell1
	Cell2
	Cell1
	Cell2
	Cell1
	Cell2

	E-UTRA RF Channel Number
	
	1

	PBCH_RA
	dB
	0
	0
	0
	0
	0
	0
	0
	0

	PBCH_RB
	
	
	
	
	
	
	
	
	

	PSS_RA
	
	
	
	
	
	
	
	
	

	SSS_RA
	
	
	
	
	
	
	
	
	

	PCFICH_RB
	
	
	
	
	
	
	
	
	

	PHICH_RA
	
	
	
	
	
	
	
	
	

	PHICH_RB
	
	
	
	
	
	
	
	
	

	PDCCH_RA
	
	
	
	
	
	
	
	
	

	PDCCH_RB
	
	
	
	
	
	
	
	
	

	OCNG_RANote1
	
	
	
	
	
	
	
	
	

	OCNG_RBNote1 
	
	
	
	
	
	
	
	
	

	PRS_RA
	dB
	0
	0
	-3
	0
	0
	0
	-3
	0
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	-98
	-98
	-98

	PRS 
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	dB
	-2.37
	-8.02
	-6
	-13
	-2.37
	-8.02
	-6
	-13

	PRS 
[image: image39.wmf]ot

s

I

Ê

 Note3
	dB
	-3
	-10
	-6
	-13
	-3
	-10
	-6
	-13

	Io Note3
	dBm/1.08 MHz
	-78.92
	-78.92
	-79.21
	-79.21
	N/A
	N/A
	N/A
	N/A

	
	dBm/9 MHz
	N/A
	N/A
	N/A
	N/A
	-69.72
	-69.72
	-70
	-70

	PRP Note3
	dBm/15kHz
	-100.37
	-106.02
	-104
	-111
	-100.37
	-106.02
	-104
	-111
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 Note 3
	dB
	-2.37
	-8.02
	-3
	-13
	-2.37
	-8.02
	-3
	-13

	RSRP Note 3
	dBm/15kHz
	-100.37
	-106.02
	-101
	-111
	-100.37
	-106.02
	-101
	-111

	Propagation condition
	
	AWGN

	Note 1:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols (other than those in the PRS subframes). There is no PDSCH allocated in the subframe transmitting PRS.
Note 2:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 3:
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, Io, RSRP and PRP levels have been derived from other parameters for information purposes. They are not settable parameters themselves. Io values are derived in the case that there is no PBCH, PSS or SSS in the OFDM symbols carrying PRS.

Note 4:
The test equipment shall ensure that the receive time difference between the two cells radio frame 0 start at the UE antenna connector is equal to expectedRSTD. The parameters of expected RSTD of all neighbour cells in the OTDOA assistance data are identical in the test.

Note 5:
The parameters of expected RSTD uncertainty of all neighbour cells in the OTDOA assistance data are identical in the test.


<End of changes>
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