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	After the IMS deregistration procedure the UE tries to close the TCP connection which may interfere with the subsequent test case procedures causing test case failure; if the RRC connection is released in the meantime, the UE may try MO establishment to finish the TCP-related  control data exchange.
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C.30
Procedures Mobile Initiated IMS Deregistration

The procedure is applicable for a UE is to deregister a public user identity that it has previously registered with its contact address, and satisfies the conditions prior to sending a REGISTER request for deregistration as described in 3GPP TS 24.229 [10], clause 5.1.1.6.

Expected sequence:

	Step
	Direction
	Message/Procedure
	Comment

	
	UE
	SS
	
	

	1
	(
	REGISTER
	The UE sends deregistration for IMS services (8.3.4)

	2
	(
	200 OK
	The SS responds to REGISTER with 200 OK (A.1.3)

	-
	-
	EXCEPTION: the next step is performed only if a TCP connection is used for IMS signalling.
	-

	3
	-
	The SS waits for [3] s.


	Delay is added to ensure that UE closes down the TCP connection after the IMS deregistration procedure before proceeding with other signalling procedures.


Specific message contents

REGISTER (step 1) 

SS shall check that in accordance to the 3GPP TS 24.229 [10] clause 5.1.1.6 the UE sends an initial REGISTER request where the Request-URI and the headers have been correctly populated according to the REGISTER common message definition in annex A.1.1condition A2 and with the following exceptions:

	Header/param
	Value/remark

	Contact
	

	
addr-spec
	SIP URI with IP address or FQDN and protected server port of UE or *

	
expires
	0 (if present)

	Expires 
	(must be present if addr-spec is *)

	
delta-seconds
	0 (if present)

	Supported
	header may be missing or it may contain any value

	Authorization
	

	
nonce-count
	value not checked
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