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	Reason for change:
(

	In RAN5#59, it was agreed to update test case in subclause 8.1.10.2 in TS34.123-1 so as to exclude UEs from the test case that receive MIB value tag autonomously before or parallel to receiving SIB INFORMATION CHANGE INDICATION in SIB 5 or SIB 5bis, and a new TC of 8.1.10.2a was introduced to check these UEs excluded from the above-mentioned original test. Since a corresponding CR for part 2 specification was missing there, it was tasked to update applicability of these TCs in TS34.123-2 as an action point of AP#59.01.

	
	

	Summary of change:
(

	· An applicability statement for existing test case in subclause 8.1.10.2 was updated to exclude UEs receive MIB value tag autonomously before or parallel to receiving SIB INFORMATION CHANGE INDICATION in SIB 5 or SIB 5bis from the test case.

· An applicability statement for the new test case in subclause 8.1.10.2a was introduced to include the UEs excluded from TC in 8.1.10.2.
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	Mismatch between the 34.123-1 and 34.123-2 specifications will remain.
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	Other comments:
(

	The update of the applicability was tasked as AP#59.01 at RAN5#59. Corresponding changes for TS34.123-1 was agreed as CR 3292 in R5-131438.


4
Recommended test case applicability

< Unchanged part skipped >
Table 1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Comments
	Number of TC Executions (informative)

	< Rows skipped>

	8
	RADIO RESOURCE CONTROL
	
	
	
	

	< Rows skipped>

	8.1.10.1
	Dynamic change of segmentation, concatenation & scheduling and handling of unsupported information blocks
	R99
	C01d
	UEs supporting FDD and ((CS bearer service and CS call establishment) or PS bearer service).
	1 or 2 Executions: CS ( only if CS call establishment is supported ), PS

	
	
	
	C02
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option or 7.68 Mcps TDD option
	

	8.1.10.2
	BCCH Mapping on HS-DSCH for Transmitting System Information Change Indication
	Rel-7
	Cxxx
	UEs supporting FDD and HS-PDSCH in CELL_FACH except those receiving MIB Value Tag autonomously before or parallel to receiving SIB INFORMATION CHANGE INDICATION in SIB 5 or SIB 5bis.
	1 Execution: PS

	8.1.10.2a
	BCCH Mapping on HS-DSCH for Transmitting System Information Change Indication with autonomous reading of Master Information Block Value Tag
	Rel-8
	Cyyy
	UEs supporting FDD and HS-PDSCH in CELL_FACH, and receiving MIB Value Tag autonomously before or parallel to receiving SIB INFORMATION CHANGE INDICATION in SIB 5 or SIB 5bis.
	1 Execution: PS

	8.1.10.3
	BCCH Mapping on HS-DSCH for Transmitting System Information Change Indication (1.28Mcps TDD)
	Rel-9
	C758
	UEs supporting 1.28Mcps TDD and HS-PDSCH in CELL_FACH
	

	< Rows skipped>


Table 1a: Applicability of tests Conditions

	< Rows skipped>

	C590
IF A.1/2 AND A.10/8 THEN R ELSE N/A

	C591
IF A.1/1 AND A.18a/29 THEN R ELSE N/A

	C592
IF A.1/1 AND A.18a/30 THEN R ELSE N/A

	< Rows skipped>

	C868
IF A.3/2 AND A.10/31 THEN R ELSE N/A

	Cxxx
IF A.1/1 AND A.18a/29 AND (NOT A.20/86 ) THEN R ELSE N/A

	Cyyy
IF A.1/1 AND A.18a/29 AND A.20/86 THEN R ELSE N/A

	NOTE 1:
A reference to and item in TS 51.010-2 is preceded with the normative reference [52]

NOTE 2:
eCall is a Rel-8 feature but conformance testing of early implementations of eCall shall be tested if supported in Rel-7 UEs.

NOTE 3:
This test case is applicable to UEs supporting Rel-6 and earlier.


< Sections skipped >

A.4.4
Additional information

Table A.20: Additional information

	Item
	Additional information
	Ref.
	Release
	Mnemonic
	Comments

	< Rows skipped>

	85
	Support of logged measurements in Idle mode and PCH States
	25.306 4.15
	Rel-10
	Pc_Loggedmeasurements_idle_PCH
	

	86
	Support of HS-PDSCH and autonomous receiving of MIB Value Tag before or parallel to receiving SIB INFORMATION CHANGE INDICATION in SIB 5 or SIB 5bis in CELL_FACH state.
	25.331, 8.1.1.6
	Rel-8
	[FFS]
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