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	Reason for change:
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	Refer to the section below.

	
	

	Summary of change:
(

	Changed test step ts_MM_RegistrationHandleAttachReqIMSI ( tsc_CellD)to  ts_MM_RegistrationHandleAttachReqIMSI_EPLMN ( tsc_CellD, c_EquivalentPLMN ( tcv_CellInfoA.mcc, tcv_CellInfoA.mnc) )  in test case 12.4.1.4c proc 1.
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not approved:
	This causes UE to behave in a way where UE may fail the test later when testing on a triple mode UE (GSM, UMTS, LTE).
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	Other comments:
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	Similar changes were previously agreed for CR R5s130304  and  R5s120930.


1.1 Change 1
	Object name 
	Tc_12.4.1.4c proc 1

	Reason of change
	During the Location update procedure performed in STEP 16 in 3GPP TS 34.123-1 12.4.1.4c proc 1– the Location update accept currently does not contain any equivalent PLMN list.
At test step 9, network rejects with GMM cause = 'GPRS services not allowed in this PLMN. This will cause the UE to disable E-UTRAN RAT by modifying its CLASSMARK.

At test step 16a, UE performs CS registration on Cell-C and also initiates the PS attach procedure on Cell-C with Attach type = 'GPRS attach' and both the registrations will be successfully done on Cell-C. Since there is no equivalent PLMN list in the location update accept message on Cell-C, PLMN will no longer remain equivalent to PLMN and this change in the classmark information will re-enables the EUTRAN (which will trigger a RAU as per 3GPP 24.008 4.7.5.1). 

The equivalent PLMN list is being sent in the Attach Accept message at test step-18, but before that the UE might have enabled the EUTRAN RAT after reading the new classmark information on receiving the LAU accept and will initiate the RAU procedure as soon as attach complete is done to inform its new MS Radio Access capability which is not expected and will fail the test case.



	Summary of change
	Changed test step ts_MM_RegistrationHandleAttachReqIMSI ( tsc_CellD)to  ts_MM_RegistrationHandleAttachReqIMSI_EPLMN ( tsc_CellD, c_EquivalentPLMN ( tcv_CellInfoA.mcc, tcv_CellInfoA.mnc) )  in test case 12.4.1.4c proc 1.
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