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	Spec
	CR
	Rev
	Cat
	Phase
	Subject
	Doc-2nd-Level
	Workitem
	Source-2nd-Level

	36.141
	463
	 
	F
	Rel-10
	Add the Receiver Blocking test procedure for Home BS to TS36.141
	R4-134230
	HeNB-RF_FDD
	ZTE, Tejet

	36.141
	464
	 
	A
	Rel-11
	Add the Receiver Blocking test procedure for Home BS to TS36.141
	R4-134232
	HeNB-RF_FDD
	ZTE, Tejet

	36.141
	465
	 
	A
	Rel-12
	Add the Receiver Blocking test procedure for Home BS to TS36.141
	R4-134234
	HeNB-RF_FDD
	ZTE, Tejet

	25.101
	982
	1
	F
	Rel-09
	CM and MPR for DC-HSUPA with 16QAM
	R4-134384
	RANimp-DC_HSUPA
	Qualcomm Incorporated

	25.101
	986
	 
	A
	Rel-10
	CM and MPR for DC-HSUPA with 16QAM
	R4-134385
	RANimp-DC_HSUPA
	Qualcomm Incorporated

	25.101
	987
	 
	A
	Rel-11
	CM and MPR for DC-HSUPA with 16QAM
	R4-134386
	RANimp-DC_HSUPA
	Qualcomm Incorporated

	25.101
	988
	 
	A
	Rel-12
	CM and MPR for DC-HSUPA with 16QAM
	R4-134387
	RANimp-DC_HSUPA
	Qualcomm Incorporated

	37.141
	204
	 
	F
	Rel-09
	Correction on reference number
	R4-133323
	RInImp9-RFmulti
	Huawei

	37.141
	205
	 
	A
	Rel-10
	Correction on reference number
	R4-133325
	RInImp9-RFmulti
	Huawei

	37.141
	206
	 
	A
	Rel-11
	Correction on reference number
	R4-133326
	RInImp9-RFmulti
	Huawei

	37.141
	207
	 
	A
	Rel-12
	Correction on reference number
	R4-133327
	RInImp9-RFmulti
	Huawei

	37.104
	150
	 
	F
	Rel-09
	UEM requirement in BC2 for lower BS output power
	R4-133865
	RInImp9-RFmulti
	Ericsson, Telecom Italia

	37.141
	209
	1
	F
	Rel-09
	UEM requirement in BC2 for lower BS output power
	R4-134417
	RInImp9-RFmulti
	Ericsson, Telecom Italia

	37.104
	151
	 
	A
	Rel-10
	UEM requirement in BC2 for lower BS output power
	R4-133866
	RInImp9-RFmulti
	Ericsson, Telecom Italia

	37.141
	210
	 
	A
	Rel-10
	UEM requirement in BC2 for lower BS output power
	R4-133894
	RInImp9-RFmulti
	Ericsson, Telecom Italia

	37.104
	152
	 
	F
	Rel-11
	UEM requirement in BC2 for lower BS output power
	R4-133869
	RInImp9-RFmulti
	Ericsson, Telecom Italia

	37.141
	211
	 
	F
	Rel-11
	UEM requirement in BC2 for lower BS output power
	R4-133896
	RInImp9-RFmulti
	Ericsson, Telecom Italia

	37.104
	155
	 
	A
	Rel-12
	UEM requirement in BC2 for lower BS output power
	R4-133956
	RInImp9-RFmulti
	Ericsson

	37.141
	212
	 
	A
	Rel-12
	UEM requirement in BC2 for lower BS output power
	R4-133899
	RInImp9-RFmulti
	Ericsson, Telecom Italia

	36.101
	1773
	1
	F
	Rel-09
	Corrections to sustained data rate test (Rel-9)
	R4-134311
	LTE-RF
	Rohde & Schwarz

	36.101
	1774
	 
	A
	Rel-10
	Corrections to sustained data rate test (Rel-10)
	R4-133410
	LTE-RF
	Rohde & Schwarz

	36.101
	1775
	 
	A
	Rel-11
	Corrections to sustained data rate test (Rel-11)
	R4-133411
	LTE-RF
	Rohde & Schwarz

	36.101
	1776
	 
	A
	Rel-12
	Corrections to sustained data rate test (Rel-12)
	R4-133413
	LTE-RF
	Rohde & Schwarz
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