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<Start of modified section>
4.4.3.1.1
Combinations of system information blocks

The combination of system information blocks required by a test case depends on the test case scenario. In this clause, the following combinations of system information blocks are defined.

Combination 1 is the default combination which applies to the following test case scenarios:

- E-UTRA FDD single cell scenario

- E-UTRA TDD single cell scenario

- E-UTRA FDD intra-frequency multi cell scenario

- E-UTRA TDD intra-frequency multi cell scenario
- E-UTRA FDD and  E-UTRA TDD dual mode multi cell roaming scenario

Combination 2 applies to the following test case scenarios:

- E-UTRA FDD intra-frequency multi cell scenario with neighbouring cell related information
- E-UTRA TDD intra-frequency multi cell scenario with neighbouring cell related information
Combination 3 applies to the following test case scenarios:

- E-UTRA FDD inter-frequency multi cell scenario

- E-UTRA TDD inter-frequency multi cell scenario

- E-UTRA FDD inter-band multi cell scenario

- E-UTRA TDD inter-band multi cell scenario
- E-UTRA FDD and  E-UTRA TDD dual mode multi cell non-roaming scenario

- E-UTRA FDD intra-band carrier aggregation component carriers cell scenario

- E-UTRA FDD inter-band carrier aggregation component carriers cell scenario

- E-UTRA TDD intra-band carrier aggregation component carriers cell scenario

Combination 4 applies to the following test case scenarios:

- 3GPP inter-RAT E-UTRA FDD + UTRA FDD multi cell scenario

- 3GPP inter-RAT E-UTRA TDD + UTRA LCR TDD multi cell scenario

- 3GPP inter-RAT E-UTRA TDD + UTRA FDD multi cell scenario

Combination 5 applies to the following test case scenarios:

- 3GPP inter-RAT E-UTRA FDD + GERAN multi cell scenario

- 3GPP inter-RAT E-UTRA TDD + GERAN multi cell scenario

Combination 6 applies to the following test case scenarios:

- 3GPP2 inter-RAT E-UTRA FDD + HRPD multi cell scenario

- 3GPP2 inter-RAT E-UTRA TDD + HRPD multi cell scenario

- 3GPP2 inter-RAT E-UTRA FDD + 1xRTT multi cell scenario

- 3GPP2 inter-RAT E-UTRA TDD + 1xRTT multi cell scenario

Editor’s note: 3GPP2 Inter-RAT multi cell scenarios with E-UTRA + HRPD + 1xRTT are FFS.

Combination 7 applies to the following test case scenarios:

- E-UTRA FDD + home eNB multi cell scenario

- E-UTRA TDD + home eNB multi cell scenario

Combination 8 applies to the following test case scenarios:

- E-UTRA FDD ETWS single cell scenario

- E-UTRA TDD ETWS single cell scenario

Combination 9 applies to the following test case scenarios:

- E-UTRA FDD inter-frequency + 3GPP inter-RAT UTRA multi-cell scenario

- E-UTRA TDD inter-frequency + 3GPP inter-RAT UTRA multi-cell scenario

Combination 10 applies to the following test case scenarios:

- 3GPP inter-RAT E-UTRA FDD + UTRA FDD + GERAN multi cell scenario

- 3GPP inter-RAT E-UTRA TDD + UTRA LCR TDD + GERAN multi cell scenario.

Combination 10a applies to the following test case scenarios:

- E-UTRA FDD inter-frequency  + 3GPP inter-RAT E-UTRA FDD + UTRA FDD + GERAN multi cell scenario

- E-UTRA TDD inter-frequency + 3GPP inter-RAT E-UTRA TDD + UTRA LCR TDD + GERAN multi cell scenario

Combination 11 applies to the following test case scenarios:

- 3GPP inter-RAT E-UTRA FDD + UTRA FDD + home eNB multi cell scenario

- 3GPP inter-RAT E-UTRA TDD + UTRA LCR TDD + home eNB multi cell scenario 

Combination 12 applies to the following test case scenarios:

- E-UTRA FDD inter-frequency + GERAN cell scenario

- E-UTRA TDD inter-frequency + GERAN cell scenario

Combination 13 applies to the following test case scenarios:

- E-UTRA FDD inter-frequency + home eNB

- E-UTRA TDD inter-frequency + home eNB

Combination 14 applies to the following test case scenarios:

- 3GPP inter-RAT E-UTRA FDD + GERAN + home eNB multi cell scenario

- 3GPP inter-RAT E-UTRA TDD + GERAN + home eNB multi cell scenario
Combination 15 applies to the following test case scenarios:

- 3GPP E-UTRA FDD single cell scenario+ MBMS 
- 3GPP E-UTRA TDD single cell scenario+ MBMS 
- 3GPP E-UTRA FDD intra-frequency multi cell scenario + MBMS

- 3GPP E-UTRA TDD intra-frequency multi cell scenario + MBMS
Combination 16 applies to the following test case scenarios:

- 3GPP E-UTRA FDD intra-frequency multi cell scenario with neighbouring cell related information + MBMS 
- 3GPP E-UTRA TDD intra-frequency multi cell scenario with neighbouring cell related information + MBMS 
Combination 17 applies to the following test case scenarios:

- 3GPP E-UTRA FDD + CMAS single cell scenario
- 3GPP E-UTRA TDD + CMAS single cell scenario

Combination 18 applies to the following test case scenarios:

- 3GPP E-UTRA FDD + MBMS inter-frequency multi cell scenario (non-MBMS cell broadcasting SIB15) 

- 3GPP E-UTRA TDD + MBMS inter-frequency multi cell scenario (non-MBMS cell broadcasting SIB15)
Combination 19 applies to the following test case scenarios:

- 3GPP E-UTRA FDD + MBMS intra-frequency multi cell scenario (MBMS cell broadcasting SIB15) 

- 3GPP E-UTRA TDD + MBMS intra-frequency multi cell scenario (MBMS cell broadcasting SIB15)
Combination 20 applies to the following test case scenarios:

- 3GPP E-UTRA FDD + MBMS inter-frequency multi cell scenario (MBMS cell broadcasting SIB15) 

- 3GPP E-UTRA TDD + MBMS inter-frequency multi cell scenario (MBMS cell broadcasting SIB15)
- 3GPP E-UTRA FDD + MBMS inter-band multi cell scenario (MBMS cell broadcasting SIB15) 

- 3GPP E-UTRA TDD + MBMS inter-band multi cell scenario (MBMS cell broadcasting SIB15)
Table 4.4.3.1.1-1: Combinations of system information blocks

	
	System information block type

	Combination No.
	SIB2
	SIB3
	SIB4
	SIB5
	SIB6
	SIB7
	SIB8
	SIB9
	SIB10
	SIB11
	SIB12
	SIB13
	SIB

15

	1
	X
	X
	
	
	
	
	
	
	
	
	
	
	

	2
	X
	X
	X
	
	
	
	
	
	
	
	
	
	

	3
	X
	X
	
	X
	
	
	
	
	
	
	
	
	

	4
	X
	X
	
	
	X
	
	
	
	
	
	
	
	

	5
	X
	X
	
	
	
	X
	
	
	
	
	
	
	

	6
	X
	X
	
	
	
	
	X
	
	
	
	
	
	

	7
	X
	X
	X
	
	
	
	
	X
	
	
	
	
	

	8
	X
	X
	
	
	
	
	
	
	X
	X
	
	
	

	9
	X
	X
	
	X
	X
	
	
	
	
	
	
	
	

	10
	X
	X
	
	
	X
	X
	
	
	
	
	
	
	

	10a
	X
	X
	
	X
	X
	X
	
	
	
	
	
	
	

	11
	X
	X
	X
	
	X
	
	
	X
	
	
	
	
	

	12
	X
	X
	
	X
	
	X
	
	
	
	
	
	
	

	13
	X
	X
	X
	X
	
	
	
	X
	
	
	
	
	

	14
	X
	X
	X
	
	
	X
	
	X
	
	
	
	
	

	15
	X
	X
	
	
	
	
	
	
	
	
	
	X
	

	16
	X
	X
	X
	
	
	
	
	
	
	
	
	X
	

	17
	X
	X
	
	
	
	
	
	
	
	
	X
	
	

	18
	X
	X
	
	X
	
	
	
	
	
	
	
	
	X

	19
	X
	X
	X
	
	
	
	
	
	
	
	
	X
	X

	20
	X
	X
	
	X
	
	
	
	
	
	
	
	X
	X


4.4.3.1.2
Scheduling of system information blocks

The scheduling configurations for combinations of system information blocks are defined in the following tables.

Table 4.4.3.1.2-1: Scheduling for combination 1

	Scheduling Information No.
	Periodicity

[radio frames]
	Mapping of system information blocks

	1
	16
	SIB2

	2
	See sub clause 4.4.3.4
	SIB3


Table 4.4.3.1.2-2: Scheduling for combination 2

	Scheduling Information No.
	Periodicity

[radio frames]
	Mapping of system information blocks

	1
	16
	SIB2

	2
	See sub clause 4.4.3.4
	SIB3

	3
	See sub clause 4.4.3.4
	SIB4


Table 4.4.3.1.2-3: Scheduling for combination 3

	Scheduling Information No.
	Periodicity

[radio frames]
	Mapping of system information blocks

	1
	16
	SIB2

	2
	See sub clause 4.4.3.4
	SIB3

	3
	See sub clause 4.4.3.4
	SIB5


Table 4.4.3.1.2-4: Scheduling for combination 4

	Scheduling Information No.
	Periodicity

[radio frames]
	Mapping of system information blocks

	1
	16
	SIB2

	2
	See sub clause 4.4.3.4
	SIB3

	3
	See sub clause 4.4.3.4
	SIB6


Table 4.4.3.1.2-5: Scheduling for combination 5

	Scheduling Information No.
	Periodicity

[radio frames]
	Mapping of system information blocks

	1
	16
	SIB2

	2
	See sub clause 4.4.3.4
	SIB3

	3
	See sub clause 4.4.3.4
	SIB7


Table 4.4.3.1.2-6: Scheduling for combination 6

	Scheduling Information No.
	Periodicity

[radio frames]
	Mapping of system information blocks

	1
	16
	SIB2

	2
	See sub clause 4.4.3.4
	SIB3

	3
	See sub clause 4.4.3.4
	SIB8


Table 4.4.3.1.2-7: Scheduling for combination 7

	Scheduling Information No.
	Periodicity

[radio frames]
	Mapping of system information blocks

	1
	16
	SIB2

	2
	See sub clause 4.4.3.4
	SIB3

	3
	See sub clause 4.4.3.4
	SIB4

	4
	See sub clause 4.4.3.4
	SIB9


Table 4.4.3.1.2-8: Scheduling for combination 8

	Scheduling Information No.
	Periodicity

[radio frames]
	Mapping of system information blocks

	1
	16
	SIB2

	2
	See sub clause 4.4.3.4
	SIB3

	3
	See sub clause 4.4.3.4
	SIB11

	4
	See sub clause 4.4.3.4
	SIB10


Table 4.4.3.1.2-9: Scheduling for combination 9

	Scheduling Information No.
	Periodicity

[radio frames]
	Mapping of system information blocks

	1
	16
	SIB2

	2
	See sub clause 4.4.3.4
	SIB3

	3
	See sub clause 4.4.3.4
	SIB5, SIB6


Table 4.4.3.1.2-10: Scheduling for combination 10

	Scheduling Information No.
	Periodicity

[radio frames]
	Mapping of system information blocks

	1
	16
	SIB2

	2
	See sub clause 4.4.3.4
	SIB3

	3
	See sub clause 4.4.3.4
	SIB6

	4
	See sub clause 4.4.3.4
	SIB7


Table 4.4.3.1.2-10a: Scheduling for combination 10a

	Scheduling Information No.
	Periodicity

[radio frames]
	Mapping of system information blocks

	1
	16
	SIB2

	2
	See sub clause 4.4.3.4
	SIB3

	3
	See sub clause 4.4.3.4
	SIB5, SIB6

	4
	See sub clause 4.4.3.4
	SIB7


Table 4.4.3.1.2-11: Scheduling for combination 11

	Scheduling Information No.
	Periodicity

[radio frames]
	Mapping of system information blocks

	1
	16
	SIB2

	2
	See sub clause 4.4.3.4
	SIB3

	3
	See sub clause 4.4.3.4
	SIB4

	4
	See sub clause 4.4.3.4
	SIB6

	5
	See sub clause 4.4.3.4
	SIB9


Table 4.4.3.1.2-12: Scheduling for combination 12

	Scheduling Information No.
	Periodicity

[radio frames]
	Mapping of system information blocks

	1
	16
	SIB2

	2
	See sub clause 4.4.3.4
	SIB3

	3
	See sub clause 4.4.3.4
	SIB5

	4
	See sub clause 4.4.3.4
	SIB7


Table 4.4.3.1.2-13: Scheduling for combination 13

	Scheduling Information No.
	Periodicity

[radio frames]
	Mapping of system information blocks

	1
	16
	SIB2

	2
	See sub clause 4.4.3.4
	SIB3

	3
	See sub clause 4.4.3.4
	SIB4

	4
	See sub clause 4.4.3.4
	SIB5


Table 4.4.3.1.2-14: Scheduling for combination 14

	Scheduling Information No.
	Periodicity

[radio frames]
	Mapping of system information blocks

	1
	16
	SIB2

	2
	See sub clause 4.4.3.4
	SIB3

	3
	See sub clause 4.4.3.4
	SIB4

	4
	See sub clause 4.4.3.4
	SIB7

	5
	See sub clause 4.4.3.4
	SIB9


Table 4.4.3.1.2-15: Scheduling for combination 15

	Scheduling Information No.
	Periodicity

[radio frames]
	Mapping of system information blocks

	1
	16
	SIB2

	2
	See sub clause 4.4.3.4
	SIB3

	3
	See sub clause 4.4.3.4
	SIB13


Table 4.4.3.1.2-16: Scheduling for combination 16

	Scheduling Information No.
	Periodicity

[radio frames]
	Mapping of system information blocks

	1
	16
	SIB2

	2
	See sub clause 4.4.3.4
	SIB3

	3
	See sub clause 4.4.3.4
	SIB4

	4
	See sub clause 4.4.3.4
	SIB13


Table 4.4.3.1.2-17: Scheduling for combination 17

	Scheduling Information No.
	Periodicity

[radio frames]
	Mapping of system information blocks

	1
	16
	SIB2

	2
	See sub clause 4.4.3.4
	SIB3

	3
	See sub clause 4.4.3.4
	SIB12


<End of modified section>

<Start of modified section>
4.6.1
Contents of RRC messages

–
CounterCheck
Table 4.6.1-0a: CounterCheck

	Derivation Path: 36.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	CounterCheck ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier-DL
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      counterCheck-r8 SEQUENCE {
	
	
	

	        drb-CountMSB-InfoList
	Set according to specific message content
	
	

	        nonCriticalExtension SEQUENCE {}
	Not present
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


<skip the tables>
–
MBSFNAreaConfiguration
Table 4.6.1-4A: MBSFNAreaConfiguration
	Derivation Path: 36.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	MBSFNAreaConfiguration-r9 ::= SEQUENCE {
	
	
	

	  commonSF-Alloc-r9 SEQUENCE (SIZE (1..maxMBSFN-Allocations)) OF SEQUENCE {
	
	
	

	    radioframeAllocationPeriod
	n4
	
	

	    radioframeAllocationOffset
	1
	
	FDD

	
	0
	
	TDD

	    subframeAllocation CHOICE {
	
	
	

	      oneFrame
	‘100000’
	
	FDD

	
	‘000010’
	
	TDD

	    }
	
	
	

	  }
	
	
	

	  commonSF-AllocPeriod-r9
	rf8
	
	

	  pmch-InfoList-r9  SEQUENCE (SIZE (0..maxPMCH-PerMBSFN)) OF SEQUENCE {
	
	
	

	    pmch-Config-r9 SEQUENCE {
	
	
	

	      sf-AllocEnd-r9

	1
	
	

	      dataMCS-r9
	0
	
	

	      mch-SchedulingPeriod-r9
	rf8
	
	

	    }
	
	
	

	    mbms-SessionInfoList-r9 SEQUENCE (SIZE (0..maxSessionPerPMCH)) OF SEQUENCE {
	
	
	

	      MBMS-SessionInfo-r9 SEQUENCE {
	
	
	

	        tmgi-r9 SEQUENCE {
	
	
	

	          plmn-Id-r9 CHOICE{
	
	
	

	            plmn-Index-r9
	1
	
	

	          }
	
	
	

	
	
	
	

	        serviceId-r9
	‘000000’
	
	

	        }
	
	
	

	        sessionId-r9
	Not present
	
	

	        logicalChannelIdentity-r9
	1
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


<End of modified section>












































































































































































































































































































































































































