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	Reason for change:
	Test step ts_HSUPA_Cfg_Setup_r7 intializes  MinETFCIforSRBs based on eTFCI_TableIndex & TTI value. For UL 16 QAM TC 8.2.6.64 value of eTFCI_TableIndex is 1 as per 34.123.1-8.2.6.64. TTCN is not setting MinETFCIforSRBs for this scenario hence TC will become inconclusive.
Here MAC-D PDU size is 148 for SRBs which is mapped to E-DCH. So min block size will be 166 (18 bits header:6 bits DDI, 6 bits length, 6 bits TSN). Therefore value of MinETFCIforSRBs will be 1 for both cases 2ms TTI & table 1(TS 25.321 annax B.2) and 10ms TTI & table 1 (TS 25.321 annax B.4).

	
	

	Summary of change:
	Initialized value of SetETFCIforSRBs for eTFCI table index 1 in local function lt_MinSetETFCIforSRBs_Setup in test step ts_HSUPA_Cfg_Setup_r7.

	
	

	Consequences if not approved:
	UL 16 QAM TC using eTFCI table index value with 1 will become inconclusive.
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	Other comments:
	


1.1 Change 1
	Object name 
	Test step ts_HSUPA_Cfg_Setup_r7

	Reason for change
	Test step ts_HSUPA_Cfg_Setup_r7 set  MinETFCIforSRBs based on eTFCI_TableIndex & TTI value. For UL 16 QAM TC 8.2.6.64 value of eTFCI_TableIndex is 1 as per 34.123.1-8.2.6.64. TTCN is not setting MinETFCIforSRBs for this scenario hence TC will become inconclusive.

Here MAC-D PDU size is 148 for SRBs which is mapped to E-DCH. So min block size will be 166 (18 bits header:6 bits DDI, 6 bits length, 6 bits TSN). Therefore value of MinETFCIforSRBs will be 1 for both cases 2ms TTI & table 1(TS 25.321 annax B.2) and 10ms TTI & table 1 (TS 25.321 annax B.4).

	Summary of change
	Initialized value of SetETFCIforSRBs for eTFCI table index 1 in local function lt_MinSetETFCIforSRBs_Setup in test step ts_HSUPA_Cfg_Setup_r7.
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