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4
General test conditions and declarations

4.1
Measurement uncertainties and test requirements

4.1.1
General
The requirements of this clause apply to all applicable tests in this specification.

The minimum requirements are given in TS 37.104 [2] and the references therein. Test requirements are given in this specification or are included by reference to TS 25.141 [10], TS 25.142 [12], TS 36.141 [9] or TS 51.021 [11]. Test Tolerances for the test requirements explicitly stated in the present specification are defined in Annex C of this specification. Test Tolerances for test requirements included by reference are defined in the respective referred test specification.

Test Tolerances are individually calculated for each test. The Test Tolerances are used to relax the minimum requirements to create test requirements.

When a test requirement differs from the corresponding minimum requirement, then the Test Tolerance applied for the test is non-zero. The Test Tolerance for the test and the explanation of how the minimum requirement has been relaxed by the Test Tolerance are given in Annex C.

4.1.2
Acceptable uncertainty of Test System
The maximum acceptable uncertainty of the Test System is specified below for each test defined explicitly in the present specification, where appropriate. The maximum acceptable uncertainty of the Test System for test requirements included by reference is defined in the respective referred test specification.
The Test System shall enable the stimulus signals in the test case to be adjusted to within the specified tolerance and the equipment under test to be measured with an uncertainty not exceeding the specified values. All tolerances and uncertainties are absolute values, and are valid for a confidence level of 95 %, unless otherwise stated.

A confidence level of 95% is the measurement uncertainty tolerance interval for a specific measurement that contains 95% of the performance of a population of test equipment.
For RF tests, it should be noted that the uncertainties in subclause 4.1.2 apply to the Test System operating into a nominal 50 ohm load and do not include system effects due to mismatch between the DUT and the Test System.
4.1.2.1
Measurement of transmitter

Table 4.1.2-1: Maximum Test System uncertainty for transmitter tests

	Subclause
	Maximum Test System Uncertainty
	Derivation of Test System Uncertainty

	6.2.1
Base Station maximum output power
	±0.7 dB for UTRA and E-UTRA, f ≤ 3.0 GHz

±1.0 dB, 3.0 GHz < f ≤ 4.2 GHz for UTRA and E-UTRA

±1.0 dB for GSM/EDGE
	

	6.4 Transmit ON/OFF power
	±2.0 dB , f ≤ 3.0 GHz

±2.5 dB, 3.0 GHz < f ≤ 4.2 GHz
	

	6.6.1.5.1
Transmitter spurious emissions, Mandatory Requirements
	9 kHz < f ≤ 4 GHz: ±2.0 dB

4 GHz < f ≤ 19 GHz: ±4.0 dB
	

	6.6.1.5.2
Transmitter spurious emissions, Mandatory Requirements
	9 kHz < f ≤ 4 GHz: ±2.0 dB

4 GHz < f ≤ 19 GHz: ±4.0 dB
	

	6.6.1.5.3
Transmitter spurious emissions, Additional BC2 Requirement
	9 kHz < f ≤ 4 GHz: ±2.0 dB

4 GHz < f ≤ 12.75 GHz: ±4.0 dB
	

	6.6.1.5.4
Transmitter spurious emissions, Protection of BS receiver
	±3.0 dB
	

	6.6.1.5.5
Transmitter spurious emissions, Additional spurious emission requirements
	±2.0 dB for > -60dBm , f ≤ 3.0 GHz

±2.5 dB, 3.0 GHz < f ≤ 4.2 GHz
±3.0 dB for ≤ -60dBm , f ≤ 3.0 GHz

±3.5 dB, 3.0 GHz < f ≤ 4.2 GHz
	

	6.6.1.5.6
Transmitter spurious emissions, 
Co-location
	±3.0 dB
	

	6.6.2
Operating band unwanted emissions

	±1.5 dB , f ≤ 3.0 GHz

±1.8 dB, 3.0 GHz < f ≤ 4.2 GHz
	

	6.6.3
Occupied bandwidth
	For E-UTRA:
1.4MHz, 3MHz Channel BW: ±30kHz

5MHz, 10MHz Channel BW: ±100kHz

15MHz, 20MHz: Channel BW: ±300kHz


For UTRA:   ±100kHz
	

	6.6.4
Adjacent Channel Leakage power Ratio (ACLR)
	ACLR ±0.8 dB

Absolute power ±2.0 dB, f ≤ 3.0GHz

Absolute power ±2.5 dB, 3.0GHz < f ≤ 4.2GHz

CACLR ±0.8 dB
CACLR absolute power ±2.0 dB , f ≤ 3.0 GHz

CACLR absolute power ±2.5 dB, 3.0 GHz < f ≤ 4.2 GHz
	

	6.7 Transmitter intermodulation 

(interferer requirements)

This tolerance applies to the stimulus and not the measurements defined in 6.6.1, 6.6.2 and 6.6.4 
	The value below applies only to the interference signal and is unrelated to the measurement uncertainty of the tests (6.6.1, 6.6.2 and 6.6.4) which have to be carried out in the presence of the interferer.

±1.0 dB
	The uncertainty of interferer has double the effect on the result due to the frequency offset


4.1.2.2
Measurement of receiver
Table 4.1.2-2: Maximum Test System Uncertainty for receiver tests

	Subclause
	Maximum Test System Uncertainty
	Derivation of Test System Uncertainty

	7.4 In-band selectivity and blocking (General blocking requirements)
	±1.4 dB , f ≤ 3.0 GHz

±1.8 dB, 3.0 GHz < f ≤ 4.2 GHz
	Overall system uncertainty comprises three quantities:

1. Wanted signal level error

2. Interferer signal level error

3. Additional impact of interferer leakage


Items 1 and 2 are assumed to be uncorrelated so can be root sum squared to provide the ratio error of the two signals. The interferer leakage effect is systematic, and is added arithmetically.


Test System uncertainty = [SQRT (wanted_level_error2 + interferer_level_error2)] + leakage effect.

f ≤ 3.0 GHz
Wanted signal level ± 0.7 dB

Interferer signal level ± 0.7 dB

3.0 GHz < f ≤ 4.2 GHz

Wanted signal level ± 1.0 dB

Interferer signal level ± 1.0 dB

f ≤ 4.2 GHz

Impact of interferer leakage 0.4 dB. 

	7.4 In-band selectivity and blocking (Narrowband  blocking requirements)
	±1.4 dB , f ≤ 3.0 GHz

±1.8 dB, 3.0 GHz < f ≤ 4.2 GHz
	Same as In-band selectivity and blocking (General blocking requirements). 

	7.4 In-band selectivity and blocking (BC3 blocking requirements)
	±1.4 dB , f ≤ 3.0 GHz

±1.8 dB, 3.0 GHz < f ≤ 4.2 GHz
	Same as In-band selectivity and blocking (General blocking requirements). 

	7.5 Out-of-band blocking
	1 MHz ( finterferer ( 3 GHz: ±1.3 dB

3 GHz < finterferer ( 12.75 GHz: ±3.2 dB
	Overall system uncertainty comprises three quantities:

1. Wanted signal level error

2. Interferer signal level error

3. Interferer broadband noise

Items 1 and 2 are assumed to be uncorrelated so can be root sum squared to provide the ratio error of the two signals. The Interferer Broadband noise effect is systematic, and is added arithmetically.

Test System uncertainty = [SQRT (wanted_level_error2 + interferer_level_error2)] + Broadband noise effect.

Out of band blocking, using CW interferer:

Wanted signal level:

± 0.7 dB up to 3 GHz

± 1.0 dB up to 4.2 GHz

Interferer signal level:

± 1.0 dB up to 3 GHz

± 3.0 dB up to 12.75 GHz

Impact of interferer Broadband noise 0.1 dB 

	7.6 Receiver spurious emissions
	30 MHz ≤ f ≤ 4 GHz: ±2.0 dB

4 GHz < f ≤ 19 GHz: ±4.0 dB
	

	7.7.5 Receiver intermodulation (General requirements)
	±1.8 dB , f ≤ 3.0 GHz

±2.4 dB, 3.0 GHz < f ≤ 4.2 GHz
	Overall system uncertainty comprises four quantities:

1. Wanted signal level error

2. CW Interferer level error

3. Modulated Interferer level error

4. Impact of interferer ACLR 

The effect of the closer CW signal has twice the effect.

Items 1, 2 and 3 are assumed to be uncorrelated so can be root sum squared to provide the combined effect of the three signals. The interferer ACLR effect is systematic, and is added arithmetically.

Test System uncertainty = SQRT [(2 x CW_level_error)2 +(mod interferer_level_error)2  +(wanted signal_level_error)2] + ACLR effect.

f ≤ 3.0 GHz 

Wanted signal level ± 0.7dB 

CW interferer level ± 0.5 dB

Mod interferer level ± 0.7 dB

3.0 GHz < f ≤ 4.2 GHz

Wanted signal level ± 1.0 dB

CW Interferer level ± 0.7 dB

Mod Interferer level ± 1.0 dB

f ≤ 4.2 GHz
Impact of interferer ACLR 0.4 dB

	7.7.5 Receiver intermodulation (Narrowband  requirements)
	±1.8 dB , f ≤ 3.0 GHz

±2.4 dB, 3.0 GHz < f ≤ 4.2 GHz
	Same as Receiver intermodulation (General requirements).

	NOTE 1:
Unless otherwise noted, only the Test System stimulus error is considered here. The effect of errors in the throughput measurements or the BER/FER due to finite test duration is not considered.


4.1.3
Interpretation of measurement results

The measurement results returned by the Test System are compared - without any modification - against the test requirements as defined by the Shared Risk principle.

The Shared Risk principle is defined in ITU-R M.1545 [7].
The actual measurement uncertainty of the Test System for the measurement of each parameter shall be included in the test report.

The recorded value for the Test System uncertainty shall be, for each measurement, equal to or lower than the appropriate figure in subclause 4.1.2 of this specification.

If the Test System for a test is known to have a measurement uncertainty greater than that specified in subclause 4.1.2, it is still permitted to use this apparatus provided that an adjustment is made as follows.

Any additional uncertainty in the Test System over and above that specified in subclause 4.1.2 shall be used to tighten the test requirement, making the test harder to pass. (For some tests e.g. receiver tests, this may require modification of stimulus signals). This procedure (defined in Annex C) will ensure that a Test System not compliant with subclause 4.1.2 does not increase the chance of passing a device under test where that device would otherwise have failed the test if a Test System compliant with subclause 4.1.2 had been used.

===================================next change =================================
5
Applicability of requirements and test configurations

The present clause defines for each RF test requirement the set of mandatory test configurations which shall be used for demonstrating conformance. This is specified in the Table 5.2-1 for single-RAT Multi-carrier and Table 5.1-1 for multi-RAT Base Stations.

Requirements apply according to the declared RAT Capability Set (CS) of the MSR Base Station and the Band Category of the declared operating band (BC1, BC2 or BC3), as listed in the heading of each table. Some RF requirements listed in the tables may not be mandatory or they may apply only regionally. This is further specified for each requirement in clause 6 and 7, and in Table 4.3-1.

For a declared RAT Capability Set (CS), only the requirements listed in the column for that CS apply. Requirements listed under CS other than the declared CS(s) need not be tested.

For a BS declared to be capable of contiguous operation only, the test configuration(s) in Tables 5.1-1 and 5.2-1 denoted by a “C” and entries that refer to single-RAT specifications shall be used for testing. 

For a BS declared to be capable of contiguous and non-contiguous operation and where the parameters in the manufacture’s declaration according to subclause 4.7.2 are identical for contiguous and non-contiguous operation, the test configurations denoted by “CNC” and entries that refer to single-RAT specifications shall be used.

For a BS declared to be capable of contiguous and non-contiguous operation and where the parameters in the manufacture’s declaration according to subclause 4.7.2 are not identical for contiguous and non-contiguous operation, the test configurations denoted by “C/NC” and entries that refer to single-RAT specifications shall be used for testing.

For some of the RF test requirements entries within Tables 5.1-1 and 5.2-1 refer to the single-RAT specifications; this is denoted by "(TS 25.141)", "(TS 25.142)", "(TS 36.141)" or "(TS 51.021)". In this case the following shall apply:

-
transmitter test signals and test models as defined within the referred test specification shall be used, see clause 4.9.2. For some RF requirements this comprises a mandatory test case in addition to a test case using the MSR test configurations defined in clause 4.8.

-
for some RF requirements the initial conditions and test procedure as defined within the referred single-RAT test specification for the RF requirement shall be used. This is specified in further detail in clauses 6, 7 and 8 of the present document.
-
for some RF requirements the test requirement as defined within the referred single-RAT test specification for the RF requirement shall be used. This is specified in further detail in clauses 6, 7 and 8 of the present document. In this case (see clause 4.1):
-
The maximum acceptable uncertainty of the Test System for test requirements are defined in the respective referred test specification
-
Test Tolerances are defined in the respective referred test specification. 

-
If the parameters in the manufacturer’s declarations according to subclause 4.7.2 are not identical for contiguous and non-contiguous operation, the parameters for contiguous operation shall be used for the test in the single RAT test specification.

5.1
Multi-RAT capable Base Stations 

Table 5.1-1: Test configurations for capability sets for Multi-RAT capable BS

	Capability Set
	UTRA + E-UTRA 
(CS 3)
	GSM+ UTRA 
(CS 4)
	GSM + 

E-UTRA
(CS 5)
	GSM + UTRA + E-UTRA
(CS 6)

	BS test case
	BC1
	BC2
	BC3
	BC2
	BC2
	BC2

	6.2 Base Station output power
	- 
	- 
	- 
	- 
	- 
	- 

	Base Station maximum output power 
	C: TC3a

CNC: TC3a

C/NC: TC3a, NTC3a
	C: TC3a

CNC: TC3a
C/NC: TC3a, NTC3a
	C: TC3b
	C: TC4a

CNC: TC4a
C/NC: TC4a, NTC4a
	C: TC4b

CNC: TC4b
C/NC: TC4b, NTC4b
	C: TC4c

CNC: TC4c
C/NC: TC4c, NTC4c

	Additional regional requirement
(only for band 34)
	N/A
	N/A
	Compliance stated by manufacturer declaration
	N/A
	N/A
	N/A

	E-UTRA for DL RS power
	(TS 36.141)
	(TS 36.141)
	(TS 36.141)
	N/A
	(TS 36.141)
	(TS 36.141)

	UTRA FDD primary CPICH power
	(TS 25.141)
	(TS 25.141)
	N/A
	(TS 25.141)
	N/A
	(TS 25.141)

	UTRA TDD primary CCPCH power
	N/A
	N/A
	(TS 25.142)
	N/A
	N/A
	N/A

	6.3 Output power dynamics
	- 
	- 
	- 
	- 
	- 
	- 

	E-UTRA
	(TS 36.141)
	(TS 36.141)
	(TS 36.141)
	N/A
	(TS 36.141)
	(TS 36.141)

	UTRA FDD
	(TS 25.141)
	(TS 25.141)
	N/A
	(TS 25.141)
	N/A
	(TS 25.141)

	UTRA TDD
	N/A
	N/A
	(TS 25.142)
	N/A
	N/A
	N/A

	GSM/EDGE
	N/A
	N/A
	N/A
	(TS 51.021)
	(TS 51.021)
	(TS 51.021)

	6.4 Transmit ON/OFF power
	- 
	- 
	- 
	- 
	- 
	- 

	Transmitter OFF power
	N/A
	N/A
	C: TC3b
	N/A
	N/A
	N/A

	Transmitter transient period
	N/A
	N/A
	C: TC3b
	N/A
	N/A
	N/A

	6.5 Transmitted signal quality
	- 
	- 
	- 
	- 
	- 
	- 

	6.5.1 Modulation quality
	- 
	- 
	- 
	- 
	- 
	- 

	E-UTRA
	C: TC3a

CNC: TC3a
C/NC: TC3a, NTC3a
	C: TC3a
CNC: TC3a
C/NC: TC3a, NTC3a
	C: TC3b
	N/A
	C: TC4b
CNC: TC4b
C/NC: TC4b, NTC4b
	C: TC4c

CNC: TC4c
C/NC: TC4c, NTC4c

	UTRA FDD
	C: TC3a

CNC: TC3a
C/NC: TC3a, NTC3a
	C: TC3a
CNC: TC3a
C/NC: TC3a, NTC3a
	N/A
	C: TC4a

CNC: TC4a
C/NC: TC4a, NTC4a
	N/A
	C: TC4c
CNC: TC4c
C/NC: TC4c, NTC4c

	UTRA TDD
	N/A
	N/A
	C: TC3b
	N/A
	N/A
	N/A

	GSM/EDGE
	N/A
	N/A
	N/A
	C: TC4a

CNC: TC4a
C/NC: TC4a, NTC4a
	C: TC4b

CNC: TC4b
C/NC: TC4b, NTC4b
	C: TC4c

CNC: TC4c
C/NC: TC4c, NTC4c

	6.5.2 Frequency error
	- 
	- 
	- 
	- 
	- 
	- 

	E-UTRA
	Same TC as used in 6.5.1 
	Same TC as used in 6.5.1 
	Same TC as used in 6.5.1 
	N/A
	Same TC as used in 6.5.1 
	Same TC as used in 6.5.1 

	UTRA FDD
	Same TC as used in 6.5.1 
	Same TC as used in 6.5.1 
	N/A
	Same TC as used in 6.5.1 
	N/A
	Same TC as used in 6.5.1 

	UTRA TDD
	N/A
	N/A
	Same TC as used in 6.5.1 
	N/A
	N/A
	N/A

	GSM/EDGE
	N/A
	N/A
	N/A
	Same TC as used in 6.5.1 
	Same TC as used in 6.5.1 
	Same TC as used in 6.5.1 

	6.5.3 Time alignment error
	- 
	- 
	- 
	- 
	- 
	- 

	E-UTRA
	(TS 36.141)
	(TS 36.141)
	(TS 36.141)
	N/A
	(TS 36.141)
	(TS 36.141)

	UTRA FDD
	(TS 25.141)
	(TS 25.141)
	N/A
	(TS 25.141)
	N/A
	(TS 25.141)

	UTRA TDD
	N/A
	N/A
	(TS 25.142)
	N/A
	N/A
	N/A

	6.6 Unwanted emissions
	- 
	- 
	- 
	- 
	- 
	- 

	6.6.1 Transmitter spurious emissions
	- 
	- 
	- 
	- 
	- 
	- 

	(Category A)
	C: TC3a

CNC: NTC3a
C/NC: TC3a, NTC3a
	C: TC3a

CNC: NTC3a

C/NC: TC3a, NTC3a
	C: TC3b
	C: TC4a

CNC: NTC4a
C/NC: TC4a, NTC4a
	C: TC4b

CNC: NTC4b
C/NC: TC4b, NTC4b
	C: TC4c

CNC: NTC4c
C/NC: TC4c, NTC4c

	(Category B)
	C: TC3a

CNC: NTC3a
C/NC: TC3a, NTC3a
	C: TC3a
CNC: NTC3a
C/NC: TC3a, NTC3a
	C: TC3b
	C: TC4a
CNC: NTC4a

C/NC: TC4a, NTC4a
	C: TC4b

CNC: NTC4b

C/NC: TC4b, NTC4b
	C: TC4c
CNC: NTC4c

C/NC: TC4c, NTC4c

	Additional requirement for BC2 (Category B)
	N/A
	N/A
	N/A
	C: TC4a
CNC: NTC4a

C/NC: TC4a, NTC4a
	C: TC4b

CNC: NTC4b

C/NC: TC4b, NTC4b
	C: TC4c
CNC: NTC4c

C/NC: TC4c, NTC4c

	Protection of the BS receiver of own or different BS
	C: TC3a

CNC: NTC3a

C/NC: TC3a, NTC3a
	C: TC3a

CNC: NTC3a

C/NC: TC3a, NTC3a
	C: TC3b
	C: TC4a

CNC: NTC4a

C/NC: TC4a, NTC4a
	C: TC4b

CNC: NTC4b

C/NC: TC4b, NTC4b
	C: TC4c

CNC: NTC4c

C/NC: TC4c, NTC4c

	Additional spurious emissions requirements
	C: TC3a

CNC: NTC3a

C/NC: TC3a, NTC3a
	C: TC3a

CNC: NTC3a

C/NC: TC3a, NTC3a
	C: TC3b
	C: TC4a

CNC: NTC4a

C/NC: TC4a, NTC4a
	C: TC4b

CNC: NTC4b

C/NC: TC4b, NTC4b
	C: TC4c

CNC: NTC4c

C/NC: TC4c, NTC4c

	Co-location with other Base Stations
	C: TC3a

CNC: NTC3a

C/NC: TC3a, NTC3a
	C: TC3a

CNC: NTC3a

C/NC: TC3a, NTC3a
	C: TC3b
	C: TC4a

CNC: NTC4a

C/NC: TC4a, NTC4a
	C: TC4b
CNC: NTC4b

C/NC: TC4b, NTC4b
	C: TC4c

CNC: NTC4c

C/NC: TC4c, NTC4c

	6.6.2 Operating band unwanted emissions
	- 
	- 
	- 
	- 
	- 
	- 

	General requirement for Band Categories 1 and 3
	(TS 25.141) 
(TS 36.141)

C: TC3a

CNC: TC3a, NTC3a

C/NC: TC3a, NTC3a
	N/A
	(TS 25.142) 
(TS 36.141)

C: TC3a
	N/A
	N/A
	N/A

	General requirement for Band Category 2
	N/A
	(TS 25.141) 
(TS 36.141)

C: TC3a

CNC: TC3a, NTC3a

C/NC: TC3a, NTC3a
	N/A
	(TS 25.141)

C: TC4a, TC4d (note1)
CNC:TC4a, TC4d(note1), NTC4a

C/NC: TC4a, TC4d(note1), NTC4a
	(TS 36.141)

C: TC4b, 
TC4e (note1)

CNC:TC4b, TC4e(note1), NTC4b 

C/NC: TC4b, TC4e(note1), NTC4b
	(TS 25.141) 
(TS 36.141)

C: TC4c, 
TC4e (note1)

CNC: TC4c, 
TC4e (note1), NTC4c 

C/NC: TC4c, 
TC4e (note1), NTC4c

	GSM/EDGE single-RAT requirement
	N/A
	N/A
	N/A
	(TS 51.021)
	(TS 51.021)
	(TS 51.021)

	Additional requirements
	Compliance stated by manufacturer declaration
	Compliance stated by manufacturer declaration
	Compliance stated by manufacturer declaration
	Compliance stated by manufacturer declaration
	Compliance stated by manufacturer declaration
	Compliance stated by manufacturer declaration

	6.6.3 Occupied bandwidth
	- 
	- 
	- 
	- 
	- 
	- 

	Minimum requirement
	(TS 25.141) (TS 36.141)
	(TS 25.141) (TS 36.141)
	(TS 25.142) (TS 36.141)
	(TS 25.141)
	(TS 36.141)
	(TS 25.141) (TS 36.141)

	6.6.4 Adjacent Channel Leakage power Ratio (ACLR)
	- 
	- 
	- 
	- 
	- 
	- 

	E- UTRA
	
C: TC2
CNC: NTC2
C/NC:TC2, NTC2
	 C: TC2
CNC: NTC2
C/NC:TC2, NTC2
	 C: TC2
CNC: NTC2
C/NC:TC2, NTC2
	N/A
	 C: TC2
CNC: NTC2
C/NC:TC2, NTC2
	 
C: TC2
CNC: NTC2
C/NC:TC2, NTC2

	UTRA FDD
	(TS 25.141)
	(TS 25.141)
	N/A
	(TS 25.141)
	N/A
	(TS 25.141)

	UTRA TDD
	N/A
	N/A
	(TS 25.142)
	N/A
	N/A
	N/A

	Cumulative ACLR
	CNC: NTC3a

C/NC:NTC3a
	CNC: NTC3a

C/NC:NTC3a
	
	CNC: NTC1a

C/NC:NTC1a
	CNC: NTC2

C/NC:NTC2
	CNC: NTC3a

C/NC:NTC3a

	6.7 Transmitter intermodulation
	- 
	- 
	- 
	- 
	- 
	- 

	General requirement
	Same TC as used in 6.6
	Same TC as used in 6.6
	Same TC as used in 6.6
	Same TC as used in 6.6
	Same TC as used in 6.6
	Same TC as used in 6.6

	Additional requirement (BC1 and BC2)
	CNC: NTC3a

C/NC:NTC3a
	Same TC as used in 6.6
	N/A
	Same TC as used in 6.6
	Same TC as used in 6.6
	Same TC as used in 6.6

	Additional requirement (BC3)
	N/A
	N/A
	Same TC as used in 6.6
	N/A
	N/A
	N/A

	7.2 Reference sensitivity level
	- 
	- 
	- 
	- 
	- 
	- 

	E-UTRA
	(TS 36.141)
	(TS 36.141)
	(TS 36.141)
	N/A
	(TS 36.141)
	(TS 36.141)

	UTRA FDD
	(TS 25.141)
	(TS 25.141)
	N/A
	(TS 25.141)
	N/A
	(TS 25.141)

	UTRA TDD
	N/A
	N/A
	(TS 25.142)
	N/A
	N/A
	N/A

	GSM/EDGE
	N/A
	N/A
	N/A
	(TS 51.021)
	(TS 51.021)
	(TS 51.021)

	7.3 Dynamic range
	- 
	- 
	- 
	- 
	- 
	- 

	E-UTRA
	(TS 36.141)
	(TS 36.141)
	(TS 36.141)
	N/A
	(TS 36.141)
	(TS 36.141)

	UTRA FDD
	(TS 25.141)
	(TS 25.141)
	N/A
	(TS 25.141)
	N/A
	(TS 25.141)

	UTRA TDD
	N/A
	N/A
	(TS 25.142)
	N/A
	N/A
	N/A

	GSM/EDGE
	N/A
	N/A
	N/A
	(TS 51.021)
	(TS 51.021)
	(TS 51.021)

	7.4 In- band selectivity and blocking
	- 
	- 
	- 
	
	 
	- 

	General blocking requirement
	C: TC3a

CNC: NTC3a
C/NC: TC3a, NTC3a
	C: TC3a

CNC: NTC3a

C/NC: TC3a, NTC3a
	C: TC3b
	C: TC5a

CNC: NTC5a

C/NC: TC5a, NTC5a
	C: TC5b

CNC: NTC5b

C/NC: TC5b, NTC5b
	C: TC5b

CNC: NTC5c

C/NC: TC5b, NTC5c

	General narrowband blocking requirement
	C: TC3a, TC6b

CNC:NTC3a, TC6b

C/NC: TC3a, NTC3a,TC6b
	C: TC3a, TC6b

CNC:NTC3a, TC6b

C/NC: TC3a, NTC3a,TC6b
	C: TC3b, TC6b


	C: TC5a, TC6a

CNC:NTC5a, TC6a

C/NC: TC5a. NTC5a,TC6a
	C:TC5b, TC6b

CNC:NTC5b, TC6b

C/NC: TC5b, NTC5b,TC6b
	C: TC5b, TC6a

CNC:NTC5c, TC6a

C/NC: TC5b, NTC5c,TC6a

	Additional narrowband blocking requirement for GSM/EDGE
	N/A
	N/A
	N/A
	(TS 51.021)
	(TS 51.021)
	(TS 51.021)

	GSM/EDGE requirements for AM suppression
	N/A
	N/A
	N/A
	(TS 51.021)
	(TS 51.021)
	(TS 51.021)

	Additional BC3 blocking requirement
	N/A
	N/A
	C: TC3b
	N/A
	N/A
	N/A

	7.5 Out-of-band blocking
	- 
	- 
	- 
	- 
	- 
	- 

	General requirement
	C: TC3a

CNC: NTC3a

C/NC: TC3a, NTC3a
	C: TC3a

CNC: NTC3a

C/NC: TC3a, NTC3a
	C: TC3b
	C: TC5a

CNC: NTC5a

C/NC: TC5a, NTC5a
	C: TC5b

CNC: NTC5b

C/NC: TC5b, NTC5b
	C: TC5b

CNC: NTC5c, C/NC: TC5b, NTC5c

	Co-location requirement
	C: TC3a

CNC: NTC3a

C/NC: TC3a, NTC3a
	C: TC3a

CNC: NTC3a

C/NC: TC3a, NTC3a
	C: TC3b
	C: TC5a

CNC: NTC5a

C/NC: TC5a, NTC5a
	C: TC5b

CNC: NTC5b

C/NC: TC5b, NTC5b
	C: TC5b

CNC: NTC5c

C/NC: TC5b, NTC5c

	7.6 Receiver spurious emissions
	- 
	- 
	- 
	- 
	- 
	- 

	General requirement
	C: TC3a

CNC: NTC3a

C/NC: TC3a, NTC3a
	C: TC3a

CNC: NTC3a

C/NC: TC3a, NTC3a
	C: TC3b
	C: TC4a

CNC: NTC4a

C/NC: TC4a, NTC4a
	C: TC4b

CNC: NTC4b

C/NC: TC4b, NTC4b
	C: TC4c

CNC: NTC4c

C/NC: TC4c, NTC4c

	Additional requirement for BC2 (Category B)
	N/A
	N/A
	N/A
	C: TC4a

CNC: NTC4a

C/NC: TC4a, NTC4a
	C: TC4b

CNC: NTC4b

C/NC: TC4b, NTC4b
	C: TC4c

CNC: NTC4c

C/NC: TC4c, NTC4c

	7.7 Receiver intermodulation
	- 
	- 
	- 
	- 
	- 
	- 

	General intermodulation requirement
	C: TC3a

CNC: NTC3a C/NC: TC3a , NTC3a
	C: TC3a 

CNC NTC3a

C/NC: TC3a , NTC3a
	C: TC3b
	C: TC5a

CNC: NTC5a C/NC: TC5a, NTC5a
	C: TC5b

CNC NTC5b

C/NC: TC5b, NTC5b
	C: TC5b

CNC: NTC5c

C/NC: TC5b, NTC5c

	General narrowband intermodulation requirement
	C: TC3a, TC6b

CNC:NTC3a, TC6b

C/NC: TC3a, NTC3a,TC6b
	C: TC3a TC6b

CNC:NTC3a,TC6b

C/NC: TC3a, NTC3a;TC6b
	C: TC3b , TC6b
	C: TC5a , TC6a

CNC:NTC5a, TC6a

C/NC: TC5a NTC5a,TC6a
	C: TC5b, TC6b

CNC:NTC5b, TC6b

C/NC: TC5b, NTC5b,TC6b
	C: TC5b, TC6a

CNC:NTC5c, TC6a

C/NC: TC5b, NTC5c,TC6a

	Additional narrowband intermodulation requirement for GSM/EDGE
	N/A
	N/A
	N/A
	(TS 51.021)
	(TS 51.021)
	(TS 51.021)

	7.8 In-channel selectivity
	- 
	- 
	- 
	- 
	- 
	- 

	E-UTRA requirement
	(TS 36.141)
	(TS 36.141)
	(TS 36.141)
	N/A
	(TS 36.141)
	(TS 36.141)

	NOTE 1:
The TC shall be used for performing tests when [the declared RF bandwidth for GSM is not equal to the declared RF bandwidth for multi-RAT operations and] the frequency range within the frequency band supported by the BS is a subset of the operating band, or when the maximum supported RF bandwidth covers the entire operating band.


5.2
Single-RAT Multi-carrier capable Base Stations 

Table 5.2-1: Test configurations for capability sets for Single-RAT capable BS

	Capability Set
	UTRA (MC) capable BS (CS1)
	E-UTRA (MC) capable BS (CS2)

	BS test case
	BC1
	BC2
	BC3
	BC1
	BC2
	BC3

	6.2 Base Station output power
	- 
	- 
	- 
	- 
	- 
	- 

	Base Station maximum output power
	C: TC1a

CNC: TC1a

C/NC: TC1a, NTC1a
	C: TC1a

CNC: TC1a

C/NC: TC1a, NTC1a
	C: TC1b
	C: TC2

CNC: TC2

C/NC: TC2, NTC2
	C: TC2

CNC: TC2

C/NC: TC2, NTC2
	C: TC2

CNC: TC2

C/NC: TC2, NTC2

	Additional regional requirement 
(only for band 34)
	N/A
	N/A
	N/A
	N/A
	N/A
	Compliance stated by manufacturer declaration

	E-UTRA DL RS power
	N/A
	N/A
	N/A
	(TS 36.141)
	(TS 36.141)
	(TS 36.141)

	UTRA FDD primary CPICH power
	(TS 25.141)
	(TS 25.141)
	N/A
	N/A
	N/A
	N/A

	UTRA TDD primary CCPCH power
	N/A
	N/A
	(TS 25.142)
	N/A
	N/A
	N/A

	6.3 Output power dynamics
	- 
	- 
	- 
	- 
	- 
	- 

	E-UTRA
	N/A
	N/A
	N/A
	(TS 36.141)
	(TS 36.141)
	(TS 36.141)

	UTRA FDD
	(TS 25.141)
	(TS 25.141)
	N/A
	N/A
	N/A
	N/A

	UTRA TDD
	N/A
	N/A
	(TS 25.142)
	N/A
	N/A
	N/A

	GSM/EDGE
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	6.4 Transmit ON/OFF power
	- 
	- 
	- 
	- 
	- 
	- 

	Transmitter OFF power
	N/A
	N/A
	C: TC1b
	N/A
	N/A
	C: TC2 

CNC: TC2

C/NC: TC2, NTC2

	Transmitter transient period
	N/A
	N/A
	C: TC1b
	N/A
	N/A
	C: TC2 

CNC: TC2

C/NC: TC2, NTC2

	6.5 Transmitted signal quality
	- 
	- 
	- 
	- 
	- 
	- 

	6.5.1 Modulation quality
	- 
	- 
	- 
	- 
	- 
	- 

	E-UTRA
	N/A
	N/A
	N/A
	C: TC2

CNC: TC2

C/NC: TC2, NTC2
	C: TC2

CNC: TC2

C/NC: TC2, NTC2
	C: TC2 

CNC: TC2

C/NC: TC2, NTC2

	UTRA FDD
	C: TC1a

CNC: TC1a

C/NC: TC1a, NTC1a
	C: TC1a

CNC: TC1a

C/NC: TC1a, NTC1a
	N/A
	N/A
	N/A
	N/A

	UTRA TDD
	N/A
	N/A
	C: TC1b
	N/A
	N/A
	N/A

	GSM/EDGE
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	6.5.2 Frequency error
	- 
	- 
	- 
	- 
	- 
	- 

	E-UTRA
	N/A
	N/A
	N/A
	Same TC as used in 6.5.1 
	Same TC as used in 6.5.1 
	Same TC as used in 6.5.1 

	UTRA FDD
	Same TC as used in 6.5.1 
	Same TC as used in 6.5.1 
	N/A
	N/A
	N/A
	N/A

	UTRA TDD
	N/A
	N/A
	Same TC as used in 6.5.1 
	N/A
	N/A
	N/A

	GSM/EDGE
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	6.5.3 Time alignment error
	- 
	- 
	- 
	- 
	- 
	- 

	E-UTRA
	N/A
	N/A
	N/A
	(TS 36.141)
	(TS 36.141)
	(TS 36.141)

	UTRA FDD
	(TS 25.141)
	(TS 25.141)
	N/A
	N/A
	N/A
	N/A

	UTRA TDD
	N/A
	N/A
	(TS 25.142)
	N/A
	N/A
	N/A

	6.6 Unwanted emissions
	- 
	- 
	- 
	- 
	- 
	- 

	6.6.1 Transmitter spurious emissions
	- 
	- 
	- 
	- 
	- 
	- 

	(Category A)
	C: TC1a 

CNC: NTC1a

C/NC: TC1a, NTC1a
	C: TC1a

CNC: NTC1a 

C/NC: TC1a, NTC1a
	C: TC1b 
	C: TC2 

CNC: NTC2

C/NC: TC2, NTC2
	C: TC2 

CNC: NTC2

C/NC: TC2, NTC2
	C: TC2 

CNC: NTC2

C/NC: TC2, NTC2 

	(Category B)
	C: TC1a 

CNC: NTC1a

C/NC: TC1a, NTC1a
	C: TC1a

CNC: NTC1a 

C/NC: TC1a, NTC1a
	C: TC1b 
	C: TC2

CNC: NTC2 

C/NC: TC2, NTC2
	C: TC2 

CNC: NTC2

C/NC: TC2, NTC2
	C: TC2 

CNC: NTC2

C/NC: TC2, NTC2 

	Additional requirement for BC2 (Category B)
	
N/A
	
N/A
	
N/A
	
N/A
	
N/A
	
N/A

	Protection of the BS receiver of own or different BS
	C: TC1a

CNC: NTC1a

C/NC: TC1a, NTC1a 
	C: TC1a

CNC: NTC1a

C/NC: TC1a, NTC1a 
	C: TC1b 
	C: TC2

CNC: NTC2

C/NC: TC2, NTC2 
	C: TC2

CNC: NTC2

C/NC: TC2, NTC2 
	C: TC2 

CNC: NTC2

C/NC: TC2, NTC2 

	Additional spurious emissions requirements
	C: TC1a

CNC: NTC1a

C/NC: TC1a, NTC1a 
	C: TC1a

CNC: NTC1a

C/NC: TC1a, NTC1a 
	C: TC1b 
	C: TC2

CNC: NTC2

C/NC: TC2, NTC2 
	C: TC2

CNC: NTC2

C/NC: TC2, NTC2 
	C: TC2 

CNC: NTC2

C/NC: TC2, NTC2 

	Co-location with other Base Stations
	C: TC1a

CNC: NTC1a

C/NC: TC1a, NTC1a 
	C: TC1a

CNC: NTC1a

C/NC: TC1a, NTC1a 
	C: TC1b 
	C: TC2

CNC: NTC2

C/NC: TC2, NTC2 
	C: TC2

CNC: NTC2

C/NC: TC2, NTC2 
	C: TC2 

CNC: NTC2

C/NC: TC2, NTC2 

	6.6.2 Operating band unwanted emissions
	- 
	- 
	- 
	- 
	- 
	- 

	General requirement for Band Categories 1 and 3
	(TS 25.141)

C: TC1a 

CNC: TC1a, NTC1a

C/NC: TC1a, NTC1a 
	N/A
	(TS 25.142) C: TC1b 


	(TS 36.141) 

C: TC2 

CNC: TC2, NTC2

C/NC: TC2, NTC2

	N/A
	(TS 36.141) 

C: TC2 

CNC: TC2, NTC2

C/NC: TC2, NTC2

	General requirement for Band Category 2
	N/A
	(TS 25.141)

C: TC1a  

CNC: TC1a, NTC1a

C/NC: TC1a, NTC1a
	N/A
	N/A
	(TS 36.141)

C: TC2 
CNC: TC2, NTC2

C/NC: TC2, NTC2
	N/A

	GSM/EDGE single-RAT requirements
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	Additional requirements
	Compliance stated by manufacturer declaration
	Compliance stated by manufacturer declaration
	Compliance stated by manufacturer declaration
	Compliance stated by manufacturer declaration
	Compliance stated by manufacturer declaration
	Compliance stated by manufacturer declaration

	6.6.3 Occupied bandwidth
	- 
	- 
	- 
	- 
	- 
	- 

	Minimum requirement
	
(TS 25.141)
	
(TS 25.141)
	 
(TS 25.142)
	 
(TS 36.141)
	 
(TS 36.141)
	
(TS 36.141)

	6.6.4 Adjacent Channel Leakage power Ratio (ACLR)
	
	- 
	- 
	- 
	- 
	- 

	E-UTRA
	N/A
	N/A
	N/A
	 C: TC2
CNC: NTC2
C/NC:TC2, NTC2
	  C: TC2
CNC: NTC2
C/NC:TC2, NTC2
	  C: TC2
CNC: NTC2
C/NC:TC2, NTC2

	UTRA FDD
	(TS 25.141)
	(TS 25.141)
	N/A
	N/A
	N/A
	N/A

	UTRA TDD
	N/A
	N/A
	(TS 25.142)
	N/A
	N/A
	N/A

	Cumulative ACLR
	CNC: NTC1a

C/NC:NTC1a
	CNC: NTC1a

C/NC:NTC1a
	-
	CNC: NTC2

C/NC: NTC2
	CNC: NTC2

C/NC: NTC2
	CNC: NTC2

C/NC: NTC2

	6.7 Transmitter intermodulation
	- 
	- 
	- 
	- 
	- 
	- 

	General requirement
	Same TC as used in 6.6
	Same TC as used in 6.6
	Same TC as used in 6.6
	Same TC as used in 6.6
	Same TC as used in 6.6
	Same TC as used in 6.6

	Additional requirement (BC1 and BC2)
	CNC: NTC1a

C/NC:NTC1a
	Same TC as used in 6.6
	N/A
	CNC: NTC2

C/NC: NTC2


	Same TC as used in 6.6
	N/A

	Additional requirement (BC3)
	N/A
	N/A
	Same TC as used in 6.6
	N/A
	N/A
	Same TC as used in 6.6

	7.2 Reference sensitivity level
	- 
	- 
	- 
	- 
	- 
	- 

	E-UTRA requirement
	N/A
	N/A
	N/A
	(TS 36.141)
	(TS 36.141)
	(TS 36.141)

	UTRA FDD requirement
	(TS 25.141)
	(TS 25.141)
	N/A
	N/A
	N/A
	N/A

	UTRA TDD requirement
	N/A
	N/A
	(TS 25.142)
	N/A
	N/A
	N/A

	GSM/EDGE requirement
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	7.3 Dynamic range
	- 
	- 
	- 
	- 
	- 
	- 

	E-UTRA
	N/A
	N/A
	N/A
	(TS 36.141)
	(TS 36.141)
	(TS 36.141)

	UTRA FDD
	(TS 25.141)
	(TS 25.141)
	N/A
	N/A
	N/A
	N/A

	UTRA TDD
	N/A
	N/A
	(TS 25.142)
	N/A
	N/A
	N/A

	GSM/EDGE
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	7.4 In-band selectivity and blocking
	- 
	- 
	- 
	- 
	- 
	- 

	General blocking requirement
	C: TC1a

CNC: NTC1a

C/NC: TC1a , NTC1a
	C: TC1a

CNC: NTC1a

C/NC: TC1a , NTC1a
	C: TC1b
	C: TC2

CNC: NTC2

C/NC: TC2, NTC2
	C: TC2

CNC: NTC2

C/NC: TC2, NTC2
	C: TC2 

CNC: NTC2

C/NC: TC2, NTC2

	General narrowband blocking requirement
	C: TC1a, 

TC6a

CNC: NTC1a, TC6a

C/NC: TC1a, NTC1a,TC6a
	C: TC1a , TC6a

CNC:NTC1a, TC6a

C/NC: TC1a, NTC1a,TC6a
	C: TC1b TC6c
	C: TC2, 

TC6b

CNC:NTC2, TC6b

C/NC: TC2, 

NTC2, TC6b
	C: TC2, TC6b

CNC: NTC2, TC6b

C/NC: TC2, 

NTC2, TC6b
	C: TC2, TC6b 

CNC: NTC2, TC6b

C/NC: TC2, 

NTC2, TC6b

	Additional narrowband blocking requirement for GSM/EDGE
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	GSM/EDGE requirements for AM suppression
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	Additional BC3 blocking minimum requirement
	N/A
	N/A
	C: TC1b
	N/A
	N/A
	C: TC2 

CNC: NTC2

C/NC: TC2, NTC2

	7.5 Out-of-band blocking
	- 
	- 
	- 
	- 
	- 
	- 

	General requirement
	C: TC1a

CNC: NTC1a

C/NC: TC1a, NTC1a
	C: TC1a

CNC: NTC1a

C/NC: TC1a, NTC1a
	C: TC1b
	C: TC2

CNC: NTC2

C/NC: TC2, NTC2
	C: TC2

CNC: NTC2

C/NC: TC2, NTC2
	C: TC2 

CNC: NTC2

C/NC: TC2, NTC2

	Co-location requirement
	C: TC1a

CNC: NTC1a

C/NC: TC1a, NTC1a
	C: TC1a

CNC: NTC1a

C/NC: TC1a, NTC1a
	C: TC1b
	C: TC2

CNC: NTC2

C/NC: TC2, NTC2
	C: TC2

CNC: NTC2

C/NC: TC2, NTC2
	C: TC2 

CNC: NTC2

C/NC: TC2, NTC2

	7.6 Receiver spurious emissions
	-
	-
	-
	-
	-
	-

	General requirement
	C: TC1a

CNC: NTC1a

C/NC: TC1a, NTC1a
	C: TC1a

CNC: NTC1a

C/NC: TC1a, NTC1a
	C: TC1b
	C: TC2

CNC: NTC2

C/NC: TC2, NTC2
	C: TC2

CNC: NTC2

C/NC: TC2, NTC2
	C: TC2 

CNC: NTC2

C/NC: TC2, NTC2

	Additional requirement for BC2 (Category B)
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	7.7 Receiver intermodulation
	- 
	- 
	- 
	- 
	- 
	- 

	General intermodulation requirement
	C: TC1a

CNC: NTC1a

C/NC: TC1a , NTC1a
	C: TC1a

CNC: NTC1a

C/NC: TC1a , NTC1a
	C: TC1b
	C: TC2

CNC: NTC2

C/NC: TC2, NTC2
	C: TC2

CNC: NTC2

C/NC: TC2, NTC2
	C: TC2 

CNC: NTC2

C/NC: TC2, NTC2

	General narrowband intermodulation requirement
	C: TC1a, TC6a

CNC: NTC1a, TC6a

C/NC: TC1a, NTC1a,TC6a 
	C: TC1a, TC6a

CNC:NTC1a, TC6a

C/NC: TC1a, NTC1a,TC6a
	C: TC1b, TC6c
	C: TC2, TC6b

CNC: NTC2, TC6b

C/NC: TC2, NTC2, TC6b 
	C: TC2, TC6b

CNC: NTC2, TC6b

C/NC: TC2, NTC2, TC6b 
	C: TC2, TC6b 

CNC: NTC2, TC6b

C/NC: TC2, NTC2, TC6b

	Additional narrowband intermodulation requirement for GSM/EDGE
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	7.8 In-channel selectivity
	- 
	- 
	- 
	- 
	- 
	- 

	E-UTRA requirement
	N/A
	N/A
	N/A
	(TS 36.141)
	(TS 36.141)
	(TS 36.141)

	


===================================next change =================================
6.6.4
Adjacent Channel Leakage power Ratio (ACLR)

6.6.4.1
Definition and applicability

Adjacent Channel Leakage power Ratio (ACLR) is the ratio of the filtered mean power centred on the assigned channel frequency to the filtered mean power centred on an adjacent channel frequency.

6.6.4.2
Minimum requirement

The minimum requirement is in TS 37.104 [2] subclause 6.6.4.

6.6.4.3
Test purpose

To verify that the adjacent channel leakage power ratio requirement shall be met as specified by the minimum requirement.

6.6.4.4
Method of test

For this requirement Tables 5.1-1 and 5.2-1 also refer to single-RAT specifications for UTRA; see clause 5. The following shall apply for references to UTRA single-RAT specifications:

-
For references to TS 25.141 [10], the method of test is specified in TS 25.141 [10], subclause 6.5.2.2.4.

-
For references to TS 25.142 [12], the method of test is specified in TS 25.142 [12], subclause 6.6.2.2.4.


For E-UTRA ACLR requirement outside the RF bandwidth edges and the ACLR requirement applied inside sub-block gap, in addition, for non-contiguous spectrum operation, using the MSR test configurations defined in subclause 4.8, the method of test described in subclauses 6.6.4.4.1 and 6.6.4.4.2 applies.
6.6.4.4.1
Initial conditions

Test environment: 


normal; see Annex B.2.

RF bandwidth position to be tested: 
BRFBW, MRFBW and TRFBW; see subclause 4.9.1.
1) Connect the signal analyzer to the Base Station antenna connector as shown in Annex D.1.1.
2) The measurement device characteristics shall be:
-
measurement filter bandwidth: defined in subclause 6.6.4.5;
-
detection mode: true RMS voltage or true average power
.
6.6.4.4.2
Procedure

1)
Set the Base Station to transmit at maximum power according to the applicable test configuration in clause 5 using the corresponding test models or set of physical channels in subclause 4.9.2.
2) For E-UTRA, measure ACLR outside the RF bandwidth edges and ACLR inside sub-block gap, in addition, for non-contiguous spectrum operation as specified in subclause 6.6.4.5.1.

3) For UTRA FDD, measure ACLR inside sub-block gap as specified in subclause 6.6.4.5.2.

4)
Measure Cumulative Adjacent Channel Leakage power Ratio (CACLR) inside sub-block gap as specified in subclause 6.6.4.5.4.
6.6.4.5
Test requirements

6.6.4.5.1
E-UTRA test requirement

For E-UTRA, the test requirement is specified in Tables 6.6.4.5.1-1 and 6.6.4.5.1-2, and applies outside the RF bandwidth edges.
In addition inside any sub-block gap with a sub-block gap size Wgap ≥ 15 MHz and Wgap ≥ 20 MHz for a BS operating in non-contiguous spectrum, the ACLR test requirement for the first and second adjacent channels, respectively, in 6.6.4.5.1-3 and 6.6.4.5.1-4 applies.

 For a BS operating in non-contiguous spectrum the CACLR test requirement in subclause 6.6.4.5.4 applies in sub block gaps for the frequency ranges defined in Table 6.6.4.5.4-1.
The requirement applies during the transmitter on period.
The ACLR is defined with a square filter of bandwidth equal to the transmission bandwidth configuration of the transmitted signal (BWConfig) centered on the assigned channel frequency and a filter centered on the adjacent channel frequency according to the tables below. 

For Category A Wide Area BS, either the ACLR limits in the tables below or the absolute limit of -13dBm/MHz apply, whichever is less stringent.

For Category B Wide Area BS, either the ACLR limits in the tables below or the absolute limit of -15 dBm/MHz apply, whichever is less stringent. 

For Medium Range BS, either the ACLR limits in the tables below or the absolute limit of -25 dBm/MHz shall apply, whichever is less stringent.
For Local Area BS, either the ACLR limits in the tables below or the absolute limit of -32dBm/MHz shall apply, whichever is less stringent.

For operation in paired spectrum, the ACLR shall be higher than the value specified in Table 6.6.4.5.1-1.
Table 6.6.4.5.1-1: Base Station ACLR in paired spectrum

	Channel bandwidth of E-UTRA lowest (highest) carrier transmitted BWChannel [MHz] 
	BS adjacent channel centre frequency offset below the lowest or above the highest RF bandwidth edge frequency
	Assumed adjacent channel carrier 
	Filter on the adjacent channel frequency and corresponding filter bandwidth
	ACLR limit

	1.4, 3.0, 5, 10, 15, 20
	0.5 x BWChannel
	E-UTRA of same BW
	Square (BWConfig)
	44.2 dB

	
	1.5 x BWChannel
	E-UTRA of same BW
	Square (BWConfig)
	44.2 dB

	
	2.5 MHz
	3.84 Mcps UTRA
	RRC (3.84 Mcps)
	44.2 dB

	
	7.5 MHz
	3.84 Mcps UTRA
	RRC (3.84 Mcps)
	44.2 dB

	NOTE 1:
BWChannel and BWConfig are the channel bandwidth and transmission bandwidth configuration of the E-UTRA lowest (highest) carrier transmitted on the assigned channel frequency.

NOTE 2:
The RRC filter shall be equivalent to the transmit pulse shape filter defined in TS 25.104 [3], with a chip rate as defined in this table.


For operation in unpaired spectrum, the ACLR shall be higher than the value specified in Table 6.6.4.5.1‑2
Table 6.6.4.5.1-2: Base Station ACLR in unpaired spectrum with synchronized operation

	Channel bandwidth of E-UTRA lowest (highest) carrier transmitted BWChannel [MHz] 
	BS adjacent channel centre frequency offset below the lowest or above the highest RF bandwidth edge frequency
	Assumed adjacent channel carrier 
	Filter on the adjacent channel frequency and corresponding filter bandwidth
	ACLR limit

	1.4, 3
	0.5 x BWChannel
	E-UTRA of same BW
	Square (BWConfig)
	44.2 dB

	
	1.5 x BWChannel
	E-UTRA of same BW
	Square (BWConfig)
	44.2 dB

	
	0.8 MHz
	1.28 Mcps UTRA
	RRC (1.28 Mcps)
	44.2 dB

	
	2.4 MHz
	1.28 Mcps UTRA
	RRC (1.28 Mcps)
	44.2 dB

	5, 10, 15, 20
	0.5 x BWChannel
	E-UTRA of same BW
	Square (BWConfig)
	44.2 dB

	
	1.5 x BWChannel
	E-UTRA of same BW
	Square (BWConfig)
	44.2 dB

	
	0.8 MHz
	1.28 Mcps UTRA
	RRC (1.28 Mcps)
	44.2 dB

	
	2.4 MHz
	1.28 Mcps UTRA
	RRC (1.28 Mcps)
	44.2 dB

	
	2.5 MHz
	3.84 Mcps UTRA
	RRC (3.84 Mcps)
	44.2 dB

	
	7.5 MHz
	3.84 Mcps UTRA
	RRC (3.84 Mcps)
	44.2 dB

	
	5 MHz
	7.68 Mcps UTRA
	RRC (7.68 Mcps)
	44.2 dB

	
	15 MHz
	7.68 Mcps UTRA
	RRC (7.68 Mcps)
	44.2 dB

	NOTE 1:
BWChannel and BWConfig are the channel bandwidth and transmission bandwidth configuration of the E-UTRA lowest (highest) carrier transmitted on the assigned channel frequency.

NOTE 2:
The RRC filter shall be equivalent to the transmit pulse shape filter defined in TS 25.105 [4], with a chip rate as defined in this table.


For operation in non-contiguous paired spectrum, the ACLR shall be higher than the value specified in Table 6.6.4.5.1‑3.
Table 6.6.4.5.1-3: Base Station ACLR in non-contiguous paired spectrum
	Sub-block gap size (Wgap) where the limit applies
	BS adjacent channel centre frequency offset below or above the sub-block edge (inside the gap)
	Assumed adjacent channel carrier 
	Filter on the adjacent channel frequency and corresponding filter bandwidth
	ACLR limit

	Wgap ≥ 15 MHz
	2.5 MHz
	3.84 Mcps UTRA
	RRC (3.84 Mcps)
	44.2 dB

	Wgap ≥ 20 MHz
	7.5 MHz
	3.84 Mcps UTRA
	RRC (3.84 Mcps)
	44.2 dB

	NOTE:
The RRC filter shall be equivalent to the transmit pulse shape filter defined in TS 25.104 [3], with a chip rate as defined in this table.


For operation in non-contiguous unpaired spectrum, the ACLR shall be higher than the value specified in Table 6.6.4.5.1‑4.
Table 6.6.4.5.1-4: Base Station ACLR in non-contiguous unpaired spectrum
	Sub-block gap size (Wgap) where the limit applies
	BS adjacent channel centre frequency offset below or above the sub-block edge (inside the gap)
	Assumed adjacent channel carrier 
	Filter on the adjacent channel frequency and corresponding filter bandwidth
	ACLR limit

	Wgap ≥ 15 MHz
	2.5 MHz
	5MHz E-UTRA
	Square (BWConfig)
	44.2 dB

	Wgap ≥ 20 MHz
	7.5 MHz
	5MHz E-UTRA
	Square (BWConfig)
	44.2 dB


6.6.4.5.2
UTRA FDD test requirement

For UTRA FDD, the test requirement is specified in TS 25.141 [10] subclause 6.5.2.2.5, and applies outside the RF bandwidth edges.

In addition inside any sub-block gap with a sub-block gap size Wgap ≥ 15 MHz and Wgap ≥ 20 MHz for a BS operating in non-contiguous spectrum, the ACLR test requirement for the first and second adjacent channels, respectively, in TS 25.141 [10]  subclause 6.6.2.2.5 applies.

For a BS operating in non-contiguous spectrum the CACLR test requirement in subclause 6.6.4.5.4 applies in sub block gaps for the frequency ranges defined in Table 6.6.4.5.4-1. 

6.6.4.5.3
UTRA TDD test requirement

For UTRA TDD, the test requirement is specified in TS 25.142 [12] subclause 6.6.2.2.5, and applies outside the RF bandwidth edges.

6.6.4.5.4
Cumulative ACLR requirement in non-contiguous spectrum

The following requirement applies for a BS operating in non-contiguous spectrum. 

The Cumulative Adjacent Channel Leakage power Ratio (CACLR) in a sub-block gap is the ratio of 

a)
the sum of the filtered mean power centred on the assigned channel frequencies for the two carriers adjacent to each side of the sub-block gap, and

b)
the filtered mean power centred on a frequency channel adjacent to one of the respective sub-block edges. 

The requirement applies to adjacent channels of E-UTRA or UTRA carriers allocated adjacent to each side of the sub-block gap. The assumed filter for the adjacent channel frequency is defined in Table 6.6.4.5.4-1 and the filters on the assigned channels are defined in Table 6.6.4.5.4-2.

NOTE:
If the RAT on the assigned channel frequencies are different, the filters used are also different.

For Wide Area Category A BS, either the CACLR limits in Table 6.6.4.5.4-1 or the absolute limit of -13dBm/MHz apply, whichever is less stringent.

For Wide Area Category B BS, either the CACLR limits in Table 6.6.4.5.4-1 or the absolute limit of -15dBm/MHz apply, whichever is less stringent.
For Medium Range BS, either the CACLR limits in Table 6.6.4.4-1 or the absolute limit of -25 dBm/MHz shall apply, whichever is less stringent.

For Local Area BS, either the CACLR limits in Table 6.6.4.4-1 or the absolute limit of -32 dBm/MHz shall apply, whichever is less stringent.

The CACLR for E-UTRA and UTRA carriers located on either side of the sub-block gap shall be higher than the value specified in Table 6.6.4.5.4-1.

Table 6.6.4.5.4-1: Base Station CACLR in non-contiguous spectrum

	Band Category
	Sub-block gap size (Wgap) where the limit applies
	BS adjacent channel centre frequency offset below or above the sub-block edge (inside the gap)
	Assumed adjacent channel carrier (informative)
	Filter on the adjacent channel frequency and corresponding filter bandwidth
	CACLR limit

	BC1, BC2
	5 MHz ≤ Wgap < 15 MHz
	2.5 MHz
	3.84 Mcps UTRA
	RRC (3.84 Mcps)
	44.2 dB

	BC1, BC2
	10 MHz ≤ Wgap < 20 MHz
	7.5 MHz
	3.84 Mcps UTRA
	RRC (3.84 Mcps)
	44.2 dB

	BC3
	5 MHz ≤ Wgap < 15 MHz
	2.5 MHz
	5MHz E-UTRA
	Square (BWConfig)
	44.2 dB

	BC3
	10 MHz < Wgap < 20 MHz
	7.5 MHz
	5MHz E-UTRA
	Square (BWConfig)
	44.2 dB

	NOTE:
For BC1 and BC2 the RRC filter shall be equivalent to the transmit pulse shape filter defined in TS 25.104 [3], with a chip rate as defined in this table.


Table 6.6.4.5.4-2: Filter parameters for the assigned channel

	RAT of the carrier adjacent to the sub-block gap 
	Filter on the assigned channel frequency and corresponding filter bandwidth

	E-UTRA
	E-UTRA of same BW

	UTRA FDD
	RRC (3.84 Mcps)

	NOTE:
The RRC filter shall be equivalent to the transmit pulse shape filter defined in TS 25.104 [3], with a chip rate as defined in this table.


===================================next change =================================
C.1
Measurement of transmitter
Table C.1-1: Derivation of test requirements (Transmitter tests) 

	Test 
	Minimum requirement in TS 37.104
	Test Tolerance
(TT)
	Test requirement

	6.2.1
Base Station maximum output power
	UTRA and E-UTRA

In normal conditions:

within ±2 dB of manufacturer's rated output power

In extreme conditions: 

within ±2.5 dB of manufacturer's rated output power

GSM/EDGE

In normal conditions:

within ±2 dB of manufacturer's rated output power

In extreme conditions: 

within ±2.5 dB of manufacturer's rated output power
	0.7 dB , f ≤ 3.0 GHz

1.0 dB, 3.0 GHz < f ≤ 4.2 GHz
0.7 dB , f ≤ 3.0 GHz

1.0 dB, 3.0 GHz < f ≤ 4.2 GHz
1.0 dB

1.0 dB
	Formula: Upper limit + TT, Lower limit - TT

In normal conditions:

within +2.7 dB and -2.7 dB of the manufacturer's rated output power , f ≤ 3.0 GHz;
within +3 dB and -3 dB of the manufacturer's rated output power, 3.0 GHz < f ≤ 4.2 GHz
In extreme conditions: 

within +3.2 dB and -3.2 dB of the manufacturer's rated output power, f ≤ 3.0 GHz;
within +3.5 dB and -3.5 dB of the manufacturer's rated output power, 3.0 GHz < f ≤ 4.2 GHz
In normal conditions:

within +3.0 dB and -3.0 dB of the manufacturer's rated output power

In extreme conditions: 

within +3.5 dB and -3.5 dB of the manufacturer's rated output power

	6.4 Transmit ON/OFF power
	-85 dBm/MHz.
	2 dB , f ≤ 3.0GHz

2.5 dB, 3.0GHz < f ≤ 4.2GHz


	Formula: Minimum Requirement + TT

	6.6.1.5.1
Transmitter spurious emissions, Mandatory Requirements
	Maximum level defined in Table 6.6.1.1.1-1 of TS 37.104 [2].
	0 dB
	Formula: Minimum Requirement + TT

	6.6.1.5.2
Transmitter spurious emissions, Mandatory Requirements
	Maximum level defined in Table 6.6.1.1.2-1 of TS 37.104 [2].
	0 dB
	Formula: Minimum Requirement + TT

	6.6.1.5.3
Transmitter spurious emissions, Additional BC2 Requirement
	Maximum level defined in Table 6.6.1.1.3-1 of TS 37.104 [2].
	0 dB
	Formula: Minimum Requirement + TT

	6.6.1.5.4
Transmitter spurious emissions, Protection of BS receiver
	Maximum level defined in Table 6.6.1.2.1-1 of TS 37.104 [2].
	0 dB
	Formula: Minimum Requirement + TT

	6.6.1.5.5
Transmitter spurious emissions, Additional spurious emission requirements
	Maximum level defined in Tables 6.6.1.3.1-1 and 6.6.1.3.1-2 of TS 37.104 [2].
	0 dB
	Formula: Minimum Requirement + TT

	6.6.1.5.6
Transmitter spurious emissions, 
Co-location
	Maximum level defined in Table 6.6.1.4.1-1 of TS 37.104 [2].
	0 dB
	Formula: Minimum Requirement + TT

	6.6.2
Operating band unwanted emissions 
	For BC1 and BC2:

Offset < 1 MHz 

-14dBm/30kHz to -26dBm/30kHz

1 MHz ≤ Offset <10 MHz 
 -13 dBm/1 MHz 

10 MHz ≤ Offsets 
 -15 dBm/1 MHz 

For BC2 with adjacent GSM/EDGE or E-UTRA 1.4 and 3 MHz carriers: 

Offset < 0.05 MHz 
 2 dBm/30kHz to 
 5 dBm/30 kHz 

0.05 MHz ≤ Offset

-14 dBm/30kHz to 
 2 dBm/30 kHz 
	1.5 dB , f ≤ 3.0 GHz
1.8 dB, 3.0 GHz < f ≤ 4.2 GHz
1.5 dB , f ≤ 3.0 GHz
1.8 dB, 3.0 GHz < f ≤ 4.2 GHz
0 dB 

1.5 dB

1.5 dB
	Formula: Minimum requirement + TT

-12.5 dBm/30kHz to
 -24.5 dBm/30kHz , f ≤ 3.0 GHz;

-12.2 dBm/30kHz to
 -24.2 dBm/30kHz, 3.0 GHz < f ≤ 4.2 GHz
-11.5 dBm/1 MHz , f ≤ 3.0 GHz;
-11.2 dBm/1 MHz, 3.0 GHz < f ≤ 4.2 GHz
-15 dBm/1 MHz 

3.5 dBm/30kHz to 

6.5 dBm/30 kHz 

-12.5 dBm/30kHz to 
 3.5 dBm/30 kHz 

	6.6.3
Occupied bandwidth 
	BWChannel  for E-UTRA

5 MHz for UTRA FDD

1.6 MHz for UTRA TDD
	0 kHz
	Formula: Minimum Requirement + TT

	6.6.4
Adjacent Channel Leakage power Ratio (ACLR)
	Paired spectrum ACLR:

45 dB for E-UTRA

Unpaired spectrum ACLR:

45 dB for E-UTRA

CACLR:

45 dB for E-UTRA

45 dB for UTRA

Absolute limit -13 dBm/MHz

Absolute limit -15 dBm/MHz
	0.8 dB
0.8 dB
0.8 dB

0.8 dB

0 dB
0 dB
	Formula: 
ACLR Minimum Requirement - TT 

Absolute limit +TT 

Paired spectrum ACLR:

44.2 dB

Unpaired spectrum ACLR:

44.2 dB

CACLR Minimum Requirement - TT 

44.2 dB

44.2 dB

Absolute limit -13 dBm/MHz

Absolute limit -15 dBm/MHz

	6.7
Transmitter intermodulation 
(interferer requirements)

This tolerance applies to the stimulus and not the measurements defined in 6.6.1, 6.6.2 and 6.6.4.
	Wanted signal level - interferer level = 30 dB
	0 dB
	Formula: Ratio + TT

Wanted signal level - interferer level = 30 + 0 dB


C.2
Measurement of receiver
Table C.2-1: Derivation of test requirements (Receiver tests) 

	Test 
	Minimum Requirement in TS 37.104
	Test Tolerance
(TT)
	Test Requirement

	7.4.5.1
  In-band selectivity and blocking, General  blocking requirement 
	Wanted Signal mean power = PREFSENS + x dB, where x is equal to 6 in case of E-UTRA or UTRA and equal to 3 in case of GSM/EDGE.

Interferer signal mean power:

-40 dBm.
	0 dB
	Formula: Wanted signal power + TT.


Interferer signal power unchanged.

	7.4.5.2
  In-band selectivity and blocking, General  narrowband blocking requirement
	Wanted Signal mean power = PREFSENS + x dB, where x is equal to 6 in case of E-UTRA or UTRA and equal to 3 in case of GSM/EDGE. 

Interferer signal mean power:

-49 dBm.
	0 dB
	Formula: Wanted signal power + TT.


Interferer signal power unchanged.

	7.4.5.5
  In-band selectivity and blocking, Additional BC3 requirement
	Wanted Signal mean power = PREFSENS + x dB, where x is equal to 6 in case of E-UTRA or UTRA. 

Interferer signal mean power:

-40 dBm.
	0 dB
	Formula: Wanted signal power + TT.


Interferer signal power unchanged.

	7.5.5.1
  Out-of-band blocking, General requirement 
	Wanted Signal mean power = PREFSENS + x dB, where x is equal to 6 in case of E-UTRA or UTRA and equal to 3 in case of GSM/EDGE. 

Interferer signal mean power:

-15 dBm.
	0 dB
	Formula: Wanted signal power + TT.


Interferer signal power unchanged.

	7.5.5.2
  Out-of-band blocking, Co-location
	Wanted Signal mean power = PREFSENS + x dB, where x is equal to 6 in case of E-UTRA or UTRA and equal to 3 in case of GSM/EDGE. 

Interferer signal mean power:

+16 dBm.
	0 dB
	Formula: Wanted signal power + TT.


Interferer signal power unchanged.

	7.6.5
Receiver spurious emissions 
	Maximum level defined in Tables 7.6.5.1-1 and 7.6.5.2-1 of TS 37.104 [2].
	0 dB
	Formula: Maximum level + TT

	7.7.5.1  Receiver intermodulation, General requirement
	Wanted Signal mean power = PREFSENS + x dB, where x is equal to 6 in case of E-UTRA or UTRA and equal to 3 in case of GSM/EDGE. 

Interferer signal mean power:

-48 dBm.
	0 dB
	Formula: Wanted signal mean power + TT.


CW interferer signal power unchanged.

Modulated interferer signal power unchanged.

	7.7.5.2
  Receiver intermodulation, General narrowband requirement
	Wanted Signal mean power = PREFSENS + x dB, where x is equal to 6 in case of E-UTRA or UTRA and equal to 3 in case of GSM/EDGE.

Interferer signal mean power:

-52 dBm.
	0 dB
	Formula: Wanted signal mean power + TT.


CW interferer signal power unchanged.

Modulated interferer signal power unchanged.
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