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	Reason for change:
(

	Section A.2.2 currently states that a to-tag in the “100 Trying” Response should not be present. According to RFC3261 8.2.6.2, this is actually optional for the UE:
8.2.6.2 Headers and Tags

……

However, if the To header field in the request did not contain a tag, the URI in the To header field in the response MUST equal the URI in the To header field; additionally, the UAS MUST add a tag to the To header field in the response (with the exception of the 100 (Trying) response, in which a tag MAY be present). This serves to identify the UAS that is

responding, possibly resulting in a component of a dialog ID. The same tag MUST be used for all responses to that request, both final and provisional (again excepting the 100 (Trying)). Procedures for the generation of tags are defined in Section 19.3.


	
	

	Summary of change:
(

	Added condition column, and allow inclusion of a to-tag in “100 Trying” response as received from a UE. 

	
	

	Consequences if 
(

not approved:
	A conformant UE can fail MT call scenarios due to including a to-tag in “100 Trying” response
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	Other comments:
(

	Associated with TTCN CR R5s130743


100 Trying for INVITE

	Header/param
	Cond
	Value/remark
	Rel
	Reference

	Status-Line
	
	
	
	RFC 3261 [15]

	
SIP-Version
	
	SIP/2.0
	
	

	
Status-Code
	
	100
	
	

	
Reason-Phrase
	
	Trying
	
	

	Via
	
	
	
	RFC 3261 [15]

	
via-parm
	
	same value as received in INVITE message
	
	

	From
	
	
	
	RFC 3261 [15]

	
addr-spec
	
	same value as received in INVITE message
	
	

	
tag
	
	same value as received in INVITE message
	
	

	To
	
	
	
	RFC 3261 [15]

	
addr-spec
	
	same value as received in INVITE message
	
	

	
tag

      tag
	A1
A2
	not present
Any value or not present
	
	

	Call-ID
	
	
	
	RFC 3261 [15]

	
callid
	
	same value as received in INVITE message
	
	

	CSeq
	
	
	
	RFC 3261 [15]

	
value
	
	same value as received in INVITE message
	
	

	Content-Length
	
	
	
	RFC 3261 [15]

	
value
	
	0
	
	


	Condition
	Explanation

	A1
	100 Trying sent from SS

	A2
	100 Trying sent from UE
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