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<End of Modified Section>

<Start of Next Modified Section>
8.4
AT commands


All mandatory and optional AT commands are sent as AT command strings as defined above. If an optional AT command is not implemented in the UE, the system adaptor needs to parse the AT command and map it to an appropriate MMI command (which is out of scope for this document).

The following AT commands are applied in TTCN.

Table 8.4-1: AT Commands

	Command

	ATD

	ATA

	ATH

	AT+CVMOD

	AT+CLIP

	AT+CLIR

	AT+COLP

	AT+CCFCU

	AT+CHLD


AT commands are referred to TS 27.007 [49].
<End of Modified Section>

<Start of Next Modified Section>
B.2
MMI CommandsTable B.3 requests additional information needed for the execution of the MMI commands used in the ATS.

Table B.2.1-1: Common MMI Commands

	Please REGISTER

	Please De-REGISTER

	Please initiate a Call to <callee contact address> (NOTE 1)

	Please initiate a Video Call

	Please initiate an Emergency Call (NOTE 1)

	Please accept MTSI call (NOTE 1)

	Please accept MTSI text

	Please set call on hold (NOTE 1)

	Please resume call (NOTE 1)

	Please activate Message Wait Indication

	Please trigger UE to send an SMS

	Please trigger registration of second IMPU

	Please trigger registration of third IMPU

	Please Refresh the ISIM

	Please switch off the UE (NOTE 1)

	Please switch on the UE (NOTE 1)

	Please release call (NOTE 1)


NOTE 1:
not used for multi-testers test model acc. to clause 5.6.

Table B.2.1-2: MMI Commands for configuration of supplementary services (not used for multi-testers model according to clause 5.6)
	Pease activate
	ORIGINATING IDENTIFICATION PRESENTATION
	(UserId <public user id>)

	
	ORIGINATING IDENTIFICATION RESTRICTION
	

	
	TERMINATING IDENTIFICATION PRESENTATION
	

	
	TERMINATING IDENTIFICATION RESTRICTION
	

	
	COMMUNICATION FORWARDING
	UNCONDITIONAL
	

	
	
	NO ANSWER
	

	
	
	BUSY
	

	
	
	NOT REGISTERED
	

	
	
	NOT REACHABLE
	

	
	INCOMING COMMUNICATION BARRING
	EXCEPT SPECIFIC USER
	

	
	
	ANONYMOUS USERS
	

	
	COMMUNICATION BARRING WHILE ROAMING
	

	Pease deactivate
	ORIGINATING IDENTIFICATION PRESENTATION
	(UserId <public user id>)

	
	ORIGINATING IDENTIFICATION RESTRICTION
	

	
	TERMINATING IDENTIFICATION PRESENTATION
	

	
	TERMINATING IDENTIFICATION RESTRICTION
	

	
	COMMUNICATION FORWARDING
	UNCONDITIONAL
	

	
	
	NO ANSWER
	

	
	
	BUSY
	

	
	
	NOT REGISTERED
	

	
	
	NOT REACHABLE
	

	
	INCOMING COMMUNICATION BARRING
	EXCEPT SPECIFIC USER
	

	
	
	ANONYMOUS USERS
	

	
	COMMUNICATION BARRING WHILE ROAMING
	
























































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































