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	Reason for change:
	At RAN5#60, applicabilities of test cases for inter-freq/RAT measurements without gaps were added, but table A.4.5-1 entries can lead to ambiguities as to whether or not the UE needs measurement gaps. The mnemonics pc_ interFreqNeedForGaps and pc_ interRATNeedForGaps imply the tests are applicable for UEs that need gaps, but actually the tests are applicable only to UEs that do not need gaps.

	
	

	Summary of change:
	Text in table A.4.5-1 is corrected to reflect that corresponding tests are applicable if the UE does not need gaps.
Applicability conditions C47 and C48 are corrected accordingly.

	
	

	Consequences if not approved:
	The current text could be misunderstood to read that corresponding tests are applicable if the UE needs gaps, whereas in fact they are applicable if the UE does not need gaps. Therefore a compliant UE may fail the test.
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Table 4.2-1a: Applicability of RRM conformance test cases Conditions

	C01
IF A.4.1-1/1 THEN R ELSE N/A

	<Unchanged Items Skipped>

	C45
IF (A.4.1-1/1 AND A.4.4-3/115) THEN R ELSE N/A

	C46
IF (A.4.1-1/2 AND A.4.4-3/115) THEN R ELSE N/A

	C47
IF (A.4.1-1/1 AND A.4.4-1/25 AND NOT A.4.5-1/4) THEN R ELSE N/A

	C48
IF (A.4.1-1/1 AND A.4.1-1/3 AND A.4.4-1/15 AND A.4.4-1/22 AND NOT A.4.5-1/5) THEN R ELSE N/A


<Unchanged sections skipped>
A.4.5
Additional information

Table A.4.5-1: Additional information

	Item
	Additional information
	Ref.
	Release
	Mnemonic
	Comments

	1
	Support of CSG
	36.331 Annex B.2
	Rel-8
	pc_CSG_list
	

	2
	Support of intra-frequency SI acquisition for HO
	36.306 4.3.11.1
	Rel-9
	pc_intraFreqSI-AcquisitionForHO
	

	3
	Support of inter-frequency SI acquisition for HO
	36.306 4.3.11.2
	Rel-9
	pc_interFreqSI-AcquisitionForHO
	

	4
	Need for inter-frequency gaps
(Note 1)
	36.306 4.3.6.1
	Rel-8
	pc_ interFreqNeedForGaps
	

	5
	Need for inter-RAT gaps
(Note 1)
	36.306 4.3.6.1
	Rel-8
	pc_ interRAT-NeedForGaps
	

	Note 1: 
Need for inter-frequency gaps or inter-RAT gaps indicates that the UE does not support corresponding measurement without gaps.


