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1 Overview

This document lists all the changes needed to correct problems in the TTCN implementation of test case 6.3.2.2 which is part of the HSPA8_ENH test suite. Only essential changes to the TTCN are applied and documented in section 4.

With these changes applied the test case can be demonstrated to run with one or more 3G UEs 
(see section 6). Execution log files are provided as evidence. 
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3 Verification Test Summary

Test Case:
TC_6_3_2_2
Test Group:
WI-158 UTRA CSG
ATS Version:
iwd-B2012-03_DfM13wk34 + essential modifications.

System Simulator used:
Anite Conformance Toolset solution
UE used:
Qualcomm 9x15 UE
Verification Status:
PASS
4 Corrections required for test case 6.3.2.2
4.1 Introduction

This section describes the changes required to make test case 6.3.2.2 run correctly with a 3G UE. All modifications are marked with label “@Anite” in the TTCN comments column of the enclosed ATS [1].

The ATS version used as basis was HSPA8_ENH_wk34.mp which is part of iwd-B2012-03_DfM13wk34 release. This ATS provided by MCC160 contains Rel-8 test cases. 
4.2 Change 1
	Object name 
	TC_6_3_2_2, t_Guard

	Reason for change
	To increase the Guard timer of the TC

	Summary of change
	As there is an Idle timer of 600sec where the UE has to camp automatically on the network so the guard timer has to be increased more than 600sec to 900sec

	Label
	@Anite


Before:
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4.3 Change 2
	Object name 
	lt_ChangePowerLevelStep_k_l

	Reason for change
	We are not activating the Cell-E correctly at test step l. 

	Summary of change
	Corrected the test step to activate the Cell-E at test step l.


Before:
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4.4 Change 3
	Object name 
	lt_BringUSIM_ToInitialState

	Reason for change
	The UE is last Registered on CSG Cell-B and cannot clear the CSG-ID until we either do “RAU Reject” OR “Attach Reject” with cause #25 “Not authorized for CSG” on that CSG Cell which is not handled correctly in the test case.

	Summary of change
	CSG ID is cleared from the USIM by doing Detach from CSG cell and then perform the “Attach Reject” on same CSG cell with cause #25 “Not authorized for CSG”.
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5 Branches executed in test case 6.3.2.2
The test case implementation was executed with Integrity and ciphering enabled.
6 Execution Log Files
6.1 Qualcomm 9x15
The Qualcomm 9x15 UE Handset passed this test case on Anite Conformance Toolset solution. The documentation below is enclosed as evidence of the successful test case run [1]:

· Execution log files tc_6_3_2_2_QC_Log.html
In the log files (in html format) the complete test case execution can be seen. All message contents are fully decoded and can be verified. Preliminary verdicts and the final test case verdict can be seen in the log files
· PICS/PIXIT file tc_6_3_2_2_QC_PICS_PIXIT.xml
Text file containing all PICS/PIXIT parameters used for testing.
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This archive comprises HTML Execution log files, PICS/PIXIT files and the TTCN MP file
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