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	Reason for change:
	In TC 12.4.1.4d2 Nr. 24 TTCN has two scenario to exceute further. So when  TC is executed with USIM removal scenario then ciphering key becomes  invalid for PS domain as UE was last rejected with RAU procedure and as per below spec refrecence. When UE is performing next registration then TTCN is checking ciphering key number after extracing from Attach request which will lead to failure of test case.

As per specification 3GPP 33.102 v11.5; 6.4.3

“The ME shall write back the values of STARTCS and/or STARTPS to the USIM only when the UE is about to power off in a controlled manner and there are valid UTRAN keys for that domain.”

Similar changes are required for TCs 9.4.5.3, 12.4.1.4a, 12.4.2.5a proc2

	
	

	Summary of change:
	Removed the ciphering key check when PICS pc_USIM_Rmv set to TRUE in local function lt_HandleAttachReqA inside the test step ts_MM_RegistrationHandleAttachReqP_TMSI.



	
	

	Consequences if not approved:
	Confirment UE will fail the TC if TC is executed with USIM removal option.
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	Other comments:
	


1.1 Change 1
	Object name 
	Test case ASN.1 Constraint Declaration :cdr_UTRAN_MobilityInfo_CNInfo 

	Reason for change
	In TC 12.4.1.4d2 Nr. 24 TTCN has two scenario to exceute further. So when  TC is executed with USIM removal scenario then ciphering key becomes  invalid for PS domain as UE was last rejected with RAU procedure and as per below spec refrecence. When UE is performing next registration then TTCN is checking ciphering key number after extracing from Attach request which will lead to failure of test case.

As per specification 3GPP 33.102 v11.5; 6.4.3

“The ME shall write back the values of STARTCS and/or STARTPS to the USIM only when the UE is about to power off in a controlled manner and there are valid UTRAN keys for that domain.”

	Summary of change
	Removed the ciphering key check when PICS pc_USIM_Rmv set to TRUE in local function lt_HandleAttachReqA inside the test step ts_MM_RegistrationHandleAttachReqP_TMSI.
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