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	Reason for change:
	SRS-UL-ConfigCommon-r10 is not able to configure “Not Present”.
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	SRS-UL-ConfigCommon-r10 is specified with “release”.
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<< Unchanged sections omitted >>

5.2A.4.1.2
Exceptions for UL CA tests

RadioResourceConfigCommonSCell-r10-DEFAULT

Table 5.2A.4.1.2-1: RadioResourceConfigCommonSCell-r10-DEFAULT

	Derivation Path: Clause 4.6.3 Table 4.6.3-13A

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigCommonSCell-r10 ::= SEQUENCE {
	
	
	

	  ul-Configuration-r10 SEQUENCE {
	
	
	UL CA

	    ul-FreqInfo-r10 SEQUENCE {
	
	
	

	      ul-CarrierFreq-r10
	Not Present
	For FDD: If absent, the (default) value determined from the default TX-RX frequency separation defined in 3GPP TS 36.101 [27], table 5.7.3-1 applies.

For TDD: This parameter is absent and it is equal to the downlink frequency.
	

	      ul-Bandwidth-r10
	Not Present
	Same downlink bandwidth as used for target SCell
	

	      additionalSpectrumEmissionSCell-r10
	1 (CA_NS_01)
	
	

	    }
	
	
	

	soundingRS-UL-ConfigCommon-r10
	release
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	UL CA
	When UL Carrier Aggregation is used.
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