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4
Recommended test case applicability

<TEXT SKIPPED HERE>
Table 1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Comments
	Number of TC Executions (informative)
	Release RAT

	
	<ROWS SKIPPED HERE>
	
	
	
	
	

	9
	MOBILITY MANAGEMENT
	
	
	
	
	

	9.1
	TMSI reallocation
	R99
	C98
	UEs supporting CS domain services
	1 Execution: CS
	

	
	<ROWS SKIPPED HERE>
	
	
	
	
	

	9.2.1
	Authentication accepted
	R99
	C98
	UEs supporting CS domain services
	1 Execution: CS
	

	9.4.5.5
	Location updating / periodic / per-device timer
	Rel-10
	C864
	UEs supporting CS domain services and LAP
	
	Rel-8 UTRA FDD

	
	
	
	
	
	
	Rel-9 UTRA TDD

	9.4.6
	Location updating / interworking of attach and periodic
	R99
	C98
	UEs supporting CS domain services
	
	

	9.4.7
	Location Updating / accept with replacement or deletion of Equivalent PLMN list
	R99
	C98
	UEs supporting CS domain services
	1 Execution: CS
	

	9.4.8
	Location Updating after UE power off
	R99
	C98
	UEs supporting CS domain services
	1 Execution: CS
	

	9.4.9
	Location Updating/ Accept, Interaction between Equivalent PLMNs and Forbidden PLMNs
	R99
	C98
	UEs supporting CS domain services
	1 Execution: CS
	

	9.4.10
	NITZ / MM/ Time zone, Time and DST Handling
	Rel-8 (NOTE x)
	CVVV
	UEs supporting FDD and  CS domain services and  NITZ (Time: DST or Universal time or Time zone) 
	1 Execution: PS 

(NOTE y)
	

	
	<ROWS SKIPPED HERE>
	
	
	
	
	

	9.5.2
	MM connection / establishment in security mode
	R99
	C98
	UEs supporting CS domain services 
	1 Execution: CS
	

	
	
	
	
	
	
	

	12
	PACKET SWITCHED MOBILITY MANAGEMENT
	
	
	
	
	

	12.2.1.1
	PS attach / accepted
	R99
	C12
	UE supporting PS domain services.
	1 Execution: PS
	

	12.2.1.1a
	PS attach / accepted / Attach with IMSI
	Rel-10
	C867
	UEs supporting PS domain services and AttachWithIMSI
	
	Rel-8 UTRA FDD

	
	
	
	
	
	
	Rel-9 UTRA TDD

	12.2.1.2
	PS attach / rejected / IMSI invalid / illegal UE
	R99
	C12
	UE supporting PS domain services.
	1 Execution: PS
	

	12.2.1.3
	PS attach / rejected / IMSI invalid / PS services not allowed
	R99
	C12
	UE supporting PS domain services.
	1 Execution: PS
	

	12.2.1.4
	PS attach / rejected / PLMN not allowed
	R99
	C12
	UE supporting PS domain services.
	1 Execution: PS
	

	12.2.1.5a
	PS attach / rejected / roaming not allowed in this location area
	R99
	C12
	UE supporting PS domain services.
	1 Execution: PS
	

	12.2.1.5b
	PS attach / rejected / No Suitable Cells In Location Area
	R99
	 C88
	UE supporting PS domain services and CS domain services (UE supports UE operation mode A).
	1 Execution: CS+PS
	

	12.2.1.5c
	PS attach / rejected / Location area not allowed
	R99
	C12
	UE supporting PS domain services.
	
	

	12.2.1.5d
	PS attach / rejected / PS services not allowed in this PLMN
	R99
	 C88
	UE supporting PS domain services and CS domain services (UE supports UE operation mode A).
	1 Execution: CS+PS
	

	12.2.1.5e
	PS attach / rejected / Not authorized for this CSG
	Rel-8
	C652
	UE supporting PS domain services, CS domain services (UE supports UE operation mode A) and CSG.
	1 Execution: CS+PS
	

	12.2.1.6
	PS attach / abnormal cases / access barred due to access class control
	R99
	C12
	UE supporting PS domain services.
	1 Execution: PS
	

	12.2.1.7
	PS attach / abnormal cases / change of routing area
	R99
	C12
	UE supporting PS domain services.
	1 Execution: PS
	

	12.2.1.8
	PS attach / abnormal cases / power off
	R99
	C12
	UE supporting PS domain services.
	
	

	12.2.1.9
	PS attach / abnormal cases / PS detach procedure collision
	R99
	C12
	UE supporting PS domain services.
	
	

	12.2.1.10
	PS attach / abnormal cases / Failure due to non integrity protection
	R99
	C12
	UE supporting PS domain services.
	1 Execution: PS
	

	12.2.1.11
	PS attach / accepted / follow-on request pending indicator set
	R99
	C395
	UE supporting PS domain services and supports follow-on request procedure (PS)
	1 Execution: PS
	

	12.2.1.12
	PS attach / abnormal cases / access barred due to domain specific access restriction for PS domain
	Rel-5
	C412
	UE supporting PS domain services and DSAC

Note:

For Rel-5 UEs DSAC support is optional.

For Rel-6 or later UEs DSAC support is mandatory.
	1 Execution: PS
	

	12.2.1.13
	NITZ / GMM/ Time zone, Time and DST Handling
	Rel-8 (NOTE x)
	CXXX
	UE supporting FDD and  PS domain services and NITZ (Time: DST or Universal time or Time zone)
	1 Execution: PS 
(NOTE y)
	

	12.2.1.14
	NITZ / GMM/ NITZ Parameters Storage and Deletion
	Rel-8 (NOTE x)
	CYYY
	UE supporting FDD and  PS domain services and NITZ (Name: Short or Full)
	1 Execution: PS 

(NOTE y)
	

	12.2.1.15
	NITZ / GMM / MM and GMM Signalling
	Rel-8 (NOTE x)
	CZZZ
	UE supporting FDD and  PS domain services and NITZ 
	1 Execution: PS 

(NOTE y)
	

	12.2.2.1
	Combined PS attach / PS and non-PS attach accepted
	R99
	C88
	UE supporting PS domain services and CS domain services.
	1 Execution: CS+PS
	

	12.2.2.2
	Combined PS attach / PS only attach accepted
	R99
	C88
	UE supporting PS domain services and CS domain services.
	
	

	
	<ROWS SKIPPED HERE>
	
	
	
	
	

	14.7.11a
	Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] SRBs for DCCH on common E-DCH and HS-DSCH for enhanced CELL_FACH with DRX configured
	Rel-8
	C732
	UEs supporting FDD and HS-DSCH DRX in CELL_FACH and Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] SRBs for DCCH on common E-DCH and HS-DSCH for enhanced CELL_FACH
	1 Execution: PS
	

	15
	SUPPLEMENTARY SERVICES 
(NOTE x, NOTE y)
	
	
	
	
	

	15.1.1
	CLIP / Normal operation
	Rel-8

	CXX
	UEs supporting FDD and a CS bearer service and speech and MT circuit switched basic service and Calling Line Identification Presentation
	1 Execution: CS
	

	15.2.1
	CLIR / Normal operation - requesting presentation of CLI
	Rel-8 
	CYY
	UEs supporting FDD and a CS bearer service and speech  and MO circuit switched basic service and Calling Line Identification Presentation
	1 Execution: CS
	

	15.2.2
	CLIR / Normal operation - requesting restriction of CLI presentation
	Rel-8 
	CZZ
	UEs supporting FDD and a CS bearer service and speech  and MO circuit switched basic service and Calling Line Identification Restriction
	1 Execution: CS
	

	16
	SMS
	
	
	
	
	

	16.1.1
	SMS on CS mode / SMS mobile terminated
	R99
	C18
	UE capable of receiving Short Message at any time on CS mode.
	1 Execution: CS
	

	16.1.2
	SMS on CS mode / SMS mobile originated
	R99
	C20
	UE capable of submitting Short Message at any time on CS mode.
	1 Execution: CS
	

	
	<ROWS SKIPPED HERE>
	
	
	
	
	

	18.3.8.5
	Streaming or interactive or background / UL:[max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] kbps / PS RAB + Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:[max bit rate depending on UE category and TTI] DL:3.4 kbps SRBs for DCCH on E-DCH and DL DCH
	Rel-7
	C629
	UEs supporting 7.68 Mcps TDD option and HS-PDSCH and E-PUCH and Streaming or interactive or background / UL:[max bit rate depending on UE category] DL: [max bit rate depending on UE category] kbps / PS RAB + Streaming or interactive or background / UL: [max bit rate depending on UE category] DL: [max bit rate depending on UE category] / PS RAB + UL:[max bit rate depending on UE category] DL:3.4 kbps SRBs for DCCH on E-DCH and DL DCH
	1 Execution: PS
	

	NOTE x: 
Supplementary Services and NITZ are defined in R99 core specifications, Based on industry input 3GPP RAN5 have decided to set the applicability from Rel-8 onwards in order to align with the reference test suite implementation.
NOTE y: 
If the UE supports GSM then the Supplementary Services and NITZ test cases need only be executed in either GSM or UMTS.


Table 1a: Applicability of tests Conditions

	C01
IF A.1/1 THEN R ELSE N/A

	C01a
IF A.1/1 AND A.1/12 THEN R ELSE N/A

	<ROWS SKIPPED HERE>

	C873
IF A.1/4 AND A.20/87 THEN R ELSE N/A

	C874
IF A.1/13 AND A.20/87 THEN R ELSE N/A

	CVVV
IF A.1/1 AND  A.3/1 AND( [52]A.25/119 OR [52]A.25/146 OR [52]A.25/147)

	CXXX
IF A.1/1 AND A.3/2 AND ([52] A.25/119 OR [52]A.25/146 OR [52]A.25/147)

	CYYY
IF A.1/1 AND  A.3/2 AND ([52] A.25/145 OR [52]A.25/144)

	CZZZ
IF A.1/1 AND  A.3/2 AND [52] A.25/118 

	CXX 
IF A.1/1 AND A.2/1 AND A.3/1 AND A.20/5 AND A.7/2 THEN R ELSE N/A

	CYY 
IF A.1/1 AND A.2/1 AND A.3/1 AND A.20/4 AND A.7/2 THEN R ELSE N/A

	CZZ 
IF A.1/1 AND A.2/1 AND A.3/1 AND A.20/4 AND A.7/3 THEN R ELSE N/A

	NOTE 1:
A reference to and item in TS 51.010-2 is preceded with the normative reference [52]

NOTE 2:
eCall is a Rel-8 feature but conformance testing of early implementations of eCall shall be tested if supported in Rel-7 UEs.


