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6.1
General

The contents of each RRC message is specified in sub-clause 6.2 using ASN.1 to specify the message syntax and using tables when needed to provide further detailed information about the information elements specified in the message syntax. The syntax of the information elements that are defined as stand-alone abstract types is further specified in a similar manner in sub-clause 6.3.

The need for information elements to be present in a message or an abstract type, i.e., the ASN.1 fields that are specified as OPTIONAL in the abstract notation (ASN.1), is specified by means of comment text tags attached to the OPTIONAL statement in the abstract syntax. All comment text tags are available for use in the downlink direction only. The meaning of each tag is specified in table 6.1-1.

Table 6.1-1: Meaning of abbreviations used to specify the need for information elements to be present

	Abbreviation
	Meaning

	Cond conditionTag

(Used in downlink only)
	Conditionally present
An information element for which the need is specified by means of conditions. For each conditionTag, the need is specified in a tabular form following the ASN.1 segment. In case, according to the conditions, a field is not present, the UE takes no action and where applicable shall continue to use the existing value (and/ or the associated functionality) unless explicitly stated otherwise (e.g. in the conditional presence table or in the description of the field itself).

	Need OP

(Used in downlink only)
	 Optionally present
An information element that is optional to signal. For downlink messages, the UE is not required to take any special action on absence of the IE beyond what is specified in the procedural text or the field description table following the ASN.1 segment. The UE behaviour on absence should be captured either in the procedural text or in the field description.

	Need ON

(Used in downlink only)
	Optionally present, No action
An information element that is optional to signal. If the message is received by the UE, and in case the information element is absent, the UE takes no action and where applicable shall continue to use the existing value (and/ or the associated functionality).

	Need OR

(Used in downlink only)
	 Optionally present, Release
An information element that is optional to signal. If the message is received by the UE, and in case the information element is absent, the UE shall discontinue/ stop using/ delete any existing value (and/ or the associated functionality).


Any IE with Need ON in system information shall be interpreted as Need OR.

Need codes may not be specified for a parent extension field/ extension group, used in downlink, which includes one or more child extension fields. Upon absence of such a parent extension field/ extension group, the UE shall:

-
For each individual child extension field, including extensions that are mandatory to include in the optional group, act in accordance with the need code that is defined for the extension;

-
Apply this behaviour not only for child extension fields included directly within the optional parent extension field/ extension group, but also for extension fields defined at further nesting levels as long as for none of the fields in-between the concerned extension field and the parent extension field a need code is specified;

NOTE 1:
The above applies for groups of non critical extensions using double brackets (referred to as extension groups), as well as non-critical extensions at the end of a message or at the end of a structure contained in a BIT STRING or OCTET STRING (referred to as parent extension fields).

Need codes, conditions and ASN.1 defaults specified for a particular (child) field only apply in case the (parent) field including the particular field is present. This rule does not apply for optional parent extension fields/ extension groups without need codes,
NOTE 2:
The previous rule implies that E-UTRAN has to include such a parent extension field to release a child field that is either:
-
Optional with need OR, or

-
Conditional while the UE releases the child field when absent.
The handling of need codes as specified in the previous is illustrated by means of an example, as shown in the following ASN.1.
-- /example/ ASN1START

RRCMessage-r8-IEs ::= 




SEQUENCE {


field1








InformationElement1,


field2








InformationElement2



OPTIONAL,
-- Need ON

nonCriticalExtension




RRCMessage-v8a0-IEs



OPTIONAL

}

RRCMessage-v8a0-IEs ::=




SEQUENCE {


field3








InformationElement3



OPTIONAL,
-- Need ON

nonCriticalExtension




RRCMessage-v940-IEs



OPTIONAL

}

RRCMessage-v940-IEs ::=




SEQUENCE {


field4








InformationElement4



OPTIONAL,
-- Need OR

nonCriticalExtension




SEQUENCE {}





OPTIONAL

}

InformationElement1 ::=


SEQUENCE {


field11







InformationElement11



OPTIONAL,
-- Need ON

field12







InformationElement12



OPTIONAL,
-- Need OR


...,


[[
field13







InformationElement13


OPTIONAL,
-- Need OR



field14







InformationElement14


OPTIONAL
-- Need ON

]]

}

InformationElement2 ::=


SEQUENCE {


field21







InformationElement11



OPTIONAL,
-- Need OR


...

}

-- ASN1STOP
The handling of need codes as specified in the previous implies that:

-
if field2 in RRCMessage-r8-IEs is absent, the UE does not modify field21;

if field2 in RRCMessage-r8-IEs is present but does not include field21, the UE  releases field21;
-
if the extension group containing field13 is absent, the UE releases field13 and does not modify field14;
-
if nonCriticalExtension defined by IE RRCMessage-v8a0-IEs is absent, the UE does not modify field3 and releases field4;
6.2.2
Message definitions

–
CounterCheck
The CounterCheck message is used by the E-UTRAN to indicate the current COUNT MSB values associated to each DRB and to request the UE to compare these to its COUNT MSB values and to report the comparison results to E-UTRAN.
Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: E‑UTRAN to UE

CounterCheck message
-- ASN1START

CounterCheck ::=


SEQUENCE {


rrc-TransactionIdentifier


RRC-TransactionIdentifier,


criticalExtensions




CHOICE {



c1








CHOICE {




counterCheck-r8





CounterCheck-r8-IEs,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}

CounterCheck-r8-IEs ::=
SEQUENCE {


drb-CountMSB-InfoList



DRB-CountMSB-InfoList,


nonCriticalExtension



CounterCheck-v8a0-IEs



OPTIONAL
}

CounterCheck-v8a0-IEs ::= SEQUENCE {


lateNonCriticalExtension


OCTET STRING





OPTIONAL,

nonCriticalExtension



SEQUENCE {}






OPTIONAL
}

DRB-CountMSB-InfoList ::=

SEQUENCE (SIZE (1..maxDRB)) OF DRB-CountMSB-Info

DRB-CountMSB-Info ::=
SEQUENCE {


drb-Identity




DRB-Identity,


countMSB-Uplink




INTEGER(0..33554431),


countMSB-Downlink



INTEGER(0..33554431)

}

-- ASN1STOP

	CounterCheck field descriptions

	count-MSB-Downlink
Indicates the value of 25 MSBs from downlink COUNT associated to this DRB.

	count-MSB-Uplink
Indicates the value of 25 MSBs from uplink COUNT associated to this DRB.

	drb-CountMSB-InfoList

Indicates the MSBs of the COUNT values of the DRBs.


–
CounterCheckResponse
The CounterCheckResponse message is used by the UE to respond to a CounterCheck message.
Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: UE to E‑UTRAN

CounterCheckResponse message
-- ASN1START

CounterCheckResponse ::=


SEQUENCE {


rrc-TransactionIdentifier


RRC-TransactionIdentifier,


criticalExtensions




CHOICE {



counterCheckResponse-r8



CounterCheckResponse-r8-IEs,



criticalExtensionsFuture


SEQUENCE {}


}

}

CounterCheckResponse-r8-IEs ::=
SEQUENCE {


drb-CountInfoList




DRB-CountInfoList,


nonCriticalExtension



CounterCheckResponse-v8a0-IEs

OPTIONAL
}

CounterCheckResponse-v8a0-IEs ::= SEQUENCE {


lateNonCriticalExtension


OCTET STRING





OPTIONAL,

nonCriticalExtension



SEQUENCE {}






OPTIONAL
}

DRB-CountInfoList ::=


SEQUENCE (SIZE (0..maxDRB)) OF DRB-CountInfo

DRB-CountInfo ::=
SEQUENCE {


drb-Identity




DRB-Identity,


count-Uplink




INTEGER(0..4294967295),

count-Downlink




INTEGER(0..4294967295)

}

-- ASN1STOP
	CounterCheckResponse field descriptions

	count-Downlink
Indicates the value of downlink COUNT associated to this DRB.

	count-Uplink
Indicates the value of uplink COUNT associated to this DRB.

	drb-CountInfoList

Indicates the COUNT values of the DRBs.


–
CSFBParametersRequestCDMA2000
The CSFBParametersRequestCDMA2000 message is used by the UE to obtain the CDMA2000 1xRTT Parameters from the network. The UE needs these parameters to generate the CDMA2000 1xRTT Registration message used to register with the CDMA2000 1xRTT Network which is required to support CSFB to CDMA2000 1xRTT.
Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: UE to E‑UTRAN

CSFBParametersRequestCDMA2000 message
-- ASN1START

CSFBParametersRequestCDMA2000 ::= SEQUENCE {


criticalExtensions




CHOICE {



csfbParametersRequestCDMA2000-r8
CSFBParametersRequestCDMA2000-r8-IEs,



criticalExtensionsFuture


SEQUENCE {}


}

}

CSFBParametersRequestCDMA2000-r8-IEs ::= SEQUENCE {


nonCriticalExtension



CSFBParametersRequestCDMA2000-v8a0-IEs
OPTIONAL OP

}

CSFBParametersRequestCDMA2000-v8a0-IEs ::= SEQUENCE {


lateNonCriticalExtension


OCTET STRING





OPTIONAL,

nonCriticalExtension



SEQUENCE {}






OPTIONAL
}

-- ASN1STOP

–
CSFBParametersResponseCDMA2000
The CSFBParametersResponseCDMA2000 message is used to provide the CDMA2000 1xRTT Parameters to the UE so the UE can register with the CDMA2000 1xRTT Network to support CSFB to CDMA2000 1xRTT.
Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: E‑UTRAN to UE

CSFBParametersResponseCDMA2000 message
-- ASN1START

CSFBParametersResponseCDMA2000 ::= SEQUENCE {


rrc-TransactionIdentifier


RRC-TransactionIdentifier,


criticalExtensions





CHOICE {



csfbParametersResponseCDMA2000-r8

CSFBParametersResponseCDMA2000-r8-IEs,



criticalExtensionsFuture



SEQUENCE {}


}

}

CSFBParametersResponseCDMA2000-r8-IEs ::= SEQUENCE {


rand







RAND-CDMA2000,


mobilityParameters




MobilityParametersCDMA2000,


nonCriticalExtension



CSFBParametersResponseCDMA2000-v8a0-IEs
OPTIONAL
}

CSFBParametersResponseCDMA2000-v8a0-IEs ::= SEQUENCE {


lateNonCriticalExtension


OCTET STRING





OPTIONAL,

nonCriticalExtension



SEQUENCE {}






OPTIONAL
}

-- ASN1STOP

–
DLInformationTransfer
The DLInformationTransfer message is used for the downlink transfer of NAS or non-3GPP dedicated information.

Signalling radio bearer: SRB2 or SRB1 (only if SRB2 not established yet. If SRB2 is suspended, E-UTRAN does not send this message until SRB2 is resumed.)

RLC-SAP: AM

Logical channel: DCCH

Direction: E‑UTRAN to UE

DLInformationTransfer message
-- ASN1START

DLInformationTransfer ::=


SEQUENCE {


rrc-TransactionIdentifier


RRC-TransactionIdentifier,


criticalExtensions




CHOICE {



c1








CHOICE {




dlInformationTransfer-r8


DLInformationTransfer-r8-IEs,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}

DLInformationTransfer-r8-IEs ::=
SEQUENCE {


dedicatedInfoType




CHOICE {



dedicatedInfoNAS




DedicatedInfoNAS,



dedicatedInfoCDMA2000-1XRTT


DedicatedInfoCDMA2000,



dedicatedInfoCDMA2000-HRPD


DedicatedInfoCDMA2000


},


nonCriticalExtension



DLInformationTransfer-v8a0-IEs

OPTIONAL
}

DLInformationTransfer-v8a0-IEs ::= SEQUENCE {


lateNonCriticalExtension


OCTET STRING





OPTIONAL,

nonCriticalExtension



SEQUENCE {}






OPTIONAL
}

-- ASN1STOP

–
HandoverFromEUTRAPreparationRequest (CDMA2000)

The HandoverFromEUTRAPreparationRequest message is used to trigger the handover preparation procedure with a CDMA2000 RAT. This message is also used to trigger a tunneled preparation procedure with a CDMA2000 1xRTT RAT to obtain traffic channel resources for the enhanced CS fallback to CDMA2000 1xRTT, which may also involve a concurrent preparation for handover to CDMA2000 HRPD. Also, this message is used to trigger the dual Rx/Tx redirection procedure with a CDMA2000 1xRTT RAT.
Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: E‑UTRAN to UE

HandoverFromEUTRAPreparationRequest message
-- ASN1START

HandoverFromEUTRAPreparationRequest ::= SEQUENCE {


rrc-TransactionIdentifier

RRC-TransactionIdentifier,


criticalExtensions




CHOICE {



c1








CHOICE {




handoverFromEUTRAPreparationRequest-r8













HandoverFromEUTRAPreparationRequest-r8-IEs,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}

HandoverFromEUTRAPreparationRequest-r8-IEs ::= SEQUENCE {


cdma2000-Type




CDMA2000-Type,


rand






RAND-CDMA2000



OPTIONAL,
-- Cond cdma2000-Type


mobilityParameters



MobilityParametersCDMA2000
OPTIONAL,
-- Cond cdma2000-Type


nonCriticalExtension


HandoverFromEUTRAPreparationRequest-v890-IEs
OPTIONAL
}

HandoverFromEUTRAPreparationRequest-v890-IEs ::= SEQUENCE {


lateNonCriticalExtension

OCTET STRING



OPTIONAL,

nonCriticalExtension


HandoverFromEUTRAPreparationRequest-v920-IEs
OPTIONAL
}

HandoverFromEUTRAPreparationRequest-v920-IEs ::= SEQUENCE {


concurrPrepCDMA2000-HRPD-r9

BOOLEAN




OPTIONAL,
-- Cond cdma2000-Type


nonCriticalExtension


HandoverFromEUTRAPreparationRequest-v1020-IEs
OPTIONAL
}

HandoverFromEUTRAPreparationRequest-v1020-IEs ::= SEQUENCE {


dualRxTxRedirectIndicator-r10

ENUMERATED {true}

OPTIONAL,
-- Cond cdma2000-1XRTT


redirectCarrierCDMA2000-1XRTT-r10
CarrierFreqCDMA2000

OPTIONAL,
-- Cond dualRxTxRedirect


nonCriticalExtension



SEQUENCE {}



OPTIONAL
}

-- ASN1STOP

	HandoverFromEUTRAPreparationRequest field descriptions

	concurrPrepCDMA2000-HRPD

Value TRUE indicates that upper layers should initiate concurrent preparation for handover to CDMA2000 HRPD in addition to preparation for enhanced CS fallback to CDMA2000 1xRTT.

	dualRxTxRedirectIndicator

Value TRUE indicates that the second radio of the dual Rx/Tx UE is being redirected to CDMA2000 1xRTT [51].

	redirectCarrierCDMA2000-1XRTT

Used to indicate the CDMA2000 1xRTT carrier frequency where the UE is being redirected to.


	Conditional presence
	Explanation

	cdma2000-1XRTT
	The field is optionally present, need ON, if the cdma2000-Type = type1XRTT; otherwise it is not present.

	cdma2000-Type
	The field is mandatory present if the cdma2000-Type = type1XRTT; otherwise it is not present.

	dualRxTxRedirect
	The field is optionally present, need ON, if dualRxTxRedirectIndicator is present; otherwise it is not present.


–
InDeviceCoexIndication

The InDeviceCoexIndication message is used to inform E-UTRAN about IDC problems which can not be solved by the UE itself, as well as to provide information that may assist E-UTRAN when resolving these problems.
Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: UE to E‑UTRAN

InDeviceCoexIndication message

-- ASN1START

InDeviceCoexIndication-r11 ::=

SEQUENCE {


criticalExtensions




CHOICE {



c1








CHOICE {



inDeviceCoexIndication-r11



InDeviceCoexIndication-r11-IEs,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}
InDeviceCoexIndication-r11-IEs ::=
SEQUENCE {


affectedCarrierFreqList-r11


AffectedCarrierFreqList-r11




OPTIONAL,

tdm-AssistanceInfo-r11



TDM-AssistanceInfo-r11





OPTIONAL,


lateNonCriticalExtension


OCTET STRING







OPTIONAL,


nonCriticalExtension



SEQUENCE {}








OPTIONAL

}

AffectedCarrierFreqList-r11 ::=
SEQUENCE (SIZE (1..maxFreqIDC-r11)) OF AffectedCarrierFreq-r11

AffectedCarrierFreq-r11 ::=
SEQUENCE {


carrierFreq-r11



MeasObjectId,


interferenceDirection-r11
ENUMERATED {eutra, other, both, spare}

}

TDM-AssistanceInfo-r11 ::=
CHOICE {


drx-AssistanceInfo-r11



SEQUENCE {



drx-CycleLength-r11




ENUMERATED {sf40, sf64, sf80, sf128, sf160,













 sf256, spare2, spare1},



drx-Offset-r11





INTEGER (0..255)
OPTIONAL,



drx-ActiveTime-r11




ENUMERATED {sf20, sf30, sf40, sf60, sf80,













 sf100, spare2, spare1}


},


idc-SubframePatternList-r11


IDC-SubframePatternList-r11,


...

}

IDC-SubframePatternList-r11 ::=
SEQUENCE (SIZE (1..maxSubframePatternIDC-r11)) OF IDC-SubframePattern-r11

IDC-SubframePattern-r11 ::= CHOICE {


subframePatternFDD-r11



BIT STRING (SIZE (4)),


subframePatternTDD-r11



CHOICE {



subframeConfig0-r11




BIT STRING (SIZE (70)),



subframeConfig1-5-r11



BIT STRING (SIZE (10)),



subframeConfig6-r11




BIT STRING (SIZE (60))


},


...

}
-- ASN1STOP
	InDeviceCoexIndication field descriptions

	affectedCarrierFreqList

List of E-UTRA carrier frequencies affected by IDC problems. 

	drx-ActiveTime

Indicates the desired active time that the E-UTRAN is recommended to configure. Value in number of subframes. Value sf20 corresponds to 20 subframes, sf30 corresponds to 30 subframes and so on.

	drx-CycleLength

Indicates the desired DRX cycle length that the E-UTRAN is recommended to configure. Value in number of subframes. Value sf40 corresponds to 40 subframes, sf64 corresponds to 64 subframes and so on.

	drx-Offset

Indicates the desired DRX starting offset that the E-UTRAN is recommended to configure. The UE shall set the value of drx-Offset smaller than the value of drx-CycleLength. The starting frame and subframe satisfy the relation: [(SFN * 10) + subframe number] modulo (drx-CycleLength) = drx-Offset.

	idc-SubframePatternList

A list of one or more subframe patterns indicating which HARQ process E-UTRAN is requested to abstain from using. Value 0 indicates that E-UTRAN is requested to abstain from using the subframe. For FDD, the radio frame in which the pattern starts (i.e. the radio frame in which the first/leftmost bit of the subframePatternFDD corresponds to subframe #0) occurs when SFN mod 2 = 0. For TDD, the first/leftmost bit corresponds to the subframe #0 of the radio frame satisfying SFN mod x = 0, where x is the size of the bit string divided by 10. The UE shall indicate a subframe pattern that follows HARQ time line, as specified in TS 36.213 [23], i.e, if a subframe is set to 1 in the subframe pattern, also the corresponding subframes carrying the potential UL grant [23, 8.0], the UL HARQ retransmission [23, 8.0] and the DL/UL HARQ feedback [23, 7.3, 8.3 and 9.1.2] shall be set to 1.

	interferenceDirection
Indicates the direction of IDC interference. Value eutra indicates that only E-UTRA is victim of IDC interference, value other indicates that only another radio is victim of IDC interference and value both indicates that both E-UTRA and another radio are victims of IDC interference. The other radio refers to either the ISM radio or GNSS (see 3GPP TR 36.816 [63]).


–
InterFreqRSTDMeasurementIndication
The InterFreqRSTDMeasurementIndication message is used to indicate that the UE is going to either start or stop OTDOA inter-frequency RSTD measurement which requires measurement gaps as specified in TS 36.133 [16, 8.1.2.6].

Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: UE to E‑UTRAN

InterFreqRSTDMeasurementIndication message
-- ASN1START

InterFreqRSTDMeasurementIndication-r10 ::=


SEQUENCE {


criticalExtensions




CHOICE {



c1








CHOICE {




interFreqRSTDMeasurementIndication-r10
InterFreqRSTDMeasurementIndication-r10-IEs,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}

InterFreqRSTDMeasurementIndication-r10-IEs ::=

SEQUENCE {

rstd-InterFreqIndication-r10

CHOICE {


start







SEQUENCE {




rstd-InterFreqInfoList-r10



RSTD-InterFreqInfoList-r10



},



stop







NULL


},


lateNonCriticalExtension


OCTET STRING





OPTIONAL,


nonCriticalExtension



SEQUENCE {}






OPTIONAL

}

RSTD-InterFreqInfoList-r10 ::=
SEQUENCE (SIZE(1..maxRSTD-Freq-r10)) OF RSTD-InterFreqInfo-r10

RSTD-InterFreqInfo-r10 ::=

SEQUENCE {


carrierFreq-r10




ARFCN-ValueEUTRA,


measPRS-Offset-r10



INTEGER (0..39),


...,


[[
carrierFreq-v1090


ARFCN-ValueEUTRA-v9e0



OPTIONAL


]]

}

-- ASN1STOP

	InterFreqRSTDMeasurementIndication field descriptions

	carrierFreq

The EARFCN value of the carrier received from upper layers for which the UE needs to perform the inter-frequency RSTD measurements. If the UE includes carrierFreq-v1090, it shall set carrierFreq-r10 to maxEARFCN.

	measPRS-Offset

Indicates the requested gap offset for performing inter-frequency RSTD measurements. It is the smallest subframe offset from the beginning of subframe 0 of SFN=0 of the serving cell of the requested gap for measuring PRS positioning occasions in the carrier frequency carrierFreq for which the UE needs to perform the inter-frequency RSTD measurements. The PRS positioning occasion information is received from upper layers. The value of measPRS-Offset is obtained by mapping the starting subframe of the PRS positioning occasion in the measured cell onto the corresponding subframe in the serving cell and is calculated as the serving cell’s number of subframes from SFN=0 mod 40.

The UE shall take into account any additional time required by the UE to start PRS measurements on the other carrier when it does this mapping for determining the measPRS-Offset.

NOTE: Figure 6.2.2-1 illustrates the measPRS-Offset field.

	rstd-InterFreqIndication

Indicates the inter-frequency RSTD measurement action, i.e. the UE is going to start or stop inter-frequency RSTD measurement.
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Figure 6.2.2-1 (informative): Exemplary calculation of measPRS-Offset field.
–
LoggedMeasurementConfiguration
The LoggedMeasurementConfiguration message is used by E-UTRAN to configure the UE to perform logging of measurement results while in RRC_IDLE. It is used to transfer the logged measurement configuration for network performance optimisation, see TS 37.320 [60].

Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: E-UTRAN to UE

LoggedMeasurementConfiguration message
-- ASN1START

LoggedMeasurementConfiguration-r10 ::=
SEQUENCE {


criticalExtensions




CHOICE {



c1








CHOICE {




loggedMeasurementConfiguration-r10

LoggedMeasurementConfiguration-r10-IEs,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture



SEQUENCE {}


}

}

LoggedMeasurementConfiguration-r10-IEs ::= SEQUENCE {




traceReference-r10



TraceReference-r10,


traceRecordingSessionRef-r10
OCTET STRING (SIZE (2)),


tce-Id-r10





OCTET STRING (SIZE (1)),


absoluteTimeInfo-r10


AbsoluteTimeInfo-r10,


areaConfiguration-r10


AreaConfiguration-r10

OPTIONAL,
-- Need OR


loggingDuration-r10



LoggingDuration-r10,


loggingInterval-r10



LoggingInterval-r10,


nonCriticalExtension


LoggedMeasurementConfiguration-v1080-IEs
OPTIONAL
}

LoggedMeasurementConfiguration-v1080-IEs ::= SEQUENCE {


lateNonCriticalExtension-r10
OCTET STRING





OPTIONAL,

nonCriticalExtension


LoggedMeasurementConfiguration-v1130-IEs
OPTIONAL
}

LoggedMeasurementConfiguration-v1130-IEs ::= SEQUENCE {


plmn-IdentityList-r11


PLMN-IdentityList3-r11

OPTIONAL,
-- Need OR


areaConfiguration-v1130


AreaConfiguration-v1130

OPTIONAL,
-- Need OR


nonCriticalExtension


SEQUENCE {}




OPTIONAL
}

-- ASN1STOP

	LoggedMeasurementConfiguration field descriptions

	absoluteTimeInfo

Indicates the absolute time in the current cell. 

	areaConfiguration

Used to restrict the area in which the UE performs measurement logging to cells broadcasting either one of the included cell identities or one of the included tracking area codes/ identities.

	plmn-IdentityList

Indicates a set of PLMNs defining when the UE performs measurement logging as well as the associated status indication and information retrieval i.e. the UE performs these actions when the RPLMN is part of this set of PLMNs.

	tce-Id

Parameter Trace Collection Entity Id: See TS 32.422 [58].

	traceRecordingSessionRef

Parameter Trace Recording Session Reference: See TS 32.422 [58]


–
MasterInformationBlock
The MasterInformationBlock includes the system information transmitted on BCH.
Signalling radio bearer: N/A

RLC-SAP: TM

Logical channel: BCCH

Direction: E‑UTRAN to UE

MasterInformationBlock
-- ASN1START

MasterInformationBlock ::=


SEQUENCE {


dl-Bandwidth





ENUMERATED {












n6, n15, n25, n50, n75, n100},


phich-Config





PHICH-Config,


systemFrameNumber




BIT STRING (SIZE (8)),


spare







BIT STRING (SIZE (10))

}

-- ASN1STOP

	MasterInformationBlock field descriptions

	dl-Bandwidth

Parameter: transmission bandwidth configuration, NRB in downlink, see TS 36.101 [42, table 5.6-1]. n6 corresponds to 6 resource blocks, n15 to 15 resource blocks and so on.

	systemFrameNumber

Defines the 8 most significant bits of the SFN. As indicated in TS 36.211 [21, 6.6.1], the 2 least significant bits of the SFN are acquired implicitly in the P-BCH decoding, i.e. timing of 40ms P-BCH TTI indicates 2 least significant bits (within 40ms P-BCH TTI, the first radio frame: 00, the second radio frame: 01, the third radio frame: 10, the last radio frame: 11). One value applies for all serving cells (the associated functionality is common i.e. not performed independently for each cell).


–
MBMSCountingRequest

The MBMSCountingRequest message is used by E-UTRAN to count the UEs that are receiving or interested to receive specific MBMS services.

Signalling radio bearer: N/A

RLC-SAP: UM

Logical channel: MCCH

Direction: E‑UTRAN to UE

MBMSCountingRequest message
-- ASN1START

MBMSCountingRequest-r10 ::=

SEQUENCE {


countingRequestList-r10


CountingRequestList-r10,


lateNonCriticalExtension

OCTET STRING





OPTIONAL,

nonCriticalExtension


SEQUENCE {}






OPTIONAL
}

CountingRequestList-r10 ::=
SEQUENCE (SIZE (1..maxServiceCount)) OF CountingRequestInfo-r10

CountingRequestInfo-r10 ::=

SEQUENCE {


tmgi-r10






TMGI-r9,


...

}

-- ASN1STOP

–
MBMSCountingResponse

The MBMSCountingResponse message is used by the UE to respond to an MBMSCountingRequest message.

Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: UE to E‑UTRAN

MBMSCountingResponse message
-- ASN1START

MBMSCountingResponse-r10 ::=


SEQUENCE {


criticalExtensions




CHOICE {



c1








CHOICE {



countingResponse-r10



MBMSCountingResponse-r10-IEs,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}

MBMSCountingResponse-r10-IEs ::=
SEQUENCE {


mbsfn-AreaIndex-r10



INTEGER (0..maxMBSFN-Area-1) 





OPTIONAL,

countingResponseList-r10

CountingResponseList-r10


OPTIONAL,


lateNonCriticalExtension

OCTET STRING





OPTIONAL,


nonCriticalExtension


SEQUENCE {}






OPTIONAL

}

CountingResponseList-r10 ::=

SEQUENCE (SIZE (1..maxServiceCount)) OF CountingResponseInfo-r10

CountingResponseInfo-r10 ::=

SEQUENCE {

countingResponseService-r10
INTEGER (0..maxServiceCount-1),

...

}

-- ASN1STOP
	MBMSCountingResponse field descriptions

	countingResponseList

List of MBMS services which the UE is receiving or interested to receive. Value 0 for field countingResponseService corresponds to the first entry in countingRequestList within MBMSCountingRequest, value 1 corresponds to the second entry in this list and so on.

	mbsfn-AreaIndex
Index of the entry in field mbsfn-AreaInfoList within SystemInformationBlockType13. Value 0 corresponds to the first entry in mbsfn-AreaInfoList within SystemInformationBlockType13, value 1 corresponds to the second entry in this list and so on.


–
MBMSInterestIndication

The MBMSInterestIndication message is used to inform E-UTRAN that the UE is receiving/ interested to receive or no longer receiving/ interested to receive MBMS via an MRB.

Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: UE to E‑UTRAN

MBMSInterestIndication message
-- ASN1START

MBMSInterestIndication-r11 ::=

SEQUENCE {


criticalExtensions




CHOICE {



c1








CHOICE {



interestIndication-r11



MBMSInterestIndication-r11-IEs,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}

MBMSInterestIndication-r11-IEs ::=
SEQUENCE {


mbms-FreqList-r11




CarrierFreqListMBMS-r11


OPTIONAL,


mbms-Priority-r11




ENUMERATED {true}



OPTIONAL,


lateNonCriticalExtension


OCTET STRING




OPTIONAL,


nonCriticalExtension



SEQUENCE {}





OPTIONAL

}

-- ASN1STOP
	MBMSInterestIndication field descriptions

	mbms-FreqList

List of MBMS frequencies on which the UE is receiving or interested to receive MBMS via an MRB.

	mbms-Priority
Indicates whether the UE prioritises MBMS reception above unicast reception. The field is present (i.e. value true), if the UE prioritises reception of all listed MBMS frequencies above reception of any of the unicast bearers. Otherwise the field is absent.


–
MBSFNAreaConfiguration
The MBSFNAreaConfiguration message contains the MBMS control information applicable for an MBSFN area. E-UTRAN configures an MCCH for each MBSFN area i.e. the MCCH identifies the MBSFN area.

Signalling radio bearer: N/A

RLC-SAP: UM

Logical channel: MCCH

Direction: E‑UTRAN to UE

MBSFNAreaConfiguration message
-- ASN1START

MBSFNAreaConfiguration-r9 ::=

SEQUENCE {


commonSF-Alloc-r9




CommonSF-AllocPatternList-r9,


commonSF-AllocPeriod-r9



ENUMERATED {













rf4, rf8, rf16, rf32, rf64, rf128, rf256},


pmch-InfoList-r9




PMCH-InfoList-r9,


nonCriticalExtension



MBSFNAreaConfiguration-v930-IEs
OPTIONAL
}

MBSFNAreaConfiguration-v930-IEs ::= SEQUENCE {


lateNonCriticalExtension


OCTET STRING





OPTIONAL,

nonCriticalExtension



SEQUENCE {}






OPTIONAL
}

CommonSF-AllocPatternList-r9 ::=
SEQUENCE (SIZE (1..maxMBSFN-Allocations)) OF MBSFN-SubframeConfig

-- ASN1STOP

	MBSFNAreaConfiguration field descriptions

	commonSF-Alloc

Indicates the subframes allocated to the MBSFN area

	commonSF-AllocPeriod

Indicates the period during which resources corresponding with field commonSF-Alloc are divided between the (P)MCH that are configured for this MBSFN area. The subframe allocation patterns, as defined by commonSF-Alloc, repeat continously during this period. Value rf4 corresponds to 4 radio frames, rf8 corresponds to 8 radio frames and so on. The commonSF-AllocPeriod starts in the radio frames for which: SFN mod commonSF-AllocPeriod = 0.


–
MeasurementReport
The MeasurementReport message is used for the indication of measurement results.

Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: UE to E‑UTRAN

MeasurementReport message
-- ASN1START

MeasurementReport ::=



SEQUENCE {


criticalExtensions




CHOICE {



c1








CHOICE{




measurementReport-r8



MeasurementReport-r8-IEs,




spare7 NULL,




spare6 NULL, spare5 NULL, spare4 NULL,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}

MeasurementReport-r8-IEs ::=

SEQUENCE {


measResults






MeasResults,


nonCriticalExtension



MeasurementReport-v8a0-IEs






OPTIONAL

}

MeasurementReport-v8a0-IEs ::= SEQUENCE {


lateNonCriticalExtension


OCTET STRING





OPTIONAL,


nonCriticalExtension



SEQUENCE {}






OPTIONAL

}

-- ASN1STOP

–
MobilityFromEUTRACommand
The MobilityFromEUTRACommand message is used to command handover or a cell change from E‑UTRA to another RAT (3GPP or non-3GPP), or enhanced CS fallback to CDMA2000 1xRTT.

Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: E‑UTRAN to UE

MobilityFromEUTRACommand message
-- ASN1START

MobilityFromEUTRACommand ::=

SEQUENCE {


rrc-TransactionIdentifier


RRC-TransactionIdentifier,


criticalExtensions




CHOICE {



c1








CHOICE{




mobilityFromEUTRACommand-r8

MobilityFromEUTRACommand-r8-IEs,




mobilityFromEUTRACommand-r9 

MobilityFromEUTRACommand-r9-IEs,




spare2 NULL, spare1 
NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}

MobilityFromEUTRACommand-r8-IEs ::=
SEQUENCE {


cs-FallbackIndicator



BOOLEAN,


purpose







CHOICE{



handover






Handover,



cellChangeOrder





CellChangeOrder


},


nonCriticalExtension



MobilityFromEUTRACommand-v8a0-IEs
OPTIONAL
}

MobilityFromEUTRACommand-v8a0-IEs ::= SEQUENCE {


lateNonCriticalExtension


OCTET STRING





OPTIONAL,

nonCriticalExtension



MobilityFromEUTRACommand-v8d0-IEs
OPTIONAL
}

MobilityFromEUTRACommand-v8d0-IEs ::= SEQUENCE {


bandIndicator





BandIndicatorGERAN


OPTIONAL,
-- Cond GERAN


nonCriticalExtension



SEQUENCE {}




OPTIONAL
}

MobilityFromEUTRACommand-r9-IEs ::=
SEQUENCE {


cs-FallbackIndicator



BOOLEAN,


purpose







CHOICE{



handover






Handover,



cellChangeOrder





CellChangeOrder,



e-CSFB-r9






E-CSFB-r9,



...


},


nonCriticalExtension



MobilityFromEUTRACommand-v930-IEs
OPTIONAL
}

MobilityFromEUTRACommand-v930-IEs ::= SEQUENCE {


lateNonCriticalExtension


OCTET STRING





OPTIONAL,

nonCriticalExtension



MobilityFromEUTRACommand-v960-IEs
OPTIONAL
}

MobilityFromEUTRACommand-v960-IEs ::= SEQUENCE {


bandIndicator





BandIndicatorGERAN


OPTIONAL,
-- Cond GERAN


nonCriticalExtension



SEQUENCE {}




OPTIONAL
}

Handover ::=





SEQUENCE {


targetRAT-Type





ENUMERATED {












utra, geran, cdma2000-1XRTT, cdma2000-HRPD,












spare4,
spare3, spare2, spare1, ...},


targetRAT-MessageContainer


OCTET STRING,


nas-SecurityParamFromEUTRA


OCTET STRING (SIZE (1)) 
OPTIONAL,
-- Cond UTRAGERAN


systemInformation




SI-OrPSI-GERAN



OPTIONAL
-- Cond PSHO

}

CellChangeOrder ::=



SEQUENCE {


t304







ENUMERATED {












ms100, ms200, ms500, ms1000,












ms2000, ms4000, ms8000, spare1},


targetRAT-Type





CHOICE {




geran






SEQUENCE {





physCellId





PhysCellIdGERAN,





carrierFreq





CarrierFreqGERAN,





networkControlOrder



BIT STRING (SIZE (2)) 

OPTIONAL,
-- Need OP





systemInformation



SI-OrPSI-GERAN



OPTIONAL
-- Need OP




},




...


}

}

SI-OrPSI-GERAN ::=




CHOICE {


si








SystemInfoListGERAN,


psi








SystemInfoListGERAN

}

E-CSFB-r9 ::=





SEQUENCE {


messageContCDMA2000-1XRTT-r9

OCTET STRING

OPTIONAL, 
-- Need ON


mobilityCDMA2000-HRPD-r9


ENUMERATED {












handover, redirection 











}




OPTIONAL,
-- Need OP


messageContCDMA2000-HRPD-r9

OCTET STRING

OPTIONAL, 
-- Cond concHO

redirectCarrierCDMA2000-HRPD-r9
CarrierFreqCDMA2000
OPTIONAL
-- Cond concRedir
}

-- ASN1STOP

	MobilityFromEUTRACommand field descriptions

	bandIndicator

Indicates how to interpret the ARFCN of the BCCH carrier.

	carrierFreq

contains the carrier frequency of the target GERAN cell.

	cs-FallbackIndicator

Value true indicates that the CS Fallback procedure to UTRAN or GERAN is triggered.

	messageContCDMA2000-1XRTT

This field contains a message specified in CDMA2000 1xRTT standard that either tells the UE to move to specific 1xRTT target cell(s) or indicates a failure to allocate resources for the enhanced CS fallback to CDMA2000 1xRTT.

	messageContCDMA2000-HRPD

This field contains a message specified in CDMA2000 HRPD standard that either tells the UE to move to specific HRPD target cell(s) or indicates a failure to allocate resources for the handover to CDMA2000 HRPD.

	mobilityCDMA2000-HRPD

This field indicates whether or not mobility to CDMA2000 HRPD is to be performed by the UE and it also indicates the type of mobility to CDMA2000 HRPD that is to be performed; If this field is not present the UE shall perform only the enhanced CS fallback to CDMA2000 1xRTT.

	nas-SecurityParamFromEUTRA

Used to deliver the key synchronisation and Key freshness for the E-UTRAN to UTRAN handovers as specified in TS 33.401. The content of the parameter is defined in TS24.301.

	networkControlOrder

Parameter NETWORK_CONTROL_ORDER in TS 44.060 [36].

	purpose

Indicates which type of mobility procedure the UE is requested to perform. EUTRAN always applies value e-CSFB in case of enhanced CS fallback to CDMA2000 (e.g. also when that procedure results in handover to CDMA2000 1XRTT only, in handover to CDMA2000 HRPD only or in redirection to CDMA2000 HRPD only),

	redirectCarrierCDMA2000-HRPD

The redirectCarrierCDMA2000-HRPD indicates a CDMA2000 carrier frequency and is used to redirect the UE to a HRPD carrier frequency.

	SystemInfoListGERAN

If purpose = CellChangeOrder and if the field is not present, the UE has to acquire SI/PSI from the GERAN cell.

	t304

Timer T304 as described in section 7.3. Value ms100 corresponds with 100 ms, ms200 corresponds with 200 ms and so on.

	targetRAT-Type

Indicates the target RAT type.

	targetRAT-MessageContainer

The field contains a message specified in another standard, as indicated by the targetRAT-Type, and carries information about the target cell identifier(s) and radio parameters relevant for the target radio access technology. NOTE 1.

A complete message is included, as specified in the other standard.


	Conditional presence
	Explanation

	concHO
	The field is mandatory present if the mobilityCDMA2000-HRPD is set to “handover”; otherwise the field is optional present, need ON.

	concRedir
	The field is mandatory present if the mobilityCDMA2000-HRPD is set to “redirection”; otherwise the field is not present.

	GERAN
	The field should be present if the purpose is set to “handover” and the targetRAT-Type is set to “geran”; otherwise the field is not present

	PSHO
	The field is mandatory present in case of PS handover toward GERAN; otherwise the field is optionally present, but not used by the UE

	UTRAGERAN
	The field is mandatory present if the targetRAT-Type is set to “utra” or “geran”; otherwise the field is not present


NOTE 1:
The correspondence between the value of the targetRAT-Type, the standard to apply and the message contained within the targetRAT-MessageContainer is shown in the table below:

	targetRAT-Type
	Standard to apply
	targetRAT-MessageContainer

	cdma2000-1XRTT
	C.S0001 or later, C.S0007 or later, C.S0008 or later
	

	cdma2000-HRPD
	C.S0024 or later
	

	geran
	GSM TS 04.18, version 8.5.0 or later, or 3GPP TS 44.018 (clause 9.1.15)

3GPP TS 44.060, version 6.13.0 or later (clause 11.2.43)

3GPP TS 44.060, version 7.6.0 or later (clause 11.2.46)
	HANDOVER COMMAND

PS HANDOVER COMMAND

DTM HANDOVER COMMAND

	utra
	3GPP TS 25.331 (clause 10.2.16a)
	Handover TO UTRAN command


–
Paging
The Paging message is used for the notification of one or more UEs.

Signalling radio bearer: N/A

RLC-SAP: TM

Logical channel: PCCH

Direction: E‑UTRAN to UE

Paging message
-- ASN1START

Paging ::=




SEQUENCE {


pagingRecordList



PagingRecordList 




OPTIONAL,
-- Need ON


systemInfoModification


ENUMERATED {true}




OPTIONAL,
-- Need ON


etws-Indication




ENUMERATED {true}




OPTIONAL,
-- Need ON


nonCriticalExtension


Paging-v890-IEs





OPTIONAL
}

Paging-v890-IEs ::=


SEQUENCE {


lateNonCriticalExtension

OCTET STRING






OPTIONAL,

nonCriticalExtension


Paging-v920-IEs






OPTIONAL
}

Paging-v920-IEs ::=


SEQUENCE {


cmas-Indication-r9



ENUMERATED {true}




OPTIONAL,
-- Need ON


nonCriticalExtension



Paging-v1130-IEs



OPTIONAL
}

Paging-v1130-IEs ::=


SEQUENCE {


eab-ParamModification-r11

ENUMERATED {true}




OPTIONAL,
-- Need ON


nonCriticalExtension


SEQUENCE {}






OPTIONAL
}
PagingRecordList ::=



SEQUENCE (SIZE (1..maxPageRec)) OF PagingRecord

PagingRecord ::=




SEQUENCE {


ue-Identity






PagingUE-Identity,


cn-Domain






ENUMERATED
{ps, cs},


...

}

PagingUE-Identity ::=



CHOICE {


s-TMSI







S-TMSI,


imsi







IMSI,


...

}

IMSI ::=






SEQUENCE (SIZE (6..21)) OF IMSI-Digit

IMSI-Digit ::=





INTEGER (0..9)

-- ASN1STOP

	Paging field descriptions

	cmas-Indication

If present: indication of a CMAS notification.

	cn-Domain

Indicates the origin of paging.

	eab-ParamModification
If present: indication of an EAB parameters (SIB14) modification.

	etws-Indication

If present: indication of an ETWS primary notification and/ or ETWS secondary notification.

	imsi

The International Mobile Subscriber Identity, a globally unique permanent subscriber identity, see TS 23.003 [27]. The first element contains the first IMSI digit, the second element contains the second IMSI digit and so on.

	systemInfoModification

If present: indication of a BCCH modification other than SIB10, SIB11, SIB12 and SIB14.

	ue-Identity

Provides the NAS identity of the UE that is being paged.


–
ProximityIndication

The ProximityIndication message is used to indicate that the UE is entering or leaving the proximity of one or more CSG member cell(s).

Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: UE to E‑UTRAN

ProximityIndication message
-- ASN1START

ProximityIndication-r9 ::= SEQUENCE {


criticalExtensions




CHOICE {



c1








CHOICE {




proximityIndication-r9



ProximityIndication-r9-IEs,




spare3 NULL, spare2 NULL, spare1 NULL




},



criticalExtensionsFuture


SEQUENCE {}


}

}

ProximityIndication-r9-IEs ::= SEQUENCE {


type-r9







ENUMERATED {entering, leaving},


carrierFreq-r9





CHOICE {



eutra-r9






ARFCN-ValueEUTRA,



utra-r9







ARFCN-ValueUTRA,



...,



eutra2-v9e0






ARFCN-ValueEUTRA-v9e0


},


nonCriticalExtension



ProximityIndication-v930-IEs






OPTIONAL

}

ProximityIndication-v930-IEs ::= SEQUENCE {


lateNonCriticalExtension


OCTET STRING





OPTIONAL,


nonCriticalExtension



SEQUENCE {}






OPTIONAL

}

-- ASN1STOP

	ProximityIndication field descriptions

	carrierFreq
Indicates the RAT and frequency of the CSG member cell(s), for which the proximity indication is sent. For E-UTRA and UTRA frequencies, the UE shall set the ARFCN according to a band it previously considered suitable for accessing (one of) the CSG member cell(s), for which the proximity indication is sent.

	type
Used to indicate whether the UE is entering or leaving the proximity of CSG member cell(s).


–
RNReconfiguration

The RNReconfiguration is a command to modify the RN subframe configuration and/or to convey changed system information.
Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: E‑UTRAN to RN

RNReconfiguration message
-- ASN1START

RNReconfiguration-r10 ::=

SEQUENCE {


rrc-TransactionIdentifier

RRC-TransactionIdentifier,


criticalExtensions



CHOICE {



c1







CHOICE {




rnReconfiguration-r10

RNReconfiguration-r10-IEs, 




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture

SEQUENCE {}


}

}

RNReconfiguration-r10-IEs ::=

SEQUENCE {


rn-SystemInfo-r10




RN-SystemInfo-r10


OPTIONAL,
-- Need ON


rn-SubframeConfig-r10



RN-SubframeConfig-r10


OPTIONAL,
-- Need ON


lateNonCriticalExtension


OCTET STRING




OPTIONAL,

nonCriticalExtension



SEQUENCE {}





OPTIONAL
}

RN-SystemInfo-r10 ::=


SEQUENCE {


systemInformationBlockType1-r10

OCTET STRING (CONTAINING SystemInformationBlockType1)
OPTIONAL,
-- Need ON


systemInformationBlockType2-r10

SystemInformationBlockType2

OPTIONAL,
-- Need ON


...

}

-- ASN1STOP

–
RNReconfigurationComplete

The RNReconfigurationComplete message is used to confirm the successful completion of an RN reconfiguration.

Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: RN to E-UTRAN

RNReconfigurationComplete message
-- ASN1START

RNReconfigurationComplete-r10 ::=

SEQUENCE {


rrc-TransactionIdentifier



RRC-TransactionIdentifier,


criticalExtensions





CHOICE {



c1









CHOICE{




rnReconfigurationComplete-r10


RNReconfigurationComplete-r10-IEs,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture



SEQUENCE {}


}

}

RNReconfigurationComplete-r10-IEs ::=
SEQUENCE {


lateNonCriticalExtension



OCTET STRING



OPTIONAL,


nonCriticalExtension




SEQUENCE {}




OPTIONAL

}

-- ASN1STOP

–
RRCConnectionReconfiguration
The RRCConnectionReconfiguration message is the command to modify an RRC connection. It may convey information for measurement configuration, mobility control, radio resource configuration (including RBs, MAC main configuration and physical channel configuration) including any associated dedicated NAS information and security configuration.

Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: E‑UTRAN to UE

RRCConnectionReconfiguration message
-- ASN1START

RRCConnectionReconfiguration ::=
SEQUENCE {


rrc-TransactionIdentifier


RRC-TransactionIdentifier,


criticalExtensions




CHOICE {



c1








CHOICE{




rrcConnectionReconfiguration-r8

RRCConnectionReconfiguration-r8-IEs,




spare7 NULL,




spare6 NULL, spare5 NULL, spare4 NULL,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}

RRCConnectionReconfiguration-r8-IEs ::= SEQUENCE {


measConfig






MeasConfig





OPTIONAL,
-- Need ON


mobilityControlInfo




MobilityControlInfo



OPTIONAL,
-- Cond HO


dedicatedInfoNASList



SEQUENCE (SIZE(1..maxDRB)) OF












DedicatedInfoNAS


OPTIONAL,
-- Cond nonHO


radioResourceConfigDedicated

RadioResourceConfigDedicated
OPTIONAL, -- Cond HO-toEUTRA


securityConfigHO




SecurityConfigHO



OPTIONAL,
-- Cond HO


nonCriticalExtension



RRCConnectionReconfiguration-v890-IEs
OPTIONAL
}

RRCConnectionReconfiguration-v890-IEs ::= SEQUENCE {


lateNonCriticalExtension


OCTET STRING




OPTIONAL,

nonCriticalExtension



RRCConnectionReconfiguration-v920-IEs
OPTIONAL
}

RRCConnectionReconfiguration-v920-IEs ::= SEQUENCE {


otherConfig-r9





OtherConfig-r9




OPTIONAL,
-- Need ON


fullConfig-r9





ENUMERATED {true}



OPTIONAL,
-- Cond HO-Reestab


nonCriticalExtension



RRCConnectionReconfiguration-v1020-IEs
OPTIONAL
}

RRCConnectionReconfiguration-v1020-IEs ::= SEQUENCE {


sCellToReleaseList-r10



SCellToReleaseList-r10


OPTIONAL,
-- Need ON


sCellToAddModList-r10



SCellToAddModList-r10


OPTIONAL,
-- Need ON


nonCriticalExtension



RRCConnectionReconfiguration-v1130-IEs
OPTIONAL
}

RRCConnectionReconfiguration-v1130-IEs ::= SEQUENCE {


systemInfomationBlockType1Dedicated-r11
OCTET STRING (CONTAINING SystemInformationBlockType1)


















OPTIONAL,
-- Need ON


nonCriticalExtension



SEQUENCE {}





OPTIONAL
}

SCellToAddModList-r10 ::=

SEQUENCE (SIZE (1..maxSCell-r10)) OF SCellToAddMod-r10
SCellToAddMod-r10 ::=


SEQUENCE {


sCellIndex-r10





SCellIndex-r10,


cellIdentification-r10



SEQUENCE {



physCellId-r10





PhysCellId,



dl-CarrierFreq-r10




ARFCN-ValueEUTRA


}















OPTIONAL,
-- Cond SCellAdd


radioResourceConfigCommonSCell-r10

RadioResourceConfigCommonSCell-r10
OPTIONAL,
-- Cond SCellAdd


radioResourceConfigDedicatedSCell-r10
RadioResourceConfigDedicatedSCell-r10
OPTIONAL,
-- Cond SCellAdd2


...,


[[
dl-CarrierFreq-v1090



ARFCN-ValueEUTRA-v9e0
OPTIONAL
-- Cond EARFCN-max


]]

}

SCellToReleaseList-r10 ::=


SEQUENCE (SIZE (1..maxSCell-r10)) OF SCellIndex-r10

SecurityConfigHO ::=



SEQUENCE {


handoverType





CHOICE {



intraLTE






SEQUENCE {




securityAlgorithmConfig



SecurityAlgorithmConfig

OPTIONAL,
-- Cond fullConfig




keyChangeIndicator




BOOLEAN,




nextHopChainingCount



NextHopChainingCount



},



interRAT






SEQUENCE {




securityAlgorithmConfig



SecurityAlgorithmConfig,




nas-SecurityParamToEUTRA


OCTET STRING (SIZE(6))



}


},


...

}

-- ASN1STOP

	RRCConnectionReconfiguration field descriptions

	dedicatedInfoNASList

This field is used to transfer UE specific NAS layer information between the network and the UE. The RRC layer is transparent for each PDU in the list.

	fullConfig

Indicates the full configuration option is applicable for the RRC Connection Reconfiguration message.

	keyChangeIndicator

true is used only in an intra-cell handover when a KeNB key is derived from a KASME key taken into use through the latest successful NAS SMC procedure, as described in TS 33.401 [32] for KeNB re-keying. false is used in an intra-LTE handover when the new KeNB key is obtained from the current KeNB key or from the NH as described in TS 33.401 [32].

	nas-securityParamToEUTRA

This field is used to transfer UE specific NAS layer information between the network and the UE. The RRC layer is transparent for this field, although it affects activation of AS- security after inter-RAT handover to E-UTRA. The content is defined in TS 24.301.

	nextHopChainingCount

Parameter NCC: See TS 33.401 [32]


	Conditional presence
	Explanation

	EARFCN-max
	The field is mandatory present if dl-CarrierFreq-r10 is included and set to maxEARFCN. Otherwise the field is not present.

	fullConfig
	This field is mandatory present for handover within E-UTRA when the fullConfig is included; otherwise it is optionally present, Need OP. 

	HO
	The field is mandatory present in case of handover within E-UTRA or to E-UTRA; otherwise the field is not present.

	HO-Reestab
	This field is optionally present, need ON, in case of handover within E-UTRA or upon the first reconfiguration after RRC connection re-establishment; otherwise the field is not present.

	HO-toEUTRA
	The field is mandatory present in case of handover to E-UTRA or for reconfigurations when fullConfig is included; otherwise the field is optionally present, need ON.

	nonHO
	The field is not present in case of handover within E-UTRA or to E-UTRA; otherwise it is optional present, need ON.

	SCellAdd
	The field is mandatory present upon SCell addition; otherwise it is not present.

	SCellAdd2
	The field is mandatory present upon SCell addition; otherwise it is optionally present, need ON.


–
RRCConnectionReconfigurationComplete
The RRCConnectionReconfigurationComplete message is used to confirm the successful completion of an RRC connection reconfiguration.

Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: UE to E‑UTRAN

RRCConnectionReconfigurationComplete message
-- ASN1START

RRCConnectionReconfigurationComplete ::= SEQUENCE {


rrc-TransactionIdentifier


RRC-TransactionIdentifier,


criticalExtensions




CHOICE {



rrcConnectionReconfigurationComplete-r8












RRCConnectionReconfigurationComplete-r8-IEs,



criticalExtensionsFuture


SEQUENCE {}


}

}

RRCConnectionReconfigurationComplete-r8-IEs ::= SEQUENCE {


nonCriticalExtension



RRCConnectionReconfigurationComplete-v8a0-IEs
OPTIONAL

}

RRCConnectionReconfigurationComplete-v8a0-IEs ::= SEQUENCE {


lateNonCriticalExtension


OCTET STRING





OPTIONAL,


nonCriticalExtension



RRCConnectionReconfigurationComplete-v1020-IEs
OPTIONAL

}

RRCConnectionReconfigurationComplete-v1020-IEs ::= SEQUENCE {


rlf-InfoAvailable-r10



ENUMERATED {true}



OPTIONAL,


logMeasAvailable-r10



ENUMERATED {true}



OPTIONAL,


nonCriticalExtension



RRCConnectionReconfigurationComplete-v1130-IEs
OPTIONAL

}

RRCConnectionReconfigurationComplete-v1130-IEs ::= SEQUENCE {


connEstFailInfoAvailable-r11

ENUMERATED {true}



OPTIONAL,


nonCriticalExtension



SEQUENCE {}





OPTIONAL

}

-- ASN1STOP

–
RRCConnectionReestablishment
The RRCConnectionReestablishment message is used to re-establish SRB1.

Signalling radio bearer: SRB0

RLC-SAP: TM

Logical channel: CCCH

Direction: E‑UTRAN to UE

RRCConnectionReestablishment message
-- ASN1START

RRCConnectionReestablishment ::=
SEQUENCE {


rrc-TransactionIdentifier


RRC-TransactionIdentifier,


criticalExtensions




CHOICE {



c1








CHOICE{




rrcConnectionReestablishment-r8

RRCConnectionReestablishment-r8-IEs,




spare7 NULL,




spare6 NULL, spare5 NULL, spare4 
NULL,




spare3 NULL, spare2 NULL, spare1 
NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}

RRCConnectionReestablishment-r8-IEs ::= SEQUENCE {


radioResourceConfigDedicated

RadioResourceConfigDedicated,


nextHopChainingCount



NextHopChainingCount,


nonCriticalExtension



RRCConnectionReestablishment-v8a0-IEs
OPTIONAL
}

RRCConnectionReestablishment-v8a0-IEs ::= SEQUENCE {


lateNonCriticalExtension


OCTET STRING





OPTIONAL,

nonCriticalExtension



SEQUENCE {}






OPTIONAL
}

-- ASN1STOP

–
RRCConnectionReestablishmentComplete
The RRCConnectionReestablishmentComplete message is used to confirm the successful completion of an RRC connection reestablishment.

Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: UE to E‑UTRAN

RRCConnectionReestablishmentComplete message
-- ASN1START

RRCConnectionReestablishmentComplete ::= SEQUENCE {


rrc-TransactionIdentifier


RRC-TransactionIdentifier,


criticalExtensions




CHOICE {



rrcConnectionReestablishmentComplete-r8












RRCConnectionReestablishmentComplete-r8-IEs,



criticalExtensionsFuture


SEQUENCE {}


}

}

RRCConnectionReestablishmentComplete-r8-IEs ::= SEQUENCE {


nonCriticalExtension



RRCConnectionReestablishmentComplete-v920-IEs
OPTIONAL

}

RRCConnectionReestablishmentComplete-v920-IEs ::= SEQUENCE {


rlf-InfoAvailable-r9



ENUMERATED {true}



OPTIONAL,


nonCriticalExtension



RRCConnectionReestablishmentComplete-v8a0-IEs
OPTIONAL

}

RRCConnectionReestablishmentComplete-v8a0-IEs ::= SEQUENCE {


lateNonCriticalExtension


OCTET STRING





OPTIONAL,


nonCriticalExtension



RRCConnectionReestablishmentComplete-v1020-IEs
OPTIONAL

}

RRCConnectionReestablishmentComplete-v1020-IEs ::= SEQUENCE {


logMeasAvailable-r10



ENUMERATED {true}



OPTIONAL,


nonCriticalExtension



RRCConnectionReestablishmentComplete-v1130-IEs
OPTIONAL

}

RRCConnectionReestablishmentComplete-v1130-IEs ::= SEQUENCE {


connEstFailInfoAvailable-r11

ENUMERATED {true}



OPTIONAL,


nonCriticalExtension



SEQUENCE {}





OPTIONAL

}

-- ASN1STOP

	RRCConnectionReestablishmentComplete field descriptions

	rlf-InfoAvailable

This field is used to indicate the availability of radio link failure or handover failure related measurements


–
RRCConnectionReestablishmentReject
The RRCConnectionReestablishmentReject message is used to indicate the rejection of an RRC connection reestablishment request.

Signalling radio bearer: SRB0

RLC-SAP: TM

Logical channel: CCCH

Direction: E‑UTRAN to UE

RRCConnectionReestablishmentReject message
-- ASN1START

RRCConnectionReestablishmentReject ::= SEQUENCE {


criticalExtensions




CHOICE {



rrcConnectionReestablishmentReject-r8












RRCConnectionReestablishmentReject-r8-IEs,



criticalExtensionsFuture


SEQUENCE {}


}

}

RRCConnectionReestablishmentReject-r8-IEs ::= SEQUENCE {


nonCriticalExtension



RRCConnectionReestablishmentReject-v8a0-IEs
OPTIONAL
}

RRCConnectionReestablishmentReject-v8a0-IEs ::= SEQUENCE {


lateNonCriticalExtension


OCTET STRING





OPTIONAL,

nonCriticalExtension



SEQUENCE {}






OPTIONAL
}

-- ASN1STOP

–
RRCConnectionReestablishmentRequest
The RRCConnectionReestablishmentRequest message is used to request the reestablishment of an RRC connection.

Signalling radio bearer: SRB0

RLC-SAP: TM

Logical channel: CCCH

Direction: UE to E‑UTRAN

RRCConnectionReestablishmentRequest message
-- ASN1START

RRCConnectionReestablishmentRequest ::= SEQUENCE {


criticalExtensions




CHOICE {



rrcConnectionReestablishmentRequest-r8












RRCConnectionReestablishmentRequest-r8-IEs,



criticalExtensionsFuture


SEQUENCE {}


}

}

RRCConnectionReestablishmentRequest-r8-IEs ::= SEQUENCE {


ue-Identity






ReestabUE-Identity,


reestablishmentCause



ReestablishmentCause,


spare







BIT STRING (SIZE (2))

}

ReestabUE-Identity ::=



SEQUENCE {


c-RNTI







C-RNTI,


physCellId






PhysCellId,


shortMAC-I






ShortMAC-I

}

ReestablishmentCause ::=


ENUMERATED {











reconfigurationFailure, handoverFailure,











otherFailure, spare1}

-- ASN1STOP

	RRCConnectionReestablishmentRequest field descriptions

	physCellId

The Physical Cell Identity of the PCell the UE was connected to prior to the failure.

	reestablishmentCause

Indicates the failure cause that triggered the re-establishment procedure.

	ue-Identity

UE identity included to retrieve UE context and to facilitate contention resolution by lower layers.


–
RRCConnectionReject
The RRCConnectionReject message is used to reject the RRC connection establishment.

Signalling radio bearer: SRB0

RLC-SAP: TM

Logical channel: CCCH

Direction: E‑UTRAN to UE

RRCConnectionReject message
-- ASN1START

RRCConnectionReject ::=



SEQUENCE {


criticalExtensions




CHOICE {



c1








CHOICE {




rrcConnectionReject-r8



RRCConnectionReject-r8-IEs,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}

RRCConnectionReject-r8-IEs ::=

SEQUENCE {


waitTime






INTEGER (1..16),


nonCriticalExtension



RRCConnectionReject-v8a0-IEs

OPTIONAL
}

RRCConnectionReject-v8a0-IEs ::= SEQUENCE {


lateNonCriticalExtension


OCTET STRING





OPTIONAL,

nonCriticalExtension



RRCConnectionReject-v1020-IEs

OPTIONAL
}

RRCConnectionReject-v1020-IEs ::=
SEQUENCE {


extendedWaitTime-r10



INTEGER (1..1800)




OPTIONAL,
-- Need ON


nonCriticalExtension



RRCConnectionReject-v1130-IEs

OPTIONAL
}

RRCConnectionReject-v1130-IEs ::=
SEQUENCE {


deprioritisationReq-r11



SEQUENCE {



deprioritisationType-r11


ENUMERATED {frequency, e-utra},



deprioritisationTimer-r11


ENUMERATED {min5, min10, min15, min30}


}

















OPTIONAL,
-- Need ON


nonCriticalExtension



SEQUENCE {}






OPTIONAL
}

-- ASN1STOP

	RRCConnectionReject field descriptions

	deprioritisationReq

Indicates whether the current frequency or RAT is to be de-prioritised. The UE shall be able to store a depriotisation request for up to 8 frequencies (applicable when receiving another frequency specific deprioritisation request before T325 expiry).

	deprioritisationTimer
Indicates the period for which either the current carrier frequency or E-UTRA is deprioritised. Value minN corresponds to N minutes.

	extendedWaitTime

Value in seconds for the wait time for Delay Tolerant access requests.

	waitTime

Wait time value in seconds.


–
RRCConnectionRelease
The RRCConnectionRelease message is used to command the release of an RRC connection.

Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: E‑UTRAN to UE

RRCConnectionRelease message
-- ASN1START

RRCConnectionRelease ::=


SEQUENCE {


rrc-TransactionIdentifier


RRC-TransactionIdentifier,


criticalExtensions




CHOICE {



c1








CHOICE {




rrcConnectionRelease-r8



RRCConnectionRelease-r8-IEs,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}

RRCConnectionRelease-r8-IEs ::=

SEQUENCE {


releaseCause





ReleaseCause,


redirectedCarrierInfo



RedirectedCarrierInfo



OPTIONAL,
-- Need ON


idleModeMobilityControlInfo


IdleModeMobilityControlInfo


OPTIONAL,
-- Need OP


nonCriticalExtension



RRCConnectionRelease-v890-IEs

OPTIONAL
}

RRCConnectionRelease-v890-IEs ::=
SEQUENCE {


lateNonCriticalExtension


OCTET STRING (CONTAINING RRCConnectionRelease-v9e0-IEs)
OPTIONAL,

nonCriticalExtension



RRCConnectionRelease-v920-IEs

OPTIONAL
}

-- Late non critical extensions

RRCConnectionRelease-v9e0-IEs ::= SEQUENCE {


redirectedCarrierInfo-v9e0


RedirectedCarrierInfo-v9e0


OPTIONAL,
-- Cond NoRedirect-r8


idleModeMobilityControlInfo-v9e0
IdleModeMobilityControlInfo-v9e0
OPTIONAL,
-- Cond IdleInfoEUTRA


nonCriticalExtension



SEQUENCE {}






OPTIONAL
}

-- Regular non critical extensions

RRCConnectionRelease-v920-IEs ::=
SEQUENCE {


cellInfoList-r9




CHOICE {



geran-r9





CellInfoListGERAN-r9,



utra-FDD-r9





CellInfoListUTRA-FDD-r9,



utra-TDD-r9





CellInfoListUTRA-TDD-r9,



...,



utra-TDD-r10




CellInfoListUTRA-TDD-r10


}














OPTIONAL,
-- Cond Redirection


nonCriticalExtension


RRCConnectionRelease-v1020-IEs

OPTIONAL
}

RRCConnectionRelease-v1020-IEs ::=
SEQUENCE {


extendedWaitTime-r10



INTEGER (1..1800)

OPTIONAL,
-- Need ON


nonCriticalExtension


SEQUENCE {}



OPTIONAL
}

ReleaseCause ::=



ENUMERATED {loadBalancingTAUrequired,












other, cs-FallbackHighPriority-v1020, spare1}

RedirectedCarrierInfo ::=


CHOICE {


eutra







ARFCN-ValueEUTRA,


geran







CarrierFreqsGERAN,


utra-FDD






ARFCN-ValueUTRA,


utra-TDD






ARFCN-ValueUTRA,


cdma2000-HRPD





CarrierFreqCDMA2000,


cdma2000-1xRTT





CarrierFreqCDMA2000,


...,


utra-TDD-r10





CarrierFreqListUTRA-TDD-r10

}

RedirectedCarrierInfo-v9e0 ::=


SEQUENCE {


eutra-v9e0







ARFCN-ValueEUTRA-v9e0

}

CarrierFreqListUTRA-TDD-r10 ::=


SEQUENCE (SIZE (1..maxFreqUTRA-TDD-r10)) OF ARFCN-ValueUTRA
IdleModeMobilityControlInfo ::=

SEQUENCE {


freqPriorityListEUTRA



FreqPriorityListEUTRA


OPTIONAL,

-- Need ON


freqPriorityListGERAN



FreqsPriorityListGERAN


OPTIONAL,

-- Need ON


freqPriorityListUTRA-FDD


FreqPriorityListUTRA-FDD

OPTIONAL,

-- Need ON


freqPriorityListUTRA-TDD


FreqPriorityListUTRA-TDD

OPTIONAL,

-- Need ON

bandClassPriorityListHRPD


BandClassPriorityListHRPD

OPTIONAL,

-- Need ON


bandClassPriorityList1XRTT


BandClassPriorityList1XRTT

OPTIONAL,

-- Need ON


t320







ENUMERATED {












min5, min10, min20, min30, min60, min120, min180,












spare1}





OPTIONAL,

-- Need OR


...

}

IdleModeMobilityControlInfo-v9e0 ::=
SEQUENCE {


freqPriorityListEUTRA-v9e0


SEQUENCE (SIZE (1..maxFreq)) OF FreqPriorityEUTRA-v9e0

}

FreqPriorityListEUTRA ::=


SEQUENCE (SIZE (1..maxFreq)) OF FreqPriorityEUTRA

FreqPriorityEUTRA ::=



SEQUENCE {


carrierFreq






ARFCN-ValueEUTRA,


cellReselectionPriority



CellReselectionPriority

}

FreqPriorityEUTRA-v9e0 ::=


SEQUENCE {


carrierFreq-v9e0




ARFCN-ValueEUTRA-v9e0

OPTIONAL
-- Cond EARFCN-max

}

FreqsPriorityListGERAN ::=


SEQUENCE (SIZE (1..maxGNFG)) OF FreqsPriorityGERAN

FreqsPriorityGERAN ::=



SEQUENCE {


carrierFreqs





CarrierFreqsGERAN,


cellReselectionPriority



CellReselectionPriority

}

FreqPriorityListUTRA-FDD ::=

SEQUENCE (SIZE (1..maxUTRA-FDD-Carrier)) OF FreqPriorityUTRA-FDD

FreqPriorityUTRA-FDD ::=


SEQUENCE {


carrierFreq






ARFCN-ValueUTRA,


cellReselectionPriority



CellReselectionPriority

}

FreqPriorityListUTRA-TDD ::=

SEQUENCE (SIZE (1..maxUTRA-TDD-Carrier)) OF FreqPriorityUTRA-TDD

FreqPriorityUTRA-TDD ::=


SEQUENCE {


carrierFreq






ARFCN-ValueUTRA,


cellReselectionPriority



CellReselectionPriority

}
BandClassPriorityListHRPD ::=

SEQUENCE (SIZE (1..maxCDMA-BandClass)) OF BandClassPriorityHRPD

BandClassPriorityHRPD ::=


SEQUENCE {


bandClass






BandclassCDMA2000,


cellReselectionPriority



CellReselectionPriority

}

BandClassPriorityList1XRTT ::=
SEQUENCE (SIZE (1..maxCDMA-BandClass)) OF BandClassPriority1XRTT

BandClassPriority1XRTT ::=


SEQUENCE {


bandClass






BandclassCDMA2000,


cellReselectionPriority



CellReselectionPriority

}

CellInfoListGERAN-r9 ::=

SEQUENCE (SIZE (1..maxCellInfoGERAN-r9)) OF CellInfoGERAN-r9
CellInfoGERAN-r9 ::=



SEQUENCE {


physCellId-r9





PhysCellIdGERAN,


carrierFreq-r9





CarrierFreqGERAN,


systemInformation-r9



SystemInfoListGERAN

}

CellInfoListUTRA-FDD-r9 ::=


SEQUENCE (SIZE (1..maxCellInfoUTRA-r9)) OF CellInfoUTRA-FDD-r9

CellInfoUTRA-FDD-r9 ::=



SEQUENCE {


physCellId-r9





PhysCellIdUTRA-FDD,


utra-BCCH-Container-r9



OCTET STRING

}

CellInfoListUTRA-TDD-r9 ::=


SEQUENCE (SIZE (1..maxCellInfoUTRA-r9)) OF CellInfoUTRA-TDD-r9

CellInfoUTRA-TDD-r9 ::=



SEQUENCE {


physCellId-r9





PhysCellIdUTRA-TDD,


utra-BCCH-Container-r9



OCTET STRING

}

CellInfoListUTRA-TDD-r10 ::=

SEQUENCE (SIZE (1..maxCellInfoUTRA-r9)) OF CellInfoUTRA-TDD-r10

CellInfoUTRA-TDD-r10 ::=


SEQUENCE {


physCellId-r10





PhysCellIdUTRA-TDD,


carrierFreq-r10





ARFCN-ValueUTRA,


utra-BCCH-Container-r10



OCTET STRING

}

-- ASN1STOP

	RRCConnectionRelease field descriptions

	carrierFreq or bandClass

The carrier frequency (UTRA and E-UTRA) and band class (HRPD and 1xRTT) for which the associated cellReselectionPriority is applied.

	carrierFreqs

The list of GERAN carrier frequencies organised into one group of GERAN carrier frequencies.

	cellInfoList

Used to provide system information of one or more cells on the redirected inter-RAT carrier frequency. The system information can be used if, upon redirection, the UE selects an inter-RAT cell indicated by the physCellId and carrierFreq (GERAN and UTRA TDD) or by the physCellId (other RATs). The choice shall match the redirectedCarrierInfo. In particular, E-UTRAN only applies value utra-TDD-r10 in case redirectedCarrierInfo is set to utra-TDD-r10.

	extendedWaitTime

Value in seconds for the wait time for Delay Tolerant access requests.

	freqPriorityListX

Provides a cell reselection priority for each frequency, by means of separate lists for each RAT (including E-UTRA). The UE shall be able to store at least 3 occurrences of FreqsPriorityGERAN. If E-UTRAN includes freqPriorityListEUTRA-v9e0 it includes the same number of entries, and listed in the same order, as in freqPriorityListEUTRA (i.e. without suffix).

	idleModeMobilityControlInfo

Provides dedicated cell reselection priorities. Used for cell reselection as specified in TS 36.304 [4]. For E-UTRA and UTRA frequencies, a UE that supports multi-band cells for the concerned RAT considers the dedicated priorities to be common for all overlapping bands (i.e. regardless of the ARFCN that is used).

	redirectedCarrierInfo

The redirectedCarrierInfo indicates a carrier frequency (downlink for FDD) and is used to redirect the UE to an E‑UTRA or an inter-RAT carrier frequency, by means of the cell selection upon leaving RRC_CONNECTED as specified in TS 36.304 [4].

	releaseCause

The releaseCause is used to indicate the reason for releasing the RRC Connection. The cause value cs-FallbackHighPriority is only applicable when redirectedCarrierInfo is present with the value set to utra-FDD, utra-TDD or utra-TDD-r10.

E-UTRAN should not set the releaseCause to loadBalancingTAURequired or to cs-FallbackHighPriority if the extendedWaitTime is present.

	systemInformation

Container for system information of the GERAN cell i.e. one or more System Information (SI) messages as defined in TS 44.018 [45, table 9.1.1]. 

	t320

Timer T320 as described in section 7.3. Value minN corresponds to N minutes.

	utra-BCCH-Container

Contains System Information Container message as defined in TS 25.331 [19].


	Conditional presence
	Explanation

	EARFCN-max
	The field is mandatory present if the corresponding carrierFreq (i.e. without suffix) is set to maxEARFCN. Otherwise the field is not present.

	IdleInfoEUTRA
	The field is optionally present, need OP, if the IdleModeMobilityControlInfo (i.e. without suffix) is included and includes freqPriorityListEUTRA; otherwise the field is not present.

	NoRedirect-r8
	The field is optionally present, need OP, if the redirectedCarrierInfo (i.e. without suffix) is not included; otherwise the field is not present.

	Redirection
	The field is optionally present, need ON, if the redirectedCarrierInfo is included and set to geran, utra-FDD, utra-TDD or utra-TDD-r10; otherwise the field is not present.


–
RRCConnectionRequest
The RRCConnectionRequest message is used to request the establishment of an RRC connection.

Signalling radio bearer: SRB0

RLC-SAP: TM

Logical channel: CCCH

Direction: UE to E‑UTRAN

RRCConnectionRequest message
-- ASN1START

RRCConnectionRequest ::=


SEQUENCE {


criticalExtensions




CHOICE {



rrcConnectionRequest-r8



RRCConnectionRequest-r8-IEs,



criticalExtensionsFuture


SEQUENCE {}


}

}

RRCConnectionRequest-r8-IEs ::=

SEQUENCE {


ue-Identity






InitialUE-Identity,


establishmentCause




EstablishmentCause,


spare







BIT STRING (SIZE (1))

}

InitialUE-Identity ::=



CHOICE {


s-TMSI







S-TMSI,


randomValue






BIT STRING (SIZE (40))

}

EstablishmentCause ::=



ENUMERATED {











emergency, highPriorityAccess, mt-Access, mo-Signalling,











mo-Data, delayTolerantAccess-v1020, spare2, spare1}

-- ASN1STOP

	RRCConnectionRequest field descriptions

	establishmentCause

Provides the establishment cause for the RRC connection request as provided by the upper layers. W.r.t. the cause value names: highPriorityAccess concerns AC11..AC15, ‘mt’ stands for ‘Mobile Terminating’ and ‘mo’ for ‘Mobile Originating.

	randomValue

Integer value in the range 0 to 240 ( 1.

	ue-Identity

UE identity included to facilitate contention resolution by lower layers.


–
RRCConnectionSetup
The RRCConnectionSetup message is used to establish SRB1.

Signalling radio bearer: SRB0

RLC-SAP: TM

Logical channel: CCCH

Direction: E‑UTRAN to UE

RRCConnectionSetup message
-- ASN1START

RRCConnectionSetup ::=



SEQUENCE {


rrc-TransactionIdentifier


RRC-TransactionIdentifier,


criticalExtensions




CHOICE {



c1








CHOICE {




rrcConnectionSetup-r8



RRCConnectionSetup-r8-IEs,




spare7 NULL,




spare6 NULL, spare5 NULL, spare4 NULL,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}

RRCConnectionSetup-r8-IEs ::=

SEQUENCE {


radioResourceConfigDedicated

RadioResourceConfigDedicated,


nonCriticalExtension



RRCConnectionSetup-v8a0-IEs


OPTIONAL

}

RRCConnectionSetup-v8a0-IEs ::= SEQUENCE {


lateNonCriticalExtension


OCTET STRING





OPTIONAL,

nonCriticalExtension



SEQUENCE {}






OPTIONAL
}

-- ASN1STOP

–
RRCConnectionSetupComplete
The RRCConnectionSetupComplete message is used to confirm the successful completion of an RRC connection establishment.

Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: UE to E‑UTRAN

RRCConnectionSetupComplete message
-- ASN1START

RRCConnectionSetupComplete ::=

SEQUENCE {


rrc-TransactionIdentifier


RRC-TransactionIdentifier,


criticalExtensions




CHOICE {



c1








CHOICE{




rrcConnectionSetupComplete-r8

RRCConnectionSetupComplete-r8-IEs,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}

RRCConnectionSetupComplete-r8-IEs ::= SEQUENCE {


selectedPLMN-Identity



INTEGER (1..maxPLMN-r11),


registeredMME





RegisteredMME





OPTIONAL,


dedicatedInfoNAS




DedicatedInfoNAS,


nonCriticalExtension



RRCConnectionSetupComplete-v8a0-IEs
OPTIONAL

}

RRCConnectionSetupComplete-v8a0-IEs ::= SEQUENCE {


lateNonCriticalExtension


OCTET STRING





OPTIONAL,


nonCriticalExtension



RRCConnectionSetupComplete-v1020-IEs
OPTIONAL

}

RRCConnectionSetupComplete-v1020-IEs ::= SEQUENCE {


gummei-Type-r10





ENUMERATED {native, mapped}


OPTIONAL,


rlf-InfoAvailable-r10



ENUMERATED {true}




OPTIONAL,


logMeasAvailable-r10



ENUMERATED {true}




OPTIONAL,


rn-SubframeConfigReq-r10


ENUMERATED {required, notRequired}
OPTIONAL,


nonCriticalExtension



RRCConnectionSetupComplete-v1130-IEs
OPTIONAL

}

RRCConnectionSetupComplete-v1130-IEs ::= SEQUENCE {


connEstFailInfoAvailable-r11

ENUMERATED {true}



OPTIONAL,


nonCriticalExtension



SEQUENCE {}





OPTIONAL

}

RegisteredMME ::=




SEQUENCE {


plmn-Identity





PLMN-Identity





OPTIONAL,


mmegi







BIT STRING (SIZE (16)),


mmec







MMEC

}

-- ASN1STOP

	RRCConnectionSetupComplete field descriptions

	gummei-Type

This field is used to indicate whether the GUMMEI included is native (assigned by EPC) or mapped (from 2G/3G identifiers).

	mmegi

Provides the Group Identity of the registered MME within the PLMN, as provided by upper layers, see TS 23.003 [27].

	registeredMME

This field is used to transfer the GUMMEI of the MME where the UE is registered, as provided by upper layers.

	rn-SubframeConfigReq

If present, this field indicates that the connection establishment is for an RN and whether a subframe configuration is requested or not.

	selectedPLMN-Identity

Index of the PLMN selected by the UE from the plmn-IdentityList included in SIB1. 1 if the 1st PLMN is selected from the plmn-IdentityList included in SIB1, 2 if the 2nd PLMN is selected from the plmn-IdentityList included in SIB1 and so on.


–
SecurityModeCommand
The SecurityModeCommand message is used to command the activation of AS security.

Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: E‑UTRAN to UE

SecurityModeCommand message
-- ASN1START

SecurityModeCommand ::=



SEQUENCE {


rrc-TransactionIdentifier


RRC-TransactionIdentifier,


criticalExtensions




CHOICE {



c1








CHOICE{




securityModeCommand-r8



SecurityModeCommand-r8-IEs,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}

SecurityModeCommand-r8-IEs ::=

SEQUENCE {


securityConfigSMC




SecurityConfigSMC,


nonCriticalExtension



SecurityModeCommand-v8a0-IEs

OPTIONAL
}

SecurityModeCommand-v8a0-IEs ::= SEQUENCE {


lateNonCriticalExtension


OCTET STRING





OPTIONAL,

nonCriticalExtension



SEQUENCE {}






OPTIONAL
}

SecurityConfigSMC ::=




SEQUENCE {


securityAlgorithmConfig




SecurityAlgorithmConfig,


...

}

-- ASN1STOP

–
SecurityModeComplete
The SecurityModeComplete message is used to confirm the successful completion of a security mode command.

Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: UE to E‑UTRAN

SecurityModeComplete message
-- ASN1START

SecurityModeComplete ::=


SEQUENCE {


rrc-TransactionIdentifier


RRC-TransactionIdentifier,


criticalExtensions




CHOICE {



securityModeComplete-r8



SecurityModeComplete-r8-IEs,



criticalExtensionsFuture


SEQUENCE {}


}

}

SecurityModeComplete-r8-IEs ::=

SEQUENCE {


nonCriticalExtension



SecurityModeComplete-v8a0-IEs






OPTIONAL

}

SecurityModeComplete-v8a0-IEs ::= SEQUENCE {


lateNonCriticalExtension


OCTET STRING





OPTIONAL,


nonCriticalExtension



SEQUENCE {}






OPTIONAL

}

-- ASN1STOP

–
SecurityModeFailure
The SecurityModeFailure message is used to indicate an unsuccessful completion of a security mode command.

Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: UE to E‑UTRAN

SecurityModeFailure message
-- ASN1START

SecurityModeFailure ::=



SEQUENCE {


rrc-TransactionIdentifier


RRC-TransactionIdentifier,


criticalExtensions




CHOICE {



securityModeFailure-r8



SecurityModeFailure-r8-IEs,



criticalExtensionsFuture


SEQUENCE {}


}

}

SecurityModeFailure-r8-IEs ::=

SEQUENCE {


nonCriticalExtension



SecurityModeFailure-v8a0-IEs






OPTIONAL

}

SecurityModeFailure-v8a0-IEs ::= SEQUENCE {


lateNonCriticalExtension


OCTET STRING





OPTIONAL,


nonCriticalExtension



SEQUENCE {}






OPTIONAL

}

-- ASN1STOP

–
SystemInformation
The SystemInformation message is used to convey one or more System Information Blocks. All the SIBs included are transmitted with the same periodicity.
Signalling radio bearer: N/A

RLC-SAP: TM

Logical channel: BCCH

Direction: E‑UTRAN to UE

SystemInformation message
-- ASN1START

SystemInformation ::=



SEQUENCE {


criticalExtensions




CHOICE {



systemInformation-r8



SystemInformation-r8-IEs,



criticalExtensionsFuture


SEQUENCE {}


}

}

SystemInformation-r8-IEs ::=

SEQUENCE {


sib-TypeAndInfo





SEQUENCE (SIZE (1..maxSIB)) OF CHOICE {



sib2







SystemInformationBlockType2,



sib3







SystemInformationBlockType3,



sib4







SystemInformationBlockType4,



sib5







SystemInformationBlockType5,



sib6







SystemInformationBlockType6,



sib7







SystemInformationBlockType7,



sib8







SystemInformationBlockType8,



sib9







SystemInformationBlockType9,



sib10







SystemInformationBlockType10,



sib11







SystemInformationBlockType11,



...,



sib12-v920






SystemInformationBlockType12-r9,



sib13-v920






SystemInformationBlockType13-r9,



sib14-v1130






SystemInformationBlockType14-r11,



sib15-v1130






SystemInformationBlockType15-r11,



sib16-v1130






SystemInformationBlockType16-r11


},


nonCriticalExtension



SystemInformation-v8a0-IEs


OPTIONAL
}

SystemInformation-v8a0-IEs ::= SEQUENCE {


lateNonCriticalExtension


OCTET STRING





OPTIONAL,

nonCriticalExtension



SEQUENCE {}






OPTIONAL
}

-- ASN1STOP

–
SystemInformationBlockType1
SystemInformationBlockType1 contains information relevant when evaluating if a UE is allowed to access a cell and defines the scheduling of other system information.

Signalling radio bearer: N/A

RLC-SAP: TM

Logical channel: BCCH

Direction: E‑UTRAN to UE

SystemInformationBlockType1 message
-- ASN1START

SystemInformationBlockType1 ::=

SEQUENCE {


cellAccessRelatedInfo



SEQUENCE {



plmn-IdentityList




PLMN-IdentityList,



trackingAreaCode




TrackingAreaCode,



cellIdentity





CellIdentity,



cellBarred






ENUMERATED {barred, notBarred},



intraFreqReselection



ENUMERATED {allowed, notAllowed},



csg-Indication





BOOLEAN,



csg-Identity





CSG-Identity


OPTIONAL
-- Need OR


},


cellSelectionInfo




SEQUENCE {



q-RxLevMin






Q-RxLevMin,



q-RxLevMinOffset




INTEGER (1..8)


OPTIONAL
-- Need OP


},


p-Max







P-Max





OPTIONAL,


-- Need OP


freqBandIndicator




FreqBandIndicator,


schedulingInfoList




SchedulingInfoList,


tdd-Config






TDD-Config




OPTIONAL,
-- Cond TDD


si-WindowLength





ENUMERATED {












ms1, ms2, ms5, ms10, ms15, ms20,












ms40},


systemInfoValueTag




INTEGER (0..31),


nonCriticalExtension



SystemInformationBlockType1-v890-IEs
OPTIONAL
}

SystemInformationBlockType1-v890-IEs::=
SEQUENCE {


lateNonCriticalExtension


OCTET STRING (CONTAINING SystemInformationBlockType1-v8h0-IEs)


OPTIONAL,

nonCriticalExtension



SystemInformationBlockType1-v920-IEs
OPTIONAL
}

-- Late non critical extensions

SystemInformationBlockType1-v8h0-IEs ::=
SEQUENCE {


multiBandInfoList




MultiBandInfoList

OPTIONAL,
-- Need OR


nonCriticalExtension



SystemInformationBlockType1-v9e0-IEs
OPTIONAL
}

SystemInformationBlockType1-v9e0-IEs ::= SEQUENCE {


freqBandIndicator-v9e0



FreqBandIndicator-v9e0

OPTIONAL,
-- Cond FBI-max


multiBandInfoList-v9e0



MultiBandInfoList-v9e0

OPTIONAL,
-- Cond mFBI-max


nonCriticalExtension



SEQUENCE {}




OPTIONAL
}

-- Regular non critical extensions

SystemInformationBlockType1-v920-IEs ::=
SEQUENCE {


ims-EmergencySupport-r9



ENUMERATED {true}


OPTIONAL,
-- Need OR


cellSelectionInfo-v920



CellSelectionInfo-v920

OPTIONAL,
-- Cond RSRQ


nonCriticalExtension



SystemInformationBlockType1-v1130-IEs
OPTIONAL
}

SystemInformationBlockType1-v1130-IEs ::=
SEQUENCE {


tdd-Config-v1130



TDD-Config-v1130


OPTIONAL,
-- Cond TDD-OR


cellSelectionInfo-v1130


CellSelectionInfo-v1130

OPTIONAL,
-- Cond WB-RSRQ


nonCriticalExtension


SEQUENCE {}




OPTIONAL
}

PLMN-IdentityList ::=




SEQUENCE (SIZE (1..maxPLMN-r11)) OF PLMN-IdentityInfo

PLMN-IdentityInfo ::=




SEQUENCE {


plmn-Identity






PLMN-Identity,


cellReservedForOperatorUse



ENUMERATED {reserved, notReserved}

}

SchedulingInfoList ::= SEQUENCE (SIZE (1..maxSI-Message)) OF SchedulingInfo

SchedulingInfo ::=
SEQUENCE {


si-Periodicity





ENUMERATED {












rf8, rf16, rf32, rf64, rf128, rf256, rf512},


sib-MappingInfo





SIB-MappingInfo

}

SIB-MappingInfo ::= SEQUENCE (SIZE (0..maxSIB-1)) OF SIB-Type

SIB-Type ::=





ENUMERATED {











sibType3, sibType4, sibType5, sibType6,











sibType7, sibType8, sibType9, sibType10,











sibType11, sibType12-v920, sibType13-v920,











sibType14-v1130, sibType15-v1130,











sibType16-v1130, spare2, spare1, ...}

CellSelectionInfo-v920 ::=


SEQUENCE {


q-QualMin-r9





Q-QualMin-r9,


q-QualMinOffset-r9




INTEGER (1..8)





OPTIONAL
-- Need OP

}

CellSelectionInfo-v1130 ::=


SEQUENCE {


q-QualMinWB-r11





Q-QualMin-r9

}

-- ASN1STOP

	SystemInformationBlockType1 field descriptions

	cellBarred

barred means the cell is barred, as defined in TS 36.304 [4].

	cellReservedForOperatorUse

As defined in TS 36.304 [4].

	csg-Identity

Identity of the Closed Subscriber Group the cell belongs to.

	csg-Indication

If set to TRUE the UE is only allowed to access the cell if it is a CSG member cell, if selected during manual CSG selection or to obtain limited service, see TS 36.304 [4].

	ims-EmergencySupport

Indicates whether the cell supports IMS emergency bearer services for UEs in limited service mode. If absent, IMS emergency call is not supported by the network in the cell for UEs in limited service mode.

	intraFreqReselection

Used to control cell reselection to intra-frequency cells when the highest ranked cell is barred, or treated as barred by the UE, as specified in TS 36.304 [4].

	multiBandInfoList

A list of additional frequency band indicators, as defined in TS 36.101 [42, table 5.5-1] that the cell belongs to. If the UE supports the frequency band in the freqBandIndicator IE it shall apply that frequency band. Otherwise, the UE shall apply the first listed band which it supports in the multiBandInfoList IE. If E-UTRAN includes multiBandInfoList-v9e0 it includes the same number of entries, and listed in the same order, as in multiBandInfoList (i.e. without suffix).

	plmn-IdentityList

List of PLMN identities. The first listed PLMN-Identity is the primary PLMN.

	p-Max

Value applicable for the cell. If absent the UE applies the maximum power according to the UE capability.

	q-QualMin

Parameter “Qqualmin” in TS 36.304 [4]. If cellSelectionInfo-v920 is not present, the UE applies the (default) value of negative infinity for Qqualmin.

	q-QualMinOffset

Parameter “Qqualminoffset” in TS 36.304 [4]. Actual value Qqualminoffset = IE value [dB]. If cellSelectionInfo-v920 is not present or the field is not present, the UE applies the (default) value of 0 dB for Qqualminoffset. Affects the minimum required quality level in the cell.

	q-QualMinWB

If this field is present, the UE shall, when performing RSRQ measurements, use a wider bandwidth in accordance with TS 36.133 [16] and apply the value of this field for the parameter “Qqualmin” in TS 36.304 [4]. Otherwise, the UE applies the value of q-Qualmin instead.

	q-RxLevMinOffset

Parameter Qrxlevminoffset in TS 36.304 [4]. Actual value Qrxlevminoffset = IE value * 2 [dB]. If absent, the UE applies the (default) value of 0 dB for Qrxlevminoffset. Affects the minimum required Rx level in the cell.

	sib-MappingInfo

List of the SIBs mapped to this SystemInformation message.There is no mapping information of SIB2; it is always present in the first SystemInformation message listed in the schedulingInfoList list.

	si-Periodicity

Periodicity of the SI-message in radio frames, such that rf8 denotes 8 radio frames, rf16 denotes 16 radio frames, and so on.

	si-WindowLength

Common SI scheduling window for all SIs. Unit in milliseconds, where ms1 denotes 1 millisecond, ms2 denotes 2 milliseconds and so on.

	systemInfoValueTag

Common for all SIBs other than MIB, SIB1, SIB10, SIB11, SIB12 and SIB14. Change of MIB and SIB1 is detected by acquisition of the corresponding message.

	trackingAreaCode

A trackingAreaCode that is common for all the PLMNs listed.


	Conditional presence
	Explanation

	FBI-max
	The field is mandatory present if freqBandIndicator (i.e. without suffix) is set to maxFBI. Otherwise the field is not present.

	mFBI-max
	The field is mandatory present if one or more entries in multiBandInfoList (i.e. without suffix, introduced in -v8h0) is set to maxFBI. Otherwise the field is not present.

	RSRQ
	The field is mandatory present if SIB3 is being broadcast and threshServingLowQ is present in SIB3; otherwise optionally present, Need OP.

	TDD
	This field is mandatory present for TDD; it is not present for FDD and the UE shall delete any existing value for this field.

	TDD-OR
	The field is optional present for TDD, need OR; it is not present for FDD.

	WB-RSRQ
	The field is optionally present, need OP if the measurement bandwidth indicated by allowedMeasBandwidth in systemInformationBlockType3 is 50 resource blocks or larger; otherwise it is not present.


–
UEAssistanceInformation
The UEAssistanceInformation message is used for the indication of UE assistance information to the eNB.

Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: UE to E‑UTRAN

UEAssistanceInformation message
-- ASN1START

UEAssistanceInformation-r11 ::=



SEQUENCE {


criticalExtensions




CHOICE {



c1








CHOICE {




ueAssistanceInformation-r11


UEAssistanceInformation-r11-IEs,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}

UEAssistanceInformation-r11-IEs ::=

SEQUENCE {


powerPrefIndication-r11



ENUMERATED
{normal, lowPowerConsumption}
OPTIONAL,


lateNonCriticalExtension


OCTET STRING





OPTIONAL,


nonCriticalExtension



SEQUENCE {}






OPTIONAL

}

-- ASN1STOP

	UEAssistanceInformation field descriptions

	powerPrefIndication

Value lowPowerConsumption indicates the UE prefers a configuration that is primarily optimised for power saving. Otherwise the value is set to normal.


–
UECapabilityEnquiry
The UECapabilityEnquiry message is used to request the transfer of UE radio access capabilities for E‑UTRA as well as for other RATs.

Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: E‑UTRAN to UE

UECapabilityEnquiry message
-- ASN1START

UECapabilityEnquiry ::=



SEQUENCE {


rrc-TransactionIdentifier


RRC-TransactionIdentifier,


criticalExtensions




CHOICE {



c1








CHOICE {




ueCapabilityEnquiry-r8



UECapabilityEnquiry-r8-IEs,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}

UECapabilityEnquiry-r8-IEs ::=

SEQUENCE {


ue-CapabilityRequest



UE-CapabilityRequest,


nonCriticalExtension



UECapabilityEnquiry-v8a0-IEs

OPTIONAL
}

UECapabilityEnquiry-v8a0-IEs ::= SEQUENCE {


lateNonCriticalExtension


OCTET STRING





OPTIONAL,

nonCriticalExtension



SEQUENCE {}






OPTIONAL
}

UE-CapabilityRequest ::=

SEQUENCE (SIZE (1..maxRAT-Capabilities)) OF RAT-Type

-- ASN1STOP

	UECapabilityEnquiry field descriptions

	ue-CapabilityRequest

List of the RATs for which the UE is requested to transfer the UE radio access capabilities i.e. E-UTRA, UTRA, GERAN-CS, GERAN-PS, CDMA2000.


–
UECapabilityInformation
The UECapabilityInformation message is used to transfer of UE radio access capabilities requested by the E‑UTRAN.

Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: UE to E‑UTRAN

UECapabilityInformation message
-- ASN1START

UECapabilityInformation ::=


SEQUENCE {


rrc-TransactionIdentifier


RRC-TransactionIdentifier,


criticalExtensions




CHOICE {



c1








CHOICE{




ueCapabilityInformation-r8


UECapabilityInformation-r8-IEs,




spare7 NULL,




spare6 NULL, spare5 NULL, spare4 NULL,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}

UECapabilityInformation-r8-IEs ::=
SEQUENCE {


ue-CapabilityRAT-ContainerList

UE-CapabilityRAT-ContainerList,


nonCriticalExtension



UECapabilityInformation-v8a0-IEs
OPTIONAL

}

UECapabilityInformation-v8a0-IEs ::= SEQUENCE {


lateNonCriticalExtension


OCTET STRING





OPTIONAL,


nonCriticalExtension



SEQUENCE {}






OPTIONAL

}

-- ASN1STOP

–
UEInformationRequest
The UEInformationRequest is the command used by E-UTRAN to retrieve information from the UE. 

Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: E‑UTRAN to UE

UEInformationRequest message
-- ASN1START

UEInformationRequest-r9

::=



SEQUENCE {


rrc-TransactionIdentifier

RRC-TransactionIdentifier,


criticalExtensions



CHOICE {



c1







CHOICE {




ueInformationRequest-r9



UEInformationRequest-r9-IEs,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}

UEInformationRequest-r9-IEs ::=

SEQUENCE {


rach-ReportReq-r9




BOOLEAN,


rlf-ReportReq-r9




BOOLEAN,


nonCriticalExtension



UEInformationRequest-v930-IEs

OPTIONAL
}

UEInformationRequest-v930-IEs ::= SEQUENCE {


lateNonCriticalExtension


OCTET STRING





OPTIONAL,

nonCriticalExtension



UEInformationRequest-v1020-IEs

OPTIONAL
}

UEInformationRequest-v1020-IEs ::=
SEQUENCE {


logMeasReportReq-r10



ENUMERATED {true}




OPTIONAL,
-- Need ON


nonCriticalExtension



UEInformationRequest-v1130-IEs

OPTIONAL
}

UEInformationRequest-v1130-IEs ::= SEQUENCE {


connEstFailReportReq-r11


ENUMERATED {true}




OPTIONAL,
-- Need ON


nonCriticalExtension



SEQUENCE {}






OPTIONAL
}

-- ASN1STOP

	UEInformationRequest field descriptions

	rach-ReportReq

This field is used to indicate whether the UE shall report information about the random access procedure.


–
UEInformationResponse
The UEInformationResponse message is used by the UE to transfer the information requested by the E-UTRAN.

Signalling radio bearer: SRB1 or SRB2 (when logged measurement information is included)

RLC-SAP: AM

Logical channel: DCCH

Direction: UE to E-UTRAN

UEInformationResponse message
-- ASN1START

UEInformationResponse-r9
::=


SEQUENCE {


rrc-TransactionIdentifier


RRC-TransactionIdentifier,


criticalExtensions




CHOICE {



c1







CHOICE {




ueInformationResponse-r9



UEInformationResponse-r9-IEs,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture



SEQUENCE {}


}

}

UEInformationResponse-r9-IEs ::=

SEQUENCE {


rach-Report-r9






SEQUENCE {



numberOfPreamblesSent-r9



NumberOfPreamblesSent-r11,



contentionDetected-r9




BOOLEAN


}















OPTIONAL,


rlf-Report-r9






RLF-Report-r9


OPTIONAL,

nonCriticalExtension




UEInformationResponse-v930-IEs



OPTIONAL

}

-- Late non critical extensions

UEInformationResponse-v9e0-IEs ::= SEQUENCE {


rlf-Report-v9e0





RLF-Report-v9e0




OPTIONAL,


nonCriticalExtension



SEQUENCE {}





OPTIONAL

}

-- Regular non critical extensions

UEInformationResponse-v930-IEs ::=
SEQUENCE {


lateNonCriticalExtension


OCTET STRING (CONTAINING UEInformationResponse-v9e0-IEs)
OPTIONAL,


nonCriticalExtension



UEInformationResponse-v1020-IEs

OPTIONAL

}

UEInformationResponse-v1020-IEs ::= SEQUENCE {


logMeasReport-r10




LogMeasReport-r10



OPTIONAL,


nonCriticalExtension



UEInformationResponse-v1130-IEs

OPTIONAL

}

UEInformationResponse-v1130-IEs ::= SEQUENCE {


connEstFailReport-r11



ConnEstFailReport-r11


OPTIONAL,


nonCriticalExtension



SEQUENCE {}





OPTIONAL

}

RLF-Report-r9 ::= 




SEQUENCE {


measResultLastServCell-r9



SEQUENCE {



rsrpResult-r9






RSRP-Range,



rsrqResult-r9






RSRQ-Range


OPTIONAL


},


measResultNeighCells-r9



SEQUENCE {



measResultListEUTRA-r9



MeasResultList2EUTRA-r9


OPTIONAL,



measResultListUTRA-r9



MeasResultList2UTRA-r9


OPTIONAL,



measResultListGERAN-r9



MeasResultListGERAN



OPTIONAL,



measResultsCDMA2000-r9



MeasResultList2CDMA2000-r9

OPTIONAL


}
OPTIONAL,


...,


[[
locationInfo-r10



LocationInfo-r10

OPTIONAL,



failedPCellId-r10





CHOICE {




cellGlobalId-r10





CellGlobalIdEUTRA,




pci-arfcn-r10






SEQUENCE {





physCellId-r10






PhysCellId,





carrierFreq-r10






ARFCN-ValueEUTRA




}



}















OPTIONAL,



reestablishmentCellId-r10

CellGlobalIdEUTRA



OPTIONAL,



timeConnFailure-r10



INTEGER (0..1023)



OPTIONAL,



connectionFailureType-r10

ENUMERATED {rlf, hof}


OPTIONAL,



previousPCellId-r10



CellGlobalIdEUTRA



OPTIONAL


]],


[[
failedPCellId-v1090



SEQUENCE {




carrierFreq-v1090



ARFCN-ValueEUTRA-v9e0



}















OPTIONAL


]],


[[
basicFields-r11




SEQUENCE {




c-RNTI-r11





C-RNTI,




rlf-Cause-r11




ENUMERATED {













t310-Expiry, randomAccessProblem,













rlc-MaxNumRetx, spare1},




timeSinceFailure-r11


TimeSinceFailure-r11



}















OPTIONAL,



previousUTRA-CellId-r11


SEQUENCE {




carrierFreq-r11




ARFCN-ValueUTRA,




physCellId-r11




CHOICE {





fdd-r11






PhysCellIdUTRA-FDD,





tdd-r11






PhysCellIdUTRA-TDD




},




cellGlobalId-r11



CellGlobalIdUTRA


OPTIONAL



}















OPTIONAL,



selectedUTRA-CellId-r11


SEQUENCE {




carrierFreq-r11




ARFCN-ValueUTRA,




physCellId-r11




CHOICE {





fdd-r11






PhysCellIdUTRA-FDD,





tdd-r11






PhysCellIdUTRA-TDD




}



}















OPTIONAL


]]

}
RLF-Report-v9e0 ::= 



SEQUENCE {


measResultListEUTRA-v9e0


MeasResultList2EUTRA-v9e0

}

MeasResultList2EUTRA-r9 ::=



SEQUENCE (SIZE (1..maxFreq)) OF MeasResult2EUTRA-r9

MeasResultList2EUTRA-v9e0 ::=


SEQUENCE (SIZE (1..maxFreq)) OF MeasResult2EUTRA-v9e0

MeasResult2EUTRA-r9 ::=



SEQUENCE {


carrierFreq-r9





ARFCN-ValueEUTRA,


measResultList-r9




MeasResultListEUTRA

}

MeasResult2EUTRA-v9e0 ::=



SEQUENCE {


carrierFreq-v9e0





ARFCN-ValueEUTRA-v9e0

OPTIONAL
}

MeasResultList2UTRA-r9 ::=


SEQUENCE (SIZE (1..maxFreq)) OF MeasResult2UTRA-r9

MeasResult2UTRA-r9 ::=



SEQUENCE {


carrierFreq-r9





ARFCN-ValueUTRA,


measResultList-r9




MeasResultListUTRA

}

MeasResultList2CDMA2000-r9 ::=

SEQUENCE (SIZE (1..maxFreq)) OF MeasResult2CDMA2000-r9

MeasResult2CDMA2000-r9 ::= 


SEQUENCE {


carrierFreq-r9





CarrierFreqCDMA2000,


measResultList-r9




MeasResultsCDMA2000

}

LogMeasReport-r10 ::= 



SEQUENCE {


absoluteTimeStamp-r10



AbsoluteTimeInfo-r10,


traceReference-r10




TraceReference-r10,


traceRecordingSessionRef-r10

OCTET STRING (SIZE (2)),


tce-Id-r10






OCTET STRING (SIZE (1)),


logMeasInfoList-r10




LogMeasInfoList-r10,


logMeasAvailable-r10



ENUMERATED {true}



OPTIONAL,

...

}

LogMeasInfoList-r10 ::= 

SEQUENCE (SIZE (1..maxLogMeasReport-r10)) OF LogMeasInfo-r10
LogMeasInfo-r10 ::= 

SEQUENCE {


locationInfo-r10




LocationInfo-r10

OPTIONAL,


relativeTimeStamp-r10



INTEGER (0..7200),


servCellIdentity-r10



CellGlobalIdEUTRA,


measResultServCell-r10



SEQUENCE {



rsrpResult-r10





RSRP-Range,



rsrqResult-r10





RSRQ-Range


},


measResultNeighCells-r10


SEQUENCE {



measResultListEUTRA-r10



MeasResultList2EUTRA-r9

OPTIONAL,



measResultListUTRA-r10



MeasResultList2UTRA-r9

OPTIONAL,



measResultListGERAN-r10



MeasResultList2GERAN-r10
OPTIONAL,



measResultListCDMA2000-r10


MeasResultList2CDMA2000-r9
OPTIONAL


}
OPTIONAL,


...,


[[
measResultListEUTRA-v1090


MeasResultList2EUTRA-v9e0
OPTIONAL


]]

}

MeasResultList2GERAN-r10 ::=


SEQUENCE (SIZE (1..maxCellListGERAN)) OF MeasResultListGERAN

ConnEstFailReport-r11 ::= 



SEQUENCE {


failedCellId-r11




CellGlobalIdEUTRA,


locationInfo-r11




LocationInfo-r10



OPTIONAL,


measResultFailedCell-r11



SEQUENCE {



rsrpResult-r11






RSRP-Range,



rsrqResult-r11






RSRQ-Range



OPTIONAL


},


measResultNeighCells-r11



SEQUENCE {



measResultListEUTRA-r11



MeasResultList2EUTRA-r9


OPTIONAL,



measResultListUTRA-r11



MeasResultList2UTRA-r9


OPTIONAL,



measResultListGERAN-r11



MeasResultListGERAN



OPTIONAL,



measResultsCDMA2000-r11



MeasResultList2CDMA2000-r9

OPTIONAL


}
OPTIONAL,


numberOfPreamblesSent-r11


NumberOfPreamblesSent-r11,


contentionDetected-r11



BOOLEAN,


maxTxPowerReached-r11



BOOLEAN,


timeSinceFailure-r11



TimeSinceFailure-r11,


measResultListEUTRA-v1130


MeasResultList2EUTRA-v9e0

OPTIONAL,


...

}
NumberOfPreamblesSent-r11::=


INTEGER (1..200)

TimeSinceFailure-r11 ::=



INTEGER (0..172800)

-- ASN1STOP

	UEInformationResponse field descriptions

	absoluteTimeStamp

Indicates the absolute time when the logged measurement configuration logging is provided, as indicated by E-UTRAN within absoluteTimeInfo.

	carrierFreq

In case the UE includes carrierFreq-v9e0 and/ or carrierFreq-v1090, the UE shall set the corresponding entry of carrierFreq-r9 and/ or carrierFreq-r10 respectively to maxEARFCN. For E-UTRA and UTRA frequencies, the UE sets the ARFCN according to the band used when obtaining the concerned measurement results.

	connectionFailureType

This field is used to indicate whether the connection failure is due to radio link failure or handover failure.

	contentionDetected

This field is used to indicate that contention was detected for at least one of the transmitted preambles, see TS 36.321 [6]. 

	c-RNTI

This field indicates the C-RNTI used in the PCell upon detecting radio link failure or the C-RNTI used in the source PCell upon handover failure.

	failedCellId

This field is used to indicate the cell in which connection establishment failed.

	failedPCellId

This field is used to indicate the PCell in which RLF is detected or the target PCell of the failed handover. The UE sets the EARFCN according to the band used for transmission/ reception when the failure occurred.

	maxTxPowerReached

This field is used to indicate whether or not the maximum power level was used for the last transmitted preamble, see TS 36.321 [6].

	measResultFailedCell

This field refers to the last measurement results taken in the cell, where connection establishment failure happened.

	measResultLastServCell

This field refers to the last measurement results taken in the PCell, where radio link failure or handover failure happened.

	measResultListEUTRA

If measResultListEUTRA-v9e0, measResultListEUTRA-v1090 or measResultListEUTRA-v1130 is included, the UE shall include the same number of entries, and listed in the same order, as in measResultListEUTRA-r9, measResultListEUTRA-r10 and/ or measResultListEUTRA-r11 respectively.

	numberOfPreamblesSent

This field is used to indicate the number of RACH preambles that were transmitted. Corresponds to parameter PREAMBLE_TRANSMISSION_COUNTER in TS 36.321 [6].

	previousPCellId

This field is used to indicate the source PCell of the last handover (source PCell when the last RRC-Connection-Reconfiguration message including mobilityControlInfowas received).

	previousUTRA-CellId

This field is used to indicate the source UTRA cell of the last successful handover to E-UTRAN, when RLF occurred at the target PCell. The UE sets the ARFCN according to the band used for transmission/ reception on the concerned cell.

	reestablishmentCellId

This field is used to indicate the cell in which the re-establishment attempt was made after connection failure.

	relativeTimeStamp

Indicates the time of logging measurement results, measured relative to the absoluteTimeStamp. Value in seconds.

	rlf-Cause

This field is used to indicate the cause of the last radio link failure that was detected. In case of handover failure information reporting (i.e., the connectionFailureType is set to 'hof'), the UE is allowed to set this field to any value.

	selectedUTRA-CellId

This field is used to indicate the UTRA cell that the UE selects after RLF is detected, while T311 is running. The UE sets the ARFCN according to the band selected for transmission/ reception on the concerned cell.

	tce-Id

Parameter Trace Collection Entity Id: See TS 32.422 [58].

	timeConnFailure

This field is used to indicate the time elapsed since the last HO initialization until connection failure. Actual value = IE value * 100ms. The maximum value 1023 means 102.3s or longer.

	timeSinceFailure

This field is used to indicate the time that elapsed since the connection (establishment) failure. Value in seconds.

	traceRecordingSessionRef

Parameter Trace Recording Session Reference: See TS 32.422 [58].


–
ULHandoverPreparationTransfer (CDMA2000)

The ULHandoverPreparationTransfer message is used for the uplink transfer of handover related CDMA2000 information when requested by the higher layers.

Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: UE to E‑UTRAN

ULHandoverPreparationTransfer message
-- ASN1START

ULHandoverPreparationTransfer ::=
SEQUENCE {


criticalExtensions




CHOICE {



c1








CHOICE {




ulHandoverPreparationTransfer-r8

ULHandoverPreparationTransfer-r8-IEs,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture



SEQUENCE {}


}

}

ULHandoverPreparationTransfer-r8-IEs ::= SEQUENCE {


cdma2000-Type





CDMA2000-Type,


meid







BIT STRING (SIZE (56))
OPTIONAL,


dedicatedInfo





DedicatedInfoCDMA2000,


nonCriticalExtension



ULHandoverPreparationTransfer-v8a0-IEs
OPTIONAL

}

ULHandoverPreparationTransfer-v8a0-IEs ::= SEQUENCE {


lateNonCriticalExtension


OCTET STRING





OPTIONAL,


nonCriticalExtension



SEQUENCE {}






OPTIONAL

}

-- ASN1STOP

	ULHandoverPreparationTransfer field descriptions

	meid

The 56 bit mobile identification number provided by the CDMA2000 Upper layers.


–
ULInformationTransfer
The ULInformationTransfer message is used for the uplink transfer of NAS or non-3GPP dedicated information.

Signalling radio bearer: SRB2 or SRB1(only if SRB2 not established yet). If SRB2 is suspended, the UE does not send this message until SRB2 is resumed

RLC-SAP: AM

Logical channel: DCCH

Direction: UE to E‑UTRAN

ULInformationTransfer message
-- ASN1START

ULInformationTransfer ::=


SEQUENCE {


criticalExtensions




CHOICE {



c1








CHOICE {




ulInformationTransfer-r8


ULInformationTransfer-r8-IEs,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}

ULInformationTransfer-r8-IEs ::=
SEQUENCE {


dedicatedInfoType


CHOICE {



dedicatedInfoNAS




DedicatedInfoNAS,



dedicatedInfoCDMA2000-1XRTT


DedicatedInfoCDMA2000,



dedicatedInfoCDMA2000-HRPD


DedicatedInfoCDMA2000


},


nonCriticalExtension



ULInformationTransfer-v8a0-IEs






OPTIONAL

}

ULInformationTransfer-v8a0-IEs ::= SEQUENCE {


lateNonCriticalExtension


OCTET STRING





OPTIONAL,


nonCriticalExtension



SEQUENCE {}






OPTIONAL

}

-- ASN1STOP

6.3
RRC information elements

6.3.1
System information blocks

–
SystemInformationBlockType2

The IE SystemInformationBlockType2 contains radio resource configuration information that is common for all UEs.

NOTE:
UE timers and constants related to functionality for which parameters are provided in another SIB are included in the corresponding SIB.

SystemInformationBlockType2 information element
-- ASN1START

SystemInformationBlockType2 ::=

SEQUENCE {


ac-BarringInfo





SEQUENCE {



ac-BarringForEmergency



BOOLEAN,



ac-BarringForMO-Signalling


AC-BarringConfig



OPTIONAL,
-- Need OP



ac-BarringForMO-Data



AC-BarringConfig



OPTIONAL
-- Need OP


}

















OPTIONAL,
-- Need OP


radioResourceConfigCommon


RadioResourceConfigCommonSIB,


ue-TimersAndConstants



UE-TimersAndConstants,


freqInfo






SEQUENCE {



ul-CarrierFreq





ARFCN-ValueEUTRA



OPTIONAL,
-- Need OP



ul-Bandwidth





ENUMERATED {n6, n15, n25, n50, n75, n100}




















OPTIONAL,
-- Need OP



additionalSpectrumEmission


AdditionalSpectrumEmission


},


mbsfn-SubframeConfigList


MBSFN-SubframeConfigList


OPTIONAL, 
-- Need OR


timeAlignmentTimerCommon


TimeAlignmentTimer,


...,


lateNonCriticalExtension

OCTET STRING (CONTAINING SystemInformationBlockType2-v8h0-IEs)





OPTIONAL,

[[
ssac-BarringForMMTEL-Voice-r9

AC-BarringConfig



OPTIONAL,
-- Need OP



ssac-BarringForMMTEL-Video-r9

AC-BarringConfig



OPTIONAL
-- Need OP


]],


[[
ac-BarringForCSFB-r10



AC-BarringConfig


OPTIONAL
-- Need OP


]]

}

SystemInformationBlockType2-v8h0-IEs ::=
SEQUENCE {


multiBandInfoList



SEQUENCE (SIZE (1..maxMultiBands)) OF AdditionalSpectrumEmission
OPTIONAL,
-- Need OR


nonCriticalExtension


SystemInformationBlockType2-v9e0-IEs
OPTIONAL
}

SystemInformationBlockType2-v9e0-IEs ::= SEQUENCE {


ul-CarrierFreq-v9e0




ARFCN-ValueEUTRA-v9e0

OPTIONAL,
-- Cond ul-FreqMax


nonCriticalExtension



SEQUENCE {}




OPTIONAL
}

AC-BarringConfig ::=



SEQUENCE {


ac-BarringFactor




ENUMERATED {












p00, p05, p10, p15, p20, p25, p30, p40,












p50, p60, p70, p75, p80, p85, p90, p95},


ac-BarringTime





ENUMERATED {s4, s8, s16, s32, s64, s128, s256, s512},


ac-BarringForSpecialAC



BIT STRING (SIZE(5))

}

MBSFN-SubframeConfigList ::= 

SEQUENCE (SIZE (1..maxMBSFN-Allocations)) OF MBSFN-SubframeConfig

-- ASN1STOP

	SystemInformationBlockType2 field descriptions

	ac-BarringFactor

If the random number drawn by the UE is lower than this value, access is allowed. Otherwise the access is barred. The values are interpreted in the range [0,1): p00 = 0, p05 = 0.05, p10 = 0.10,…, p95 = 0.95. Values other than p00 can only be set if all bits of the corresponding ac-BarringForSpecialAC are set to 0.

	ac-BarringForCSFB

Access class barring for mobile originating CS fallback.

	ac-BarringForEmergency

Access class barring for AC 10.

	ac-BarringForMO-Data

Access class barring for mobile originating calls.

	ac-BarringForMO-Signalling

Access class barring for mobile originating signalling.

	ac-BarringForSpecialAC

Access class barring for AC 11-15. The first/ leftmost bit is for AC 11, the second bit is for AC 12, and so on.

	ac-BarringTime

Mean access barring time value in seconds.

	additionalSpectrumEmission

The UE requirements related to IE AdditionalSpectrumEmission are defined in TS 36.101 [42, table 6.2.4.1].

	mbsfn-SubframeConfigList

Defines the subframes that are reserved for MBSFN in downlink.

	multiBandInfoList

A list of additionalSpectrumEmission i.e. one for each additional frequency band included in multiBandInfoList in SystemInformationBlockType1, listed in the same order.

	ssac-BarringForMMTEL-Video

Service specific access class barring for MMTEL video originating calls.

	ssac-BarringForMMTEL-Voice

Service specific access class barring for MMTEL voice originating calls.

	ul-Bandwidth

Parameter: transmission bandwidth configuration, NRB, in uplink, see TS 36.101 [42, table 5.6-1]. Value n6 corresponds to 6 resource blocks, n15 to 15 resource blocks and so on. If for FDD this parameter is absent, the uplink bandwidth is equal to the downlink bandwidth. For TDD this parameter is absent and it is equal to the downlink bandwidth.

	ul-CarrierFreq

For FDD: If absent, the (default) value determined from the default TX-RX frequency separation defined in TS 36.101 [42, table 5.7.3-1] applies.

For TDD: This parameter is absent and it is equal to the downlink frequency.


	Conditional presence
	Explanation

	ul-FreqMax
	The field is mandatory present if ul-CarrierFreq (i.e. without suffix) is present and set to maxEARFCN. Otherwise the field is not present.


–
SystemInformationBlockType3

The IE SystemInformationBlockType3 contains cell re-selection information common for intra-frequency, inter-frequency and/ or inter-RAT cell re-selection (i.e. applicable for more than one type of cell re-selection but not necessarily all) as well as intra-frequency cell re-selection information other than neighbouring cell related.

SystemInformationBlockType3 information element
-- ASN1START

SystemInformationBlockType3 ::=

SEQUENCE {


cellReselectionInfoCommon


SEQUENCE {



q-Hyst







ENUMERATED {













dB0, dB1, dB2, dB3, dB4, dB5, dB6, dB8, dB10,













dB12, dB14, dB16, dB18, dB20, dB22, dB24},



speedStateReselectionPars


SEQUENCE {




mobilityStateParameters



MobilityStateParameters,




q-HystSF





SEQUENCE {





sf-Medium





ENUMERATED {















dB-6, dB-4, dB-2, dB0},





sf-High






ENUMERATED {















dB-6, dB-4, dB-2, dB0}




}



}















OPTIONAL

-- Need OP


},


cellReselectionServingFreqInfo

SEQUENCE {



s-NonIntraSearch




ReselectionThreshold

OPTIONAL,

-- Need OP



threshServingLow




ReselectionThreshold,



cellReselectionPriority



CellReselectionPriority


},


intraFreqCellReselectionInfo

SEQUENCE {



q-RxLevMin






Q-RxLevMin,



p-Max







P-Max





OPTIONAL,

-- Need OP



s-IntraSearch





ReselectionThreshold

OPTIONAL,

-- Need OP



allowedMeasBandwidth



AllowedMeasBandwidth

OPTIONAL,

-- Need OP



presenceAntennaPort1



PresenceAntennaPort1,



neighCellConfig





NeighCellConfig,



t-ReselectionEUTRA




T-Reselection,



t-ReselectionEUTRA-SF



SpeedStateScaleFactors

OPTIONAL

-- Need OP

},


...,


lateNonCriticalExtension



OCTET STRING


OPTIONAL,

[[
s-IntraSearch-v920




SEQUENCE {




s-IntraSearchP-r9




ReselectionThreshold,




s-IntraSearchQ-r9




ReselectionThresholdQ-r9



}















OPTIONAL,

-- Need OP



s-NonIntraSearch-v920



SEQUENCE {




s-NonIntraSearchP-r9



ReselectionThreshold,




s-NonIntraSearchQ-r9



ReselectionThresholdQ-r9



}















OPTIONAL,

-- Need OP



q-QualMin-r9





Q-QualMin-r9



OPTIONAL,

-- Need OP



threshServingLowQ-r9



ReselectionThresholdQ-r9
OPTIONAL

-- Need OP


]],


[[
q-QualMinWB-r11





Q-QualMin-r9



OPTIONAL
-- Cond WB-RSRQ


]]

}

-- ASN1STOP

	SystemInformationBlockType3 field descriptions

	allowedMeasBandwidth

If absent, the value corresponding to the downlink bandwidth indicated by the dl-Bandwidth included in MasterInformationBlock applies.

	cellReselectionInfoCommon

Cell re-selection information common for cells.

	cellReselectionServingFreqInfo

Information common for Cell re-selection to inter-frequency and inter-RAT cells.

	intraFreqcellReselectionInfo

Cell re-selection information common for intra-frequency cells.

	p-Max

Value applicable for the intra-frequency neighbouring E-UTRA cells. If absent the UE applies the maximum power according to the UE capability.

	q-Hyst

Parameter Qhyst in 36.304 [4], Value in dB. Value dB1 corresponds to 1 dB, dB2 corresponds to 2 dB and so on.

	q-HystSF

Parameter “Speed dependent ScalingFactor for Qhyst” in TS 36.304 [4]. The sf-Medium and sf-High concern the additional hysteresis to be applied, in Medium and High Mobility state respectively, to Qhyst as defined in TS 36.304 [4]. In dB. Value dB-6 corresponds to -6dB, dB-4 corresponds to -4dB and so on.

	q-QualMin

Parameter “Qqualmin” in TS 36.304 [4], applicable for intra-frequency neighrbour cells. If the field is not present, the UE applies the (default) value of negative infinity for Qqualmin.

	q-QualMinWB

If this field is present, the UE shall, when performing RSRQ measurements, use a wider bandwidth in accordance with TS 36.133 [16] and apply the value of this field for the parameter “Qqualmin” in TS 36.304 [4]. Otherwise, the UE applies the value of q-Qualmin instead.

	q-RxLevMin

Parameter “Qrxlevmin” in TS 36.304 [4], applicable for intra-frequency neighbour cells.

	s-IntraSearch

Parameter “SIntraSearchP” in TS 36.304 [4]. If the field s-IntraSearchP is present, the UE applies the value of s-IntraSearchP instead. Otherwise if neither s-IntraSearch nor s-IntraSearchP is present, the UE applies the (default) value of infinity for SIntraSearchP.

	s-IntraSearchP

Parameter “SIntraSearchP” in TS 36.304 [4]. See descriptions under s-IntraSearch.

	s-IntraSearchQ

Parameter “SIntraSearchQ” in TS 36.304 [4]. If the field is not present, the UE applies the (default) value of 0 dB for SIntraSearchQ.

	s-NonIntraSearch

Parameter “SnonIntraSearchP” in TS 36.304 [4]. If the field s-NonIntraSearchP is present, the UE applies the value of s-NonIntraSearchP instead. Otherwise if neither s-NonIntraSearch nor s-NonIntraSearchP is present, the UE applies the (default) value of infinity for SnonIntraSearchP.

	s-NonIntraSearchP

Parameter “SnonIntraSearchP” in TS 36.304 [4]. See descriptions under s-NonIntraSearch.

	s-NonIntraSearchQ

Parameter “SnonIntraSearchQ” in TS 36.304 [4]. If the field is not present, the UE applies the (default) value of 0 dB for SnonIntraSearchQ.

	speedStateReselectionPars

Speed dependent reselection parameters, see TS 36.304 [4]. If this field is absent, i.e, mobilityStateParameters is also not present, UE behaviour is specified in TS 36.304 [4].

	threshServingLow

Parameter “ThreshServing, LowP” in TS 36.304 [4].

	threshServingLowQ

Parameter “ThreshServing, LowQ” in TS 36.304 [4].

	t-ReselectionEUTRA

Parameter “TreselectionEUTRA” in TS 36.304 [4].

	t-ReselectionEUTRA-SF

Parameter “Speed dependent ScalingFactor for TreselectionEUTRA” in TS 36.304 [4]. If the field is not present, the UE behaviour is specified in TS 36.304 [4].


	Conditional presence
	Explanation

	WB-RSRQ
	The field is optionally present, need OP if the measurement bandwidth indicated by allowedMeasBandwidth is 50 resource blocks or larger; otherwise it is not present.


–
SystemInformationBlockType4

The IE SystemInformationBlockType4 contains neighbouring cell related information relevant only for intra-frequency cell re-selection. The IE includes cells with specific re-selection parameters as well as blacklisted cells.
SystemInformationBlockType4 information element
-- ASN1START

SystemInformationBlockType4 ::=

SEQUENCE {


intraFreqNeighCellList



IntraFreqNeighCellList

OPTIONAL,
-- Need OR


intraFreqBlackCellList



IntraFreqBlackCellList



OPTIONAL,
-- Need OR


csg-PhysCellIdRange




PhysCellIdRange



OPTIONAL,
-- Cond CSG


...,


lateNonCriticalExtension



OCTET STRING



OPTIONAL
}

IntraFreqNeighCellList ::=

SEQUENCE (SIZE (1..maxCellIntra)) OF IntraFreqNeighCellInfo

IntraFreqNeighCellInfo ::=

SEQUENCE {


physCellId







PhysCellId,


q-OffsetCell






Q-OffsetRange,


...

}

IntraFreqBlackCellList ::=

SEQUENCE (SIZE (1..maxCellBlack)) OF PhysCellIdRange

-- ASN1STOP

	SystemInformationBlockType4 field descriptions

	csg-PhysCellIdRange

Set of physical cell identities reserved for CSG cells on the frequency on which this field was received. The received csg-PhysCellIdRange applies if less than 24 hours has elapsed since it was received and the UE is camped on a cell of the same primary PLMN where this field was received. The 3 hour validity restriction (section 5.2.1.3) does not apply to this field. The UE shall not apply any stored csg-PhysCellIdRange when it is in any cell selection state defined in TS 36.304 [4].

	intraFreqBlackCellList

List of blacklisted intra-frequency neighbouring cells.

	intraFreqNeighbCellList

List of intra-frequency neighbouring cells with specific cell re-selection parameters.

	q-OffsetCell

Parameter “Qoffsets,n” in TS 36.304 [4].


	Conditional presence
	Explanation

	CSG
	This field is optional, need OP, for non-CSG cells, and mandatory for CSG cells.


–
SystemInformationBlockType5

The IE SystemInformationBlockType5 contains information relevant only for inter-frequency cell re-selection i.e. information about other E‑UTRA frequencies and inter-frequency neighbouring cells relevant for cell re-selection. The IE includes cell re-selection parameters common for a frequency as well as cell specific re-selection parameters.
SystemInformationBlockType5 information element
-- ASN1START

SystemInformationBlockType5 ::=

SEQUENCE {


interFreqCarrierFreqList


InterFreqCarrierFreqList,


...,


lateNonCriticalExtension



OCTET STRING
(CONTAINING SystemInformationBlockType5-v8h0-IEs)



OPTIONAL
}

SystemInformationBlockType5-v8h0-IEs ::=
SEQUENCE {


interFreqCarrierFreqList-v8h0 SEQUENCE (SIZE (1..maxFreq)) OF InterFreqCarrierFreqInfo-v8h0



 OPTIONAL,
-- Need OP


nonCriticalExtension


SystemInformationBlockType5-v9e0-IEs
OPTIONAL
}

SystemInformationBlockType5-v9e0-IEs ::=
SEQUENCE {


interFreqCarrierFreqList-v9e0
SEQUENCE (SIZE (1..maxFreq)) OF InterFreqCarrierFreqInfo-v9e0



OPTIONAL,
-- Need OR


nonCriticalExtension


SEQUENCE {}






OPTIONAL
}

InterFreqCarrierFreqList ::=

SEQUENCE (SIZE (1..maxFreq)) OF InterFreqCarrierFreqInfo

InterFreqCarrierFreqInfo ::=
SEQUENCE {


dl-CarrierFreq





ARFCN-ValueEUTRA,


q-RxLevMin






Q-RxLevMin,


p-Max







P-Max






OPTIONAL,

-- Need OP


t-ReselectionEUTRA




T-Reselection,


t-ReselectionEUTRA-SF



SpeedStateScaleFactors


OPTIONAL,

-- Need OP


threshX-High





ReselectionThreshold,


threshX-Low






ReselectionThreshold,


allowedMeasBandwidth



AllowedMeasBandwidth,


presenceAntennaPort1



PresenceAntennaPort1,


cellReselectionPriority



CellReselectionPriority


OPTIONAL,

-- Need OP


neighCellConfig





NeighCellConfig,


q-OffsetFreq





Q-OffsetRange




DEFAULT dB0,


interFreqNeighCellList



InterFreqNeighCellList


OPTIONAL, 

-- Need OR


interFreqBlackCellList



InterFreqBlackCellList


OPTIONAL, 

-- Need OR


...,


[[
q-QualMin-r9




Q-QualMin-r9




OPTIONAL,

-- Need OP



threshX-Q-r9




SEQUENCE {




threshX-HighQ-r9



ReselectionThresholdQ-r9,




threshX-LowQ-r9




ReselectionThresholdQ-r9



}















OPTIONAL

-- Cond RSRQ


]],


[[
q-QualMinWB-r11




Q-QualMin-r9




OPTIONAL
-- Cond WB-RSRQ


]]

}

InterFreqCarrierFreqInfo-v8h0 ::=

SEQUENCE {


multiBandInfoList




MultiBandInfoList



OPTIONAL
-- Need OR

}

InterFreqCarrierFreqInfo-v9e0 ::=
SEQUENCE {


dl-CarrierFreq-v9e0




ARFCN-ValueEUTRA-v9e0
OPTIONAL,
-- Cond dl-FreqMax


multiBandInfoList-v9e0



MultiBandInfoList-v9e0
OPTIONAL
-- Need OR

}

InterFreqNeighCellList ::=


SEQUENCE (SIZE (1..maxCellInter)) OF InterFreqNeighCellInfo

InterFreqNeighCellInfo ::=


SEQUENCE {


physCellId






PhysCellId,


q-OffsetCell





Q-OffsetRange

}

InterFreqBlackCellList ::=


SEQUENCE (SIZE (1..maxCellBlack)) OF PhysCellIdRange

-- ASN1STOP

	SystemInformationBlockType5 field descriptions

	interFreqBlackCellList

List of blacklisted inter-frequency neighbouring cells.

	interFreqCarrierFreqList

List of neighbouring inter-frequencies. E-UTRAN does not configure more than one entry for the same physical frequency regardless of the E-ARFCN used to indicate this. If E-UTRAN includes interFreqCarrierFreqList-v8h0 and/ or interFreqCarrierFreqList-v9e0 it includes the same number of entries, and listed in the same order, as in interFreqCarrierFreqList (i.e. without suffix).

	interFreqNeighCellList

List of inter-frequency neighbouring cells with specific cell re-selection parameters.

	multiBandInfoList

Indicates the list of frequency bands in addition to the band represented by dl-CarrierFreq for which cell reselection parameters are common. E-UTRAN indicates at most maxMultiBands frequency bands (i.e. the total number of entries across both multiBandInfoList and multiBandInfoList-v9e0 is below this limit).

	p-Max

Value applicable for the neighbouring E-UTRA cells on this carrier frequency. If absent the UE applies the maximum power according to the UE capability.

	q-OffsetCell

Parameter “Qoffsets,n” in TS 36.304 [4].

	q-OffsetFreq

Parameter “Qoffsetfrequency” in TS 36.304 [4].

	q-QualMin

Parameter “Qqualmin” in TS 36.304 [4]. If the field is not present, the UE applies the (default) value of negative infinity for Qqualmin.

	q-QualMinWB

If this field is present, the UE shall, when performing RSRQ measurements, use a wider bandwidth in accordance with TS 36.133 [16] and apply the value of this field for the parameter “Qqualmin” in TS 36.304 [4]. Otherwise, the UE applies the value of q-Qualmin instead.

	threshX-High

Parameter “ThreshX, HighP” in TS 36.304 [4].

	threshX-HighQ

Parameter “ThreshX, HighQ” in TS 36.304 [4].

	threshX-Low

Parameter “ThreshX, LowP” in TS 36.304 [4].

	threshX-LowQ

Parameter “ThreshX, LowQ” in TS 36.304 [4].

	t-ReselectionEUTRA

Parameter “TreselectionEUTRA” in TS 36.304 [4].

	t-ReselectionEUTRA-SF

Parameter “Speed dependent ScalingFactor for TreselectionEUTRA” in TS 36.304 [4]. If the field is not present, the UE behaviour is specified in TS 36.304 [4].


	Conditional presence
	Explanation

	dl-FreqMax
	The field is mandatory present if, for the corresponding entry in InterFreqCarrierFreqList (i.e. without suffix), dl-CarrierFreq (i.e. without suffix) is set to maxEARFCN. Otherwise the field is not present.

	RSRQ
	The field is mandatory present if threshServingLowQ is present in systemInformationBlockType3; otherwise it is not present.

	WB-RSRQ
	The field is optionally present, need OP if the measurement bandwidth indicated by allowedMeasBandwidth is 50 resource blocks or larger; otherwise it is not present.


–
SystemInformationBlockType6

The IE SystemInformationBlockType6 contains information relevant only for inter-RAT cell re-selection i.e. information about UTRA frequencies and UTRA neighbouring cells relevant for cell re-selection. The IE includes cell re-selection parameters common for a frequency.

SystemInformationBlockType6 information element
-- ASN1START

SystemInformationBlockType6 ::=

SEQUENCE {


carrierFreqListUTRA-FDD



CarrierFreqListUTRA-FDD


OPTIONAL, 

-- Need OR


carrierFreqListUTRA-TDD



CarrierFreqListUTRA-TDD


OPTIONAL, 

-- Need OR


t-ReselectionUTRA




T-Reselection,


t-ReselectionUTRA-SF



SpeedStateScaleFactors


OPTIONAL,

-- Need OP

...,


lateNonCriticalExtension


OCTET STRING
(CONTAINING SystemInformationBlockType6-v8h0-IEs)




OPTIONAL
}

SystemInformationBlockType6-v8h0-IEs ::=
SEQUENCE {


carrierFreqListUTRA-FDD-v8h0 SEQUENCE (SIZE (1..maxUTRA-FDD-Carrier)) OF CarrierFreqInfoUTRA-FDD-v8h0 OPTIONAL,
-- Cond UTRA-FDD

nonCriticalExtension


SEQUENCE {}






OPTIONAL
}

CarrierFreqListUTRA-FDD ::=

SEQUENCE (SIZE (1..maxUTRA-FDD-Carrier)) OF CarrierFreqUTRA-FDD 

CarrierFreqUTRA-FDD ::=



SEQUENCE {


carrierFreq






ARFCN-ValueUTRA,


cellReselectionPriority



CellReselectionPriority


OPTIONAL, 

-- Need OP


threshX-High





ReselectionThreshold,


threshX-Low






ReselectionThreshold,


q-RxLevMin






INTEGER (-60..-13),


p-MaxUTRA






INTEGER (-50..33),


q-QualMin






INTEGER (-24..0),


...,


[[
threshX-Q-r9




SEQUENCE {




threshX-HighQ-r9



ReselectionThresholdQ-r9,




threshX-LowQ-r9




ReselectionThresholdQ-r9



}















OPTIONAL

-- Cond RSRQ


]]

}

CarrierFreqInfoUTRA-FDD-v8h0 ::=


SEQUENCE {


multiBandInfoList




SEQUENCE (SIZE (1..maxMultiBands)) OF FreqBandIndicator-UTRA-FDD



OPTIONAL
-- Need OR

}

CarrierFreqListUTRA-TDD ::=

SEQUENCE (SIZE (1..maxUTRA-TDD-Carrier)) OF CarrierFreqUTRA-TDD 

CarrierFreqUTRA-TDD ::=



SEQUENCE {


carrierFreq






ARFCN-ValueUTRA,


cellReselectionPriority



CellReselectionPriority


OPTIONAL, 

-- Need OP


threshX-High





ReselectionThreshold,


threshX-Low






ReselectionThreshold,


q-RxLevMin






INTEGER (-60..-13),


p-MaxUTRA






INTEGER (-50..33),


...

}

FreqBandIndicator-UTRA-FDD ::=



INTEGER (1..86)

-- ASN1STOP

	SystemInformationBlockType6 field descriptions

	carrierFreqListUTRA-FDD

List of carrier frequencies of UTRA FDD. E-UTRAN does not configure more than one entry for the same physical frequency regardless of the ARFCN used to indicate this.

	carrierFreqListUTRA-FDD-v8h0

One entry corresponding to each supported UTRA FDD carrier frequency listed in the same order as in carrierFreqListUTRA-FDD.

	carrierFreqListUTRA-TDD
List of carrier frequencies of UTRA TDD. E-UTRAN does not configure more than one entry for the same physical frequency regardless of the ARFCN used to indicate this.

	multiBandInfoList

Indicates the list of  frequency bands in addition to the band represented by carrierFreq in the CarrierFreqUTRA-FDD for which UTRA cell reselection parameters are common.

	p-MaxUTRA

The maximum allowed transmission power on the (uplink) carrier frequency, see TS 25.304 [40]. In dBm

	q-QualMin

Parameter “Qqualmin” in TS 25.304 [40]. Actual value = IE value [dB].

	q-RxLevMin

Parameter “Qrxlevmin” in TS 25.304 [40]. Actual value = IE value * 2+1 [dBm].

	t-ReselectionUTRA

Parameter “TreselectionUTRAN” in TS 36.304 [4].

	t-ReselectionUTRA-SF

Parameter “Speed dependent ScalingFactor for TreselectionUTRA” in TS 36.304 [4]. If the field is not present, the UE behaviour is specified in TS 36.304 [4].

	threshX-High

Parameter “ThreshX, HighP” in TS 36.304 [4].

	threshX-HighQ

Parameter “ThreshX, HighQ” in TS 36.304 [4].

	threshX-Low

 Parameter “ThreshX, LowP” in TS 36.304 [4].

	threshX-LowQ

 Parameter “ThreshX, LowQ” in TS 36.304 [4].


	Conditional presence
	Explanation

	RSRQ
	The field is mandatory present if the threshServingLowQ is present in systemInformationBlockType3; otherwise it is not present.

	UTRA-FDD
	The field is optionally present, need OR, if the carrierFreqListUTRA-FDD is present. Otherwise it is not present.


–
SystemInformationBlockType7

The IE SystemInformationBlockType7 contains information relevant only for inter-RAT cell re-selection i.e. information about GERAN frequencies relevant for cell re-selection. The IE includes cell re-selection parameters for each frequency.

SystemInformationBlockType7 information element
-- ASN1START

SystemInformationBlockType7 ::=

SEQUENCE {


t-ReselectionGERAN




T-Reselection,


t-ReselectionGERAN-SF



SpeedStateScaleFactors



OPTIONAL,
-- Need OR

carrierFreqsInfoList



CarrierFreqsInfoListGERAN


OPTIONAL,
-- Need OR


...,


lateNonCriticalExtension



OCTET STRING



OPTIONAL
}

CarrierFreqsInfoListGERAN ::=


SEQUENCE (SIZE (1..maxGNFG)) OF CarrierFreqsInfoGERAN

CarrierFreqsInfoGERAN ::=


SEQUENCE {


carrierFreqs





CarrierFreqsGERAN,


commonInfo






SEQUENCE {



cellReselectionPriority



CellReselectionPriority


OPTIONAL,
-- Need OP



ncc-Permitted





BIT STRING (SIZE (8)),



q-RxLevMin






INTEGER (0..45),



p-MaxGERAN






INTEGER (0..39)




OPTIONAL,
-- Need OP



threshX-High





ReselectionThreshold,



threshX-Low






ReselectionThreshold


},


...

}

-- ASN1STOP

	SystemInformationBlockType7 field descriptions

	carrierFreqs

The list of GERAN carrier frequencies organised into one group of GERAN carrier frequencies.

	carrierFreqsInfoList

Provides a list of neighbouring GERAN carrier frequencies, which may be monitored for neighbouring GERAN cells. The GERAN carrier frequencies are organised in groups and the cell reselection parameters are provided per group of GERAN carrier frequencies.

	commonInfo

Defines the set of cell reselection parameters for the group of GERAN carrier frequencies.

	ncc-Permitted

Field encoded as a bit map, where bit N is set to "0" if a BCCH carrier with NCC = N-1 is not permitted for monitoring and set to "1" if the BCCH carrier with NCC = N-1 is permitted for monitoring; N = 1 to 8; bit 1 of the bitmap is the leading bit of the bit string.

	p-MaxGERAN

Maximum allowed transmission power for GERAN on an uplink carrier frequency, see TS 45.008 [28]. Value in dBm. Applicable for the neighbouring GERAN cells on this carrier frequency. If pmaxGERAN is absent, the maximum power according to the UE capability is used.

	q-RxLevMin

Parameter “Qrxlevmin” in TS 36.304 [1], minimum required RX level in the GSM cell. The actual value of Qrxlevmin in dBm = (IE value * 2) ( 115.

	threshX-High

Parameter “ThreshX, HighP” in TS 36.304 [4].

	threshX-Low

Parameter “ThreshX, LowP” in TS 36.304 [4].

	t-ReselectionGERAN

Parameter “TreselectionGERAN” in TS 36.304 [4].

	t-ReselectionGERAN-SF

Parameter “Speed dependent ScalingFactor for TreselectionGERAN” in TS 36.304 [4]. If the field is not present, the UE behaviour is specified in TS 36.304 [4].


–
SystemInformationBlockType8

The IE SystemInformationBlockType8 contains information relevant only for inter-RAT cell re-selection i.e. information about CDMA2000 frequencies and CDMA2000 neighbouring cells relevant for cell re-selection. The IE includes cell re-selection parameters common for a frequency as well as cell specific re-selection parameters.

SystemInformationBlockType8 information element
-- ASN1START

SystemInformationBlockType8 ::=

SEQUENCE {


systemTimeInfo





SystemTimeInfoCDMA2000



OPTIONAL,
-- Need OR


searchWindowSize




INTEGER (0..15)





OPTIONAL,
-- Need OR


parametersHRPD





SEQUENCE {



preRegistrationInfoHRPD



PreRegistrationInfoHRPD,



cellReselectionParametersHRPD

CellReselectionParametersCDMA2000
OPTIONAL -- Need OR


}

















OPTIONAL,
-- Need OR


parameters1XRTT





SEQUENCE {



csfb-RegistrationParam1XRTT


CSFB-RegistrationParam1XRTT

OPTIONAL,
-- Need OP



longCodeState1XRTT




BIT STRING (SIZE (42))


OPTIONAL,
-- Need OR



cellReselectionParameters1XRTT

CellReselectionParametersCDMA2000
OPTIONAL -- Need OR


}

















OPTIONAL,
-- Need OR


...,


lateNonCriticalExtension


OCTET STRING





OPTIONAL,

[[
csfb-SupportForDualRxUEs-r9


BOOLEAN






OPTIONAL,
-- Need OR



cellReselectionParametersHRPD-v920
CellReselectionParametersCDMA2000-v920
OPTIONAL,
-- Cond NCL-HRPD



cellReselectionParameters1XRTT-v920
CellReselectionParametersCDMA2000-v920
OPTIONAL,
-- Cond NCL-1XRTT



csfb-RegistrationParam1XRTT-v920
CSFB-RegistrationParam1XRTT-v920

OPTIONAL,
-- Cond REG-1XRTT



ac-BarringConfig1XRTT-r9


AC-BarringConfig1XRTT-r9
OPTIONAL
-- Cond REG-1XRTT


]],


[[
csfb-DualRxTxSupport-r10


ENUMERATED {true}


OPTIONAL
-- Cond REG-1XRTT


]],


[[
sib8-PerPLMN-List-r11



SIB8-PerPLMN-List-r11

OPTIONAL
-- Need OR


]]

}

CellReselectionParametersCDMA2000 ::= SEQUENCE {


bandClassList





BandClassListCDMA2000,


neighCellList





NeighCellListCDMA2000,


t-ReselectionCDMA2000


T-Reselection,


t-ReselectionCDMA2000-SF


SpeedStateScaleFactors



OPTIONAL
-- Need OP

}

CellReselectionParametersCDMA2000-r11 ::= SEQUENCE {


bandClassList





BandClassListCDMA2000,


neighCellList-r11




SEQUENCE (SIZE (1..16)) OF NeighCellCDMA2000-r11,


t-ReselectionCDMA2000



T-Reselection,


t-ReselectionCDMA2000-SF


SpeedStateScaleFactors



OPTIONAL
-- Need OP

}

CellReselectionParametersCDMA2000-v920 ::= SEQUENCE {


neighCellList-v920





NeighCellListCDMA2000-v920

}

NeighCellListCDMA2000 ::=


SEQUENCE (SIZE (1..16)) OF NeighCellCDMA2000

NeighCellCDMA2000 ::=
SEQUENCE {


bandClass






BandclassCDMA2000,


neighCellsPerFreqList



NeighCellsPerBandclassListCDMA2000

}

NeighCellCDMA2000-r11 ::=
SEQUENCE {


bandClass






BandclassCDMA2000,


neighFreqInfoList-r11



SEQUENCE (SIZE (1..16)) OF NeighCellsPerBandclassCDMA2000-r11

}

NeighCellsPerBandclassListCDMA2000 ::= SEQUENCE (SIZE (1..16)) OF NeighCellsPerBandclassCDMA2000

NeighCellsPerBandclassCDMA2000 ::=
SEQUENCE {


arfcn







ARFCN-ValueCDMA2000,


physCellIdList





PhysCellIdListCDMA2000

}

NeighCellsPerBandclassCDMA2000-r11 ::=
SEQUENCE {


arfcn







ARFCN-ValueCDMA2000,


physCellIdList-r11




SEQUENCE (SIZE (1..40)) OF PhysCellIdCDMA2000

}

NeighCellListCDMA2000-v920 ::=

SEQUENCE (SIZE (1..16)) OF NeighCellCDMA2000-v920

NeighCellCDMA2000-v920 ::=


SEQUENCE {


neighCellsPerFreqList-v920


NeighCellsPerBandclassListCDMA2000-v920

}

NeighCellsPerBandclassListCDMA2000-v920 ::= SEQUENCE (SIZE (1..16)) OF NeighCellsPerBandclassCDMA2000-v920

NeighCellsPerBandclassCDMA2000-v920 ::=
SEQUENCE {


physCellIdList-v920




PhysCellIdListCDMA2000-v920

}

PhysCellIdListCDMA2000 ::=


SEQUENCE (SIZE (1..16)) OF PhysCellIdCDMA2000

PhysCellIdListCDMA2000-v920 ::=

SEQUENCE (SIZE (0..24)) OF PhysCellIdCDMA2000

BandClassListCDMA2000 ::=


SEQUENCE (SIZE (1..maxCDMA-BandClass)) OF BandClassInfoCDMA2000

BandClassInfoCDMA2000 ::=
SEQUENCE {


bandClass






BandclassCDMA2000,


cellReselectionPriority



CellReselectionPriority



OPTIONAL,
-- Need OP


threshX-High





INTEGER (0..63),


threshX-Low






INTEGER (0..63),


...

}

AC-BarringConfig1XRTT-r9 ::=

SEQUENCE {


ac-Barring0to9-r9




INTEGER (0..63),


ac-Barring10-r9





INTEGER (0..7),


ac-Barring11-r9





INTEGER (0..7),


ac-Barring12-r9





INTEGER (0..7),


ac-Barring13-r9





INTEGER (0..7),


ac-Barring14-r9





INTEGER (0..7),


ac-Barring15-r9





INTEGER (0..7),


ac-BarringMsg-r9




INTEGER (0..7),


ac-BarringReg-r9




INTEGER (0..7),


ac-BarringEmg-r9




INTEGER (0..7)

}

SIB8-PerPLMN-List-r11 ::=


SEQUENCE (SIZE (1..maxPLMN-r11)) OF SIB8-PerPLMN-r11

SIB8-PerPLMN-r11 ::=



SEQUENCE {


plmn-Identity-r11




INTEGER (1..maxPLMN-r11),


parametersCDMA2000-r11



CHOICE {



explicitValue





ParametersCDMA2000-r11,



defaultValue





NULL


}

}

ParametersCDMA2000-r11 ::=


SEQUENCE {


systemTimeInfo-r11




CHOICE
{



explicitValue





SystemTimeInfoCDMA2000,



defaultValue





NULL


}















OPTIONAL,
-- Need OR


searchWindowSize-r11



INTEGER (0..15),


parametersHRPD-r11




SEQUENCE {



preRegistrationInfoHRPD-r11


PreRegistrationInfoHRPD,



cellReselectionParametersHRPD-r11
CellReselectionParametersCDMA2000-r11
OPTIONAL -- Need OR


}

OPTIONAL,
-- Need OR


parameters1XRTT-r11




SEQUENCE {



csfb-RegistrationParam1XRTT-r11

CSFB-RegistrationParam1XRTT


OPTIONAL, -- Need OP



csfb-RegistrationParam1XRTT-Ext-r11
CSFB-RegistrationParam1XRTT-v920
OPTIONAL, -- Cond REG-1XRTT-PerPLMN



longCodeState1XRTT-r11



BIT STRING (SIZE (42))
OPTIONAL, -- Cond PerPLMN-LC


cellReselectionParameters1XRTT-r11
CellReselectionParametersCDMA2000-r11
OPTIONAL, -- Need OR



ac-BarringConfig1XRTT-r11


AC-BarringConfig1XRTT-r9


OPTIONAL, -- Cond REG-1XRTT-PerPLMN



csfb-SupportForDualRxUEs-r11

BOOLEAN







OPTIONAL, -- Need OR



csfb-DualRxTxSupport-r11


ENUMERATED {true}


OPTIONAL -- Cond REG-1XRTT-PerPLMN


}

OPTIONAL,
-- Need OR


...

}

-- ASN1STOP

	SystemInformationBlockType8 field descriptions

	ac-BarringConfig1XRTT

Contains the access class barring parameters the UE uses to calculate the access class barring factor, see C.S0097 [53].

	ac-Barring0to9

Parameter used for calculating the access class barring factor for access overload classes 0 through 9. It is the parameter “PSIST” in C.S0004 [34] for access overload classes 0 through 9.

	ac-BarringEmg

Parameter used for calculating the access class barring factor for emergency calls and emergency message transmissions for access overload classes 0 through 9. It is the parameter “PSIST_EMG” in C.S0004 [34].

	ac-BarringMsg

Parameter used for modifying the access class barring factor for message transmissions. It is the parameter “MSG_PSIST” in C.S0004 [34].

	ac-BarringN

Parameter used for calculating the access class barring factor for access overload class N (N = 10 to 15). It is the parameter “PSIST” in C.S0004 [34] for access overload class N.

	ac-BarringReg

Parameter used for modifying the access class barring factor for autonomous registrations. It is the parameter “REG_PSIST” in C.S0004 [34].

	bandClass
Identifies the Frequency Band in which the Carrier can be found. Details can be found in C.S0057 [24, Table 1.5].

	bandClassList

List of CDMA2000 frequency bands.

	cellReselectionParameters1XRTT

Cell reselection parameters applicable only to CDMA2000 1xRTT system.

	cellReselectionParameters1XRTT-Ext

Cell reselection parameters applicable for cell reselection to CDMA2000 1XRTT system.

	cellReselectionParameters1XRTT-v920
Cell reselection parameters applicable for cell reselection to CDMA2000 1XRTT system. The field is not present if cellReselectionParameters1XRTT is not present; otherwise it is optionally present.

	cellReselectionParametersHRPD
Cell reselection parameters applicable for cell reselection to CDMA2000 HRPD system

	cellReselectionParametersHRPD-Ext

Cell reselection parameters applicable for cell reselection to CDMA2000 HRPD system.

	cellReselectionParametersHRPD-v920
Cell reselection parameters applicable for cell reselection to CDMA2000 HRPD system. The field is not present if cellReselectionParametersHRPD is not present; otherwise it is optionally present.

	csfb-DualRxTxSupport

Value TRUE indicates that the network supports dual Rx/Tx enhanced 1xCSFB, which enables UEs capable of dual Rx/Tx enhanced 1xCSFB to switch off their 1xRTT receiver/transmitter while camped in E-UTRAN [51].

	csfb-RegistrationParam1XRTT

Contains the parameters the UE will use to determine if it should perform a CDMA2000 1xRTT Registration/Re-Registration. This field is included if either CSFB or enhanced CS fallback to CDMA2000 1xRTT is supported.

	csfb-SupportForDualRxUEs

Value TRUE indicates that the network supports dual Rx CSFB [51].

	longCodeState1XRTT

The state of long code generation registers in CDMA2000 1XRTT system as defined in C.S0002 [12, Section 1.3] at 
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ms, where t equals to the cdma-SystemTime. This field is required for SRVCC handover and enhanced CS fallback to CDMA2000 1xRTT operation. Otherwise this IE is not needed. This field is excluded when estimating changes in system information, i.e. changes of longCodeState1XRTT should neither result in system information change notifications nor in a modification of systemInfoValueTag in SIB1.

	neighCellList

List of CDMA2000 neighbouring cells. The total number of neighbouring cells in neighCellList for each RAT (1XRTT or HRPD) is limited to 32.

	neighCellList-v920

Extended List of CDMA2000 neighbouring cells. The combined total number of CDMA2000 neighbouring cells in both neighCellList and neighCellList-v920 is limited to 32 for HRPD and 40 for 1xRTT.

	neighCellsPerFreqList

List of carrier frequencies and neighbour cell ids in each frequency within a CDMA2000 Band, see C.S0002 [12] or C.S0024 [26].

	neighCellsPerFreqList-v920
Extended list of neighbour cell ids, in the same CDMA2000 Frequency Band as the corresponding instance in “NeighCellListCDMA2000”.

	parameters1XRTT

Parameters applicable for interworking with CDMA2000 1XRTT system.

	parametersCDMA2000

Provides the corresponding SIB8 parameters for the CDMA2000 network associated with the PLMN indicated in plmn-Identity. A choice is used to indicate whether for this PLMN the parameters are signalled explicitly or set to the (default) values common for all PLMNs i.e. the values not included in sib8-PerPLMN-List.

	parametersHRPD
Parameters applicable only for interworking with CDMA2000 HRPD systems.

	physCellIdList

Identifies the list of CDMA2000 cell ids, see C.S0002 [12] or C.S0024 [26].

	physCellIdList-v920

Extended list of CDMA2000 cell ids, in the same CDMA2000 ARFCN as the corresponding instance in “NeighCellsPerBandclassCDMA2000”.

	plmn-Identity

Indicates the PLMN associated with this CDMA2000 network. Value 1 indicates the PLMN listed 1st in plmn-IdentityList included in SIB1, value 2 indicates the PLMN listed 2nd in plmn-IdentityList included in SIB1 and so on. A PLMN which identity is not indicated in the sib8-PerPLMN-List, does not support inter-working with CDMA2000.

	preRegistrationInfoHRPD
The CDMA2000 HRPD Pre-Registration Information tells the UE if it should pre-register with the CDMA2000 HRPD network and identifies the Pre-registration zone to the UE.

	searchWindowSize
The search window size is a CDMA2000 parameter to be used to assist in searching for the neighbouring pilots. For values see C.S0005 [25, Table 2.6.6.2.1-1] and C.S0024 [26, Table 8.7.6.2-4]. This field is required for a UE with rx-ConfigHRPD= single and/ or rx-Config1XRTT= single to perform handover, cell re-selection, UE measurement based redirection and enhanced 1xRTT CS fallback from E-UTRAN to CDMA2000 according to this specification and TS 36.304 [4].

	sib8-PerPLMN-List

This field provides the values for the interworking CDMA2000 networks corresponding, if any, to the UE’s RPLMN.

	systemTimeInfo

Information on CDMA2000 system time. This field is required for a UE with rx-ConfigHRPD= single and/ or rx-Config1XRTT= single to perform handover, cell re-selection, UE measurement based redirection and enhanced 1xRTT CS fallback from E-UTRAN to CDMA2000 according to this specification and TS 36.304 [4]. This field is excluded when estimating changes in system information, i.e. changes of systemTimeInfo should neither result in system information change notifications nor in a modification of systemInfoValueTag in SIB1.

For the field included in ParametersCDMA2000, a choice is used to indicate whether for this PLMN the parameters are signalled explicitly or set to the (default) value common for all PLMNs i.e. the value not included in sib8-PerPLMN-List.

	threshX-High

Parameter “ThreshX, HighP” in TS 36.304 [4]. This specifies the high threshold used in reselection towards this CDMA2000 band class expressed as an unsigned binary number equal to FLOOR (-2 x 10 x log10 Ec/Io) in units of 0.5 dB, as defined in C.S0005 [25].

	threshX-Low

Parameter “ThreshX, LowP” in TS 36.304 [4]. This specifies the low threshold used in reselection towards this CDMA2000 band class expressed as an unsigned binary number equal to FLOOR (-2 x 10 x log10 Ec/Io) in units of 0.5 dB, as defined in C.S0005 [25].

	t-ReselectionCDMA2000

Parameter “TreselectionCDMA_HRPD” or “TreselectionCDMA_1xRTT” in TS 36.304 [4].

	t-ReselectionCDMA2000-SF

Parameter “Speed dependent ScalingFactor for TreselectionCDMA-HRPD” or TreselectionCDMA-1xRTT” in TS 36.304 [4]. If the field is not present, the UE behaviour is specified in TS 36.304 [4].


	Conditional presence
	Explanation

	NCL-1XRTT
	The field is optional present, need OR, if cellReselectionParameters1xRTT is present; otherwise it is not present.

	NCL-HRPD
	The field is optional present, need OR, if cellReselectionParametersHRPD is present; otherwise it is not present.

	PerPLMN-LC
	The field is optional present, need OR, when systemTimeInfo is included in SIB8PerPLMN for this CDMA2000 network; otherwise it is not present.

	REG-1XRTT
	The field is optional present, need OR, if csfb-RegistrationParam1XRTT is present; otherwise it is not present.

	REG-1XRTT-PerPLMN
	The field is optional present, need OR, if csfb-RegistrationParam1XRTT is included in SIB8PerPLMN for this CDMA2000 network; otherwise it is not present.


–
SystemInformationBlockType9

The IE SystemInformationBlockType9 contains a home eNB name (HNB Name).

SystemInformationBlockType9 information element
-- ASN1START

SystemInformationBlockType9 ::=

SEQUENCE {


hnb-Name






OCTET STRING (SIZE(1..48))

OPTIONAL,
-- Need OR


...,


lateNonCriticalExtension



OCTET STRING



OPTIONAL
}

-- ASN1STOP

	SystemInformationBlockType9 field descriptions

	hnb-Name

Carries the name of the home eNB, coded in UTF-8 with variable number of bytes per character, see TS 22.011 [10].


–
SystemInformationBlockType10
The IE SystemInformationBlockType10 contains an ETWS primary notification.

SystemInformationBlockType10 information element
-- ASN1START

SystemInformationBlockType10 ::=
SEQUENCE {


messageIdentifier




BIT STRING (SIZE (16)),


serialNumber





BIT STRING (SIZE (16)),


warningType






OCTET STRING (SIZE (2)),


dummy







OCTET STRING (SIZE (50))
OPTIONAL,

-- Need OP


...,


lateNonCriticalExtension


OCTET STRING



OPTIONAL
}

-- ASN1STOP

	SystemInformationBlockType10 field descriptions

	messageIdentifier

Identifies the source and type of ETWS notification. The leading bit (which is equivalent to the leading bit of the equivalent IE defined in TS 36.413 [39, 9.2.1.44]) contains bit 7 of the first octet of the equivalent IE, defined in and encoded according to TS 23.041 [37, 9.4.1.2.2], while the trailing bit contains bit 0 of the second octet of the same equivalent IE.

	serialNumber

Identifies variations of an ETWS notification. The leading bit (which is equivalent to the leading bit of the equivalent IE defined in TS 36.413 [39, 9.2.1.45]) contains bit 7 of the first octet of the equivalent IE, defined in and encoded according to TS 23.041 [37, 9.4.1.2.1], while the trailing bit contains bit 0 of the second octet of the same equivalent IE.

	dummy

This field is not used in the specification. If received it shall be ignored by the UE.

	warningType

Identifies the warning type of the ETWS primary notification and provides information on emergency user alert and UE popup. The first octet (which is equivalent to the first octet of the equivalent IE defined in TS 36.413 [39, 9.2.1.50]) contains the first octet of the equivalent IE defined in and encoded according to TS 23.041 [37, 9.3.24], and so on.


–
SystemInformationBlockType11
The IE SystemInformationBlockType11 contains an ETWS secondary notification.

SystemInformationBlockType11 information element
-- ASN1START

SystemInformationBlockType11 ::=
SEQUENCE {


messageIdentifier




BIT STRING (SIZE (16)),


serialNumber





BIT STRING (SIZE (16)),


warningMessageSegmentType


ENUMERATED {notLastSegment, lastSegment},


warningMessageSegmentNumber


INTEGER (0..63),


warningMessageSegment



OCTET STRING,


dataCodingScheme




OCTET STRING (SIZE (1)) 

OPTIONAL, 
-- Cond Segment1

...,


lateNonCriticalExtension



OCTET STRING



OPTIONAL
}

-- ASN1STOP

	SystemInformationBlockType11 field descriptions

	dataCodingScheme
Identifies the alphabet/coding and the language applied variations of an ETWS notification. The octet (which is equivalent to the octet of the equivalent IE defined in TS 36.413 [39, 9.2.1.52]) contains the octet of the equivalent IE defined in TS 23.041 [37, 9.4.2.2.4] and encoded according to TS 23.038 [38].

	messageIdentifier

Identifies the source and type of ETWS notification. The leading bit (which is equivalent to the leading bit of the equivalent IE defined in TS 36.413 [39, 9.2.1.44]) contains bit 7 of the first octet of the equivalent IE, defined in and encoded according to TS 23.041 [37, 9.4.1.2.2], while the trailing bit contains bit 0 of second octet of the same equivalent IE.

	serialNumber

Identifies variations of an ETWS notification. The leading bit (which is equivalent to the leading bit of the equivalent IE defined in TS 36.413 [39, 9.2.1.45]) contains bit 7 of the first octet of the equivalent IE, defined in and encoded according to TS 23.041 [37, 9.4.1.2.1], while the trailing bit contains bit 0 of second octet of the same equivalent IE.

	warningMessageSegment

Carries a segment of the Warning Message Contents IE defined in TS 36.413 [39, 9.2.1.53]. The first octet of the Warning Message Contents IE is equivalent to the first octet of the CB data IE defined in and encoded according to TS 23.041 [37, 9.4.2.2.5] and so on.

	warningMessageSegmentNumber

Segment number of the ETWS warning message segment contained in the SIB. A segment number of zero corresponds to the first segment, one corresponds to the second segment, and so on.

	warningMessageSegmentType

Indicates whether the included ETWS warning message segment is the last segment or not.


	Conditional presence
	Explanation

	Segment1
	The field is mandatory present in the first segment of SIB11, otherwise it is not present.


–
SystemInformationBlockType12
The IE SystemInformationBlockType12 contains a CMAS notification.

SystemInformationBlockType12 information element
-- ASN1START

SystemInformationBlockType12-r9 ::=
SEQUENCE {


messageIdentifier-r9



BIT STRING (SIZE (16)),


serialNumber-r9





BIT STRING (SIZE (16)),


warningMessageSegmentType-r9

ENUMERATED {notLastSegment, lastSegment},


warningMessageSegmentNumber-r9

INTEGER (0..63),


warningMessageSegment-r9


OCTET STRING,


dataCodingScheme-r9




OCTET STRING (SIZE (1)) 

OPTIONAL, 
-- Cond Segment1

lateNonCriticalExtension


OCTET STRING




OPTIONAL,

...

}

-- ASN1STOP

	SystemInformationBlockType12 field descriptions

	dataCodingScheme

Identifies the alphabet/coding and the language applied variations of a CMAS notification. The octet (which is equivalent to the octet of the equivalent IE defined in TS 36.413 [39, 9.2.1.52]) contains the octet of the equivalent IE defined in TS 23.041 [37, 9.4.2.2.4] and encoded according to TS 23.038 [38].

	messageIdentifier

Identifies the source and type of CMAS notification. The leading bit (which is equivalent to the leading bit of the equivalent IE defined in TS 36.413 [39, 9.2.1.44]) contains bit 7 of the first octet of the equivalent IE, defined in and encoded according to TS 23.041 [37, 9.4.1.2.2], while the trailing bit contains bit 0 of second octet of the same equivalent IE.

	serialNumber

Identifies variations of a CMAS notification. The leading bit (which is equivalent to the leading bit of the equivalent IE defined in TS 36.413 [39, 9.2.1.45]) contains bit 7 of the first octet of the equivalent IE, defined in and encoded according to TS 23.041 [37, 9.4.1.2.1], while the trailing bit contains bit 0 of second octet of the same equivalent IE.

	warningMessageSegment

Carries a segment of the Warning Message Contents IE defined in TS 36.413 [39]. The first octet of the Warning Message Contents IE is equivalent to the first octet of the CB data IE defined in and encoded according to TS 23.041 [37, 9.4.2.2.5] and so on.

	warningMessageSegmentNumber

Segment number of the CMAS warning message segment contained in the SIB. A segment number of zero corresponds to the first segment, one corresponds to the second segment, and so on.

	warningMessageSegmentType

Indicates whether the included CMAS warning message segment is the last segment or not.


	Conditional presence
	Explanation

	Segment1
	The field is mandatory present in the first segment of SIB12, otherwise it is not present.


–
SystemInformationBlockType13

The IE SystemInformationBlockType13 contains the information required to acquire the MBMS control information associated with one or more MBSFN areas.

SystemInformationBlockType13 information element
-- ASN1START

SystemInformationBlockType13-r9 ::=
SEQUENCE {


mbsfn-AreaInfoList-r9



MBSFN-AreaInfoList-r9,


notificationConfig-r9



MBMS-NotificationConfig-r9,


lateNonCriticalExtension


OCTET STRING




OPTIONAL,

...

}

-- ASN1STOP

–
SystemInformationBlockType14
The IE SystemInformationBlockType14 contains the EAB parameters.

SystemInformationBlockType14 information element
-- ASN1START

SystemInformationBlockType14-r11 ::=
SEQUENCE {


eab-Param-r11






CHOICE {



eab-Common-r11






EAB-Config-r11,



eab-PerPLMN-List-r11




SEQUENCE (SIZE (1..maxPLMN-r11)) OF EAB-ConfigPLMN-r11


}













OPTIONAL, -- Need OR

lateNonCriticalExtension



OCTET STRING


OPTIONAL,

...

}

EAB-ConfigPLMN-r11 ::=



SEQUENCE {


eab-Config-r11





EAB-Config-r11



OPTIONAL -- Need OR

}

EAB-Config-r11 ::=




SEQUENCE {


eab-Category-r11




ENUMERATED {a, b, c},


eab-BarringBitmap-r11



BIT STRING (SIZE (10))

}

-- ASN1STOP

	SystemInformationBlockType14 field descriptions

	eab-BarringBitmap
Extended access class barring for AC 0-9. The first/ leftmost bit is for AC 0, the second bit is for AC 1, and so on.

	eab-Category
Indicates the category of UEs for which EAB applies. Value a corresponds to all UEs, value b corresponds to the UEs that are neither in their HPLMN nor in a PLMN that is equivalent to it, and value c corresponds to the UEs that are neither in the PLMN listed as most preferred PLMN of the country where the UEs are roaming in the operator-defined PLMN selector list on the USIM, nor in their HPLMN nor in a PLMN that is equivalent to their HPLMN, see TS 22.011 [10].

	eab-Common
The EAB parameters applicable for all PLMN(s).

	eab-PerPLMN-List

The EAB parameters per PLMN, listed in the same order as the PLMN(s) occur in plmn-IdentityList in SystemInformationBlockType1.


–
SystemInformationBlockType15

The IE SystemInformationBlockType15 contains the MBMS Service Area Identities (SAI) of the current and/ or neighbouring carrier frequencies.

SystemInformationBlockType15 information element
-- ASN1START

SystemInformationBlockType15-r11 ::=
SEQUENCE {


mbms-SAI-IntraFreq-r11




MBMS-SAI-List-r11



OPTIONAL,
-- Need OR


mbms-SAI-InterFreqList-r11



MBMS-SAI-InterFreqList-r11

OPTIONAL,
-- Need OR


lateNonCriticalExtension



OCTET STRING




OPTIONAL,

...,


[[
mbms-SAI-InterFreqList-v1140

MBMS-SAI-InterFreqList-v1140
OPTIONAL
-- Cond InterFreq

]]
}

MBMS-SAI-List-r11 ::=




SEQUENCE (SIZE (1..maxSAI-MBMS-r11)) OF MBMS-SAI-r11

MBMS-SAI-r11 ::=





INTEGER (0..65535)

MBMS-SAI-InterFreqList-r11 ::=


SEQUENCE (SIZE (1..maxFreq)) OF MBMS-SAI-InterFreq-r11

MBMS-SAI-InterFreqList-v1140 ::=

SEQUENCE (SIZE (1..maxFreq)) OF MBMS-SAI-InterFreq-v1140
MBMS-SAI-InterFreq-r11 ::=



SEQUENCE {


dl-CarrierFreq-r11





ARFCN-ValueEUTRA-r9,


mbms-SAI-List-r11





MBMS-SAI-List-r11

}

MBMS-SAI-InterFreq-v1140 ::=


SEQUENCE {



multiBandInfoList-r11



MultiBandInfoList-r11


OPTIONAL
-- Need OR
}

-- ASN1STOP

	SystemInformationBlockType15 field descriptions

	mbms-SAI-InterFreqList

Contains a list of neighboring frequencies including additional bands, if any, that provide MBMS services and the corresponding MBMS SAIs.

	mbms-SAI-IntraFreq

Contains the list of MBMS SAIs for the current frequency.

	mbms-SAI-List

Contains a list of MBMS SAIs for a specific frequency.

	multiBandInfoList

A list of additional frequency bands applicable for the cells participating in the MBSFN transmission.


	Conditional presence
	Explanation

	InterFreq
	The field is optionally present, need OR, if the mbms-SAI-InterFreqList-r11 is present. Otherwise it is not present.


–
SystemInformationBlockType16

The IE SystemInformationBlockType16 contains information related to GPS time and Coordinated Universal Time (UTC). The UE may use the parameters provided in this system information block to obtain the UTC, the GPS and the local time.
NOTE:
The UE may use the time information for numerous purposes, possibly involving upper layers e.g. to assist GPS initialisation, to synchronise the UE clock (a.o. to determine MBMS session start/ stop).
SystemInformationBlockType16 information element
-- ASN1START

SystemInformationBlockType16-r11 ::=

SEQUENCE {


timeInfo-r11






SEQUENCE {



timeInfoUTC-r11





INTEGER (0..549755813887),


dayLightSavingTime-r11



BIT STRING (SIZE (2))

OPTIONAL,
-- Need OR



leapSeconds-r11





INTEGER (-127..128)


OPTIONAL,
-- Need OR



localTimeOffset-r11




INTEGER (-63..64)


OPTIONAL
-- Need OR


}
















OPTIONAL,
-- Need OR

lateNonCriticalExtension


OCTET STRING



OPTIONAL,

...

}

-- ASN1STOP

	SystemInformationBlockType16 field descriptions

	dayLightSavingTime
It indicates if and how daylight saving time (DST) is applied to obtain the local time. The semantics is the same as the semantics of the Daylight Saving Time IE in TS 24.301 [35] and TS 24.008 [49]. The first/leftmost bit of the bit string contains the b2 of octet 3, i.e. the value part of the Daylight Saving Time IE, and the second bit of the bit string contains b1 of octet 3.

	leapSeconds

Number of leap seconds offset between GPS Time and UTC. UTC and GPS time are related i.e. GPS time -leapSeconds = UTC time.

	localTimeOffset
Offset between UTC and local time in units of 15 minutes. Actual value = IE value * 15 minutes. Local time of the day is calculated as UTC time + localTimeOffset.

	timeInfoUTC

Coordinated Universal Time corresponding to the SFN boundary at or immediately after the ending boundary of the SI-window in which SystemInformationBlockType16 is transmitted. The field counts the number of UTC seconds in 10 ms units since 00:00:00 on Gregorian calendar date 1 January, 1900 (midnight between Sunday, December 31, 1899 and Monday, January 1, 1900), including leap seconds and other additions prior to 1972. NOTE 1.

This field is excluded when estimating changes in system information, i.e. changes of timeInfoUTC should neither result in system information change notifications nor in a modification of systemInfoValueTag in SIB1.


NOTE 1:
For the sake of the field definition, it is assumed UTC existed prior to 1 January 1972. As this field counts total elapsed time, conversion to calendar UTC time needs to allow for leap second and other calendar adjustments since 1 January 1900. For example, time 00:00 on 1 January 1972 UTC corresponds to a timeInfoUTC of 2,272,060,800 seconds.
<Cut until the next modified section>
A.3.3
Message definition

Each PDU (message) type is specified in an ASN.1 section similar to the one shown in the example below.

-- /example/ ASN1START

RRCConnectionReconfiguration ::=
SEQUENCE {


rrc-TransactionIdentifier


RRC-TransactionIdentifier,


criticalExtensions




CHOICE {



c1








CHOICE{




rrcConnectionReconfiguration-r8

RRCConnectionReconfiguration-r8-IEs,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}

RRCConnectionReconfiguration-r8-IEs ::= SEQUENCE {


-- Enter the IEs here.


...

}

-- ASN1STOP

Hooks for critical and non-critical extension should normally be included in the PDU type specification. How these hooks are used is further described in sub-clause A.4.

Critical extensions are characterised by a redefinition of the PDU contents and need to be governed by a mechanism for protocol version agreement between the encoder and the decoder of the PDU, such that the encoder is prevented from sending a critically extended version of the PDU type, which is not comprehended by the decoder.

Critical extension of a PDU type is facilitated by a two-level CHOICE structure, where the alternative PDU contents are alternatives within the inner level c1 CHOICE. Spare alternatives (i.e., spare3 down to spare1 in this case) may be included within the c1 CHOICE. The number of spare alternatives to be included in the original PDU specification should be decided case by case, based on the expected rate of critical extension in the future releases of the protocol.

Further critical extension, when the spare alternatives from the original specifications are used up, is facilitated using the criticalExtensionsFuture in the outer level CHOICE.

In PDU types where critical extension is not expected in the future releases of the protocol, the inner level c1 CHOICE and the spare alternatives may be excluded, as shown in the example below.

-- /example/ ASN1START

RRCConnectionReconfigurationComplete ::= SEQUENCE {


rrc-TransactionIdentifier


RRC-TransactionIdentifier,


criticalExtensions




CHOICE {



rrcConnectionReconfigurationComplete-r8












RRCConnectionReconfigurationComplete-r8-IEs,



criticalExtensionsFuture


SEQUENCE {}


}

}

RRCConnectionReconfigurationComplete-r8-IEs ::= SEQUENCE {


-- Enter the IEs here. --













-- Cond condTag


...

}

-- ASN1STOP

Non-critical extensions are characterised by the addition of new information to the original specification of the PDU type. If not comprehended, a non-critical extension may be skipped by the decoder, whilst the decoder is still able to complete the decoding of the comprehended parts of the PDU contents.

Non-critical extensions at locations other than the end of the message or other than at the end of a field contained in a BIT or OCTET STRING are facilitated by use of the ASN.1 extension marker "...". The original specification of a PDU type should normally include the extension marker at the end of the sequence of information elements contained.

Non-critical extensions at the end of the message or at the end of a field that is contained in a BIT or OCTET STRING are facilitated by use of an empty sequence that is marked OPTIONAL e.g. as shown in the following example:

-- /example/ ASN1START

RRCMessage-r8-IEs ::= 




SEQUENCE {


field1








InformationElement1,


field2








InformationElement2,


nonCriticalExtension




SEQUENCE {}





OPTIONAL
}

-- ASN1STOP

The ASN.1 section specifying the contents of a PDU type may be followed by a field description table where a further description of, e.g., the semantic properties of the fields may be included. The general format of this table is shown in the example below. The field description table is absent in case there are no fields for which further description needs to be provided e.g. because the PDU does not include any fields, or because an IE is defined for each field while there is nothing specific regarding the use of this IE that needs to be specified.
	%PDU-TypeIdentifier% field descriptions

	%field identifier%

Field description.

	%field identifier%

Field description.


The field description table has one column. The header row shall contain the ASN.1 type identifier of the PDU type.

The following rows are used to provide field descriptions. Each row shall include a first paragraph with a field identifier (in bold and italic font style) referring to the part of the PDU to which it applies. The following paragraphs at the same row may include (in regular font style), e.g., semantic description, references to other specifications and/ or specification of value units, which are relevant for the particular part of the PDU.

The parts of the PDU contents that do not require a field description shall be omitted from the field description table.

<Cut until the next modified section>
A.4.3.2
Further guidelines

Further to the general principles defined in the previous section, the following additional guidelines apply regarding the use of extension markers:

-
Extension markers within SEQUENCE

-
Extension markers are primarily, but not exclusively, introduced at the higher nesting levels

-
Extension markers are introduced for a SEQUENCE comprising several fields as well as for information elements whose extension would result in complex structures without it (e.g. re-introducing another list)

-
Extension markers are introduced to make it possible to maintain important information structures e.g. parameters relevant for one particular RAT

-
Extension markers are also used for size critical messages (i.e. messages on BCCH, PCCH and CCCH), although introduced somewhat more carefully

-
The extension fields introduced (or frozen) in a specific version of the specification are grouped together using double brackets.

-
Extension markers within ENUMERATED

-
Spare values are used until the number of values reaches the next power of 2, while the extension marker caters for extension beyond that limit

-
A suffix of the form "vXYZ" is used for the identifier of each new value, e.g. "value-vXYZ".

-
Extension markers within CHOICE:

-
Extension markers are introduced when extension is foreseen and when comprehension is not required by the receiver i.e. behaviour is defined for the case where the receiver cannot comprehend the extended value (e.g. ignoring an optional CHOICE field). It should be noted that defining the behaviour of a receiver upon receiving a not comprehended choice value is not required if the sender is aware whether or not the receiver supports the extended value.

-
A suffix of the form "vXYZ" is used for the identifier of each new choice value, e.g. "choice-vXYZ".

Non-critical extensions at the end of a message/ of a field contained in an OCTET or BIT STRING:

-
When a nonCriticalExtension is actually used, a "Need" statement should not be provided for the field, which always is a group including at least one extension and a field facilitating further possible extensions. For simplicity, it is recommended not to provide a "Need" statement when the field is not actually used either.
Further, more general, guidelines:

-
In case a need statement is not provided for a group, a "Need" statement is provided for all individual extension fields within the group i.e. including for fields that are not marked as OPTIONAL. The latter is to clarify the action upon absence of the whole group.

<Cut until the next modified section>
A.4.3.4
Typical examples of non critical extension at the end of a message

The following example illustrates the use of non-critical extensions at the end of the message or at the end of a field that is contained in a BIT or OCTET STRING i.e. when an empty sequence is used.

-- /example/ ASN1START

RRCMessage-r8-IEs ::=


SEQUENCE {


field1






InformationElement1,


field2






InformationElement2,


field3






InformationElement3




OPTIONAL,
-- Need ON


nonCriticalExtension


RRCMessage-v860-IEs




OPTIONAL

}

RRCMessage-v860-IEs ::=


SEQUENCE {


field4-v860





InformationElement4




OPTIONAL,
-- Need OP


field5-v860





BOOLEAN








OPTIONAL,
-- Cond C54


nonCriticalExtension


RRCMessage-v940-IEs




OPTIONAL
}

RRCMessage-v940-IEs ::=


SEQUENCE {


field6-v940





InformationElement6-r9




OPTIONAL,
-- Need OR


nonCriticalExtensions


SEQUENCE {}







OPTIONAL
}

-- ASN1STOP

Some remarks regarding the extensions shown in the above example:

–
The InformationElement4 is introduced in the original version of the protocol (release 8) and hence no suffix is used.

�PAGE \# "'Page: '#'�'"  �� � HYPERLINK "http://www.3gpp.org/ftp/Information/DocNum_FTP_structure_V3.zip" ��Document numbers� are allocated by the Working Group Secretary.   Use the format of document number specified by the � HYPERLINK "http://www.3gpp.org/About/WP.htm" ��3GPP Working Procedures�.


�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least four digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR was written and (normally) to which it will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark appropriate boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line, but if this is not possible, do not enter hard new-line characters.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


One or more organizations (3GPP Individual Members) which drafted the CR and are presenting it to the Working Group.


For CRs agreed at Working Group level, the identity of the WG.  Use the format "xn" where �	x = "C" for TSG CT, "R" for TSG RAN, "S" for TSG SA, "G" for TSG GERAN; �PAGE \# "'Page: '#'�'"  ���	n = digit identifying the Working Group; for CRs drafted during the TSG meeting itself, use "P". �Examples: "C4", "R5", "G3new", "SP".


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, A, B & C CRs for Release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See �� HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm" ��http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm� .


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Office® 2003 applications. Prefered format is ISO standard yyyy-MM-dd.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed. For more detailed help on interpreting these categories, see Technical Report �HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/21900.htm"��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR were to be rejected. It is mandatory to complete this section only if the CR is of category "F" (i.e. correction), though it may well be useful for other categories.


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.   Be as specific as possible (ie list each subclause, not just the umbrella clause).


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected and the CRs which are linked. This is particularly important where the affected specs belong to a different working group than that which will agree the present CR.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.





_1449250124.doc
[image: image1.emf]Seving Cell 


on F


1


SFN #16


SFN #16


Gaps: - - - - - - - - - - -


- -


- - - - - - - -


G G G G G G


measPRS-Offset= 7


SFN #0


SFN #0


Measured Cell 


on F2


-


SFN #1


SFN #1


Map onto serving cell 


timing


SFN #16


SFN #0


SFN #0


SFN #1


SFN #1


SFN #17


SFN #17


SFN #17


SFN #17


- - - - - - -


Map onto serving cell 


timing


G G G G G G


PRS Subframe in measured cell


Additional Time


Required by the UE




� EMBED Visio.Drawing.11  ���











[image: image2.emf]Seving Cell 


on F


1


SFN #16


SFN #16


Gaps: - - - - - - - - - - -


- -


- - - - - - - -


G G G G G G


measPRS-Offset= 7


SFN #0


SFN #0


Measured Cell 


on F2


-


SFN #1


SFN #1


Map onto serving cell 


timing


SFN #16


SFN #0


SFN #0


SFN #1


SFN #1


SFN #17


SFN #17


SFN #17


SFN #17


- - - - - - -


Map onto serving cell 


timing


G G G G G G


PRS Subframe in measured cell


Additional Time


Required by the UE


_1445784859.vsd

SFN #17



Seving Cell on F1



Measured Cell on F2






_1270649513.unknown

