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Title
List of CRs from RAN WG3
Source
TSG RAN WG3

Agenda Item
8.3.1

8.3.5
Approval of CRs to Rel-9 WIs
RP-140894: Correction of SRVCC to GERAN
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-140894
	R3-141497
	Correction of SRVCC to GERAN
	36.413
	1188
	4
	F
	9.8.0
	TEI9
	Rel-9

	RP-140894
	R3-141498
	Correction of SRVCC to GERAN
	36.413
	1189
	4
	A
	10.7.0
	TEI9
	Rel-10

	RP-140894
	R3-141499
	Correction of SRVCC to GERAN
	36.413
	1190
	4
	A
	11.6.0
	TEI9
	Rel-11

	RP-140894
	R3-141500
	Correction of SRVCC to GERAN
	36.413
	1191
	4
	A
	12.1.0
	TEI9
	Rel-12


RP-140895: Correction on Multiple RL Sets Indicator for DC-HSUPA
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-140895
	R3-141056
	Correction on Multiple RL Sets Indicator for DC-HSUPA
	25.427
	0159
	-
	F
	11.0.0
	RANimp-DC_HSUPA, TEI12
	Rel-12


8.3.6
Approval of CRs to Rel-10 WIs
RP-140896: Transport Info in Iurh Relocation
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-140896
	R3-141475
	Transport Info in Iurh Relocation
	25.469
	0101
	-
	F
	10.3.0
	HNB_HENB_mob_enh-Core
	Rel-10

	RP-140896
	R3-141476
	Transport Info in Iurh Relocation
	25.469
	0102
	-
	A
	11.2.0
	HNB_HENB_mob_enh-Core
	Rel-11

	RP-140896
	R3-141477
	Transport Info in Iurh Relocation
	25.469
	0103
	-
	A
	12.0.0
	HNB_HENB_mob_enh-Core
	Rel-12


8.3.7
Approval of linked CR packages led by RAN WG3
RP-140897: Introduction of X2GW
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-140897
	R3-141009
	Introduction of the X2GW
	36.420
	0010
	6
	B
	11.0.0
	EHNB_enh2_X2GW-Core
	Rel-12

	RP-140897
	R3-141418
	Enhance TNL Address Discovery procedure for X2 GW
	36.413
	1185
	4
	B
	12.1.0
	EHNB_enh2_X2GW-Core
	Rel-12

	RP-140897
	R3-141508
	Introduce X2GW procedures in Stage-3
	36.423
	0641
	4
	B
	12.1.0
	EHNB_enh2_X2GW-Core
	Rel-12

	RP-140897
	R2-142947
	Updating X2 GW Stage 2 Description
	36.300
	0640
	-
	B
	12.1.0
	EHNB_enh2_X2GW-Core
	Rel-12


10.1
Closed UTRA only related WIs
RP-140898:: Adding assisting HS-DPCCH repetition factors for multiflow
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-140898
	R3-141382
	Adding assisting HS-DPCCH repetition factors for multiflow
	25.423
	1828
	1
	F
	11.7.0
	HSDPA_MFTX-Core
	Rel-11

	RP-140898
	R3-141383
	Adding assisting HS-DPCCH repetition factors for multiflow
	25.433
	2028
	1
	F
	11.7.0
	HSDPA_MFTX-Core
	Rel-11

	RP-140898
	R3-141384
	Adding assisting HS-DPCCH repetition factors for multiflow
	25.423
	1833
	-
	A
	12.0.0
	HSDPA_MFTX-Core
	Rel-12

	RP-140898
	R3-141385
	Adding assisting HS-DPCCH repetition factors for multiflow
	25.433
	2036
	-
	A
	12.0.0
	HSDPA_MFTX-Core
	Rel-12


10.5
Small Technical Enhancements and Improvements for Rel-11 [TEI11]

RP-140899: Correction on PLMN list within Neighbouring GSM Cell Information
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-140899
	R3-141380
	Correction on PLMN list within Neighbouring GSM Cell Information
	25.423
	1825
	1
	F
	11.7.0
	TEI11
	Rel-11

	RP-140899
	R3-141381
	Correction on PLMN list within Neighbouring GSM Cell Information
	25.423
	1826
	1
	A
	12.0.0
	TEI11
	Rel-12


11.6.3
L-band for Supplemental Downlink in E-UTRA and UTRA (spectrum related) [LTE_UTRA_SDL_BandL]
RP-140900: L-band for supplemental downlink
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-140900
	R3-141314
	Supporting L-band for Supplemental Downlink in UTRA
	25.423
	1816
	2
	B
	12.0.0
	LTE_UTRA_SDL_BandL-Core
	Rel-12

	RP-140900
	R3-141315
	Supporting L-band for Supplemental Downlink in UTRA
	25.433
	2017
	2
	B
	12.0.0
	LTE_UTRA_SDL_BandL-Core
	Rel-12

	RP-140900
	R3-141316
	Introduction of L-band for Supplemental Downlink in E-UTRA and UTRA
	25.466
	0054
	2
	B
	12.0.0
	LTE_UTRA_SDL_BandL-Core
	Rel-12

	RP-140900
	R3-141428
	Introduction of Band 32, XXXII
	25.461
	0087
	-
	B
	12.0.0
	LTE_UTRA_SDL_bandL-Core
	Rel-12


11.7.2
Further Enhancements to LTE TDD for DL-UL Interference Management and Traffic Adaptation [LTE_TDD_eIMTA]
RP-140901: TDD eIMTA support on X2AP
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-140901
	R3-140863
	TDD eIMTA support on X2AP
	36.423
	0629
	4
	B
	12.1.0
	LTE_TDD_eIMTA-Core
	Rel-12


11.7.5
Core Part: Public Warning System - Reset/Failure/Restart in Warning Message Delivery in LTE [REP_WMD-RFR_PWS-Core]

RP-140902: Correction on Kill-all Warning Messages Indicator
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-140902
	R3-140853
	Correction on Kill-all Warning Messages Indicator
	36.413
	1200
	1
	F
	12.1.0
	REP_WMD-RFR_PWS-Core
	Rel-12


11.7.10
Core Part: LTE-HRPD (High Rate Packet Data in 3GPP2) inter-RAT SON [LTE_HRPD_SON-Core]

RP-140903: Correction of OCTET STRING for eHRPD Sector ID
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-140903
	R3-140894
	Correction of OCTET STRING for eHRPD Sector ID
	36.413
	1208
	1
	F
	12.1.0
	LTE_HRPD_SON-Core
	Rel-12


11.7.18
Core part: Positioning Enhancements for RF Pattern Matching in E-UTRA [New WI: LCS_LTE_RFPMT-Core]
RP-140904: Modifications of LPPa to include inter-RAT measurements
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-140904
	R3-141387
	Modifications of LPPa to Include inter-RAT Measurements
	36.455
	0047
	4
	B
	11.3.0
	LCS_LTE_RFPMT-Core
	Rel-12


11.9
Small Technical Enhancements and Improvements for Rel-12 [TEI12]

RP-140905: TEI12 CRs from RAN3
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-140905
	R3-140955
	Correction of SN STATUS TRANSFER
	36.423
	0661
	1
	F
	12.1.0
	TEI12
	Rel-12

	RP-140905
	R3-140956
	Correction of MME STATUS TRANSFER
	36.413
	1215
	1
	F
	12.1.0
	TEI12
	Rel-12

	RP-140905
	R3-141073
	Correction on Inter-RAT Cell ID in SON Transfer
	36.413
	1220
	-
	F
	12.1.0
	TEI12
	Rel-12

	RP-140905
	R3-141195
	Clarification of DL ABS status
	36.423
	0676
	-
	F
	12.1.0
	TEI12
	Rel-12

	RP-140905
	R3-141348
	Adding Cell Portion to E-CID Measurement Reporting
	36.455
	0046
	4
	B
	11.3.0
	TEI12
	Rel-12

	RP-140905
	R3-141520
	Carrying multiple UEs’ data in one HS-DSCH DATA FRAME TYPE3
	25.435
	0313
	1
	B
	11.2.0
	TEI12
	Rel-12

	RP-140905
	R3-140864
	MBMS Bearer priority update
	36.444
	0060
	1
	C
	12.0.0
	GCSE_LTE, TEI12
	Rel-12

	RP-140905
	R3-141074
	Corrections on MBMS Restoration
	36.444
	0061
	- 
	F
	12.0.0
	eMBMS_Rest, TEI12
	Rel-12

	RP-140905
	R3-141075
	Corrections on MBMS Restoration
	25.413
	1271
	- 
	F
	12.1.0
	eMBMS_Rest, TEI12
	Rel-12


RP-140906: Provide IMEISV to eNB to identify UE characteristics
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-140906
	R3-141517
	Provide IMEISV to eNB to identify UE characteristics
	36.413
	1179
	3
	B
	12.1.0
	TEI12
	Rel-12

	RP-140906
	R3-141518
	Provide IMEISV to eNB to identify UE characteristics
	36.423
	0630
	4
	B
	12.1.0
	TEI12
	Rel-12


Note: This CR set is Technically endorsed by RAN3.
11.1.3
Core part: HNB Positioning for UTRA [UTRA_HNB_Pos-Core]
RP-140907: Introduction of PPI for PUA
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-140907
	R3-140522
	Add object identifier for PUA
	25.470
	0001
	-
	F
	12.0.0
	UTRA_HNB_Pos-Core
	Rel-12

	RP-140907
	R3-140631
	Introduction of PPI for PUA
	25.467
	0219
	-
	B
	12.1.0
	UTRA_HNB_Pos-Core
	Rel-12
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