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Discussion and decision
1. Introduction
In the release-10 version of TS36.331 [1], TDD-FDD difference for some FGIs (i.e. whether different indications between TDD and FDD are allowed) still remains TBD (reproduced in the Annex of this document). RAN2 in their #86 meeting confirmed that the issue should be addressed by RAN.
2. Discussion
The reason why the TDD-FDD difference for those FGIs has been kept TBD is because 3GPP does not know yet if there will be differences in IOT availability between TDD and FDD. We however have a strong concern on keeping this unresolved in the “deep frozen” release and would like to close the open issue in this plenary meeting.
The fact that 3GPP is waiting to see IOT availabilities essentially means that 3GPP intends to follow the market situation. Then there is no functional difference between allowing split now and following the IOT availability in the market because IOT availability and UE readiness are both based on market demand, which 3GPP will anyway follow.
It has been 3 years since release-10 ASN.1 was frozen. Release-11 was ASN.1-frozen 15 months ago and the completion of release 12 is scheduled in September this year. Since 3GPP waited and still does not have a confirmation that these features are being deployed in parallel for FDD and TDD, we should remove the TBDs and allow for a maximum flexibility in introducing features in the market.
We therefore propose to task RAN2 to develop a set of CRs to allow TDD-FDD difference for all release-10 FGIs that are currently indicated TBD.
Proposal:
Task RAN2 to develop a set of CRs to allow TDD-FDD difference for all release-10 FGIs that are currently indicated TBD.
3. Conclusion
In this document we reviewed the current situation of release-10 FGIs and proposed the following.
Proposal:
Task RAN2 to develop a set of CRs to allow TDD-FDD difference for all release-10 FGIs that are currently indicated TBD.
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Annex: Release-10 FGIs in [1]

Note that RAN2#86 agreed the FDD/TDD difference for FGI111 and FGI112 to be allowed [2].
Table C.1-1: Definitions of feature group indicators

	Index of indicator
	Definition

(description of the supported functionality, if indicator set to one)
	Notes
	If indicated "Yes" the feature shall be implemented and successfully tested for this version of the specification
	FDD/ TDD diff

	101 (leftmost bit)
	- DMRS with OCC (orthogonal cover code) and SGH (sequence group hopping) disabling
	- if the UE supports two or more layers for spatial multiplexing in UL, this bit shall be set to 1.
	
	No

	102
	- Trigger type 1 SRS (aperiodic SRS) transmission (Up to X ports)

NOTE: X = number of supported layers on given band
	
	
	TBD

	103
	- PDSCH transmission mode 9 when up to 4 CSI reference signal ports are configured
	- for Category 8 UEs, this bit shall be set to 1.
	
	TBD

	104
	- PDSCH transmission mode 9 for TDD when 8 CSI reference signal ports are configured
	- if the UE does not support TDD, this bit is irrelevant (capability signalling exists for FDD for this feature), and this bit shall be set to 0.

- for Category 8 UEs, this bit shall be set to 1.
	
	No

	105
	- Periodic CQI/PMI/RI reporting on PUCCH: Mode 2-0 – UE selected subband CQI without PMI, when PDSCH transmission mode 9 is configured

- Periodic CQI/PMI/RI reporting on PUCCH: Mode 2-1 – UE selected subband CQI with single PMI, when PDSCH transmission mode 9 and up to 4 CSI reference signal ports are configured
	- this bit can be set to 1 only if indices 2 (Table B.1-1) and 103 are set to 1.
	
	TBD

	106
	- Periodic CQI/PMI/RI/PTI reporting on PUCCH: Mode 2-1 – UE selected subband CQI with single PMI, when PDSCH transmission mode 9 and 8 CSI reference signal ports are configured
	- this bit can be set to 1 only if the UE supports PDSCH transmission mode 9 with 8 CSI reference signal ports (i.e., for TDD, if index 104 is set to 1, and for FDD, if tm9-With-8Tx-FDD-r10 is set to ‘supported’) and if index 2 (Table B.1-1) is set to 1.
	
	TBD

	107
	- Aperiodic CQI/PMI/RI reporting on PUSCH: Mode 2-0 – UE selected subband CQI without PMI, when PDSCH transmission mode 9 is configured

- Aperiodic CQI/PMI/RI reporting on PUSCH: Mode 2-2 – UE selected subband CQI with multiple PMI, when PDSCH transmission mode 9 and up to 4 CSI reference signal ports are configured
	- this bit can be set to 1 only if indices 1 (Table B.1-1) and 103 are set to 1.
	
	TBD

	108
	- Aperiodic CQI/PMI/RI reporting on PUSCH: Mode 2-2 – UE selected subband CQI with multiple PMI, when PDSCH transmission mode 9 and 8 CSI reference signal ports are configured
	- this bit can be set to 1 only if the UE supports PDSCH transmission mode 9 with 8 CSI reference signal ports (i.e., for TDD, if index 104 is set to 1, and for FDD, if tm9-With-8Tx-FDD-r10 is set to ‘supported’) and if index 1 (Table B.1-1) is set to 1.
	
	TBD

	109
	- Periodic CQI/PMI/RI reporting on PUCCH Mode 1-1, submode 1
	- this bit can be set to 1 only if the UE supports PDSCH transmission mode 9 with 8 CSI reference signal ports (i.e., for TDD, if index 104 is set to 1, and for FDD, if tm9-With-8Tx-FDD-r10 is set to ‘supported’).
	
	TBD

	110
	- Periodic CQI/PMI/RI reporting on PUCCH Mode 1-1, submode 2
	- this bit can be set to 1 only if the UE supports PDSCH transmission mode 9 with 8 CSI reference signal ports (i.e., for TDD, if index 104 is set to 1, and for FDD, if tm9-With-8Tx-FDD-r10 is set to ‘supported’).
	
	TBD

	111
	- Measurement reporting trigger Event A6
	- this bit can be set to 1 only if the UE supports carrier aggregation.
	
	TBD

	112
	- SCell addition within the Handover to EUTRA procedure
	- this bit can be set to 1 only if the UE supports carrier aggregation and the Handover to EUTRA procedure.
	
	TBD

	113
	- Trigger type 0 SRS (periodic SRS) transmission on X Serving Cells

NOTE: X = number of supported component carriers in a given band combination
	- this bit can be set to 1 only if the UE supports carrier aggregation in UL.
	
	TBD

	114
	- Reporting of both UTRA CPICH RSCP and Ec/N0 in a Measurement Report
	- this bit can be set to 1 only if index 22 (Table B.1-1) is set to 1.
	
	No

	115
	- time domain ICIC RLM/RRM measurement subframe restriction for the serving cell

- time domain ICIC RRM measurement subframe restriction for neighbour cells

- time domain ICIC CSI measurement subframe restriction
	
	
	TBD

	116
	- Relative transmit phase continuity for spatial multiplexing in UL
	- this bit can be set to 1 only if the UE supports two or more layers for spatial multiplexing in UL.
	
	TBD

	117
	Undefined
	
	
	

	118
	Undefined
	
	
	

	119
	Undefined
	
	
	

	120
	Undefined
	
	
	

	121
	Undefined
	
	
	

	122
	Undefined
	
	
	

	123
	Undefined
	
	
	

	124
	Undefined
	
	
	

	125
	Undefined
	
	
	

	126
	Undefined
	
	
	

	127
	Undefined
	
	
	

	128
	Undefined
	
	
	

	129
	Undefined
	
	
	

	130
	Undefined
	
	
	

	131
	Undefined
	
	
	

	132
	Undefined
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