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	Other comments:
	


15.8.9
Normal operation

15.8.9.1
Definition

To check that the UE correctly handles the incoming call barred.

15.8.9.2
Conformance requirement

When a barring program relating to incoming calls is active and operative for a basic service, each incoming call set-up related to that basic service and not allowed by the barring program will be refused by the network. In this case a NotifySS operation containing the SS-Status indicating that a barring program relating to incoming calls is currently active and operative will be sent to the calling mobile subscriber in a clearing message.

References

TS 24.088 clause 2.1.

15.8.9.3
Test purpose

1)
To check that upon receipt of the RELEASE COMPLETE message the UE provides the indication of call not allowed due to active incoming call barring.

15.8.9.4
Method of test

Related ICS/IXIT statements

-
support of CS speech

Initial conditions

System Simulator:


1 cell, default parameters.

User Equipment:


The UE is in registered idle state on cell 1.

Test procedure

The UE is made to initiate a call.

Upon receipt of the SETUP message, the system simulator answers with the negative acknowledgement RELEASE COMPLETE (to simulate a case where call barring is activated).

Expected sequence

	Step
	Direction
	Message
	Comments

	
	UE
	SS
	
	

	1
	UE
	
	The UE is made to initiate a call.

	2
	->
	CM SERVICE REQUEST
	CM service type = ‘Supplementary service activation’

	3
	
	
	The SS starts integrity protection.

	4
	->
	SETUP
	

	5
	<-
	RELEASE COMPLETE
	

	6
	UE
	
	The UE provides indication of call not allowed due to incoming call barring active for the called party. 

	
	SS
	
	The RRC connection is released by the SS


Specific message contents:

RELEASE COMPLETE (Step 5)

	Information Element
	Value/remark
	Condition

	Facility
	
	

	  Invoke component
	
	

	   Operation Code
	NotifySS
	

	   Parameters
	
	

	         SS-Code
	‘10011001’B (barring of incoming calls)
	

	   SS-Status
	
	

	    Q bit
	“Operative”
	

	     P bit
	"Provisioned"
	

	     R bit
	"Registered"
	

	     A bit and Q bit
	"Active and Operative"
	


15.8.9.5
Test requirements

In Step 2 the UE sends the CM SERVICE REQUEST message with the CM service type ‘Supplementary service activation’.

In Step 6 the UE provides indication of call not allowed due to incoming call barring active for the called party.
In Step 6 the UE provides the indication of call not allowed due to incoming call barring active for the called party.
