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Introduction

Total Number of CRs agreed for this WI: 67. TSs being affected:

· 34.108 
  0 CR(s)

· 34.121-1 
  0 CR(s)

· 34.121-2 
  0 CR(s)

· 34.122 
  0 CR(s)

· 34.123-1
  0 CR(s)

· 34.123-2
  0 CR(s)

· 34.123-3
  0 CR(s)

· 34.229-1
  0 CR(s)
· 34.229-2
  0 CR(s)

· 34.229-3
  0 CR(s)
· 36.508 
  4 CR(s)

· 36.509 
  0 CR(s)

· 36.521-1
  7 CR(s)

· 36.521-2
  2 CR(s)

· 36.521-3
  1 CR(s)

· 36.523-1
38 CR(s)

· 36.523-2
11 CR(s)

· 36.523-3
  2 CR(s)

· 36.903 
  0 CR(s)

· 37.571-1
  0 CR(s)

· 37.571-2
  0 CR(s)

· 37.571-3
  0 CR(s)

· 37.571-4
  0 CR(s)

· 37.571-5
  0 CR(s)

· 37.901 
  3 CR(s)

Note:
Non TTCN CRs may have impact on TTCN and therefore there may be one or more non TTCN CR(s) and one or more TTCN CR(s) 
that affect one and the same issue.
	WG Tdoc
	Spec
	CR
	R
	Cat
	Rel
	Curr Ver
	Title
	Work Item

	R5-142126
	36.508
	0504
	-
	F
	Rel-12
	12.1.0
	Update to MEASUREMENT CONTROL
	TEI8_Test

	R5-142397
	36.508
	0511
	-
	F
	Rel-12
	12.1.0
	Correction to NAS UTRA Routing Area Update Accept message
	TEI8_Test

	R5-142602
	36.508
	0512
	-
	F
	Rel-12
	12.1.0
	Correction to the exception of SIB2
	TEI8_Test

	R5-142603
	36.508
	0513
	-
	F
	Rel-12
	12.1.0
	Addition of 4Tx for RF demodulation test cases
	TEI8_Test

	R5-142307
	36.521-1
	1372
	-
	F
	Rel-12
	12.1.0
	RF: Corrections to spurious emission requirements with NS different than NS_01
	TEI8_Test

	R5-142309
	36.521-1
	1373
	-
	F
	Rel-12
	12.1.0
	RF: Editorial corrections to the annexes
	TEI8_Test

	R5-142394
	36.521-1
	1384
	-
	F
	Rel-12
	12.1.0
	Correction of the test cases 8.2.1.2.2 and 8.2.1.2.2_1
	TEI8_Test

	R5-142672
	36.521-1
	1400
	-
	F
	Rel-12
	12.1.0
	Correction to in-band blocking requirements
	TEI8_Test

	R5-142710
	36.521-1
	1406
	-
	F
	Rel-12
	12.1.0
	36-521-1: Clarification on Averaged EVM for PRACH
	TEI8_Test

	R5-143003
	36.521-1
	1410
	-
	F
	Rel-12
	12.1.0
	36.521-1: Editorial correction on 6.6.3.3 Initial conditions for NS_19
	TEI8_Test

	R5-143137
	36.521-1
	1476
	-
	F
	Rel-12
	12.1.0
	RF: Corrections to CSI RMCs
	TEI8_Test

	R5-142583
	36.521-2
	0161
	-
	F
	Rel-12
	12.1.0
	Update of FGI definitions in TS 36.521-2
	TEI8_Test

	R5-142674
	36.521-2
	0162
	-
	F
	Rel-12
	12.1.0
	Definition correction to UL and DL category tables
	TEI8_Test

	R5-143191
	36.521-3
	0958
	-
	F
	Rel-12
	12.1.0
	Clarification of tracking area updating procedure
	TEI8_Test

	R5-142131
	36.523-1
	2633
	-
	F
	Rel-12
	12.1.0
	Correction to EUTRA Idle Mode Test case 6.2.3.31
	TEI8_Test

	R5-142280
	36.523-1
	2641
	-
	F
	Rel-12
	12.1.0
	Correction to EUTRA CSG Test Case 8.3.4.4
	TEI8_Test

	R5-142281
	36.523-1
	2642
	-
	F
	Rel-12
	12.1.0
	Correction to GCF WI-086 EUTRA EMM Test Case 9.2.3.3.5a
	TEI8_Test

	R5-142416
	36.523-1
	2651
	-
	F
	Rel-12
	12.1.0
	Addition of test case ' Authentication not accepted by the UE/ non-EPS authentication unacceptable'
	TEI8_Test

	R5-142440
	36.523-1
	2653
	-
	F
	Rel-12
	12.1.0
	Correction of measObjectId in Several SRVCC Test Cases
	TEI8_Test

	R5-142456
	36.523-1
	2656
	-
	F
	Rel-12
	12.1.0
	Correction to EUTRA Idle Mode Test Cases 6.2.2.6 and 6.2.3.6
	TEI8_Test

	R5-142461
	36.523-1
	2659
	-
	F
	Rel-12
	12.1.0
	Correction to EUTRA Idle mode Test case 6.1.2.12
	TEI8_Test

	R5-142463
	36.523-1
	2660
	-
	F
	Rel-12
	12.1.0
	Update to EUTRA Idle Mode Test Case 6.1.1.3
	TEI8_Test

	R5-142513
	36.523-1
	2662
	-
	F
	Rel-12
	12.1.0
	Update of CGI reporting test case 8.3.3.2
	TEI8_Test

	R5-142556
	36.523-1
	2664
	-
	F
	Rel-12
	12.1.0
	Correction to EUTRA EMM Test case 9.2.3.1.6
	TEI8_Test

	R5-142563
	36.523-1
	2665
	-
	F
	Rel-12
	12.1.0
	Correction to SRVCC and bSRVCC Test Cases to Avoid Unexpected Cell Reselection from GERAN to EUTRAN
	TEI8_Test

	R5-142635
	36.523-1
	2668
	-
	F
	Rel-12
	12.1.0
	Correction to LTE-GERAN SRVCC test case 13.4.3.3
	TEI8_Test

	R5-142669
	36.523-1
	2669
	-
	F
	Rel-12
	12.1.0
	Update of E-UTRA DL-SCH one layer transport block size selection test cases 7.1.7.1.1, 7.1.7.1.2, 7.1.7.1.3 and 7.1.7.1.4 for higher UE categories
	TEI8_Test

	R5-142681
	36.523-1
	2670
	-
	F
	Rel-12
	12.1.0
	Update of E-UTRA DL-SCH two layer transport block size selection test cases 7.1.7.1.5 and 7.1.7.1.6 for higher UE categories
	TEI8_Test

	R5-142690
	36.523-1
	2671
	-
	F
	Rel-12
	12.1.0
	Update of E-UTRA UL-SCH transport block size selection test case 7.1.7.2.1 for higher UE categories
	TEI8_Test

	R5-142691
	36.523-1
	2672
	-
	F
	Rel-12
	12.1.0
	Correction to EMM test cases 9.2.1.1.1a and 9.2.1.1.1b
	TEI8_Test

	R5-142700
	36.523-1
	2673
	-
	F
	Rel-12
	12.1.0
	Correction to ESM test case 10.4.2
	TEI8_Test

	R5-142724
	36.523-1
	2674
	-
	F
	Rel-12
	12.1.0
	Correction to RRC test case 8.5.4.1
	TEI8_Test

	R5-142776
	36.523-1
	2677
	-
	F
	Rel-12
	12.1.0
	Correction to SRVCC Test Case 13.4.3.2
	TEI8_Test

	R5-142847
	36.523-1
	2681
	-
	F
	Rel-12
	12.1.0
	Correction to EUTRA Idle Mode Test case 6.1.1.1b
	TEI8_Test

	R5-142849
	36.523-1
	2683
	-
	F
	Rel-12
	12.1.0
	Correction to EUTRA Idle Mode CSG test case 6.3.5
	TEI8_Test

	R5-142855
	36.523-1
	2689
	-
	F
	Rel-12
	12.1.0
	Update of RRC test case 8.1.3.7
	TEI8_Test

	R5-142868
	36.523-1
	2700
	-
	F
	Rel-12
	12.1.0
	Update of EMM test case 9.2.3.1.6
	TEI8_Test

	R5-142869
	36.523-1
	2701
	-
	F
	Rel-12
	12.1.0
	Correction to test case 9.1.5.1, Table 9.1.5.1.3.3-1: EMM INFORMATION (step 1, Table 9.1.5.1.3.2-1)
	TEI8_Test

	R5-142871
	36.523-1
	2703
	-
	F
	Rel-12
	12.1.0
	Addition of test case ' Attach / Abnormal case / ESM failure'
	TEI8_Test

	R5-142873
	36.523-1
	2705
	-
	F
	Rel-12
	12.1.0
	Correction to Test Case 9.2.3.2.8
	TEI8_Test

	R5-142875
	36.523-1
	2707
	-
	F
	Rel-12
	12.1.0
	Correction to ESM test case 10.8.8
	TEI8_Test

	R5-142878
	36.523-1
	2710
	-
	F
	Rel-12
	12.1.0
	Correction to Multilayer Test Case 13.4.1.5
	TEI8_Test

	R5-142879
	36.523-1
	2711
	-
	F
	Rel-12
	12.1.0
	Correction to EUTRA to UTRA SRVCC and aSRVCC Test Cases to Avoid Unexpected Cell Reselection
	TEI8_Test

	R5-142880
	36.523-1
	2712
	-
	F
	Rel-12
	12.1.0
	Correction to cs-FallbackIndicator in LTE SRVCC test cases 13.4.3.x
	TEI8_Test

	R5-142881
	36.523-1
	2713
	-
	F
	Rel-12
	12.1.0
	Correction to Band Indicator in LTE-GERAN SRVCC test cases 13.4.3.3 and 13.4.3.5
	TEI8_Test

	R5-142938
	36.523-1
	2743
	-
	F
	Rel-12
	12.1.0
	Correction to Test Case 9.1.2.6
	TEI8_Test

	R5-142965
	36.523-1
	2744
	-
	F
	Rel-12
	12.1.0
	GCF Priority 2 - Update to EMM test cases 9.2.3.3.2, 9.2.3.3.3 and 9.2.3.3.5
	TEI8_Test

	R5-142978
	36.523-1
	2749
	-
	F
	Rel-12
	12.1.0
	Correction of LTE IRAT EMM test case 9.2.1.2.1b and 9.2.1.2.1c
	TEI8_Test

	R5-142988
	36.523-1
	2751
	-
	F
	Rel-12
	12.1.0
	GCF Priority 1 - Update to EUTRA RRC test case 8.5.4.1
	TEI8_Test

	R5-142998
	36.523-1
	2753
	-
	F
	Rel-12
	12.1.0
	GCF Priority 3 - Update to EMM test case 9.2.3.3.4
	TEI8_Test

	R5-143212
	36.523-1
	2686
	-
	F
	Rel-12
	12.1.0
	Correction to Test Case 6.2.2.2
	TEI8_Test

	R5-142267
	36.523-2
	0507
	-
	F
	Rel-12
	12.1.0
	Correcting applicability of 9.2.3.2.12
	TEI8_Test

	R5-142323
	36.523-2
	0509
	-
	F
	Rel-12
	12.1.0
	Correction in Applicability of tests Conditions (C81) for Multi-layer test case 13.1.4 and 13.1.5
	TEI8_Test

	R5-142363
	36.523-2
	0511
	-
	F
	Rel-12
	12.1.0
	Editorial CR aligning titles in TS 36.523-2 with TS 36.523-1
	TEI8_Test

	R5-142414
	36.523-2
	0512
	-
	F
	Rel-12
	12.1.0
	Applicability of new EPS test cases
	TEI8_Test

	R5-142584
	36.523-2
	0517
	-
	F
	Rel-12
	12.1.0
	Update of FGI definitions in TS 36.523-2
	TEI8_Test

	R5-142726
	36.523-2
	0520
	-
	F
	Rel-12
	12.1.0
	APN configuration for IR.92 devices
	TEI8_Test

	R5-142730
	36.523-2
	0521
	-
	F
	Rel-12
	12.1.0
	Correction of NITZ capabilities
	TEI8_Test

	R5-142894
	36.523-2
	0528
	-
	F
	Rel-12
	12.1.0
	Update conditions in Table4-1a for CS fall back test cases
	TEI8_Test

	R5-142896
	36.523-2
	0530
	-
	F
	Rel-12
	12.1.0
	Update of test case 8.3.3.3 applicability test condition
	TEI8_Test

	R5-142898
	36.523-2
	0532
	-
	F
	Rel-12
	12.1.0
	Update of applicability of E-UTRA DL-SCH two layer transport block size selection test cases 7.1.7.1.5 and 7.1.7.1.6 for higher UE categories
	TEI8_Test

	R5-142900
	36.523-2
	0534
	-
	F
	Rel-12
	12.1.0
	Addition of PICS for IPv4 and IPv6
	TEI8_Test

	R5-142919
	36.523-3
	1984
	-
	F
	Rel-11
	11.3.0
	Correction to Postambles for E-UTRA to UTRA test for IMS de-registration procedures
	TEI8_Test

	R5-142985
	36.523-3
	1985
	-
	F
	Rel-11
	11.3.0
	Routine maintenance and updates
	TEI8_Test

	R5-143195
	37.901
	0038
	-
	F
	Rel-11
	11.10.0
	Correction to Tables A.3.8.3.3-1 and A.3.8.4.3-1
	TEI8_Test

	R5-143196
	37.901
	0039
	-
	F
	Rel-11
	11.10.0
	Clarification on scheduling of user data in special subframe for TDD LTE Downlink Performance test cases
	TEI8_Test

	R5-143197
	37.901
	0040
	-
	F
	Rel-11
	11.10.0
	Clarification on system simulator usage of UE reported CQI and RI in LTE Downlink Performance test cases
	TEI8_Test
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