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	Reason for change:
	For some unknown reason, the values of T_lamda_n_A in the GLONASS Almanac files are offset from the correct values by a value of 1 (for example 34663.8 should be 34664.8)

	
	

	Summary of change:
	Values in Sig GANSS Almanac subtest1_4.csv and Sig GNSS Almanac subtest2.csv are corrected.

	
	

	Consequences if not approved:
	Confusion when Validating test cases. (However it is unlikely to affect the outcome of tests)
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	Other comments:
	Corresponding changes are made for RF in Tdoc R5-142249
Note to editor:

Please take the two files Sig GANSS Almanac subtest1_4.csv and Sig GNSS Almanac subtest2.csv attached to this CR and replace the existing files in GNSS_Data_Sig_V8.zip. Then re-name GNSS_Data_Sig_V8.zip to GNSS_Data_Sig_V9.zip


Annex B (normative):
GNSS data files

B.1
GNSS data files for signalling tests

The GNSS data files for use in GNSS signalling tests defined in TS 37.571-2 [7] subclauses 6.2.1 to 6.2.3 and subclause 7 are contained in archive GNSS_Data_Sig_V9.zip which accompanies the present document.

The acquisition assistance and reference measurement information data files contained in the archive are recommended but not mandatory.

Moreover there are currently two sets of the file Sig GANSS reference measurement information subtest1_4.csv supplied in the archive designated _set1 and _set2. Either set can be used for testing.

B.2
GNSS data files for Minimum Performance tests

The GNSS data files for use in GNSS Minimum Performance tests defined in TS 37.571-1 [6] subclauses 6 and 7 are contained in archive GNSS_Data_Perf_V8.zip which accompanies the present document. The different scenarios are designated with suffixes XX in the zip file, where XX is 01, 02, 03 etc. for scenarios #1, #2, #3 etc. The acquisition assistance and reference measurement information data files contained in the archive are recommended but not mandatory.

Moreover there are currently two sets of the files Perf GANSS reference measurement information subtest1_4 01.csv and Perf GANSS reference measurement information subtest1_4 02.csv supplied in the archive, designated _set1 and _set2. Either set can be used for testing.
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