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	Reason for change:
	1)

Applicability comment for PICS ‘pc_loggedMeasurementsIdle’ and ‘pc_standaloneGNSS-Location may cause some confusion in interpretation of test case applicability:

pc_loggedMeasurementsIdle ( ’logged measurements in RRC_IDLE

vs.

pc_standaloneGNSS-Location ( ‘standalone GNSS receiver to provide detailed location information in RRC measurement report and logged measurements in RRC_IDLE’
2)
Test case 8.6.2.9 applicability is missing support for ’logged measurements in RRC_IDLE’

	
	

	Summary of change:
	1)
TCs 8.6.1.1, 8.6.1.2, 8.6.2.9, 8.6.4.7, 8.6.6.4, 8.6.8.4 and 8.6.10.1 Changed the applicability comment for pc_standaloneGNSS-Location:

standalone GNSS receiver to provide detailed location information in RRC measurement report and logged measurements in RRC_IDLE
2)

Added new applicability condition Cxxx

Modified test case 8.6.2.9 applicability accordingly



	
	

	Consequences if not approved:
	Applicability of 8.6.2.9 remains incorrect and some MDT test cases’ applicabilites are not clear.
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	Other comments:
	TTCN impact


	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.1.1
	Immediate MDT / Reporting / Location information
	Rel-10
	C147
	UEs supporting E-UTRA and standalone GNSS receiver to provide detailed location information
	pc_eTDD
	
	
	

	
	
	
	
	
	pc_eFDD
	
	
	

	8.6.1.2
	Immediate MDT / Reporting / Location information / Request from eNB / Event A2
	Rel-11
	C147
	UEs supporting E-UTRA and standalone GNSS receiver to provide detailed location information
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.2.1
	Logged MDT / Intra-frequency measurement, logging and reporting
	Rel-10
	C137
	UEs supporting E-UTRA and logged measurements in RRC_IDLE
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.2.2
	Logged MDT / Inter-frequency measurement, logging and reporting
	Rel-10
	C137
	UEs supporting E-UTRA and logged measurements in RRC_IDLE
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.2.3
	Logged MDT / Logging and reporting / Limiting area scope
	Rel-10
	C137
	UEs supporting E-UTRA and logged measurements in RRC_IDLE
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.2.3a
	Logged MDT / Logging and reporting / Limiting area scope / TAC list with PLMN identity
	Rel-11
	C137
	UEs supporting E-UTRA and logged measurements in RRC_IDLE
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.2.4
	Logged MDT / Logging and reporting / Indication of logged measurements at E-UTRA handover
	Rel-10
	C137
	UEs supporting E-UTRA and logged measurements in RRC_IDLE
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.2.5
	Logged MDT / Logging and reporting / Indication of logged measurements at E-UTRA re-establishment
	Rel-10
	C137
	UEs supporting E-UTRA and logged measurements in RRC_IDLE
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.2.6
	Logged MDT / Release of logged MDT measurement configuration / Expire of duration timer
	Rel-10
	C137
	UEs supporting E-UTRA and logged measurements in RRC_IDLE
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.2.7
	Logged MDT / Release of logged MDT measurement configuration / Reception of new logged measurement configuration, Detach or UE power off
	Rel-10
	C137
	UEs supporting E-UTRA and logged measurements in RRC_IDLE
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.2.8
	Logged MDT / Maintaining logged measurement configuration / UE state transitions and mobility
	Rel-10
	C137
	UEs supporting E-UTRA and logged measurements in RRC_IDLE
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.2.9
	Logged MDT / Location information
	Rel-10
	Cxxx
	UEs supporting E-UTRA and logged measurements in RRC_IDLE and standalone GNSS receiver to provide detailed location information
	pc_eTDD
	
	
	

	
	
	
	
	
	pc_eFDD
	
	
	

	8.6.2.10
	Logged MDT / Logging and reporting / Reporting at RRC connection establishment / PLMN list
	Rel-11
	C137
	UEs supporting E-UTRA and logged measurements in RRC_IDLE
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.2.11
	Logged MDT / Logging and reporting / Reporting at intra LTE handover / PLMN list
	Rel-11
	C137
	UEs supporting E-UTRA and logged measurements in RRC_IDLE
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.2.12
	Logged MDT / Logging and reporting / Reporting at RRC connection re-establishment / PLMN list
	Rel-11
	C137
	UEs supporting E-UTRA and logged measurements in RRC_IDLE
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.2.13
	Logged MDT / Logging and reporting / PLMN list / PLMN change
	Rel-11
	C137
	UEs supporting E-UTRA and logged measurements in RRC_IDLE
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.3.1
	Logged MDT / UTRAN inter-RAT measurement, logging and reporting
	Rel-10
	C138
	UEs supporting E-UTRA and UTRA and logged measurements in RRC_IDLE and inter-RAT PS handover to E-UTRA from UTRA and EUTRA Feature Group Indicator 2
	pc_eFDD
	
	
	Rel‑8 UTRA FDD

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.3.2
	Logged MDT / GERAN Inter-RAT measurement, logging and reporting
	Rel-10
	C163
	UEs supporting E-UTRA and GSM and logged measurements in RRC_IDLE and inter-RAT PS handover to E-UTRA from GSM
	pc_eFDD
	
	
	Rel‑8 GERAN

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.3.3
	Logged MDT / CDMA2000 Inter-RAT measurement, logging and reporting
	Rel-10
	C165
	UEs supporting E-UTRA and HRPD and logged measurements in RRC_IDLE
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.3.4
	Logged MDT / Logging and reporting / Reporting at UTRAN Inter-RAT handover / PLMN list
	Rel-11
	C138
	UEs supporting E-UTRA and UTRA and logged measurements in RRC_IDLE and inter-RAT PS handover to E-UTRA from UTRA and EUTRA Feature Group Indicator 2
	pc_eFDD
	
	
	Rel‑8 UTRA FDD

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.4.1
	Radio Link Failure logging / Reporting of Intra-frequency measurements
	Rel-10
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.4.2
	Radio Link Failure logging / Reporting of Inter-frequency measurements
	Rel-10
	C10
	UEs supporting E-UTRA and Feature Group Indicator 25
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.4.3
	Radio Link Failure logging / Reporting at RRC connection establishment and reestablishment
	Rel-10
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.4.4
	Radio Link Failure logging / Reporting at E-UTRA handover
	Rel-10
	C184
	UEs supporting E-UTRA and more than 1 FDD or TDD E-UTRA band
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.4.5
	Radio Link Failure logging / Reporting of ECGI of the PCell
	Rel-10
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.4.6
	Radio Link Failure logging / Reporting of RLF report availability / PLMN change
	Rel-10
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.4.7
	Radio Link Failure logging / Location information
	Rel-10
	C147
	UEs supporting E-UTRA and standalone GNSS receiver to provide detailed location information
	pc_eTDD
	
	
	

	
	
	
	
	
	pc_eFDD
	
	
	

	8.6.4.8
	Radio Link Failure logging / Logging and reporting / Reporting at RRC connection establishment / PLMN list
	Rel-11
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.4.9
	Radio Link Failure logging / Logging and reporting / Reporting at intra LTE handover / PLMN list
	Rel-11
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.4.10
	Radio Link Failure logging / Logging and reporting / Reporting at RRC connection re-establishment / PLMN list
	Rel-11
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.5.1
	Radio Link Failure logging / Reporting at UTRAN Inter-RAT handover
	Rel-10
	C146
	UEs supporting E-UTRA and UTRA and inter-RAT PS handover to E-UTRA from UTRA
	pc_eFDD
	
	
	Rel‑8 UTRA FDD

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.5.1a
	Radio Link Failure logging / Reporting at UTRAN Inter-RAT handover / PLMN list
	Rel-11
	C146
	UEs supporting E-UTRA and UTRA and inter-RAT PS handover to E-UTRA from UTRA
	pc_eFDD
	
	
	Rel‑8 UTRA FDD

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.5.2
	Radio Link Failure logging / Reporting at GERAN Inter-RAT handover
	Rel-10
	C148
	UEs supporting E-UTRA and Feature Group Indicator 23
	pc_eFDD
	
	
	Rel‑8 GERAN

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.5.3
	Radio Link Failure logging / Reporting CDMA2000 neighbour cell information
	Rel-10
	C06
	UEs supporting E-UTRA and HRPD
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.5.4
	Radio Link Failure logging / Reporting of selected UTRA cell
	Rel-11
	C37
	UEs supporting E-UTRA and UTRA and inter-RAT PS handover to E-UTRA from UTRA and EUTRA Feature Group Indicator 2
	pc_eFDD
	
	
	Rel‑8 UTRA FDD

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.6.1
	Handover Failure logging / Reporting of Intra-frequency measurements
	Rel-10
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.6.2
	Handover Failure logging / Reporting of Inter-frequency measurements
	Rel-10
	C21
	UEs supporting E-UTRA and Feature Group Indicator 13 and Feature Group Indicator 25
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.6.3
	Handover Failure logging / Reporting of HOF report availability / PLMN change
	Rel-10
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.6.4
	Handover Failure logging / Location information
	Rel-10
	C147
	UEs supporting E-UTRA and standalone GNSS receiver to provide detailed location information
	pc_eTDD
	
	
	

	
	
	
	
	
	pc_eFDD
	
	
	

	8.6.6.5
	Handover Failure logging / Logging and reporting / Reporting at RRC connection establishment / PLMN list
	Rel-11
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.6.6
	Handover Failure logging / Logging and reporting / Reporting at intra LTE handover / PLMN list
	Rel-11
	C21
	UEs supporting E-UTRA and Feature Group Indicator 13 and Feature Group Indicator 25
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.6.7
	Handover Failure logging / Logging and reporting / Reporting at RRC connection re-establishment / PLMN list
	Rel-11
	C10
	UEs supporting E-UTRA and Feature Group Indicator 25
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.7.1
	Handover Failure logging / Reporting of UTRAN Inter-RAT measurements
	Rel-10
	C01
	UEs supporting E-UTRA and UTRA
	pc_eFDD
	
	
	Rel‑8 UTRA FDD

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.7.2
	Handover Failure logging / Reporting of GERAN Inter-RAT measurements
	Rel-10
	C05
	UEs supporting E-UTRA and GERAN
	pc_eFDD
	
	
	Rel‑8 GERAN

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.7.3
	Handover Failure logging / Reporting of CDMA2000 Inter-RAT measurements
	Rel-10
	C06
	UEs supporting E-UTRA and HRPD
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.7.4
	Handover Failure logging / Reporting at UTRAN Inter-RAT handover / PLMN list
	Rel-11
	C37
	UEs supporting E-UTRA and UTRA and inter-RAT PS handover to E-UTRA from UTRA and EUTRA Feature Group Indicator 2
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.8.1
	Connection Establishment Failure logging / Logging and reporting / T300 expiry
	Rel-11
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.8.2
	Connection Establishment Failure logging / Logging and reporting / Reporting at intra-LTE handover
	Rel-11
	C21
	UEs supporting E-UTRA and Feature Group Indicator 13 and Feature Group Indicator 25
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.8.3
	Connection Establishment Failure logging / Logging and reporting / Reporting at RRC connection re-establishment
	Rel-11
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.8.4
	Connection Establishment Failure logging / Logging and reporting / Location Information
	Rel-11
	C147
	UEs supporting E-UTRA and standalone GNSS receiver to provide detailed location information
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.8.5
	Connection Establishment Failure logging / Logging and reporting / Reporting of Intra-frequency measurements
	Rel-11
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.8.6
	Connection Establishment Failure logging / Logging and reporting / Reporting of Inter-frequency measurements
	Rel-11
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.9.1
	Connection Establishment Failure logging / Logging and reporting / Reporting at UTRAN Inter-RAT handover
	Rel-11
	C37
	UEs supporting E-UTRA and UTRA and inter-RAT PS handover to E-UTRA from UTRA and EUTRA Feature Group Indicator 2
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.9.2
	Connection Establishment Failure logging / Logging and reporting / Reporting of UTRAN Inter-RAT measurements
	Rel-11
	C01
	UEs supporting E-UTRA and UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.9.3
	Connection Establishment Failure logging / Logging and reporting / Reporting of GERAN Inter-RAT measurements


	Rel-11
	C05
	UEs supporting E-UTRA and GERAN
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.9.4
	Connection Establishment Failure logging / Logging and reporting / Reporting of CDMA2000 Inter-RAT measurements
	Rel-11
	C06
	UEs supporting E-UTRA and HRPD
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.10.1
	Inter-RAT Immediate MDT / Reporting / Location information / Event B2
	Rel-11
	C180
	UEs supporting E-UTRA and UTRA and standalone GNSS receiver to provide detailed location information
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.11.1
	RACH Optimisation
	Rel-11
	C181
	UEs supporting E-UTRA and delivery of rachReport upon request from the network
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.7.1
	Inter-RAT / ANR measurement, logging and reporting / E-UTRAN cell
	Rel-10
	C145
	UEs supporting E-UTRA and supporting UTRAN ANR
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	


<Sections skipped>
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IF A.4.4-1/62 THEN R ELSE N/A

	C138
IF A.4.1-1/6 AND (A.4.4-1/8 OR A.4.4-1/53) AND A.4.4-1/62 AND A.4.5-2/2 THEN R ELSE N/A

	C139
IF A.4.1-1/6 AND A.4.4-1/32 AND A.4.2.1.1-1/4 THEN R ELSE N/A

	C140
IF A.4.1-1/6 AND [8]A.2/2 THEN R ELSE N/A

	C141
IF A.4.4-2/2 AND A.4.4-2/5 THEN R ELSE N/A

	C142
IF A.4.1-1/1 AND A.4.1-1/2 THEN R ELSE N/A

	C143
IF A.4.4-1/2 AND A.4.4-1/49 AND A.4.4-2/1 THEN R ELSE N/A

	C144
IF A.4.1-1/7 AND A.4.5-1/7 AND A.4.5-1/9 AND A.4.5-1/23 AND A.4.4-1/32 AND A.4.4-1/33 THEN R ELSE N/A

	C145
IF A.4.4-1/65 THEN R ELSE N/A

	C146
IF A.4.1-1/6 AND (A.4.4-1/8 OR A.4.4-1/53) THEN R ELSE N/A

	C147
IF (A.4.1-1/1 OR A.4.1-1/2) AND A4.4-1/63 THEN R ELSE N/A

	C148
IF (A.4.1-1/1 OR A.4.1-1/2) AND A4.5-1/23 THEN R ELSE N/A

	C149
Void

	C150
IF A.4.1-1/6  OR (A.4.1-1/6 AND A.4.1-1/7) THEN R ELSE N/A

	C151
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.3.3.3-1/1 THEN R ELSE N/A

	C152
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.3.3.3-1/1 AND A.4.5-3/11 THEN R ELSE N/A

	C153
IF A.4.4-2/2 AND A.4.4-1/26 THEN R ELSE N/A

	C154
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.5-3/15 THEN R ELSE N/A

	C155
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-1/6 AND A.4.5-3/12 AND (A.4.4-1/8 OR A.4.4-1/53) AND A.4.5-2/2 AND (A.4.3.3.1-1/1 OR A.4.3.3.1-1/2) THEN R ELSE N/A

	C155a
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-1/6 AND A.4.5-3/12 AND (A.4.4-1/8 OR A.4.4-1/53) AND A.4.5-2/2 AND A.4.3.3.3-1/1 THEN R ELSE N/A

	C156
IF A.4.4-1/2 THEN R ELSE N/A

	C157
IF A.4.4-1/69 THEN R ELSE N/A

	C158
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.4-1/70 THEN R ELSE N/A

	C159
IF A.4.1-1/6 AND A.4.5-1/27 AND A.4.4-1/33 AND [45] A.12/34 THEN R ELSE N/A

	C160
IF A.4.1-1/6 AND A.4.5-1/7 AND A.4.5-1/8 AND A.4.5-1/22 AND A.4.5-1/27 AND A.4.4-1/32 AND A.4.4-1/33 AND A.4.4-1/71 THEN R ELSE N/A

	C161
IF A.4.1-1/6 AND A.4.5-1/27 AND A.4.4-1/33 AND A.4.4-1/71 AND [45] A.12/34 THEN R ELSE N/A

	C162
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.3.3.3-1/1 AND A.4.3.3.3-2/1 THEN R ELSE N/A

	C163
IF A.4.1-1/7 AND A.4.4-1/29 AND A.4.4-1/62 THEN R ELSE N/A

	C164
IF A.4.4-1/72 AND A.4.4-2/2 THEN R ELSE N/A

	C165
IF (A.4.1-1/3) AND (A.4.4-1/62) THEN R ELSE N/A

	C166
IF A.4.5-1/14 THEN R ELSE N/A

	C167
IF A.4.5-1/14 AND A.4.5-1/25 THEN R ELSE N/A

	C168
IF A.4.1-1/6 AND A.4.5-1/15 THEN R ELSE N/A

	C169
IF A.4.1-1/7 AND (NOT A.4.4-1/78) THEN R ELSE N/A

	C170
IF A.4.1-1/1 AND A.4.4-1/76 THEN R ELSE N/A

	C171
IF A.4.1-1/7 AND A.4.4-1/79 THEN R ELSE N/A

	C172
IF A.4.2.1.1-1/4 AND A.4.4-1/37 THEN R ELSE N/A

	C173
IF A.4.4-1/80 THEN R ELSE N/A

	C174
IF A.4.4-1/81 THEN R ELSE N/A

	C175
IF A.4.1-1/2 AND A.4.4-1/82 THEN R ELSE N/A

	C176
IF (A.4.1-1/1 OR A.4.1-1/2) AND (A.4.3.3.1-1/1 OR A.4.3.3.1-1/2) AND (NOT A.4.3.2-1/1) THEN R ELSE N/A

	C177
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.3.3.3-1/1 AND (NOT A.4.3.2-1/1) THEN R ELSE N/A

	C178
IF A.4.4-1/83 THEN R ELSE N/A

	C179
IF A.4.4-1/84 THEN R ELSE N/A

	C180
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-1/6 AND A.4.4-1/63 THEN R ELSE N/A

	C181
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.4-1/85 THEN R ELSE N/A

	C182
IF A.4.1-1/6 AND [8]A.2/2 AND (NOT A.4.4-1/25) THEN R ELSE N/A

	C183
IF A.4.4-1/33 THEN R ELSE N/A

	C184
IF (A.4.1-1/1 AND A.4.1-2/1) OR (A.4.1-1/2 AND A.4.1-2/2) THEN R ELSE N/A

	C185
IF (A.4.5-1/13 AND A.4.5-1/25) AND ((A.4.1-1/1 AND A.4.1-2/1) OR (A.4.1-1/2 AND A.4.1-2/2)) THEN R ELSE N/A

	C186
IF A.4.5-1/25 AND ((A.4.1-1/1 AND A.4.1-2/1) OR (A.4.1-1/2 AND A.4.1-2/2)) THEN R ELSE N/A

	C187
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.4-1/86 THEN R ELSE N/A

	C188
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.4-1/87 THEN R ELSE N/A

	C189
IF A.4.5-1/31THEN R ELSE N/A

	C190
IF (A.4.1-1/1 OR A.4.1-1/2) AND (A.4.3.3.1-1/1 OR A.4.3.3.1-1/2) AND (A.4.3.3.1-2/1 OR A.4.3.3.1-2/2) AND A.4.4-1/88 THEN R ELSE N/A

	C191
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.3.3.3-1/1 AND A.4.3.3.3-2/1 AND A.4.4-1/88 THEN R ELSE N/A

	C192
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.3.3.2-1/1 AND A.4.3.3.2-2/1 AND A.4.4-1/88 THEN R ELSE N/A

	C193
IF A.4.1-1/7 AND A.4.5-1/7 AND A.4.5-1/9 AND A.4.5-1/23 AND A.4.4-1/32 AND A.4.4-1/33 AND [45] A.12/34 THEN R ELSE N/A

	C194
IF A.4.4-1/89 THEN R ELSE N/A

	C195
IF A.4.4-1/83 AND A IF A.4.4-1/90 THEN R ELSE N/A

	C196
IF A.4.4-1/19 AND A.4.4-1/54 AND IF A.4.4-1/83 AND A IF A.4.4-1/90 THEN R ELSE N/A

	C197
IF A.4.4-1/89 AND A.4.4-1/91 THEN R ELSE N/A

	C198
IF A.4.1-1/7 AND A.4.5-1/7 AND A.4.5-1/9 AND A.4.5-1/23 AND A.4.4-1/32 AND A.4.4-1/33 AND [45] A.12/36 THEN R ELSE N/A

	C199
IF A.4.1-1/7 AND A.4.5-1/7 AND A.4.5-1/9 AND A.4.5-1/23 AND A.4.4-1/32 AND A.4.4-1/33 AND A.4.4-1/71 AND [45] A.12/36 THEN R ELSE N/A

	C200
IF A.4.1-1/7 AND A.4.5-1/7 AND A.4.5-1/9 AND A.4.5-1/23 AND A.4.4-1/32 AND A.4.4-1/33 AND A.4.4-1/71 AND [45] A.12/34 THEN R ELSE N/A

	C201
IF A.4.1-1/6 AND A.4.5-1/27 AND A.4.4-1/33 AND [45] A.12/36 THEN R ELSE N/A

	C202
IF A.4.1-1/6 AND A.4.5-1/27 AND A.4.4-1/33 AND A.4.4-1/71 AND [45] A.12/36 THEN R ELSE N/A

	Cxxx
IF (A.4.1-1/1 OR A.4.1-1/2) AND A4.4-1/62 AND A4.4-1/63 THEN R ELSE N/A


