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Change 1 – Corrections to function ”f_TC_19_5_9_IMS1()”
	Function name
	f_TC_12_18_IMS1()  

	Reason for change
	As per the prose, SIBs are modified during the preamble. After the SIBs are modified, SS needs to give sometime for UE to read the SIBs. Hence, delay is required

	Summary of change
	15 seconds delay is added to read the SIBs after SIBs modification

	TTCN module
	IMS/12/IMS_CC_CallControlTestcases.ttcn

	MCC160 Comment
	


Before change..
function f_TC_12_18_IMS() runs on IMS_PTC

  { /* MTSI MO speech call / SSAC / 0% access probability for MTSI MO speech call */

    var IMS_DATA_REQ v_IMS_INVITE_REQ;

    var template (value) IMS_RoutingInfo_Type v_RoutingInfo_DL;

    var MessageHeader v_MessageHeader_Response183;

    var INVITE_Request v_InviteRequest;

    // Initial conditions

    f_IMS_CC_Preamble(IPCAN_SpeechCall, IMS_REGISTERED);

    f_IMS_IPCAN_ModifyConfig(IPCAN, SIB2_TC_12_18);

    f_IMS_TestBody_Set(true);

    // @siclog "Step 1" siclog@

    f_UT_RequestIMSCall(MMI, px_IMS_CalleeUri); // @sic R5-134070 sic@

    // Step 2 - Ue does not send INVITE

    // @siclog "Step 2" siclog@

    f_Delay(10.0);

    // @siclog "Step 3 - 4" siclog@

    f_IMS_IPCAN_ModifyConfig(IPCAN, SIB2_Normal);

    // @siclog "Step 5" siclog@

    f_Delay(15.0);

    // @siclog "Step 6" siclog@

    f_UT_RequestIMSCall(MMI, px_IMS_CalleeUri); // @sic R5-134070 sic@

    // Step 7 + 8 - Ue does not send INVITE and Wait 49s to expire timer Ty

    // @siclog "Step 7 - 8" siclog@

    f_Delay(59.0);

    // Steps 9 to 21 - MTSI MO speech call for EPS

    // @siclog "Step 9 - 21" siclog@

    f_IMS_CC_StartCall(IPCAN_MO_SpeechCall);

    v_IMS_INVITE_REQ := f_IMS_MOCallSetup_AnnexC21_Step2_A4();

    v_RoutingInfo_DL := f_IMS_RoutingInfo_ULtoDL(v_IMS_INVITE_REQ.RoutingInfo);

    v_InviteRequest := v_IMS_INVITE_REQ.Request.Invite;

    v_MessageHeader_Response183 := f_IMS_MOCallSetup_AnnexC21_Step3_4(v_RoutingInfo_DL, v_InviteRequest);

    // See TS. 36.508 EUTRA/EPS signalling for IMS MO speech call Table 4.5A.6.3-1 Step 9-11

    f_IMS_CC_TriggerDedicatedBearerActivation(IPCAN_MO_SpeechCall);  // trigger IPCAN to continue with activation of secondary PDP context or dedicated EPS bearer

    f_IMS_MOCallSetup_AnnexC21_Steps5_13(v_IMS_INVITE_REQ, v_MessageHeader_Response183);

    f_IMS_CallReleaseMO(v_InviteRequest);

    f_IMS_TestBody_Set(false);

    f_IMS_CC_Postamble(IPCAN_MO_SpeechCall);

  }
After change

…
function f_TC_12_18_IMS() runs on IMS_PTC

  { /* MTSI MO speech call / SSAC / 0% access probability for MTSI MO speech call */

    var IMS_DATA_REQ v_IMS_INVITE_REQ;

    var template (value) IMS_RoutingInfo_Type v_RoutingInfo_DL;

    var MessageHeader v_MessageHeader_Response183;

    var INVITE_Request v_InviteRequest;

    // Initial conditions

    f_IMS_CC_Preamble(IPCAN_SpeechCall, IMS_REGISTERED);

    f_IMS_IPCAN_ModifyConfig(IPCAN, SIB2_TC_12_18);

    //1218 To read the SIBs
    f_Delay(15.0);
    f_IMS_TestBody_Set(true);

    // @siclog "Step 1" siclog@

    f_UT_RequestIMSCall(MMI, px_IMS_CalleeUri); // @sic R5-134070 sic@

    // Step 2 - Ue does not send INVITE

    // @siclog "Step 2" siclog@

    f_Delay(10.0);

    // @siclog "Step 3 - 4" siclog@

    f_IMS_IPCAN_ModifyConfig(IPCAN, SIB2_Normal);

    // @siclog "Step 5" siclog@

    f_Delay(15.0);

    // @siclog "Step 6" siclog@

    f_UT_RequestIMSCall(MMI, px_IMS_CalleeUri); // @sic R5-134070 sic@

    // Step 7 + 8 - Ue does not send INVITE and Wait 49s to expire timer Ty

    // @siclog "Step 7 - 8" siclog@

    f_Delay(59.0);

    // Steps 9 to 21 - MTSI MO speech call for EPS

    // @siclog "Step 9 - 21" siclog@

    f_IMS_CC_StartCall(IPCAN_MO_SpeechCall);

    v_IMS_INVITE_REQ := f_IMS_MOCallSetup_AnnexC21_Step2_A4();

    v_RoutingInfo_DL := f_IMS_RoutingInfo_ULtoDL(v_IMS_INVITE_REQ.RoutingInfo);

    v_InviteRequest := v_IMS_INVITE_REQ.Request.Invite;

    v_MessageHeader_Response183 := f_IMS_MOCallSetup_AnnexC21_Step3_4(v_RoutingInfo_DL, v_InviteRequest);

    // See TS. 36.508 EUTRA/EPS signalling for IMS MO speech call Table 4.5A.6.3-1 Step 9-11

    f_IMS_CC_TriggerDedicatedBearerActivation(IPCAN_MO_SpeechCall);  // trigger IPCAN to continue with activation of secondary PDP context or dedicated EPS bearer

    f_IMS_MOCallSetup_AnnexC21_Steps5_13(v_IMS_INVITE_REQ, v_MessageHeader_Response183);

    f_IMS_CallReleaseMO(v_InviteRequest);

    f_IMS_TestBody_Set(false);

    f_IMS_CC_Postamble(IPCAN_MO_SpeechCall);

  }
