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	Reason for change:
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Change 1
	Function name
	f_IMS_PTC_ImsInfo_DialogInit

	Reason for change
	Cseq Number is rewritten to OMIT with use of  fl_IMS_PTC_ImsInfo_SetCurrentDialog(v_Dialog) so function f_IMS_PTC_ImsInfo_CseqSet need to be used after fl_IMS_PTC_ImsInfo_SetCurrentDialog(v_Dialog)

	Summary of change
	Move function f_IMS_PTC_ImsInfo_CseqSet after fl_IMS_PTC_ImsInfo_SetCurrentDialog(v_Dialog)

	Source of change
	\Common\IMS\IMS_Component.ttcn


Before change:

	function f_IMS_PTC_ImsInfo_DialogInit(IMS_PTC_CseqType_Type p_CseqType,

                                        MessageHeader p_MessageHeader_Invite) runs on IMS_PTC

  { /* @sic R5s140017 MCC160 implementation: ToTag replaced by RemoteTag and LocalTag; additional state variables: CallId, SessionId sic@ */

    var charstring v_FromURI := f_SIP_SipUrl2Str(f_Addr_Union_GetSipUrl(p_MessageHeader_Invite.fromField.addressField));

    var charstring v_ToURI   := f_SIP_SipUrl2Str(f_Addr_Union_GetSipUrl(p_MessageHeader_Invite.toField.addressField));

    var charstring v_FromTag := f_MessageHeader_GetFromTag(p_MessageHeader_Invite);           

    var IMS_PTC_DialogInfo_Type v_Dialog := fl_IMS_PTC_ImsInfo_GetCurrentDialog();

    select (p_CseqType) {

      case (dialogLocal) {

        v_Dialog.LocalURI  := v_FromURI;   /* @sic R5s140121 change 2.2: needs to be v_FromURI instead of v_ToURI sic@ */

        v_Dialog.RemoteURI := v_ToURI;     /* @sic R5s140121 change 2.2: needs to be v_ToURI instead of v_FromURI sic@ */

        v_Dialog.MobileOriginated := false;

        v_Dialog.LocalTag := v_FromTag;

        v_Dialog.RemoteTag := omit;  /* @sic R5s130497 change 1 - MCC160 implementation sic@ */                         

      }

      case (dialogRemote) {

        v_Dialog.LocalURI  := v_ToURI;     /* @sic R5s140121 change 2.2: needs to be v_ToURI instead of v_FromURI sic@ */

        v_Dialog.RemoteURI := v_FromURI;   /* @sic R5s140121 change 2.2: needs to be v_FromURI instead of v_ToURI sic@ */

        v_Dialog.MobileOriginated := true;

        v_Dialog.LocalTag := omit;  /* @sic R5s130497 change 1 - MCC160 implementation sic@ */                       

        v_Dialog.RemoteTag := v_FromTag;

      }

      case else {

        FatalError (__FILE__, __LINE__, "");

      }

    }

    f_IMS_PTC_ImsInfo_CseqSet(p_CseqType, p_MessageHeader_Invite.cSeq.seqNumber);    

    v_Dialog.CallId := p_MessageHeader_Invite.callId.callid;

    if (ispresent(p_MessageHeader_Invite.sessionId)) {

      v_Dialog.SessionId := p_MessageHeader_Invite.sessionId.sessid;

    }

    fl_IMS_PTC_ImsInfo_SetCurrentDialog(v_Dialog);

  }


After change :

	function f_IMS_PTC_ImsInfo_DialogInit(IMS_PTC_CseqType_Type p_CseqType,

                                        MessageHeader p_MessageHeader_Invite) runs on IMS_PTC

  { /* @sic R5s140017 MCC160 implementation: ToTag replaced by RemoteTag and LocalTag; additional state variables: CallId, SessionId sic@ */

    var charstring v_FromURI := f_SIP_SipUrl2Str(f_Addr_Union_GetSipUrl(p_MessageHeader_Invite.fromField.addressField));

    var charstring v_ToURI   := f_SIP_SipUrl2Str(f_Addr_Union_GetSipUrl(p_MessageHeader_Invite.toField.addressField));

    var charstring v_FromTag := f_MessageHeader_GetFromTag(p_MessageHeader_Invite);           

    var IMS_PTC_DialogInfo_Type v_Dialog := fl_IMS_PTC_ImsInfo_GetCurrentDialog();

    select (p_CseqType) {

      case (dialogLocal) {

        v_Dialog.LocalURI  := v_FromURI;   /* @sic R5s140121 change 2.2: needs to be v_FromURI instead of v_ToURI sic@ */

        v_Dialog.RemoteURI := v_ToURI;     /* @sic R5s140121 change 2.2: needs to be v_ToURI instead of v_FromURI sic@ */

        v_Dialog.MobileOriginated := false;

        v_Dialog.LocalTag := v_FromTag;

        v_Dialog.RemoteTag := omit;  /* @sic R5s130497 change 1 - MCC160 implementation sic@ */                         

      }

      case (dialogRemote) {

        v_Dialog.LocalURI  := v_ToURI;     /* @sic R5s140121 change 2.2: needs to be v_ToURI instead of v_FromURI sic@ */

        v_Dialog.RemoteURI := v_FromURI;   /* @sic R5s140121 change 2.2: needs to be v_FromURI instead of v_ToURI sic@ */

        v_Dialog.MobileOriginated := true;

        v_Dialog.LocalTag := omit;  /* @sic R5s130497 change 1 - MCC160 implementation sic@ */                       

        v_Dialog.RemoteTag := v_FromTag;

      }

      case else {

        FatalError (__FILE__, __LINE__, "");

      }

    }

    v_Dialog.CallId := p_MessageHeader_Invite.callId.callid;

    if (ispresent(p_MessageHeader_Invite.sessionId)) {

      v_Dialog.SessionId := p_MessageHeader_Invite.sessionId.sessid;

    }

    fl_IMS_PTC_ImsInfo_SetCurrentDialog(v_Dialog);

    f_IMS_PTC_ImsInfo_CseqSet(p_CseqType, p_MessageHeader_Invite.cSeq.seqNumber);         

  }
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