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	Reason for change:
	The first sentence of Note 5 in Table 7.3.1A-0a “Reference sensitivity for carrier aggregation QPSK PREFSENS, CA” provides the definition of when the REFSENS relaxations (due to 3rd harmonic relation) apply:
“These requirements apply when there is at least one individual RE within the transmission bandwidth of the low band for which the 3rd harmonic is within the transmission bandwidth of the high band.” 

The second sentence of Note 5 was originally intended to give guidance on some particular frequency pairs to use during associated testing: 
“The requirements should be verified for UL EARFCN of the low band such that [equations]”

The equations simply state that these test frequencies should be selected so that the centre frequency of the upper Rx carrier is exactly 3 times the centre frequency of the lower Tx carrier and the harmonic product overlaps completely with the upper receive channel. However, it would seem that this sentence has potential to be misunderstood to mean “the relaxation should only apply when the equations are satisfied”. This is not correct – there are clearly other frequency combinations for which the 3rd harmonic of an RE in the lower band falls within the bandwidth of the upper band.  

	
	

	Summary of change:
	To reduce the risk of misinterpretation, the second sentence of Note 5 is moved to a new note (i.e. separate the requirement from the test frequency suggestion).

	
	

	Consequences if not approved:
	Risk of misinterpretation remains with regard to the CA frequency pairings that qualify for sensitivity relaxation.
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< start of changes >
7.3.1A

Minimum requirements (QPSK) for CA

For inter-band carrier aggregation with uplink assigned to one E-UTRA band the throughput shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annexes A.2.2, A.2.3 and A.3.2 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1) with parameters specified in Table 7.3.1-1 and Table 7.3.1-2. The reference sensitivity is defined to be met with both downlink component carriers active and either of the uplink carriers active. The UE shall meet the requirements specified in subclause 7.3.1 with the following exceptions. In all cases for single uplink inter-band CA, unless given by Table 7.3.1-3 for the band with the active uplink carrier, the applicable reference sensitivity requirements shall be verified with the network signalling value NS_01 (Table 6.2.4-1) configured.

For the UE that supports any of the E-UTRA CA configurations given in Table 7.3.1A-0a, exceptions are allowed when the uplink active in the lower-frequency operating band is within a specified frequency range as noted in Table 7.3.1A-0a. For these exceptions, the UE shall meet the requirements specified in Table 7.3.1A-0a and Table 7.3.1A-0b.

Table 7.3.1A-0a: Reference sensitivity for carrier aggregation QPSK PREFSENS, CA
	Channel bandwidth

	EUTRA CA Configuration
	EUTRA band
	1.4 MHz
(dBm)
	3 MHz
(dBm)
	5 MHz
(dBm)
	10 MHz
(dBm)
	15 MHz
(dBm)
	20 MHz
(dBm)
	Duplex mode

	CA_3A-8A4
	3
	
	
	
	N/A
	N/A
	N/A
	FDD

	
	8
	
	
	N/A
	N/A
	
	
	

	CA_4A-12A5,6
	4
	[-89.2]
	[-89.2]
	[-90]
	[-89.5]
	
	
	FDD

	
	12
	
	
	-96.5
	-93.5
	
	
	

	CA_4A-17A5,6
	4
	
	
	[-90]
	[-89.5]
	
	
	FDD

	
	17
	
	
	-96.5
	-93.5
	
	
	

	NOTE 1:
The transmitter shall be set to PUMAX as defined in subclause 6.2.5A.
NOTE 2:
Reference measurement channel is A.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1

NOTE 3:
The signal power is specified per port

NOTE 4:
No requirements apply when there is at least one individual RE within the transmission bandwidth of the low band for which the 2nd harmonic is within the transmission bandwidth of the high band. The reference sensitivity is only verified when this is not the case (the requirements specified in clause 7.3.1 apply).

NOTE 5:
These requirements apply when there is at least one individual RE within the transmission bandwidth of the low band for which the 3rd harmonic is within transmission bandwidth of the high band. 




NOTE 6:
The requirements should be verified for UL EARFCN of the low band (superscript LB) such that 
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Table 7.3.1A-0b: Uplink configuration for the low band

	E-UTRA Band / Channel bandwidth of the high band / NRB / Duplex mode

	EUTRA CA Configuration
	UL band
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	Duplex mode

	CA_4A-12A
	12
	2
	5
	8
	16
	
	
	FDD

	CA_4A-17A
	17
	
	
	8
	16
	
	
	FDD

	NOTE 1:
refers to the UL resource blocks, which shall be centred within the transmission bandwidth configuration for the channel bandwidth.

NOTE 2:
the UL configuration applies regardless of the channel bandwidth of the low band unless the UL resource blocks exceed that specified in Table 7.3.1-2 for the uplink bandwidth in which case the allocation according to Table 7.3.1-2 applies.


< end of changes >
