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	Other comments:
	


15.14a
Communication Barring while roaming

15.14a.1
Definition and applicability
Test to verify that the UE activates and deactivates the "IMS Multimedia Telephony Communication Barring for incoming and outgoing calls while the user is roaming" supplementary service while camping on HPLMN. This process is described in 3GPP TS 24.611 [101].

15.14a.2
Conformance requirement

Generic requirements for Communication Barring can be found from Annexes F.1 and F.5.

[TS 24.611, clause 4.9.1.4]:

roaming: This condition evaluates to true when the served user is registered from an access network other then the served users home network.

NOTE:
Whether the served user is registered from another network then the served users home network can be determined from the P-Visited-Network-ID header field specified in IETF RFC 3455 [15] and the P-Access-Network-Info header field specified in IETF RFC 3455 [15] both are provided during the registration process, see 3GPP TS 24.229 [2], subclause 5.7.1.3.

Reference(s)

3GPP TS 24.611 [101]
15.14a.3
Test purpose

1)
To verify that the UE can request activation of "Communication Barring for incoming and outgoing calls while the user is roaming" while camping on HPLMN with a correctly composed HTTP PUT request; and

2)
To verify that the UE can request deactivation of Communication Barring; and

3)
To verify that the UE can authenticate its HTTP requests by including a correctly composed Authorization header with credentials of the user to the request. The UE may either include the Authorization header to its initial request or when sending the request again after receiving 401 response from SS.
End of Modified Section>



