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<< Start of the change 1>>
……
15.24.5
Test requirements

SS must check that the UE sends all the requests over the security associations set up during registration, in accordance to 3GPP TS 24.229 [10], clause 5.1.1.5.1.
Step 9: the UE shall send an INVITE message with correct content. The UE shall include the following lines in the SDP body:

-
All mandatory SDP lines, as specified in SDP grammar in RFC 4566 [27] appendix A, including:

-
"o=" line indicating e.g. the session identifier and the IP address of the UE;

-
"c=" line indicating the IP address of the UE for receiving the media flow;

-
Media description lines for the speech media proposed by UE for the transferred call. For the speech media at least the following lines must exist within the SDP:

-
"m=" line describing the media type as audio, transport port and protocol used for media and media format as RTP/AVP;

-
"b=" line proposing the application specific maximum bandwidth ("AS" modifier) for the media;

-
extra "a=" line for rtpmap attribute per each dynamic payload type given in the "m=" line. The UE shall offer at least the mandatory AMR codec;

-
"a=" line for fmtp attribute per each rtpmap attribute. The fmtp attribute must cover at least the following parameters defined in RFC 4867 [67] for the AMR codec:
mode-change-capability with value 2
max-red with a value between 0 and 65535

-
an a=sendrecv line

-
four "a=" lines describing the current and desired state of the preconditions, as described in RFC 3312 [31]. At this stage of the call setup the lines shall be as follows:
a=curr:qos local sendrecv
a=curr:qos remote none
a=des:qos mandatory local sendrecv
a=des:qos [none, optional or mandatory] remote [send, recv or sendrecv]
These four "a=" lines may appear in any order.

…..
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