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Introduction

Total Number of CRs agreed for this WI: 19. TSs being affected:

· 34.108 
  0 CR(s)

· 34.121-1 
  0 CR(s)

· 34.121-2 
  0 CR(s)

· 34.122 
  0 CR(s)

· 34.123-1
  5 CR(s)

· 34.123-2
  1 CR(s)

· 34.123-3
  0 CR(s)

· 34.229-1
  3 CR(s)
· 34.229-2
  1 CR(s)

· 34.229-3
  0 CR(s)
· 36.508 
  0 CR(s)

· 36.509 
  0 CR(s)

· 36.521-1
  0 CR(s)

· 36.521-2
  0 CR(s)

· 36.521-3
  0 CR(s)

· 36.523-1
  0 CR(s)

· 36.523-2
  0 CR(s)

· 36.523-3
  0 CR(s)

· 36.903 
  0 CR(s)

· 37.571-1
  2 CR(s)

· 37.571-2
  1 CR(s)

· 37.571-3
  1 CR(s)

· 37.571-4
  0 CR(s)

· 37.571-5
  5 CR(s)

Note:
Non TTCN CRs may have impact on TTCN and therefore there may be one or more non TTCN CR(s) and one or more TTCN CR(s) 
that affect one and the same issue.
	WG Tdoc
	Spec
	CR
	R
	Cat
	Rel
	Curr Ver
	Title
	Work Item

	R5-142468
	34.123-1
	3560
	-
	F
	Rel-11
	11.2.0
	Correction to DC-HSUPA MAC TC 7.1.9.1
	TEI9_Test

	R5-142470
	34.123-1
	3561
	-
	F
	Rel-11
	11.2.0
	Correction to DC-HSUPA MAC TC 7.1.9.2
	TEI9_Test

	R5-142471
	34.123-1
	3562
	-
	F
	Rel-11
	11.2.0
	Correction to DC-HSUPA MAC TC 7.1.9.5
	TEI9_Test

	R5-142840
	34.123-1
	3599
	-
	F
	Rel-11
	11.2.0
	Correction to 6.3.4.1 for SIB19 configuration
	TEI9_Test

	R5-142970
	34.123-1
	3607
	-
	F
	Rel-11
	11.2.0
	Addition of UE radio bearer test mode procedure to the Inter-frequency CSG proximity indication test case 8.3.12.14
	TEI9_Test

	R5-142587
	34.123-2
	0695
	-
	F
	Rel-11
	11.2.0
	Addition of new ICS item for CSG proximity test
	TEI9_Test

	R5-142718
	34.229-1
	0544
	-
	F
	Rel-12
	12.1.0
	Corrections to clause 19 and Annex A.2.1
	TEI9_Test

	R5-142950
	34.229-1
	0550
	-
	F
	Rel-12
	12.1.0
	Correction of GCF WI-154 IMS Emergency Call Testcase 19.5.7
	TEI9_Test

	R5-142954
	34.229-1
	0554
	-
	F
	Rel-12
	12.1.0
	Addition of new TC for the UE behavior receiving SIP_380
	TEI9_Test

	R5-142959
	34.229-2
	0123
	-
	F
	Rel-12
	12.0.0
	Applicability of new test cases for the UE receiving SIP_380
	TEI9_Test

	R5-142098
	37.571-1
	0060
	-
	F
	Rel-11
	11.0.0
	Corrections for OCNG patterns defined in RSTD Tables
	TEI9_Test

	R5-143211
	37.571-1
	0066
	-
	F
	Rel-11
	11.0.0
	LBS RF: Update of RSTD tests
	TEI9_Test

	R5-142886
	37.571-2
	0040
	-
	F
	Rel-10
	10.6.0
	Correction to EUTRA UE Positioning test cases 7.3.4.x
	TEI9_Test

	R5-142406
	37.571-3
	0019
	-
	F
	Rel-10
	10.6.0
	Correction of conditions of C26es and C27es.
	TEI9_Test

	R5-142097
	37.571-5
	0078
	-
	F
	Rel-10
	10.7.0
	Corrections to prs-MutingInfo
	TEI9_Test

	R5-142884
	37.571-5
	0082
	-
	F
	Rel-10
	10.7.0
	LBS Sig: Correction of FT values in GLONASS scenarios and RINEX file update
	TEI9_Test

	R5-142885
	37.571-5
	0083
	-
	F
	Rel-10
	10.7.0
	LBS Sig: Moving some .rnx files to the right .zip file
	TEI9_Test

	R5-143110
	37.571-5
	0084
	-
	F
	Rel-10
	10.7.0
	LBS Perf: Moving some .rnx files to the right .zip file
	TEI9_Test

	R5-143128
	37.571-5
	0085
	-
	F
	Rel-10
	10.7.0
	LBS Perf: Correction of FT values in GLONASS scenarios and RINEX file update
	TEI9_Test
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