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<< Unchanged sections omitted >>

4.4.3.3
Common contents of system information blocks

-
SystemInformationBlockType2

The IE SystemInformationBlockType2 contains radio resource configuration information that is common for all UEs.

Table 4.4.3.3-1: SystemInformationBlockType2
	Derivation Path: 36.331 clause 6.3.1

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType2 ::= SEQUENCE {
	
	
	

	  ac-BarringInfo SEQUENCE {}
	Not present
	
	

	  radioResourceConfigCommon SEQUENCE {}
	RadioResourceConfigCommonSIB-DEFAULT
	See subclause 4.6.3
	

	  ue-TimersAndConstants SEQUENCE {
	
	
	

	    t300
	ms1000
	Typical value in real network
	

	    t301
	ms1000
	Typical value in real network
	

	    t310
	ms1000
	Typical value in real network
	

	    n310
	n1
	
	

	    t311
	ms10000
	Typical value in real network
	

	    n311
	n1
	
	

	  }
	
	
	

	  freqInfo SEQUENCE {
	
	
	

	    ul-CarrierFreq
	Not present
	Default UL EARFCN applies
	

	    ul-Bandwidth
	Not Present
	
	

	    additionalSpectrumEmission
	1 (NS_01)
	A-MPR doesn’t apply by default.

See TS 36.101 table 6.2.4-1.
	

	  }
	
	
	

	  mbsfn-SubframeConfigList
	Not present
	
	

	  mbsfn-SubframeConfigList SEQUENCE (SIZE (1..maxMBSFN-Allocations)) OF SEQUENCE {
	
	
	MBMS

	    radioframeAllocationPeriod
	n4
	
	

	    radioframeAllocationOffset
	1
	
	FDD

	
	0
	
	TDD

	    subframeAllocation CHOICE{
	
	
	

	      oneFrame
	‘100000’B
	
	FDD

	
	‘000010’B
	
	TDD

	    }
	
	
	

	  }
	
	
	

	  timeAlignmentTimerCommon
	sf750
	‘sf750’ is applicable to the widest range of mobility (up to about 360km/h).
	

	}
	
	
	


	Condition
	Explanation

	MBMS
	MBMS cell environment

	FDD
	FDD cell environment

	TDD
	TDD cell environment


<< Unchanged sections omitted >>

SystemInformationBlockType13

The IE SystemInformationBlockType13 contains the information required to acquire the MBMS control information associated with one or more MBSFN areas.

Table 4.4.3.3-13: SystemInformationBlockType13
	Derivation Path: 36.331 clause 6.3.1

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType13 ::= SEQUENCE {
	
	
	

	  mbsfn-AreaInfoList-r9 SEQUENCE (SIZE(1..maxMBSFN-Area)) OF SEQUENCE {
	
	
	

	    mbsfn-AreaId-r9
	0
	
	

	    non-MBSFNregionLength
	1
	
	

	    notificationIndicator-r9
	0
	
	

	    mcch-Config-r9 SEQUENCE {
	
	
	

	      mcch-RepetitionPeriod-r9
	rf32
	
	

	      mcch-Offset-r9
	1
	
	FDD

	
	0
	
	TDD

	      mcch-ModificationPeriod-r9
	rf512
	
	

	      sf-AllocInfo-r9
	‘100000’B
	
	FDD

	
	‘000010’B
	
	TDD

	      signallingMCS-r9
	n2
	
	

	    }
	
	
	

	  }
	
	
	

	  notificationConfig-r9 SEQUENCE {
	
	
	

	    notificationRepetitionCoeff-r9
	n4 
	
	

	    notificationOffset-r9
	1
	
	FDD

	
	0
	
	TDD

	    notificationSF-Index-r9
	1
	Subframe #1
	FDD

	
	4
	Subframe #8
	TDD

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	FDD
	FDD cell environment

	TDD
	TDD cell environment


<< Unchanged sections omitted >>
–
MBSFNAreaConfiguration
Table 4.6.1-4A: MBSFNAreaConfiguration
	Derivation Path: 36.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	MBSFNAreaConfiguration-r9 ::= SEQUENCE {
	
	
	

	  commonSF-Alloc-r9 SEQUENCE (SIZE (1..maxMBSFN-Allocations)) OF SEQUENCE {
	
	
	

	    radioframeAllocationPeriod
	n4
	
	

	    radioframeAllocationOffset
	1
	
	FDD

	
	0
	
	TDD

	    subframeAllocation CHOICE {
	
	
	

	      oneFrame
	‘100000’B
	
	FDD

	
	‘000010’B
	
	TDD

	    }
	
	
	

	  }
	
	
	

	  commonSF-AllocPeriod-r9
	rf8
	
	

	  pmch-InfoList-r9  SEQUENCE (SIZE (0..maxPMCH-PerMBSFN)) OF SEQUENCE {
	
	
	

	    pmch-Config-r9 SEQUENCE {
	
	
	

	      sf-AllocEnd-r9

	1
	
	

	      dataMCS-r9
	0
	
	

	      mch-SchedulingPeriod-r9
	rf8
	
	

	    }
	
	
	

	    mbms-SessionInfoList-r9 SEQUENCE (SIZE (0..maxSessionPerPMCH)) OF SEQUENCE {
	
	
	

	      MBMS-SessionInfo-r9 SEQUENCE {
	
	
	

	        tmgi-r9 SEQUENCE {
	
	
	

	          plmn-Id-r9 CHOICE{
	
	
	

	            plmn-Index-r9
	1
	
	

	          }
	
	
	

	        }
	
	
	

	        serviceId-r9
	‘000000’O
	OCTET STRING (SIZE (3))
	

	        }
	
	
	

	        sessionId-r9
	Not present
	
	

	        logicalChannelIdentity-r9
	1
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


<< Unchanged sections omitted >>
7.2.1.3
Common contents of system information messages

- SystemInformationBlockType2

As defined in Table 4.4.3.3-1 with the following exceptions:

Table 7.2.1.3-1: SystemInformationBlockType2 exceptions

	Derivation Path: Clause 4.4.3.3, Table 4.4.3.3-1 SystemInformationBlockType2

	Information Element
	Value/remark
	Comment
	Condition

	  mbsfn-SubframeConfigList ::= SEQUENCE (SIZE (1..maxMBSFN-Allocations)) OF SEQUENCE {
	
	
	FDD

	    radioframeAllocationPeriod
	n1
	Every radio frame is with MBSFN subframe
	

	    radioframeAllocationOffset
	0
	
	

	    subframeAllocation CHOICE {
	
	
	

	      oneFrame
	‘111111’B
	Subframe 1, 2, 3, 6, 7, 8 is used for MBSFN
	

	    }
	
	
	

	  }
	
	
	


<< End of changes >>
