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8.2.2.8
feICIC/ RRC connection reconfiguration / SIB1 information / Success

8.2.2.8.1
Test Purpose (TP)

(1)

with { UE in E-UTRA RRC_CONNECTED state}

ensure that {
  when { UE receives an RRCConnectionReconfiguration message containing SIB1 information with a change of TAI}

    then { UE reads the SIB1 information and sends an RRCConnectionReconfigurationComplete message followed by TRACKING AREA UPDATE REQUEST message to update the registration of the actual tracking area }

            }
8.2.2.8.2
Conformance requirements

References: The conformance requirements covered in the current TC is specified in: TS 36.331, clauses 5.2.2.7, and 5.3.5.3. Unless otherwise stated these are Rel-11 requirements
[TS 36.331, clause 5.2.2.7]

Upon receiving the SystemInformationBlockType1 either via broadcast or via dedicated signalling, the UE shall:

1>
if in RRC_CONNECTED while T311 is not running, and the UE supports multi-band cells as defined by bit 31 in featureGroupIndicators:

2>
disregard the freqBandIndicator and multiBandInfoList, if received, while in RRC_CONNECTED;

2>
forward the cellIdentity to upper layers;

2>
forward the trackingAreaCode to upper layers;

1>
else:

2>
if the frequency band indicated in the freqBandIndicator is part of the frequency bands supported by the UE; or

2>
if the UE supports multiBandInfoList, and if one or more of the frequency bands indicated in the multiBandInfoList are part of the frequency bands supported by the UE:

3>
forward the cellIdentity to upper layers;

3>
forward the trackingAreaCode to upper layers;

2>
else:

3>
consider the cell as barred in accordance with TS 36.304 [4]; and

3>
perform barring as if intraFreqReselection is set to notAllowed, and as if the csg-Indication is set to FALSE;

 [TS 36.331, clause 5.3.5. 3]

If the RRCConnectionReconfiguration message does not include the mobilityControlInfo and the UE is able to comply with the configuration included in this message, the UE shall:

…
1>
if the received RRCConnectionReconfiguration includes the systemInformationBlockType1Dedicated:

2>
perfom the actions upon reception of the SystemInformationBlockType1 message as specified in 5.2.2.7;

…
1>
submit the RRCConnectionReconfigurationComplete message to lower layers for transmission using the new configuration, upon which the procedure ends;

8.2.2.8.3
Test Description

8.2.2.8.3.1
Pre-test conditions

System Simulator:

-
Cell 1
UE:

None.

Preamble:

-
The UE is in state Generic RB Established (state 3) according to [18].

8.2.2.8.3.2
Test procedure sequence

Table 8.2.2.8.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	0
	The SS stops transmitting SIB1 information on Cell 1.
	-
	-
	-
	-

	1
	The SS transmits an RRConnectionReconfiguration message containing SIB1 information. 
	<--
	RRCConnectionReconfiguration
	-
	-

	2
	Check: Does the UE transmit an RRCConnectionReconfigurationComplete message?
	-->
	RRCConnectionReconfigurationComplete

	1
	P

	3
	Check: Does UE transmit a TRACKING AREA UPDATE REQUEST message to update the registration of the actual tracking area?
	-->
	RRC: ULInformationTransfer 

NAS: TRACKING AREA UPDATE REQUEST
	1
	P

	4
	SS responds with TRACKING AREA UPDATE ACCEPT message. 
	<--
	RRC: DLInformationTransfer 

NAS: TRACKING AREA UPDATE ACCEPT
	-
	-

	5
	The UE send a TRACKING AREA UPDATE COMPLETE message.
	-->
	RRC: ULInformationTransfer 

NAS: TRACKING AREA UPDATE COMPLETE
	-
	-

	6
	The SS resumes transmitting SIB1 information.
	-
	-
	-
	-


8.2.2.8.3.3
Specific message contents
Table 8.2.2.8.3.3-1: RRCConnectionReconfiguration (step 1, Table 8.2.2.8.3.2-1)

	Derivation Path: 36.508 table 4.6.1-8

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        nonCriticalExtension SEQUENCE {
	
	
	

	          nonCriticalExtension SEQUENCE {
	
	
	

	            nonCriticalExtension SEQUENCE {
	
	
	

	              nonCriticalExtension SEQUENCE {
	
	
	

	     systemInfomationBlockType1Dedicated-r11
	systemInfomationBlockType1
	
	

	
	
	
	

	              nonCriticalExtension SEQUENCE {}
	Not present
	
	

	             }
	
	
	

	           }
	
	
	

	         }
	
	
	

	       }
	
	
	

	     }
	
	
	

	   }
	
	
	

	}
	
	
	

	}
	
	
	


Table 8.2.2.8.3.3-2: SystemInformationBlockType1 (Table 8.2.2.8.3.3-1 and step 6, Table 8.2.2.8.3.2-1)
	Derivation Path: 36.508 clause 4.4.3.2-3

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType1 ::= SEQUENCE {
	
	
	

	 cellAccessRelatedInfo SEQUENCE {
	
	
	

	      trackingAreaCode 
	TAC =2
	
	

	  }
	
	
	

	}
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