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	Reason for change:
	In these test cases SS sends the Activate PDP Context Accept message first and immediately sends the Cell Change Order Message to UE. SS does not wait for Activate PDP Accept to be acknowledged by UE on SRB3 before sending CCO on SRB2.As a result, UE starts processing CCO before PDP Context Activation completion.
A delay of 100 ms is quite insufficient and should be increased to 400ms to ensure that SS received the Activate PDP Context Accept acknowledged by UE, before SS sends the Cell Change Order Message to UE.
Same changes are applicable for 8.3.11.13

	
	

	Summary of change:
	Changed delay to 400 ms.
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	Other comments:
	


1 Corrections to test cases 8.3.11.12 and 8.3.11.13 
1.1 Change 1

	Object name 
	tc_8_3_11_12, lt_LocalTest, Nr.4

	Reason for change
	In these test cases SS sends the Activate PDP Context Accept message first and immediately sends the Cell Change Order Message to UE. SS does not wait for Activate PDP Accept to be acknowledged by UE on SRB3 before sending CCO on SRB2.As a result, UE starts processing CCO before PDP Context Activation completion.

A delay of 100 ms is quite insufficient and should be increased to 400ms to ensure that SS received the Activate PDP Context Accept acknowledged by UE, before SS sends the Cell Change Order Message to UE.

	Summary of change
	Changed delay to 400 ms.
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After change: 
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For test case 8.3.11.13

Before change: 
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After change: 
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