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Change 1
	Function name
	9.2.3.4.1

	Reason for change
	TTCN CR R5s140045 was not correctly implemented in week 10 TTCN causing wroung GUTI perameter to be uesed at step 27A as v_Guti3_Params is being used to derive the S-TMSI.


	Summary of change
	Change v_Guti3_Params to v_Guti2_Params at step 27A.

	TTCN module
	IWD_14wk10_LTE\LTE_IRAT_IWD_14wk10\LTE_IRAT\9_2\NAS_TrackingArea_UG.ttcn


Before change

function fl_TC_9_2_3_4_1_Body() runs on EUTRA_PTC

  {

    var GutiParameters_Type v_Guti1_Params := f_EUTRA_CellInfo_GetGuti(eutra_CellA);

    var GutiParameters_Type v_Guti_CellB_Params := f_EUTRA_CellInfo_GetGuti(eutra_CellB);

    var GutiParameters_Type v_Guti2_Params := f_CreateGutiParamsWithUpdatedSTmsi(v_Guti1_Params);

    var GutiParameters_Type v_Guti3_Params := f_CreateGutiParamsWithUpdatedSTmsi(v_Guti2_Params);

    …………….
//@siclog "Step 27A" siclog@

    // Check: does the UE send on Cell A an RRCConnectionSetupComplete with the selectedPLMN-identity indicating the registered MME

    // (i.e. the PLMN in the GUTI allocated in step 18), and, the mmegi and mmec are set to the values in the GUTI allocated in step 18? [1,P]

    // Check: does the UE send a TRACKING AREA UPDATE REQUEST with the correct parameters? [2,6,P]

    v_Rel := f_EUTRA_MobileInfo_GetUECapability_AccessStratumRelease ();

    if (match (v_Rel, (rel8, rel9, rel10, rel11))) { // @sic R5-131833 sic@

      v_UE_Identity := (cr_InitialUE_Identity_S_TMSI (v_Guti2_Params.MME_Code, v_Guti3_Params.M_TMSI), cr_InitialUE_Identity_Random);  // @sic R5s140045 sic@

    } else {

      v_UE_Identity := cr_InitialUE_Identity_Random;

    }

    SRB.check (receive(car_SRB0_RrcPdu_IND (eutra_CellA, cr_508_RRCConnectionRequest)) -> value v_ReceivedRrcMsg); //@sic R5-131833 sic@

    f_EUTRA_RRC_ConnectionRequest_Def(eutra_CellA, mo_Signalling, v_UE_Identity);    // @sic R5-120721 change 3, R5-123474 sic@

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 27A"); // @sic R5-123474 sic@

//@siclog "Step 27B" siclog@

    f_EUTRA_RRC_ConnectionSetup_Def(eutra_CellA);

…………………

  } // function fl_TC_9_2_3_4_1_Body

  } // end of testcase implementations

} // End of module

After change

function fl_TC_9_2_3_4_1_Body() runs on EUTRA_PTC

  {

    var GutiParameters_Type v_Guti1_Params := f_EUTRA_CellInfo_GetGuti(eutra_CellA);

    var GutiParameters_Type v_Guti_CellB_Params := f_EUTRA_CellInfo_GetGuti(eutra_CellB);

    var GutiParameters_Type v_Guti2_Params := f_CreateGutiParamsWithUpdatedSTmsi(v_Guti1_Params);

    var GutiParameters_Type v_Guti3_Params := f_CreateGutiParamsWithUpdatedSTmsi(v_Guti2_Params);

    …………….

//@siclog "Step 27A" siclog@

    // Check: does the UE send on Cell A an RRCConnectionSetupComplete with the selectedPLMN-identity indicating the registered MME

    // (i.e. the PLMN in the GUTI allocated in step 18), and, the mmegi and mmec are set to the values in the GUTI allocated in step 18? [1,P]

    // Check: does the UE send a TRACKING AREA UPDATE REQUEST with the correct parameters? [2,6,P]

    v_Rel := f_EUTRA_MobileInfo_GetUECapability_AccessStratumRelease ();

    if (match (v_Rel, (rel8, rel9, rel10, rel11))) { // @sic R5-131833 sic@

      v_UE_Identity := (cr_InitialUE_Identity_S_TMSI (v_Guti2_Params.MME_Code, v_Guti2_Params.M_TMSI), cr_InitialUE_Identity_Random);  // @sic R5s140045 sic@

    } else {

      v_UE_Identity := cr_InitialUE_Identity_Random;

    }

    SRB.check (receive(car_SRB0_RrcPdu_IND (eutra_CellA, cr_508_RRCConnectionRequest)) -> value v_ReceivedRrcMsg); //@sic R5-131833 sic@

    f_EUTRA_RRC_ConnectionRequest_Def(eutra_CellA, mo_Signalling, v_UE_Identity);    // @sic R5-120721 change 3, R5-123474 sic@

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 27A"); // @sic R5-123474 sic@

//@siclog "Step 27B" siclog@

    f_EUTRA_RRC_ConnectionSetup_Def(eutra_CellA);

…………………

  } // function fl_TC_9_2_3_4_1_Body

  } // end of testcase implementations

} // End of module
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