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	Reason for change:
	1) Dedicated EPS bearer would be deactivated after IMS session release. Acc to current prose, IMS session release is not present, but TTCN is already releasing the IMS session.Hence, prose cr would be to IMS session relase along with deactivation of dedicated EPS bearer.

#draftProse CR would be raised for the next RAN5 meeting
2)  200 OK for confirmation of session would be received after accepting the call which is already handled after answering the call


	
	

	Summary of change:
	1) Dedicated EPS bearer would be deactivated using f_EUTRA_DeactivateEPS_BearerContext()
2) Removed handling 200 OK before answering the call
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Change 1
	Test case
	13.4.3.13

	Reason for change
	Dedicated EPS bearer would be deactivated after IMS session release. Acc to current prose, IMS session release is not present, but TTCN is already releasing the IMS session.Hence, prose cr would be to IMS session relase along with deactivation of dedicated EPS bearer.
#draftProse CR would be raised for the next RAN5 meeting

	Summary of change
	Dedicated EPS bearer would be deactivated using f_EUTRA_DeactivateEPS_BearerContext()

	Source of change
	LTE_A\13\ASRVCC_EUTRA.ttcn


Before change:

	function fl_TC_13_4_3_13_Body() runs on EUTRA_PTC

  {…..

SRB.send(cas_SRB1_NasPdu_REQ(eutra_Cell1,

                                 cs_TimingInfo_Now,

                                 cs_NAS_Request(tsc_SHT_IntegrityProtected_Ciphered,

                                                cs_Notification(tsc_EpsDefaultBearerId))));

    f_IMS_IPCAN_SendCoOrdMsg(IMS[tsc_Index_PDN1]);

    f_IMS_IPCAN_WaitForTrigger(IMS[tsc_Index_PDN1]);

  }


After change :

	function fl_TC_13_4_3_13_Body() runs on EUTRA_PTC

  {
......

// @siclog "Step 30" siclog@

    SRB.send(cas_SRB1_NasPdu_REQ(eutra_Cell1,

                                 cs_TimingInfo_Now,

                                 cs_NAS_Request(tsc_SHT_IntegrityProtected_Ciphered,

                                                cs_Notification(tsc_EpsDefaultBearerId))));

    f_IMS_IPCAN_SendCoOrdMsg(IMS[tsc_Index_PDN1]);

    f_IMS_IPCAN_WaitForTrigger(IMS[tsc_Index_PDN1]);

    //134313
    f_EUTRA_DeactivateEPS_BearerContext (eutra_Cell1, tsc_EpsDedicatedBearerId);
  }


Change 2
	Test case
	13.4.3.13

	Reason for change
	200 OK for conformation  would be received after accepting the call which is already handled after answering the call



	Summary of change
	Removed handling 200 OK before answering the call

	Source of change
	LTE_A\13\ASRVCC_EUTRA_IMS.ttcn


Before change:

	function f_TC_13_4_3_13_IMS1 ()runs on IMS_PTC

  {

    var IMS_InviteRequestWithSdp_Type v_InviteRequestWithSdp; /* @sic R5w140112: v_InviteRequestWithSdp instead of v_InviteRequest sic@ */

    var MessageHeader v_RequestHeader_Invite;

    var IMS_Response_Type v_SessionInProgress183;

    var IMS_ResponseWithSdp_Type v_ResponseWithSdp;

    var SipUrl v_ContactUrl;

    //var template (value) MessageHeader v_MessageHeader_Ack;

    f_IMS_PTC_Init();

    f_IMS_Registration();

    // Steps 1 to 22 of the generic test procedure for IMS MT speech call (TS 36.508 4.5A.7.3-1).

    /* Where TS 36.508 4.5A.7.3-1 Steps 16 to 22 specifies:

       Steps 5-11 expected sequence defined in annex C.11 of TS 34.229-1 [35]. MTSI MT speech.

    */

    //Wait for Co-ordination message from EUTRA

    f_IMS_IPCAN_WaitForTrigger(IPCAN);

    v_InviteRequestWithSdp := f_IMS_MTCallSetup_AnnexC11_INVITE(); //@sic R5s140459 sic@

    v_ResponseWithSdp := f_IMS_MTCallSetup_AnnexC11_Steps1_4(v_InviteRequestWithSdp);

    v_SessionInProgress183 := v_ResponseWithSdp.Response;

    v_RequestHeader_Invite := v_InviteRequestWithSdp.Invite.msgHeader;

    v_ContactUrl := f_IMS_PTC_ImsInfo_GetContactUrl();

    // Inform EUTRA: IMS Call established.

    f_IMS_IPCAN_SendCoOrdMsg(IPCAN);

    //Wait for Co-ordination message from EUTRA

    f_IMS_IPCAN_WaitForTrigger(IPCAN);

    f_IMS_MTCallSetup_AnnexC11_Steps5_11(v_InviteRequestWithSdp, v_SessionInProgress183 );//@sic R5s140459 sic@

    // Inform EUTRA: IMS Call established.

    f_IMS_IPCAN_SendCoOrdMsg(IPCAN);

    // @siclog "Step 33" siclog@

    // Cause the UE to answer the MT speech call. This is performed in the IMS PTC

    // @siclog "Step 34-35" siclog@

    /* Step 23 of the generic test procedure for IMS MT speech call (TS 36.508 4.5A.7.3-1).

     * Receive 200 OK (step 12 in 34.229-1 Annex C.11)

     */

    f_IMS_ReceiveResponse(v_RequestHeader_Invite, ?, cr_Response(c_statusLine200, v_RequestHeader_Invite));
    // @siclog "Steps 30" siclog@

    f_IMS_IPCAN_WaitForTrigger(IPCAN);

    // @siclog "Steps 31 -32" siclog@

    f_IMS_SRVCC_AnnexC28(v_InviteRequestWithSdp.Invite);

    //f_IMS_IPCAN_WaitForTrigger(IPCAN);

    f_UT_AnswerCall(MMI);  // //@sic R5-140459 sic@

    // @siclog "Step 33-35" siclog@

    // Annex C11 Step 12. Receive 200 OK, Step 13. Send ACK

    f_IMS_MTCallSetup_Common_Steps12_13(v_InviteRequestWithSdp);

    // @siclog "Step 14 -15" siclog@

    //Annex C11 step 14-15; release the call

    f_IMS_CallReleaseMT(v_InviteRequestWithSdp.Invite, v_ContactUrl);

    f_IMS_IPCAN_SendCoOrdMsg(IPCAN);

    f_IMS_IpcanReleaseWithOptionalDeregistration();  //@sic R5-140459 sic@

  }


After change :

	  function f_TC_13_4_3_13_IMS1 ()runs on IMS_PTC

  {

    var IMS_InviteRequestWithSdp_Type v_InviteRequestWithSdp; /* @sic R5w140112: v_InviteRequestWithSdp instead of v_InviteRequest sic@ */

    var MessageHeader v_RequestHeader_Invite;

    var IMS_Response_Type v_SessionInProgress183;

    var IMS_ResponseWithSdp_Type v_ResponseWithSdp;

    var SipUrl v_ContactUrl;

    //var template (value) MessageHeader v_MessageHeader_Ack;

    f_IMS_PTC_Init();

    f_IMS_Registration();

    // Steps 1 to 22 of the generic test procedure for IMS MT speech call (TS 36.508 4.5A.7.3-1).

    /* Where TS 36.508 4.5A.7.3-1 Steps 16 to 22 specifies:

       Steps 5-11 expected sequence defined in annex C.11 of TS 34.229-1 [35]. MTSI MT speech.

    */

    //Wait for Co-ordination message from EUTRA

    f_IMS_IPCAN_WaitForTrigger(IPCAN);

    v_InviteRequestWithSdp := f_IMS_MTCallSetup_AnnexC11_INVITE(); //@sic R5s140459 sic@

    v_ResponseWithSdp := f_IMS_MTCallSetup_AnnexC11_Steps1_4(v_InviteRequestWithSdp);

    v_SessionInProgress183 := v_ResponseWithSdp.Response;

    v_RequestHeader_Invite := v_InviteRequestWithSdp.Invite.msgHeader;

    v_ContactUrl := f_IMS_PTC_ImsInfo_GetContactUrl();

    // Inform EUTRA: IMS Call established.

    f_IMS_IPCAN_SendCoOrdMsg(IPCAN);

    //Wait for Co-ordination message from EUTRA

    f_IMS_IPCAN_WaitForTrigger(IPCAN);

    f_IMS_MTCallSetup_AnnexC11_Steps5_11(v_InviteRequestWithSdp, v_SessionInProgress183 );//@sic R5s140459 sic@

    // Inform EUTRA: IMS Call established.

    f_IMS_IPCAN_SendCoOrdMsg(IPCAN);

    // @siclog "Step 33" siclog@

    // Cause the UE to answer the MT speech call. This is performed in the IMS PTC

    // @siclog "Step 34-35" siclog@

    /* Step 23 of the generic test procedure for IMS MT speech call (TS 36.508 4.5A.7.3-1).

     * Receive 200 OK (step 12 in 34.229-1 Annex C.11)

     */

     //134313 NK
    //f_IMS_ReceiveResponse(v_RequestHeader_Invite, ?, cr_Response(c_statusLine200, v_RequestHeader_Invite));
    // @siclog "Steps 30" siclog@

    f_IMS_IPCAN_WaitForTrigger(IPCAN);

    // @siclog "Steps 31 -32" siclog@

    f_IMS_SRVCC_AnnexC28(v_InviteRequestWithSdp.Invite);

    //f_IMS_IPCAN_WaitForTrigger(IPCAN);

    f_UT_AnswerCall(MMI);  // //@sic R5-140459 sic@

    // @siclog "Step 33-35" siclog@

    // Annex C11 Step 12. Receive 200 OK, Step 13. Send ACK

    f_IMS_MTCallSetup_Common_Steps12_13(v_InviteRequestWithSdp);

    // @siclog "Step 14 -15" siclog@

    //Annex C11 step 14-15; release the call

    f_IMS_CallReleaseMT(v_InviteRequestWithSdp.Invite, v_ContactUrl);

    f_IMS_IPCAN_SendCoOrdMsg(IPCAN);

    f_IMS_IpcanReleaseWithOptionalDeregistration();  //@sic R5-140459 sic@

  }
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