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	Reason for change:
	During manual CSG selection Cell2 must be full defined and just defined for SRB only as it is now. This is required later inside the function f_EUTRA_Preamble_EmptyCSG_AllowedList,where except the SRB’s also DRB is released.

	
	

	Summary of change:
	Move the set of cell 2 as brodacast cell to the step after  “Empty UE Allowed CSG list in USIM”
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	Other comments:
	


Change 1

	Test case
	8.3.4.1

	Reason for change
	During manual CSG selection Cell2 must be full defined and not only SRB as it is now. This is required later inside the function f_EUTRA_Preamble_EmptyCSG_AllowedList, where except the SRB’s also DRB is released.

	Summary of change
	Move the set of cell 2 as brodacast cell to the step after  “Empty UE Allowed CSG list in USIM”

	Source of change
	LTE\8_3\RRC_Measurement.ttcn


Before change:

	  function f_TC_8_3_4_1_EUTRA() runs on EUTRA_PTC

  { //Intra-frequency SI acquisition / CSG cell and non-CSG cell

    var template (value) CellPowerList_Type v_CellPowerList_T0; //@sic R5s140289 sic@

    var template (value) CellPowerList_Type v_CellPowerList_T1;

    var template (value) CellPowerList_Type v_CellPowerList_T2;

    var template (value) CellPowerList_Type v_CellPowerList_T3;

    var CSG_Identity v_CSG_Identity_Cell2 := '000000000000000000000000010'B;

    var CSG_Identity v_CSG_Identity_Cell4 := '000000000000000000000000100'B;

    var RRC_TransactionIdentifier v_RRC_TI := tsc_RRC_TI_Def;

    var PhysCellId v_PhysCellId_Cell1;

    var PhysCellId v_PhysCellId_Cell2;

    var PhysCellId v_PhysCellId_Cell4;

    var PhysCellId v_PhysCellId_Cell11;
…

    // Manual CSG selection or insert a USIM with field EFACSGL preconfigured

    //@sic R5-142859 sic@

    if (pc_Manual_CSG_Selection) {

      f_EUTRA_SetCellConfigCapability(eutra_Cell2, broadcastOnlyCell);

      f_EUTRA_CellConfig_SRBs_Only(eutra_Cell2);
      f_UT_USIM_Insert (UT, "USIM with service n86 available");

      // Empty UE Allowed CSG list in USIM

      f_EUTRA_Preamble_EmptyCSG_AllowedList (eutra_Cell2);

      // Broadcast correct CSG id

      f_EUTRA_CellInfo_SetSysInfo_Csg_Id(eutra_Cell2, v_CSG_Identity_Cell2);

      f_EUTRA_SS_ConfigureSysinfo(eutra_Cell2);

      // Add CSG2 in the Alllowed CSG list in USIM

      f_EUTRA_Manual_CSG_Selection( eutra_Cell2, v_CSG_Identity_Cell2);

      f_EUTRA_SetCellPowerList (v_CellPowerList_T0);

    } else {

    // Insert a USIM with the Allowed CSG List empty

      f_EUTRA_SetCellConfigCapability(eutra_Cell2, broadcastOnlyCell);

      f_EUTRA_CellConfig_SRBs_Only(eutra_Cell2);

      f_UT_USIM_Insert(UT, "The UE's Allowed CSG list contains the CSG ID of Cell 2");

      // Broadcast correct CSG id

      f_EUTRA_CellInfo_SetSysInfo_Csg_Id(eutra_Cell2, v_CSG_Identity_Cell2);

      f_EUTRA_SS_ConfigureSysinfo(eutra_Cell2);

    } //@sic R5-142859 sic@

    // Preamble

    f_EUTRA_Preamble(eutra_Cell1, STATE2_IDLEUPDATE);

    f_EUTRA_RbEst_Def(eutra_Cell1);


After change :

	  function f_TC_8_3_4_1_EUTRA() runs on EUTRA_PTC

  { //Intra-frequency SI acquisition / CSG cell and non-CSG cell

    var template (value) CellPowerList_Type v_CellPowerList_T0; //@sic R5s140289 sic@

    var template (value) CellPowerList_Type v_CellPowerList_T1;

    var template (value) CellPowerList_Type v_CellPowerList_T2;

    var template (value) CellPowerList_Type v_CellPowerList_T3;

    var CSG_Identity v_CSG_Identity_Cell2 := '000000000000000000000000010'B;

    var CSG_Identity v_CSG_Identity_Cell4 := '000000000000000000000000100'B;

    var RRC_TransactionIdentifier v_RRC_TI := tsc_RRC_TI_Def;

    var PhysCellId v_PhysCellId_Cell1;

    var PhysCellId v_PhysCellId_Cell2;

    var PhysCellId v_PhysCellId_Cell4;

    var PhysCellId v_PhysCellId_Cell11;
…

    // Manual CSG selection or insert a USIM with field EFACSGL preconfigured

    //@sic R5-142859 sic@

    if (pc_Manual_CSG_Selection) {

      f_EUTRA_CellConfig_Def(eutra_Cell2); 

      f_UT_USIM_Insert (UT, "USIM with service n86 available");

      // Empty UE Allowed CSG list in USIM

      f_EUTRA_Preamble_EmptyCSG_AllowedList (eutra_Cell2);

      // Broadcast correct CSG id

      f_EUTRA_CellInfo_SetSysInfo_Csg_Id(eutra_Cell2, v_CSG_Identity_Cell2);

      f_EUTRA_SS_ConfigureSysinfo(eutra_Cell2);

      // Add CSG2 in the Alllowed CSG list in USIM

      f_EUTRA_Manual_CSG_Selection( eutra_Cell2, v_CSG_Identity_Cell2);
      f_EUTRA_SetCellConfigCapability(eutra_Cell2, broadcastOnlyCell);

      f_EUTRA_CellConfig_SRBs_Only(eutra_Cell2);
      f_EUTRA_SetCellPowerList (v_CellPowerList_T0);

    } else {

    // Insert a USIM with the Allowed CSG List empty

      f_EUTRA_SetCellConfigCapability(eutra_Cell2, broadcastOnlyCell);

      f_EUTRA_CellConfig_SRBs_Only(eutra_Cell2);

      f_UT_USIM_Insert(UT, "The UE's Allowed CSG list contains the CSG ID of Cell 2");

      // Broadcast correct CSG id

      f_EUTRA_CellInfo_SetSysInfo_Csg_Id(eutra_Cell2, v_CSG_Identity_Cell2);

      f_EUTRA_SS_ConfigureSysinfo(eutra_Cell2);

    } //@sic R5-142859 sic@

    // Preamble

    f_EUTRA_Preamble(eutra_Cell1, STATE2_IDLEUPDATE);

    f_EUTRA_RbEst_Def(eutra_Cell1);
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