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	Reason for change:
	According to 36.523 section 8.6.4.6.1 Test purpose (1): 

with { UE in RRC_CONNECTED having detected radio link failure }

ensure that {
  when { UE moves to the cell that belongs to the PLMN different from the PLMN where the radio link failure was detected }

    then { UE does not indicate IE rlf-InfoAvailable }

            }

Expected rlf-InfoAvailable-r10 in Step6 need to be changed to omit.

	
	

	Summary of change:
	Changed value of IE rlf-InfoAvailable-r10 in Step 6 from AnyOrOmit to Omit.

	
	

	Consequences if not approved:
	UE could incorrectly pass this TC without fulfill of TP1
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Change 1

	Function name
	f_TC_8_6_4_6_EUTRA()

	Reason for change
	According to 36.523 section 8.6.4.6.1 Test purpose (1): 

with { UE in RRC_CONNECTED having detected radio link failure }

ensure that {
  when { UE moves to the cell that belongs to the PLMN different from the PLMN where the radio link failure was detected }

    then { UE does not indicate IE rlf-InfoAvailable }

            }

Expected rlf-InfoAvailable-r10 in Step6 need to be changed to omit.

	Summary of change
	Changed value of IE rlf-InfoAvailable-r10 in Step 6 from AnyOrOmit to Omit.

	Source of change
	\LTE_A\8_6\RRC_LoggedRLF.ttcn


Before change:

	  function f_TC_8_6_4_6_EUTRA() runs on EUTRA_PTC

  { /* Radio Link Failure logging / Reporting of RLF report availability / PLMN change */
…
//send RRC Connection Setup on SRB0 (CCCH) and switch on UL grant assignments:

    f_EUTRA_RRC_ConnectionSetup_Def (eutra_Cell12);

    //@siclog "Step 6" siclog@

    //Check: Does the UE transmit an RRCConnectionSetupComplete message without radio link failure information on Cell 12?

    //This message includes a TRACKING AREA UPDATE REQUEST message.

    v_NasInd := f_EUTRA_RRCConnectionSetupComplete_Def(eutra_Cell12,

                                                       cr_RRCConnectionSetupComplete_r10 (tsc_RRC_TI_Def, ?), //@sic R5s130615 sic@

                                                       cr_NAS_Indication(tsc_SHT_IntegrityProtected,

                                                                         cr_508_TAU_Request(v_EpsUpdate_TypeValue,

                                                                                            v_KsiValue,

                                                                                            cr_DRXparameter_Any ('5C'O) ifpresent,

                                                                                            v_AdditionalUpdateType_Expected)));

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Test Case 8.6.4.6 Step 6");

    //@siclog "Step 7-9" siclog@

    //Steps 4 to 6 of the generic test procedure in TS 36.508 [18] subclause 6.4.2.7 are performed on Cell 12.

    //Note: The UE performs a TAU procedure and the RRC connection is released.

    v_EPS_ContextStatus := v_NasInd.Pdu.Msg.tRACKING_AREA_UPDATE_REQUEST.epsBearerContextStatus;

    f_EUTRA_TrackingAreaUpdate_Accept_Complete(eutra_Cell12, v_CellInfo_Cell12.NAS_Parameters.Guti_Parameters, v_EpsUpdate_TypeValue, v_EPS_ContextStatus, v_NasInd.Pdu.Msg.tRACKING_AREA_UPDATE_REQUEST.addUpdateType, NORMAL);

    f_EUTRA_RRC_ConnectionRelease(eutra_Cell12);
…


After change :

	  function f_TC_8_6_4_6_EUTRA() runs on EUTRA_PTC

  { /* Radio Link Failure logging / Reporting of RLF report availability / PLMN change */
…

//send RRC Connection Setup on SRB0 (CCCH) and switch on UL grant assignments:

    f_EUTRA_RRC_ConnectionSetup_Def (eutra_Cell12);

    //@siclog "Step 6" siclog@

    //Check: Does the UE transmit an RRCConnectionSetupComplete message without radio link failure information on Cell 12?

    //This message includes a TRACKING AREA UPDATE REQUEST message.

    v_NasInd := f_EUTRA_RRCConnectionSetupComplete_Def(eutra_Cell12,

                                                       cr_RRCConnectionSetupComplete_r10 (tsc_RRC_TI_Def, ?, -, -, -, omit), //@sic R5s130615 sic@

                                                       cr_NAS_Indication(tsc_SHT_IntegrityProtected,

                                                                         cr_508_TAU_Request(v_EpsUpdate_TypeValue,

                                                                                            v_KsiValue,

                                                                                            cr_DRXparameter_Any ('5C'O) ifpresent,

                                                                                            v_AdditionalUpdateType_Expected)));

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Test Case 8.6.4.6 Step 6");

    //@siclog "Step 7-9" siclog@

    //Steps 4 to 6 of the generic test procedure in TS 36.508 [18] subclause 6.4.2.7 are performed on Cell 12.

    //Note: The UE performs a TAU procedure and the RRC connection is released.

    v_EPS_ContextStatus := v_NasInd.Pdu.Msg.tRACKING_AREA_UPDATE_REQUEST.epsBearerContextStatus;

    f_EUTRA_TrackingAreaUpdate_Accept_Complete(eutra_Cell12, v_CellInfo_Cell12.NAS_Parameters.Guti_Parameters, v_EpsUpdate_TypeValue, v_EPS_ContextStatus, v_NasInd.Pdu.Msg.tRACKING_AREA_UPDATE_REQUEST.addUpdateType, NORMAL);

    f_EUTRA_RRC_ConnectionRelease(eutra_Cell12);
…
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