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	Reason for change:
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Change 1
	Test case
	13.4.3.7

	Reason for change
	As described in change 2, co-ordination signal needs to be sent after reception of ‘183 session progress’ so that EPS dedicated bearer would be setup.

	Summary of change
	Co-ordination signal sent using f_IMS_IPCAN_SendCoOrdMsg()


	Source of change
	LTE_A\13\ASRVCC_EUTRA_IMS.ttcn


Before change:

	  function f_TC_13_4_3_7_IMS1()runs on IMS_PTC

  {

    var IMS_InviteRequestWithSdp_Type v_InviteRequestWithSdp;  /* @sic R5w140112: IMS_InviteRequestWithSdp_Type instead of IMS_DATA_REQ */

    var MessageHeader v_MessageHeader_Response183;

    f_IMS_PTC_Init();

    f_IMS_Registration();

    f_IMS_IPCAN_WaitForTrigger(IPCAN);

    f_UT_RequestIMSCall(MMI, px_IMS_CalleeUri); // @sic R5-134290 sic@

    /* Table 13.4.3.7.3.2-3: Parallel behaviour

       Steps 5-11 expected sequence defined in annex C.21 of TS 34.229-1 [35].

       NOTE: IMS MO speech call is in alerting phase.

    */

    v_InviteRequestWithSdp := f_IMS_MOCallSetup_AnnexC21_Step2_A4();

    f_IMS_IPCAN_WaitForTrigger(IPCAN);

    v_MessageHeader_Response183 := f_IMS_MOCallSetup_AnnexC21_Step3_4(v_InviteRequestWithSdp);

    fl_IMS_MOCallSetup_AnnexC21_Steps5To11(v_InviteRequestWithSdp, v_MessageHeader_Response183);

    f_IMS_IPCAN_SendCoOrdMsg(IPCAN);

    f_IMS_PTC_SetRanType(UTRAN_FDD);

    f_IMS_IpcanReleaseWithOptionalDeregistrationOnAnyPTC(OtherIPCAN); // @sic R5-142919 sic@

  }


After change :

	function f_TC_13_4_3_7_IMS1()runs on IMS_PTC

  {

    var IMS_InviteRequestWithSdp_Type v_InviteRequestWithSdp;  /* @sic R5w140112: IMS_InviteRequestWithSdp_Type instead of IMS_DATA_REQ */

    var MessageHeader v_MessageHeader_Response183;

    f_IMS_PTC_Init();

    f_IMS_Registration();

    f_IMS_IPCAN_WaitForTrigger(IPCAN);

    f_UT_RequestIMSCall(MMI, px_IMS_CalleeUri); // @sic R5-134290 sic@

    /* Table 13.4.3.7.3.2-3: Parallel behaviour

       Steps 5-11 expected sequence defined in annex C.21 of TS 34.229-1 [35].

       NOTE: IMS MO speech call is in alerting phase.

    */

    v_InviteRequestWithSdp := f_IMS_MOCallSetup_AnnexC21_Step2_A4();

    f_IMS_IPCAN_WaitForTrigger(IPCAN);

    v_MessageHeader_Response183 := f_IMS_MOCallSetup_AnnexC21_Step3_4(v_InviteRequestWithSdp);

    f_IMS_IPCAN_SendCoOrdMsg(IPCAN);
    fl_IMS_MOCallSetup_AnnexC21_Steps5To11(v_InviteRequestWithSdp, v_MessageHeader_Response183);

    f_IMS_IPCAN_SendCoOrdMsg(IPCAN);

    f_IMS_PTC_SetRanType(UTRAN_FDD);

    f_IMS_IpcanReleaseWithOptionalDeregistrationOnAnyPTC(OtherIPCAN); // @sic R5-142919 sic@

  }


Change 2
Change2 of R5s140572 is required for this testcase
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