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Change 1
	Function name
	f_TC_8_6_2_3_EUTRA

	Reason for change
	1) In Week 24 TTCN step 33a1 is missing

2) Incorrect parameter in f_EUTRA_ReceiveUEinformation in steps 33a7 is used. As per prose for these steps the logged serving cell measurements should be of cell11 (step 33a7, Table 8.6.2.3.3.3-4)


	Summary of change
	1) Handled RRCConnectionSetupComplete including the Service Request message
2) In test 8.6.2.3 steps 33a7 input parameter of f_EUTRA_ReceiveUEinformation identifying serving cell Id has been changed to cell11

	TTCN module
	RRC_MDT_Logged.ttcn


Before change

	  function f_TC_8_6_2_3_EUTRA() runs on EUTRA_PTC

  {

….

….

    //@siclog "Step 33a1 or Step 33a2" siclog@

    //The UE transmit an RRCConnectionSetupComplete message

    v_ReceivedAsp := f_EUTRA_ReceiveUEinformation(eutra_Cell2,

                                             v_AbsoluteTimeInfo,

                                             v_PLMN_Identity_Cell1,

                                             v_CellIdentity_Cell11,

                                             v_Frequency_IE_f1

                                             ); //@sic R5s140403, R5s140110, R5s140112 sic@
    v_NAS_Ind := v_ReceivedAsp.Signalling.Nas[0];

    if(ispresent (v_ReceivedAsp.Signalling.Rrc.Dcch.message_.c1.rrcConnectionSetupComplete.criticalExtensions.c1.rrcConnectionSetupComplete_r8.nonCriticalExtension))

    { //@sic R5s140110, R5s140112 sic@

    v_LogMeasAvailable := v_ReceivedAsp.Signalling.Rrc.Dcch.message_.c1.rrcConnectionSetupComplete.criticalExtensions.c1.rrcConnectionSetupComplete_r8.nonCriticalExtension.nonCriticalExtension.logMeasAvailable_r10;

    if (isvalue(v_LogMeasAvailable)) {

      //@siclog "Step 33a2 - 33a5" siclog@

      //Steps 6 to 9 of the generic radio bearer establishment procedure in TS 36.508 subclause 4.5.3.3 are executed to successfully complete the service request procedure on Cell 2.

      f_EUTRA_ServiceReqPostamble_508Steps6_9(eutra_Cell2, v_NAS_Ind);

      //@siclog "Step 33a6" siclog@

      //The SS send an UEInformationRequest message to get logMeasReport.

      SRB.send(cas_SRB1_RrcPdu_REQ(eutra_Cell2, cs_TimingInfo_Now,

                                     cs_508_UEInformationRequest(tsc_RRC_TI_Def)));

      //@siclog "Step 33a7" siclog@

      //Check: Does the UE send an UEInformationResponse message with logged serving cell measurements of Cell 2?

      v_ReceivedAsp := f_EUTRA_ReceiveUEinformation(eutra_Cell2,

                                             v_AbsoluteTimeInfo,

                                             v_PLMN_Identity_Cell1,

                                             v_CellIdentity_Cell1,
                                             v_Frequency_IE_f1

                                             ); //@sic R5s140110, R5s140112 sic@

….

….

}


After change

	  function f_TC_8_6_2_3_EUTRA() runs on EUTRA_PTC

  {

….

….

//@siclog "Step 33a1 or Step 33a2" siclog@

    //The UE transmit an RRCConnectionSetupComplete message

    SRB.receive(car_SRB1_RrcNasPdu_IND(eutra_Cell2,

                                       cr_RRCConnectionSetupComplete_r10_Common(v_RRC_TI, ?), //@sic R5s140110, R5s140112 sic@

                                       cr_NAS_Indication(tsc_SHT_IntegrityProtected,

                                                         cr_508_SERVICE_REQUEST(f_EUTRA_SecurityKSIasme_Get())))) -> value v_ReceivedAsp;
    v_NAS_Ind := v_ReceivedAsp.Signalling.Nas[0];

    if(ispresent (v_ReceivedAsp.Signalling.Rrc.Dcch.message_.c1.rrcConnectionSetupComplete.criticalExtensions.c1.rrcConnectionSetupComplete_r8.nonCriticalExtension))

    { //@sic R5s140110, R5s140112 sic@

    v_LogMeasAvailable := v_ReceivedAsp.Signalling.Rrc.Dcch.message_.c1.rrcConnectionSetupComplete.criticalExtensions.c1.rrcConnectionSetupComplete_r8.nonCriticalExtension.nonCriticalExtension.logMeasAvailable_r10;

    if (isvalue(v_LogMeasAvailable)) {

      //@siclog "Step 33a2 - 33a5" siclog@

      //Steps 6 to 9 of the generic radio bearer establishment procedure in TS 36.508 subclause 4.5.3.3 are executed to successfully complete the service request procedure on Cell 2.

      f_EUTRA_ServiceReqPostamble_508Steps6_9(eutra_Cell2, v_NAS_Ind);

      //@siclog "Step 33a6" siclog@

      //The SS send an UEInformationRequest message to get logMeasReport.

      SRB.send(cas_SRB1_RrcPdu_REQ(eutra_Cell2, cs_TimingInfo_Now,

                                     cs_508_UEInformationRequest(tsc_RRC_TI_Def)));

      //@siclog "Step 33a7" siclog@

      //Check: Does the UE send an UEInformationResponse message with logged serving cell measurements of Cell 2?

      v_ReceivedAsp := f_EUTRA_ReceiveUEinformation(eutra_Cell2,

                                             v_AbsoluteTimeInfo,

                                             v_PLMN_Identity_Cell1,

                                             v_CellIdentity_Cell11,//R5s140403
                                             v_Frequency_IE_f1

                                             ); //@sic R5s140110, R5s140112 sic@

…..

…..

}
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