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Change 1
	Function name
	Function f_TC_8_6_3_1_UTRAN()

	Reason for change
	The UE may miss the page in step 9 if the cell selection procedure after the RRC connection release in step 8 takes longer than execution time of the paging function by SS plus the time interval till the next paging occasion. This may especially be a problem when the DRX cycle is short (default value in this TC is 640ms) so the next paging occasion may come faster than UE is able to finish cell selection on the given cell in idle mode.

	Summary of change
	Added 5 seconds delay between RRC connection release and the page.

	TTCN module
	LTE_A\source\LTE_A\8_6\RRC_MDT_Logged_UTRAN.ttcn


Before change

  function f_TC_8_6_3_1_UTRAN() runs on UTRAN_PTC

  { //Logged MDT / UTRAN Inter-RAT measurement, logging and reporting

    var integer v_T1_PCCPCH_CPICH_Cell5 := -60;

    var integer v_T2_PCCPCH_CPICH_Cell5 := -100;

    var UTRAN_FDD_TDD_Type v_FDD_TDD_Mode;

    var UTRAN_SecurityInfo_Type v_SecurityInfo;

    var RRC_TransactionIdentifier v_RRC_TI := tsc_RRC_TI;

    var TGCFN v_TGCFN;

    var TGPS_Reconfiguration_CFN   v_Tgps_Reconfiguration_CFN;

    var UTRAN_CFN_Info_Type v_CFNInfo;

    var octetstring v_RRCConnectionConfigurationMessage;

    var IRAT_CoOrd_SysInfo_Type v_EUTRASysInfo;

    var EUTRA_MeasurementBandwidth v_EUTRA_MeasurementBandwidth := f_UTRAN_ConvertIntegerToEUTRA_MeasurementBandwidth(f_ConvertDL_BandwidthPIXITToInteger());

    // Initialise all cells

    f_UTRAN_Init ( EUTRA_UTRAN );
  ...

//@siclog "Step 5 - 14" siclog@

    //The UE transmits an RRC CONNECTION REQUEST message on Cell 5 to initiate a routing area update procedure.

    //Send RRC CONNECTION SETUP and receive RRC CONNECTION SETUP COMPLETE

    //Steps 4 to 10 of the generic test procedure in TS 36.508 subclause 6.4.2.8 are performed on Cell 5.

    //NOTE: The UE performs a RAU procedure and the RRC connection is released.

    //The cell was created for DCH (otherwise it will cause problems in release function)

    f_UTRAN_508CheckCampOnNewUtranCell(utran_Cell5, cell_Dch );

    //@siclog "Step 15-19" siclog@

    //Step 7 to 11 of test procedure in TS 34.123-1 subclause 12.9.14.4 is performed on Cell 5 using the UTRA reference radio bearer parameters

    //and combination "UTRA PS RB" according to TS 36.508 subclause 4.8.3 and Table 4.8.3-1.

    //NOTE: The UE performs Network initiated RAB re-establishment in a UTRAN cell.

    f_UTRAN_MT_RAB_ReEst(utran_Cell5, cell_DCH_64kPS_RAB_SRB);
After change

   function f_TC_8_6_3_1_UTRAN() runs on UTRAN_PTC

  { //Logged MDT / UTRAN Inter-RAT measurement, logging and reporting

    var integer v_T1_PCCPCH_CPICH_Cell5 := -60;

    var integer v_T2_PCCPCH_CPICH_Cell5 := -100;

    var UTRAN_FDD_TDD_Type v_FDD_TDD_Mode;

    var UTRAN_SecurityInfo_Type v_SecurityInfo;

    var RRC_TransactionIdentifier v_RRC_TI := tsc_RRC_TI;

    var TGCFN v_TGCFN;

    var TGPS_Reconfiguration_CFN   v_Tgps_Reconfiguration_CFN;

    var UTRAN_CFN_Info_Type v_CFNInfo;

    var octetstring v_RRCConnectionConfigurationMessage;

    var IRAT_CoOrd_SysInfo_Type v_EUTRASysInfo;

    var EUTRA_MeasurementBandwidth v_EUTRA_MeasurementBandwidth := f_UTRAN_ConvertIntegerToEUTRA_MeasurementBandwidth(f_ConvertDL_BandwidthPIXITToInteger());

    // Initialise all cells

    f_UTRAN_Init ( EUTRA_UTRAN );
  ...
//@siclog "Step 5 - 14" siclog@

    //The UE transmits an RRC CONNECTION REQUEST message on Cell 5 to initiate a routing area update procedure.

    //Send RRC CONNECTION SETUP and receive RRC CONNECTION SETUP COMPLETE

    //Steps 4 to 10 of the generic test procedure in TS 36.508 subclause 6.4.2.8 are performed on Cell 5.

    //NOTE: The UE performs a RAU procedure and the RRC connection is released.

    //The cell was created for DCH (otherwise it will cause problems in release function)

    f_UTRAN_508CheckCampOnNewUtranCell(utran_Cell5, cell_Dch );

    f_Delay (5.0); 
    //@siclog "Step 15-19" siclog@

    //Step 7 to 11 of test procedure in TS 34.123-1 subclause 12.9.14.4 is performed on Cell 5 using the UTRA reference radio bearer parameters

    //and combination "UTRA PS RB" according to TS 36.508 subclause 4.8.3 and Table 4.8.3-1.

    //NOTE: The UE performs Network initiated RAB re-establishment in a UTRAN cell.

    f_UTRAN_MT_RAB_ReEst(utran_Cell5, cell_DCH_64kPS_RAB_SRB);
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