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	Reason for change:
	In TTCN week24 implementation the max. initial reference power for cell 1 is not set different from the default  value of  ‘-85’ (= default value). So the TTCN will throw an error when setting the cell power to -82 at time T1.

	
	

	Summary of change:
	InitMaxReferencePower set to -82
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	A conformant UE will fail this test case.

	
	

	Clauses affected:
	6.2.3.31

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR … CR … 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


Change 1
	Function name
	f_TC_6_2_3_31_EUTRA()

	Reason for change
	In TTCN week24 implementation the max. initial reference power for cell 1 is not set different from the default  value of  ‘-85’ (= default value). So the TTCN will throw an error when setting the cell power to -82 at time T1.


	Summary of change
	InitMaxReferencePower set to -82

	TTCN module
	LTE_IRAT_IWD_14wk24\LTE_IRAT\6_2\InterRat_CellReSelection_EtoU.ttcn


Before change

function f_TC_6_2_3_31_EUTRA() runs on EUTRA_PTC

  {

    var IRAT_CoOrd_SysInfo_Type v_UTRANSysInfo;

    var boolean v_CSInOtherRAT := false;

    var IRAT_Coordination_MSG v_IRAT_Coordination_MSG;

    //Initialise all cells, security and mobile parameters

    f_EUTRA_Init(c4);

    // @sic R5-142131 sic@

    //Receive information about UTRAN cells

    v_UTRANSysInfo := f_IRAT_WaitForCoOrd_SysInfo(UTRAN);

    //Send information about EUTRA cells

    f_IRAT_Send_EUTRA_SysInfoToOtherPort(UTRAN,

                                         f_EUTRA_CellInfo_GetEARFCN_DL(eutra_Cell1),

                                         f_ConvertDL_BandwidthToInteger(f_EUTRA_CellInfo_GetDL_ChBandwidth(eutra_Cell1)));

…

…

}

After change

function f_TC_6_2_3_31_EUTRA() runs on EUTRA_PTC

  {

    var IRAT_CoOrd_SysInfo_Type v_UTRANSysInfo;

    var boolean v_CSInOtherRAT := false;

    var IRAT_Coordination_MSG v_IRAT_Coordination_MSG;

    //Initialise all cells, security and mobile parameters

    f_EUTRA_Init(c4);

     //Set maximum power level in cell 1

    f_EUTRA_CellInfo_InitMaxReferencePower(eutra_Cell1, -82); 

    // @sic R5-142131 sic@

    //Receive information about UTRAN cells

    v_UTRANSysInfo := f_IRAT_WaitForCoOrd_SysInfo(UTRAN);

    //Send information about EUTRA cells

    f_IRAT_Send_EUTRA_SysInfoToOtherPort(UTRAN,

                                         f_EUTRA_CellInfo_GetEARFCN_DL(eutra_Cell1),

                                         f_ConvertDL_BandwidthToInteger(f_EUTRA_CellInfo_GetDL_ChBandwidth(eutra_Cell1)));

    ……
……

}
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