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8.7.3
FDD (EPDCCH scheduling)
8.7.3.1
FDD sustained data rate performance for EPDCCH scheduling



8.7.3.1.1
Test purpose

Same test purpose as in clause 8.7.1.1.
8.7.3.1.2
Test applicability

This test applies to all types of E-UTRA FDD UE Release 11 and forward supporting EPDCCH.

8.7.3.1.3
Minimum requirements

The parameters specified in Table 8.7.3.1.3-1 are valid for all FDD tests unless otherwise stated.

Table 8.7.3.1.3-1: Common test parameters (FDD)

	Parameter
	Unit
	Value

	Cyclic prefix
	
	Normal

	Cell ID
	
	0

	Inter-TTI Distance
	
	1

	Number of HARQ processes per component carrier
	Processes
	8

	Maximum number of HARQ transmission
	
	4

	Redundancy version coding sequence
	
	{0,0,1,2} for 64QAM

	Number of OFDM symbols for PDCCH per component carrier
	OFDM symbols
	1

	Cross carrier scheduling
	
	Not configured

	Number of EPDCCH sets
	
	1

	EPDCCH transmission type
	
	Localized

	Number of PRB per EPDCCH set and EPDCCH PRB pair allocation
	
	2 PRB pairs

10MHz BW: Resource blocks nPRB = 48, 49
15MHz BW: Resource blocks nPRB = 70, 71
20MHz BW: Resource blocks nPRB = 98, 99

	EPDCCH Starting Symbol
	
	Derived from CFI (i.e. default behaviour)

	ECCE Aggregation Level
	
	2 ECCEs

	Number of EREGs per ECCE
	
	4

	EPDCCH scheduling
	
	EPDCCH candidate is randomly assigned in each subframe

	EPDCCH precoder (Note 1)
	
	Fixed PMI 0

	EPDCCH monitoring SF pattern
	
	1111111111 0000000000 

1111111111 0000000000

	Timing advance
	μs
	100

	Propagation condition
	
	Static propagation condition

No external noise sources are applied

	Note 1: 
EPDCCH precoder parameters are defined for tests with 2 x 2 antenna configuration


The requirements are specified in Table 8.7.3.1.3-3, with the addition of the parameters in Table 8.7.3.1.3-2 and the downlink physical channel setup according to Annex C.3.2. The test points are applied to UE category, CA capability and bandwidth combination with maximum aggregated bandwidth as specified in Table 8.7.3.1.3-4. The TB success rate shall be sustained during at least 300 frames.

Table 8.7.3.1.3-2: Test parameters for SDR test for PDSCH scheduled by EPDCCH (FDD)

	Test
	Bandwidth (MHz)
	Transmission mode
	Antenna configuration
	Codebook subset restriction
	Downlink power allocation (dB)
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	(
	δ
	
	

	1
	10
	1
	1 x 2
	N/A
	0
	0
	0
	0
	-85
	OP.6 FDD

	2
	10
	3
	2 x 2
	10
	-3
	-3
	0
	3
	-85
	OP.1 FDD

	3,4,6
	20
	3
	2 x 2
	10
	-3
	-3
	0
	3
	-85
	OP.1 FDD

	3A
	10
	3
	2 x 2
	10
	-3
	-3
	0
	3
	-85
	OP.1 FDD

	3C, 4B
	15
	3
	2 x 2
	10
	-3
	-3
	0
	3
	-85
	OP.1 FDD


Table 8.7.3.1.3-3: Minimum requirement (FDD)

	Test
	Number of bits of a DL-SCH transport block received within a TTI
	Measurement channel
	Reference value

	
	
	
	TB success rate [%]

	1
	10296
	R.31E-1 FDD
	95

	2
	25456
	R.31E-2 FDD
	95

	3
	51024
	R.31E-3 FDD
	95

	3A
	36696 (Note 2)
	R.31E-3A FDD
	85

	3C
	51024
	R.31E-3C FDD
	85

	4
	75376 (Note 3)
	R.31E-4 FDD
	85

	4B
	55056 (Note 5)
	R.31E-4B FDD
	85

	6
	75376 (Note 3)
	R.31E-4 FDD
	85

	Note 1:
For 2 layer transmissions, 2 transport blocks are received within a TTI.

Note 2:
35160 bits for sub-frame 5.

Note 3:
71112 bits for sub-frame 5.

Note 4:
The TB success rate is defined as TB success rate = 100%*NDL_correct_rx/ (NDL_newtx + NDL_retx), where NDL_newtx is the number of newly transmitted DL transport blocks, NDL_retx is the number of retransmitted DL transport blocks, and NDL_correct_rx is the number of correctly received DL transport blocks.
Note 5:
52752 bits for sub-frame 5.


Table 8.7.3.1.3-4: Test points for sustained data rate (FRC)

	CA config
	Bandwidth (MHz)
	Category 1
	Category 2
	Category 3
	Category 4
	Category 6
	Category 7

	Single carrier
	10
	1
	2
	3A
	3A
	-
	-

	
	15
	-
	-
	3C
	4B
	
	

	
	20
	-
	-
	3
	4
	6
	6

	Note 1: The test is selected for maximum supported bandwidth.


The normative reference for this requirement is TS 36.101[2] clause 8.7.3

8.7.3.1.4
Test description

8.7.3.1.4.1
Initial conditions

Table 8.7.3.1.4.1-1: Applicable test and Transport Block Size for different UE categories

	UE Category
	Applicable test
	DL Measurement channel
	UL Measurement channel
	TBsize per Codeword
	Number of PDCP SDU per Codeword
	PDCP SDU size [bits]

Note 3

	1
	Test 1
	R31E-1 FDD
	R.1-1 FDD
	10296
	1
	8*FLOOR((TBsize - 96)/8)

	2
	Test 2
	R31E-2 FDD
	R.1-2 FDD
	25456
	3
	8*FLOOR((TBsize – 152)/24))

	3
	Test 3 (Note 1)
	R31E-3 FDD
	R.1-3 FDD
	51024
	5
	8*FLOOR((TBsize -– 208)/40))

	3
	Test 3C
	R31E-3C FDD
	R.1-3C FDD
	51024
	5
	8*FLOOR((TBsize -– 208)/40))

	3
	Test 3A (Note 2)
	R31E-3A FDD
	R.1-3A FDD
	36696 (Note 5)
	4
	8*FLOOR((TBsize – 184)/32))"

	4
	Test 3A
	R31E-4 FDD
	R.1-4 FDD
	75376 (Note 6)
	7
	8*FLOOR((TBsize – 264)/56))

	4
	Test 4B
	R31E-4B FDD
	R.1-4 FDD
	55056 (Note 7)
	5
	8*FLOOR((TBsize – 208)/40))

	4
	Test 4
	R31E-4 FDD
	R.1-4 FDD
	75376 (Note 6)
	7
	8*FLOOR((TBsize – 264)/56))

	6
	Test 6
	R31E-4 FDD
	R.1-4 FDD
	75376 (Note 6)
	7
	8*FLOOR((TBsize – 264)/56))

	7
	Test 6
	R31E-4 FDD
	R.1-4 FDD
	75376 (Note 6)
	7
	8*FLOOR((TBsize – 264)/56))

	Note 1:
If the operating band under test does not support 20 MHz channel bandwidth, then test is executed according to Test 3A.

Note 2:
Applicable to operating bands not supporting 20 MHz channel bandwidth.

Note 3:
Transport block size under test according to applicable Fixed Reference Channel for sustained data-rate test in annex A.3.9. In case of varying TBS across SFs of the RMC, only the maximum TBS is used for PDCP SDU size calculation.

Note 4:
Each PDCP SDU is limited to 1500 octets (to keep below maximum SDU size of ESM as specified in TS 24.301 clause 9.9.4.12). 

The PDCP SDU size of each PDCP SDU is: 

PDCP SDU size = (TBsize – N*PDCP header size - AMD PDU header size  - MAC header size - Size of RLC STATUS PDU) / N, 

where PDCP header size is 16 bits for the RLC AM and 12-bit SN case; AMD PDU header size is CEIL[(16+(N-1)*12)/8] bytes which includes 16 bit standard AM header and (N-1) Length indicators; and MAC header size = R/R/E/LCID/F/L MAC subheader (24 bits for MAC SDU for RLC STATUS PDU with 15 bit LI) + R/R/E/LCID MAC subheader (8 bits for MAC SDU for RLC Data PDU) = 32 bits. The size of RLC STATUS PDU including one ACK_SN field and one NACK_SN field is 32 bits (if no STATUS PDU is sent or if the size of the STATUS PDU is less than 32 bits then padding will be used to fill the 32 bits). This gives: PDCP SDU size = 8*FLOOR((TBsize – N*16- 8*CEIL((16+(N-1)*12)/8) – 64)/(8*N)) bits.

The calculation of PDCP SDU sizes does not consider timing advance MAC CE as timing advance is not transmitted by SS for RF test cases, and the header sizes are informative and may vary during the test.

Note 5:
35160 bits for sub-frame 5

Note 6:
71112 bits for sub-frame 5
Note 7:
52752 bits for sub-frame 5.


Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
Configurations of PDSCH and EPDCCH before measurement are specified in Annex C.2.
Test Environment: Normal as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: Mid Range as defined in TS 36.508 [7] clause 4.3.1.1.

Channel Bandwidths to be tested: According to table 8.7.3.1.3-2.

1.
Connect the SS to the UE antenna connector(s) as shown in TS 36.508 [7] Annex A, Figure A.3 for test 1 and Figure A.10 for tests 2-6.

2.
The parameter settings for the cell are set up according to Table 8.7.3.1.5-1 and Table 8.7.3.1.5-2.

3.
Downlink signals are initially set up according to Annex C0, C.1 and Annex C.3.2 and uplink signals according to Annex H.1 and H.3.2.

4.
Propagation conditions are set according to Annex B.0.

5.
Ensure the UE is in State 4 (Loopback activated) according to TS 36.508 [7] clause 4.5.4. Message contents are defined in clause 8.7.3.1.4.3.

<< Unchanged sections omitted >>
8.7.3.1.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 and 4.7A, with the following exceptions:
Table 8.7.3.1.4.3-1: CLOSE UE TEST LOOP (in the preamble)

	Derivation Path: 36.509 clause 6.1

	Information Element
	Value/remark
	Comment
	Condition

	Protocol discriminator
	1 1 1 1
	
	

	Skip indicator
	0 0 0 0
	
	

	Message type
	1 0 0 0 0 0 0 0
	
	

	UE test loop mode
	0 0 0 0 0 0 0 0
	UE test loop mode A
	

	UE test loop mode A LB setup
	
	
	

	  Length of UE test loop mode A LB setup list in bytes
	0 0 0 0 0 0 1 1
	Length of one LB setup DRB (3 bytes)
	

	  LB setup DRB
	0 0 0 0 0 0 0 0,

0 0 1 0 1 0 0 0,

0 0 0 Q4 Q3 Q2 Q1 Q0
	UL PDCP SDU size = 40 bits (5 bytes)

Q4..Q0 = Data Radio Bearer identity number for the default radio bearer. See 36.509 clause 6.1
	

	UE test loop mode B LB setup
	Not present
	
	


Table 8.7.3.1.4.3-2: SecurityModeCommand (in the preamble)
	Derivation Path: TS36.508 clause 4.6.1 table 4.6.1-19

	Information Element
	Value/remark
	Comment
	Condition

	SecurityModeCommand ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      securityModeCommand-r8 SEQUENCE {
	
	
	

	        securityConfiguration SEQUENCE {
	
	
	

	          cipheringAlgorithm
	eea2
	
	

	          nextHopChainingCount
	Not present
	
	

	        }
	
	
	

	        nonCriticalExtension SEQUENCE {}
	Not present
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.7.3.1.4.3-3: EPDCCH-Config-r11-DEFAULT

	Derivation Path: 36.508 clause 4.6

	Information Element
	Value/remark
	Comment
	Condition

	EPDCCH-Config-r11 ::= SEQUENCE{
	
	
	

	  config-r11 CHOICE {
	
	
	

	    setup SEQUENCE {
	
	
	

	      subframePatternConfig-r11
	1111111111 0000000000 

1111111111 0000000000
	
	

	      startSymbol-r11
	Not present
	Derived from CFI
	

	      setConfigToReleaseList-r11
	Null
	
	

	      setConfigToAddModList-r11 SEQUENCE {
	1 entry
	
	

	        setConfigId-r11[1]
	0
	
	

	        transmissionType-r11[1]
	localized
	
	

	        resourceBlockAssignment-r11[1] SEQUENCE{
	
	
	

	          numberPRB-Pairs-r11
	n2
	
	

	          resourceBlockAssignment-r11
	0000 

or 

1001
	0000 for Bandwidth 10MHz and 20MHz;

1001 only for Bandwidth 15MHz
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


8.7.3.1.5
Test requirement

The requirements are specified in Table 8.7.3.1.5-1. The PDCP SDU success rate shall be sustained during at least 300 frames.

Table 8.7.3.1.5-1: Test requirements for sustained downlink data rate (FDD)

	Test
	UE Category
	Number of bits of a DL-SCH transport block received within a TTI per Codeword
	Measurement channel
	Number of PDCP SDU per Codeword
	PDCP SDU size [Octets]
	Reference value

	
	
	
	
	
	
	TB success rate [%]

	1
	Category 1
	10296
	R31E-1 FDD
	1
	1275
	95

	2
	Category 2
	25456
	R31E-2 FDD
	3
	1054
	95

	3
	Category 3 (Note 1)
	51024
	R31E-3 FDD
	5
	1270
	95

	3A
	Category 3,4 (Note 2)
	36696 (Note4)
	R31E-3A FDD
	4
	1141
	85

	3C
	Category 3
	51024
	R31E-3C FDD
	5
	1270
	85

	4
	Category 4
	75376 (Note5)
	R31E-4 FDD
	7
	1341
	85

	4B
	Category 4
	55056 (Note 7)
	R31E-4B FDD
	5
	1371
	85

	6
	Category 6,7
	75376 (Note5)
	R31E-4 FDD
	7
	1341
	85

	Note 1:
If the operating band under test does not support 20 MHz channel bandwidth, then test is executed according to Test 3A.

Note 2:
Applicable to operating bands not supporting 20 MHz channel bandwidth

Note 3:
For 2 layer transmissions, 2 transport blocks are received within a TTI

Note 4:
35160 bits for sub-frame 5

Note 5:
71112 bits for sub-frame 5

Note 6:
The TB success rate is defined as TB success rate = 100%*NDL_correct_rx/ (NDL_newtx + NDL_retx), where NDL_newtx is the number of newly transmitted DL transport blocks, NDL_retx is the number of retransmitted DL transport blocks, and NDL_correct_rx is the number of correctly received DL transport blocks.
Note 7:
52752 bits for sub-frame 5.


Table 8.7.3.1.5-2: Test Parameters for sustained downlink data rate (FDD)

	Parameter
	Unit
	Test 1
	Test 2
	Test 3,4,6
	Test 3A
	Test 3C, 4B

	Bandwidth
	MHz
	10
	10
	20
	10
	15

	Transmission mode
	
	1
	3
	3
	3
	3

	Antenna configuration
	
	1 x 2
	2 x 2
	2 x 2
	2 x 2
	2 x 2

	Propagation condition
	
	Static propagation condition (Note 1)

	CodeBookSubsetRestriction bitmap
	
	n/a
	10
	10
	10
	10

	Downlink power allocation
	
[image: image4.wmf]A

r


	dB
	0
	-3
	-3
	-3
	-3
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	dB
	 0
	-3
	-3
	-3
	-3
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	dBm/15kHz
	-85
	-85
	-85
	-85
	-85

	Symbols for unused PRBs
	
	OP.6 FDD
	OP.1 FDD
	OP.1 FDD
	OP.1 FDD
	OP.1 FDD

	Note 1:
No external noise sources are applied


<< Unchanged sections omitted >>
F.1.4
Measurement of performance requirements

Table F.1.4-1: Maximum Test System Uncertainty for Performance Requirements

	Subclause
	Maximum Test System Uncertainty1
	Derivation of Test System Uncertainty

	8.2.1.1.1 Multiple PRBs

 - Propagation Condition EVA5

 - Propagation Condition ETU70

 - Propagation Condition ETU300
	± 0.8 dB
	Overall system uncertainty for fading conditions comprises three quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
3. Effect of AWGN flatness and signal flatness
Items 1, 2 and 3 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.5 dB for single Tx

AWGN flatness and signal flatness ±2.0 dB

	<< Unchanged sections omitted >>

	8.7.1.1 FDD sustained data rate performance
	Downlink absolute power uncertainty, averaged over BWConfig ±1.0 dB

Downlink  EVM ≤ 3%
	3% EVM is equivalent to a Test system downlink SNR of 30.5dB. The noise from the Test system is then sufficiently below that required for the UE to demodulate the signal with the required % success rate. Under these conditions the UE throughput is limited by the Reference measurement channel and the UE capability, and not by the Test system EVM. 

	8.7.1.1_1
	Same as 8.7.1.1
	Same as 8.7.1.1

	8.7.1.1_A.1
	Same as 8.7.1.1 for each CC
	Same as 8.7.1.1

Calculation applies for each CC

	8.7.1.1_A.2
	Same as 8.7.1.1A.1
	Same as 8.7.1.1A.1

	8.7.2.1 TDD sustained data rate performance
	Same as 8.7.1.1
	Same as 8.7.1.1

	8.7.2.1_1
	Same as 8.7.2.1
	Same as 8.7.2.1

	8.7.2.1_A.1
	Same as 8.7.2.1 for each CC
	Same as 8.7.2.1

Calculation applies for each CC

	8.7.2.1_A.2
	Same as 8.7.2.1A.1
	Same as 8.7.2.1A.1

	8.7.3.1 FDD sustained data rate performance for EPDCCH scheduling
	Same as 8.7.1.1
	Same as 8.7.1.1

	8.8.1.1 FDD distributed EPDCCH performance
	± 0.9 dB
	Overall system uncertainty for fading conditions comprises four quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
3. Effect of AWGN flatness and signal flatness

4. Result variation due to finite test time
Items 1, 2, 3 and 4 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + variation due to finite test time 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.7 dB for Tx Diversity
AWGN flatness and signal flatness ±2.0 dB

Result variation due to finite test time ±0.2 dB

	8.8.1.2 TDD distributed EPDCCH performance
	Same as 8.8.1.1
	

	10.1
	± 0.9 dB
	Overall system uncertainty for fading conditions comprises three quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
3. Effect of AWGN flatness and signal flatness
Items 1, 2 and 3 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.7 dB for Tx Diversity

AWGN flatness and signal flatness ±2.0 dB

	10.2
	± 0.9 dB
	Same as 10.1

	[Other tests FFS]
	
	

	In addition, the following Test System uncertainties and related constraints apply:

	AWGN Bandwidth
	≥ 1.08MHz, 2.7MHz, 4.5MHz, 9MHz, 13.5MHz, 18MHz;

NRB x 180kHz according to BWConfig

	AWGN absolute power uncertainty, averaged over BWConfig Note 4
	±3 dB

	AWGN flatness and signal flatness, max deviation for any Resource Block, relative to average over BWConfig
	±2 dB

	AWGN peak to average ratio 
	≥10 dB @0.001%

	Signal-to noise ratio uncertainty, averaged over downlink transmission Bandwidth
	±0.3 dB (includes uncertainty in precoding applied by the test system, where applicable)

	Signal-to noise ratio variation for any resource block, relative to average over downlink transmission Bandwidth
	±0.5 dB

	Noc2 absolute power uncertainty, averaged over BWConfig Note 5
	±3 dB

	Noc1 / Noc2 ratio uncertainty, averaged over BWConfig Note 5
	±0.3 dB

	Noc3 / Noc2 ratio uncertainty, averaged over BWConfig Note 5
	±0.3 dB

	Es / Noc2 ratio (SNR) uncertainty, averaged over downlink transmission Bandwidth Note 5
	±0.3 dB (includes uncertainty in precoding applied by the test system, where applicable)

	Fading profile power uncertainty
	Test-specific

	Fading profile delay uncertainty, relative to frame timing
	±5 ns (excludes absolute errors related to baseband timing)

	CA performance requirements only:

Relative frequency error between carriers
	30Hz, measured over a 1ms period, and maximum carrier spacing 80MHz

	Note 1:
Only the overall stimulus error is considered here. The effect of errors in the throughput measurements due to finite test duration is not considered.

Note 2:
The AWGN or N ocx parameters apply to all test cases except 8.7.1 and 8.7.2. The fading parameters apply to test cases using fading
Note 3:
In CA test cases using multiple component carriers (CCs), the uncertainties and related constraints apply for each CC.
Note 4:
Applies for test cases which specify Noc, a single value that remains constant with time.

Note 5:
Applies for test cases which specify Noc1, Noc2 and Noc3, that are symbol or subframe specific.


<< Unchanged sections omitted >>
F.3.4
Measurement of performance requirements

Table F.3.4-1: Derivation of Test Requirements (performance tests)

	Test 
	Minimum Requirement in TS 36.101
	Test Tolerance
(TT)
	Test Requirement in TS 36.521-1

	8.2.1.1.1 Multiple PRBs

 - Prop’n Condition EVA5

 - Prop’n Condition ETU70

 - Prop’n Condition ETU300
	SNRs as specified
	0.8dB
	Formula: SNR + TT

T-put limit unchanged 

	<< Unchanged sections omitted >>

	8.7.1.1 FDD sustained data rate performance
	Downlink power -85dBm/15kHz
	0 dB
	Formula: Downlink power + TT

T-put limit unchanged

	8.7.1.1_1
	Same as 8.7.1.1
	Same as 8.7.1.1
	Formula: Downlink power + TT

T-put limit unchanged

	8.7.1.1_A.1
	TBD
	TBD
	TBD

	8.7.1.1_A.2
	TBD
	TBD
	TBD

	8.7.2.1 TDD sustained data rate performance
	Same as 8.7.1.1
	Same as 8.7.1.1
	Same as 8.7.1.1

	8.7.2.1_1
	Same as 8.7.2.1
	Same as 8.7.2.1
	Formula: Downlink power + TT

T-put limit unchanged

	8.7.2.1_A.1
	TBD
	TBD
	TBD

	8.7.2.1_A.2
	TBD
	TBD
	TBD

	8.7.3.1 FDD sustained data rate performance for EPDCCH scheduling
	Same as 8.7.1.1
	Same as 8.7.1.1
	Formula: Downlink power + TT

T-put limit unchanged

	8.8.1.1 FDD distributed EPDCCH performance
	SNR as specified
	0.9dB
	Formula: SNR + TT

Pm-dsg limit unchanged

	8.8.1.2 TDD distributed EPDCCH performance
	SNR as specified
	0.9dB
	Formula: SNR + TT

Pm-dsg limit unchanged

	10.1
	SNR as specified
	0.9dB
	Formula: SNR + TT

T-put limit unchanged

	10.2
	SNR as specified
	0.9dB
	Formula: SNR + TT

T-put limit unchanged

	[Other tests FFS]
	
	
	


<< Unchanged sections omitted >>
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