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	Reason for change:
	The test toleranses for test cases 8.3.5.2a and 8.3.5.2b needs to be reviewed and possibly updated.


	
	

	Summary of change:
	Added editor’s notes to test cases 8.3.5.2a and 8.3.5.2b stating that the Test Tolerances needs to be reviewed.
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	Other comments:
	This is a late CR found needed after withdrawing R5-144218. New test tolerance analysis for test cases 8.3.5.2a, 8.3.5.2b, 8.3.5.2c and 8.3.5.2d are to be reviewed to RAN5#65


8.3.5.2a
Two frequencies present in the neighbour list and HS-DSCH DRX configured (Absolute priority levels not configured)
Editor’s notes: The following is not completed for this test case

· Test Tolerances need to be reviewed
8.3.5.2a.1
Definition and applicability 

The cell re-selection delay is defined as the time between the occurrence of an event which will trigger Cell Reselection process and the moment in time when the UE starts sending the preambles on the PRACH for sending RRC CELL UPDATE message to the UTRAN. 

The requirements and this test apply to Release 11 and later releases UTRA FDD UE that support HS-DSCH DRX operation.
< Clauses skipped here >
8.3.5.2b
Two frequencies present in the neighbour list and HS-DSCH DRX configured (Absolute priority levels configured)

Editor’s notes: The following is not completed for this test case

· Test Tolerances need to be reviewed
8.3.5.2b.1
Definition and applicability 

The cell re-selection delay is defined as the time between the occurrence of an event which will trigger Cell Reselection process and the moment in time when the UE starts sending the preambles on the PRACH for sending RRC CELL UPDATE message to the UTRAN. 

The requirements and this test apply to Release 11 and later releases UTRA FDD UE that support HS-DSCH DRX operation.

