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	Reason for change:
	In the current TTCN implementation of testcase 6.3.1.2 at step f the UE is expected to perform registration on Cell B with routingBasis as local P-TMSI. The check for the routing basis should be avoided, because this can change depending on the USIM contents. This can fail a conformant UE, and as such this check is not required as per the test purpose.
Similarly, the check for routing basis should be avoided at Step e for testcase 6.3.2.1, Step e for testcase 6.3.2.2, Step c for testcase 6.3.3.1 and at Step c for testcase 6.3.2.2 respectively.

	
	

	Summary of change:
	Replaced the check for routingbasis with a ?. Please see screenshots for more details.

	
	

	Consequences if not approved:
	TTCN implementation needs improvement.
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1.1 Change 1
	Object name 
	Tc_6_3_1_2

	Reason for change
	In the current TTCN implementation of testcase 6.3.1.2 at step f the UE is expected to perform registration on Cell B with routingBasis as local P-TMSI. The check for the routing basis should be avoided, because this can change depending on the USIM contents. 
This can fail a conformant UE, and as such this check is not required as per the test purpose.

	Summary of change
	Replaced c_RoutingBasis_LocalPTMSI with ? (Please see screenshot)

	Source of change
	Modification

	Label
	


Before: 

[image: image1.png]+ts_NormalRegistration_CSG (tsc_ Step 7 the response from the
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After: 
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VARG 31 2





1.2 Change 2

	Object name 
	Tc_6_3_2_1

	Reason for change
	In the current TTCN implementation of testcase 6.3.2.1 at step e the UE is expected to perform registration on Cell B with routingBasis as Same PLMN. The check for the routing basis should be avoided, because this can change depending on the USIM contents. 
This can fail a conformant UE, and as such this check is not required as per the test purpose.

	Summary of change
	Replaced c_RoutingBasis_SamePLMN with ? (Please see screenshot)

	Source of change
	Modification

	Label
	


Before:

[image: image3.png]+1s_UpdateRegistrationCSG (tsc_C Step &) A complete Location
ellB, ¢_RoutingBasis_SamePLMN) Updating procedure is done
where 53 sends LOCATION
UPDATING ACCEPTIROUTI
NG AREA UPDATE ACCEPT
message.
Check thatthe CSG support ¢

apabiliy is setto true in the Ini
tial Direct Transfer




After:
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1.3 Change 3
	Object name 
	Tc_6_3_2_2

	Reason for change
	In the current TTCN implementation of testcase 6.3.2.2 at step e the UE is expected to perform a registration on Cell E with routingBasis as Same PLMN. The check for the routing basis should be avoided, because this can change depending on the USIM contents. 
This can fail a conformant UE, and as such this check is not required as per the test purpose.

	Summary of change
	Replaced c_RoutingBasis_SamePLMN with ? (Please see screenshot)

	Source of change
	Modification

	Label
	


Before:
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After:
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1.4 Change 4

	Object name 
	Tc_6_3_3_1

	Reason for change
	In the current TTCN implementation of testcase 6.3.3.1 at step c the UE is expected to perform a registration on Cell A with routingBasis as Local P-TMSI. The check for the routing basis should be avoided, because this can change depending on the USIM contents. 
This can fail a conformant UE, and as such this check is not required as per the test purpose.

	Summary of change
	Replaced c_RoutingBasis_LocalPTMSI with ? (Please see screenshot)

	Source of change
	Modification

	Label
	


Before:
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After:
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1.5 Change 5

	Object name 
	Tc_6_3_3_2

	Reason for change
	In the current TTCN implementation of testcase 6.3.3.1 at step c the UE is expected to perform a registration on Cell A with routingBasis as Local P-TMSI. The check for the routing basis should be avoided, because this can change depending on the USIM contents. 
This can fail a conformant UE, and as such this check is not required as per the test purpose.

	Summary of change
	Replaced c_RoutingBasis_LocalPTMSI with ? (Please see screenshot)

	Source of change
	Modification

	Label
	


Before:
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After:
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