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1. Overview

This document lists TTCN changes needed to correct issues in the ATS ‘iwd-EUTRA-B2013-03_D14wk24’.
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3. Corrections

Change 1 – Correction to wait timer in f_TC_8_3_1_27_EUTRA
	Function Name
	f_TC_8_3_1_27_EUTRA ()

	Reason for change
	As per step 8 of TS 36.523-1 Table 8.3.1.27.3.2-2, TTCN shall wait and ignore MeasurementReport messages for 15s to allow change of power levels for Cell 3 and UE measurement.
However, in function f_EUTRA_WaitAndIgnoreMeasurementReport() a wrong wait timer with value 10 sec. (v_TimerValue3) is used.

	Summary of change
	Replaced wait timer against v_TimerValue2 with value 15 sec. 

	TTCN module
	LTE\8_3\RRC_Measurement.ttcn

	MCC160 comments
	


Before:

	…
    //@siclog "Step 7" siclog@
    //SS re-adjusts the cell-specific reference signal level according to row "T2" in table 8.3.1.27.3.2-1.
    v_CellPowerList := {
      cs_CellPower(eutra_Cell1, v_T2_RS_EPRE_Cell1)
    };
    f_EUTRA_SetCellPowerList(v_CellPowerList);
    //@siclog "Step 8" siclog@
    //Wait and ignore MeasurementReport messages for 15s to allow change of power levels for Cell 3 and UE measurement.
    f_EUTRA_WaitAndIgnoreMeasurementReport(eutra_Cell1, v_TimerValue3, cr_MeasurementReport_CheckAny); // TimerValue is changed acc. to prose table 8.3.1.27.3.2-2
    //@siclog "Step 9" siclog@
    //Check: Does the UE attempt to transmit an uplink message within the next 10s?
    f_EUTRA_Check_NoUplinkMessage(v_TimerValue3);
    //------------------------------------------------
    f_EUTRA_TestBody_Set(false);
    f_EUTRA_Postamble(eutra_Cell1, E2_CONNECTED);
  } //end of testcase 8.3.1.27
…


After:

	…

    //@siclog "Step 7" siclog@
    //SS re-adjusts the cell-specific reference signal level according to row "T2" in table 8.3.1.27.3.2-1.
    v_CellPowerList := {
      cs_CellPower(eutra_Cell1, v_T2_RS_EPRE_Cell1)
    };
    f_EUTRA_SetCellPowerList(v_CellPowerList);
    //@siclog "Step 8" siclog@
    //Wait and ignore MeasurementReport messages for 15s to allow change of power levels for Cell 3 and UE measurement.
    f_EUTRA_WaitAndIgnoreMeasurementReport(eutra_Cell1, v_TimerValue2, cr_MeasurementReport_CheckAny); // TimerValue is changed acc. to prose table 8.3.1.27.3.2-2
    //@siclog "Step 9" siclog@
    //Check: Does the UE attempt to transmit an uplink message within the next 10s?
    f_EUTRA_Check_NoUplinkMessage(v_TimerValue3);
    //------------------------------------------------
    f_EUTRA_TestBody_Set(false);
    f_EUTRA_Postamble(eutra_Cell1, E2_CONNECTED);
  } //end of testcase 8.3.1.27
…


