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	Correction to EUTRA RRC HeNB test case 8.3.4.1
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	Reason for change:
	As per 36.523-1 Table 8.3.4.1.3.3-11: ReportConfig-CGI (Steps 5, 10 and 15, Table 8.3.4.1.3.2-2) the field “si_RequestForHO_r9” has to be set to “setup”. In the current TTCN implementation it has been set to “omit” and the  field “ue_RxTxTimeDiffPeriodical_r9” IE has been set to “setup”  instead.


	
	

	Summary of change:
	Changed the cs_ReportConfig_reportConfigEUTRA_periodical to set the value of si_RequestForHO_r9 as “setup” and omit”  ue_RxTxTimeDiffPeriodical_r9 IE
.

	
	

	Consequences if not approved:
	A conformant UE may fail this test case
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	8.3.4.1
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	Other comments:
	


Change 1

	Template name
	cs_RRCConnectionReconfiguration_8_3_4_1

	Reason for change
	As per 36.523-1 Table 8.3.4.1.3.3-11: ReportConfig-CGI (Steps 5, 10 and 15, Table 8.3.4.1.3.2-2) the field “si_RequestForHO_r9” has to be set to “setup”. In the current TTCN implementation it has been set to “omit” and the  field “ue_RxTxTimeDiffPeriodical_r9” IE has been set to “setup”  instead.


	Summary of change
	Changed the cs_ReportConfig_reportConfigEUTRA_periodical to set the value of si_RequestForHO_r9 as “setup” and omit”  ue_RxTxTimeDiffPeriodical_r9 IE


	Source of change
	EUTRA_Measurement_Specific_Templates.ttcn

	
	


Before change:

	//8.3.4.1, Step5, Step10 and Step15

  template (value) DL_DCCH_Message cs_RRCConnectionReconfiguration_8_3_4_1(RRC_TransactionIdentifier p_RRC_TI,

                                                                           ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq,

                                                                           AllowedMeasBandwidth p_MeasurementBandwidth,

                                                                           PhysCellId p_PhysCellId) :=

  /* @status    APPROVED (LTE) */

    cs_RRCConnectionReconfiguration_Common(p_RRC_TI,

                                           cs_MeasConfig(omit,

                                                         cs_MeasObjectToAddModList_1Entry(tsc_IdMeasObject_f1,

                                                                                          cs_MeasObject_measObjectEUTRA_Common(p_EUTRA_DL_CarrierFreq, p_MeasurementBandwidth, omit, omit, p_PhysCellId)),

                                                         cs_ReportConfigToRemoveList_1Entry(tsc_IdReportConfig_A3),

                                                         cs_ReportConfigToAddModList_1Entry(tsc_ReportConfigId_CGI,

                                                                                            cs_ReportConfig_reportConfigEUTRA_periodical(reportCGI, rsrp, sameAsTriggerQuantity, 1, ms1024, r1, setup)),
                                                         omit,

                                                         cs_MeasIdToAddModList_1Entry(2, tsc_IdMeasObject_f1, tsc_ReportConfigId_CGI),

                                                         -, //@sic R5s140184, R5-134645 sic@

                                                         cs_MeasGapConfig_release),

                                           omit,

                                           omit,

                                           omit);  


After change :

	//8.3.4.1, Step5, Step10 and Step15

  template (value) DL_DCCH_Message cs_RRCConnectionReconfiguration_8_3_4_1(RRC_TransactionIdentifier p_RRC_TI,

                                                                           ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq,

                                                                           AllowedMeasBandwidth p_MeasurementBandwidth,

                                                                           PhysCellId p_PhysCellId) :=

  /* @status    APPROVED (LTE) */

    cs_RRCConnectionReconfiguration_Common(p_RRC_TI,

                                           cs_MeasConfig(omit,

                                                         cs_MeasObjectToAddModList_1Entry(tsc_IdMeasObject_f1,

                                                                                          cs_MeasObject_measObjectEUTRA_Common(p_EUTRA_DL_CarrierFreq, p_MeasurementBandwidth, omit, omit, p_PhysCellId)),

                                                         cs_ReportConfigToRemoveList_1Entry(tsc_IdReportConfig_A3),

                                                         cs_ReportConfigToAddModList_1Entry(tsc_ReportConfigId_CGI,

                                                                                            cs_ReportConfig_reportConfigEUTRA_periodical(reportCGI, rsrp, sameAsTriggerQuantity, 1, ms1024, r1, omit, setup)),
                                                         omit,

                                                         cs_MeasIdToAddModList_1Entry(2, tsc_IdMeasObject_f1, tsc_ReportConfigId_CGI),

                                                         -, //@sic R5s140184, R5-134645 sic@

                                                         cs_MeasGapConfig_release),

                                           omit,

                                           omit,

                                           omit);


