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Change 1
	Function name
	f_TC_8_6_6_2_EUTRA

	Reason for change
	As per 36.523-1, as per Table 8.6.6.1.3.2-1 T0 needs to be applied after the preamble is completed. However as per TTCN implementation this is happening before preamble is completed

	Summary of change
	Modified power levels as per T0 after preamble is completed

	TTCN module
	RRC_LoggedHOFailure.ttcn


Before change

	  function f_TC_8_6_6_2_EUTRA() runs on EUTRA_PTC

  { // Handover Failure logging / Reporting of Inter-frequency measurements
…..

…..

// Create and configure Cells

    f_EUTRA_CellConfig_Def(eutra_Cell1);

    f_EUTRA_CellConfig_Def(eutra_Cell3);

    f_EUTRA_SetCellPowerList(v_CellPowerList_AtT0);
    // Preamble

    f_EUTRA_Preamble(eutra_Cell1, STATE2_IDLEUPDATE);

    f_EUTRA_RbEst_Def(eutra_Cell1);

    f_EUTRA_TestBody_Set (true);

….

….

}


After change

	  function f_TC_8_6_6_2_EUTRA() runs on EUTRA_PTC

  { // Handover Failure logging / Reporting of Inter-frequency measurements

…..

…..

// Create and configure Cells

    f_EUTRA_CellConfig_Def(eutra_Cell1);

    f_EUTRA_CellConfig_Def(eutra_Cell3);

    // Preamble

    f_EUTRA_Preamble(eutra_Cell1, STATE2_IDLEUPDATE);

    f_EUTRA_RbEst_Def(eutra_Cell1);

    f_EUTRA_SetCellPowerList(v_CellPowerList_AtT0);
    f_EUTRA_TestBody_Set (true);

….

….

}
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