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	Reason for change:
	At step 3 when MCE for Scell activation is done we are enabling HARQ Indication reporting from TTCN. However it will result in incosistent test results as it is possible that HARQ Indication reporting gets enabled before HARQ ACK is received for MCE for Scell activation. It will lead to test case failure as HARQ NACK is expected in the test case at Step 5 and test case will consider HARQ ACK receved for MCE resulting in mismatch.
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	Added a delay of 500 ms to able to handle HARQ ACK for MCE for Scell activation before HARQ Indications are enabled.
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Change 1
	Function name
	f_TC_7_1_3_11_Common

	Reason for change
	At step 3 when MCE for Scell activation is done we are enabling HARQ Indication reporting from TTCN. However it will result in incosistent test results as it is possible that HARQ Indication reporting gets enabled before HARQ ACK is received for MCE for Scell activation. It will lead to test case failure as HARQ NACK is expected in the test case at Step 5 and test case will consider HARQ ACK receved for MCE resulting in mismatch.


	Summary of change
	Added a delay of 500 ms to able to handle HARQ ACK for MCE for Scell activation before HARQ Indications are enabled. 

	TTCN module
	MAC_CA.ttcn


Before change

	  function f_TC_7_1_3_11_Common(EUTRA_CellId_Type p_PCellId,

                                EUTRA_CellId_Type p_SCellId,

                                CA_Tested_Type  p_CA_Type) runs on EUTRA_PTC

  { /* 7.1.3.11 : CA / Correct HARQ process handling / DCCH and DTCH / Pcell and Scell */

    //@sic R5s140498 sic@

….

….

    //@siclog "Step 1-2" siclog@

    //Transmit RRCConnectionReconfiguration

    //Receive RRCConnectionReconfigurationComplete

    f_EUTRA_508RRC_AddMod_1Scell(p_PCellId,

                                 p_SCellId,

                                 1, //SCellIndex_r10

                                 p_CA_Type, // CA Type

                                 v_UL_CA , // UL CA desired,,

                                 -,// C_RNTI     default        := tsc_C_RNTI_Def,

                                 omit ,                                -,

                                 -,

                                 -,

                                 -,

                                 -,

                                 -,

                                 -,

                                 -,

                                 -,

                                 -,

                                 rf128);

    //@siclog "Step 3" siclog@

    // Send Scell Activation Command

    f_EUTRA_ScellActivate_Deactivate(p_PCellId, tsc_Scell1_Activate);

    // to configure SS to report reception of HARQ ACK or NACK

    f_SS_ConfigUL_HARQ_IndMode(p_PCellId, tsc_L1Mac_IndicationMode_Enable);
….

….

}


After change

	  function f_TC_7_1_3_11_Common(EUTRA_CellId_Type p_PCellId,

                                EUTRA_CellId_Type p_SCellId,

                                CA_Tested_Type  p_CA_Type) runs on EUTRA_PTC

  { /* 7.1.3.11 : CA / Correct HARQ process handling / DCCH and DTCH / Pcell and Scell */

    //@sic R5s140498 sic@

….

….

    //@siclog "Step 1-2" siclog@

    //Transmit RRCConnectionReconfiguration

    //Receive RRCConnectionReconfigurationComplete

    f_EUTRA_508RRC_AddMod_1Scell(p_PCellId,

                                 p_SCellId,

                                 1, //SCellIndex_r10

                                 p_CA_Type, // CA Type

                                 v_UL_CA , // UL CA desired,,

                                 -,// C_RNTI     default        := tsc_C_RNTI_Def,

                                 omit ,                                -,

                                 -,

                                 -,

                                 -,

                                 -,

                                 -,

                                 -,

                                 -,

                                 -,

                                 -,

                                 rf128);

    //@siclog "Step 3" siclog@

    // Send Scell Activation Command

    f_EUTRA_ScellActivate_Deactivate(p_PCellId, tsc_Scell1_Activate);

    f_Delay (0.5);
    // to configure SS to report reception of HARQ ACK or NACK

    f_SS_ConfigUL_HARQ_IndMode(p_PCellId, tsc_L1Mac_IndicationMode_Enable);
….

….

}
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