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8.8.1.1
FDD distributed EPDCCH performance

<text skipped here>
8.8.1.1.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exception:
Table 8.8.1.1.4.3-1: EPDCCH-Config-r11-DEFAULT
	Derivation Path: 36.508 clause 4.6.3, Table 4.6.3-2B, Condition: FDD

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


<text skipped here>
8.8.1.2
TDD distributed EPDCCH performance

<text skipped here>
8.8.1.2.4.3
Message contents
Message contents are according to TS 36.508 [7] clause 4.6 with the following exception:
Table 8.8.1.2.4.3-1: EPDCCH-Config-r11-DEFAULT
	Derivation Path: 36.508 clause 4.6.3, Table 4.6.3-2B, Condition: TDD

	Information Element
	Value/remark
	Comment
	Condition

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


Table 8.8.1.2.4.3-2: TDD-Config-DEFAULT

	Derivation Path: 36.508 clause 4.6

	Information Element
	Value/remark
	Comment
	Condition

	TDD-Config-DEFAULT  ::= SEQUENCE {
	
	
	

	  subframeAssignment
	sa0
	
	

	  specialSubframePatterns
	Ssp1
	
	

	}
	
	
	


<text skipped here>
8.8.2.1
FDD localized EPDCCH performance with TM9

<text skipped here>
8.8.2.1.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exception:
Table 8.8.2.1.4.3-1: EPDCCH-Config-r11-DEFAULT
	Derivation Path: 36.508 clause 4.6.3, Table 4.6.3-2B, condition: FDD, TM9

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


Table 8.8.2.1.4.3-2: PhysicalConfigDedicated-DEFAULT

	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  antennaInfo
	Not present
	
	

	  antennaInfo-r10 CHOICE {
	
	
	

	   antennaInfoDedicated-r10 ::= SEQUENCE {
	
	
	

	    transmissionMode-r10
	tm9-v1020
	
	

	    codebookSubsetRestriction-r10
	111111
	
	

	    ue-TransmitAntennaSelection CHOICE {
	
	
	

	     release
	NULL
	
	

	    }
	
	
	

	   }
	
	
	

	  }
	
	
	

	}
	
	
	


<text skipped here>
8.8.2.2
TDD localized EPDCCH performance with TM9

<text skipped here>
8.8.2.2.4.3
Message contents
Message contents are according to TS 36.508 [7] clause 4.6 with the following exception:.

Table 8.8.2.2.4.3-1: EPDCCH-Config-r11-DEFAULT 

	Derivation Path: 36.508 clause 4.6.3, Table 4.6.3-2B, condition: TDD, TM9

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


Table 8.8.2.2.4.3-2: TDD-Config-DEFAULT

	Derivation Path: 36.508 clause 4.6

	Information Element
	Value/remark
	Comment
	Condition

	TDD-Config-DEFAULT  ::= SEQUENCE {
	
	
	

	  subframeAssignment
	sa0
	
	

	  specialSubframePatterns
	ssp1
	
	

	}
	
	
	


Table 8.8.2.2.4.3-3: PhysicalConfigDedicated-DEFAULT

	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  antennaInfo
	Not present
	
	

	  antennaInfo-r10 CHOICE {
	
	
	

	   antennaInfoDedicated-r10 ::= SEQUENCE {
	
	
	

	    transmissionMode-r10
	tm9-v1020
	
	

	    codebookSubsetRestriction-r10
	111111
	
	

	    ue-TransmitAntennaSelection CHOICE {
	
	
	

	     release
	NULL
	
	

	    }
	
	
	

	   }
	
	
	

	  }
	
	
	

	}
	
	
	


<text skipped here>
8.8.3.1
FDD localized EPDCCH transmission with TM10 Type B quasi co-location type

<text skipped here>
8.8.3.1.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exception:
Table 8.8.3.1.4.3-1: EPDCCH-Config-r11-DEFAULT
	Derivation Path: 36.508 clause 4.6.3, Table 4.6.3-2B, Condition: FDD, TM10

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


Table 8.8.3.1.4.3-2: PDSCH-ConfigDedicated-v1130

	Derivation Path: 36.508 clause 4.6.3, Table 4.6.3-6AA

	Information Element
	Value/remark
	Comment
	Condition

	PDSCH-ConfigDedicated-v1130 ::= SEQUENCE {
	
	
	

	  dmrs-ConfigPDSCH-r11
	DMRS-Config-r11-DEFAULT
	
	

	  qcl-Operation
	typeB
	
	

	  re-MappingQCLConfigToReleaseList-r11
	Not present
	
	

	  re-MappingQCLConfigToAddModList-r11 SEQUENCE (SIZE (1..maxRE-MapQCL-r11)) OF SEQUENCE {
	2 entries
	
	

	    pdsch-RE-MappingQCL-ConfigId-r11[1]
	0
	
	

	    optionalSetOfFields-r11[1] SEQUENCE {
	
	
	

	      crs-PortsCount-r11
	n2
	
	

	      crs-FreqShift-r11
	0
	
	

	      mbsfn-SubframeConfigList-r11 CHOICE {
	
	
	

	        release
	NULL
	
	

	        setup SEQUENCE {
	
	
	

	          subframeConfigList
	Not present
	
	

	        }
	
	
	

	      }
	
	
	

	      pdsch-Start-r11
	n2
	
	

	    }
	
	
	

	    csi-RS-ConfigZPId-r11[1]
	1
	
	

	    qcl-CSI-RS-ConfigNZPId-r11[1]
	1
	
	

	    pdsch-RE-MappingQCL-ConfigId-r11[2]
	2
	
	

	    optionalSetOfFields-r11[2] SEQUENCE {
	
	
	

	      crs-PortsCount-r11
	n2
	
	

	      crs-FreqShift-r11
	0
	
	

	      mbsfn-SubframeConfigList-r11 CHOICE {
	
	
	

	        release
	Null
	
	

	        setup SEQUENCE {
	
	
	

	          subframeConfigList
	Not present
	
	

	        }
	
	
	

	      }
	
	
	

	      pdsch-Start-r11
	n2
	
	

	    }
	
	
	

	    csi-RS-ConfigZPId-r11[2]
	2
	
	

	    qcl-CSI-RS-ConfigNZPId-r11[2]
	2
	
	

	  }
	
	
	

	}
	
	
	


Table 8.8.3.1.4.3-3: PhysicalConfigDedicated-DEFAULT

	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  antennaInfo
	Not present
	
	

	  antennaInfo-r10 CHOICE {
	
	
	

	   antennaInfoDedicated-r10 ::= SEQUENCE {
	
	
	

	    transmissionMode-r10
	tm10-v1130
	
	

	    codebookSubsetRestriction-r10
	FFS
	
	

	    ue-TransmitAntennaSelection CHOICE {
	
	
	

	     release
	NULL
	
	

	    }
	
	
	

	   }
	
	
	

	  }
	
	
	

	}
	
	
	


<text skipped here>
8.8.3.2
TDD localized EPDCCH transmission with TM10 Type B quasi co-location type
<text skipped here>
8.8.3.2.4.3
Message contents
Message contents are according to TS 36.508 [7] clause 4.6 with the following exception:
Table 8.8.3.2.4.3-1: EPDCCH-Config-r11-DEFAULT 

	Derivation Path: 36.508 clause 4.6.3, Table 4.6.3-2B, Condition: TDD, TM10

	Information Element
	Value/remark
	Comment
	Condition

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


Table 8.8.3.2.4.3-2: PDSCH-ConfigDedicated-v1130-DEFAULT

	Derivation Path: 36.508 clause 4.6.3, Table 4.6.3-6AA

	Information Element
	Value/remark
	Comment
	Condition

	PDSCH-ConfigDedicated-v1130 ::= SEQUENCE {
	
	
	

	  dmrs-ConfigPDSCH-r11
	DMRS-Config-r11-DEFAULT
	
	

	  qcl-Operation
	typeB
	
	

	  re-MappingQCLConfigToReleaseList-r11
	Not present
	
	

	  re-MappingQCLConfigToAddModList-r11 SEQUENCE (SIZE (1..maxRE-MapQCL-r11)) OF SEQUENCE {
	2 entries
	
	

	    pdsch-RE-MappingQCL-ConfigId-r11[1]
	0
	
	

	    optionalSetOfFields-r11[1] SEQUENCE {
	
	
	

	      crs-PortsCount-r11
	n2
	
	

	      crs-FreqShift-r11
	0
	
	

	      mbsfn-SubframeConfigList-r11 CHOICE {
	
	
	

	        release
	NULL
	
	

	        setup SEQUENCE {
	
	
	

	          subframeConfigList
	Not present
	
	

	        }
	
	
	

	      }
	
	
	

	      pdsch-Start-r11
	n2
	
	

	    }
	
	
	

	    csi-RS-ConfigZPId-r11[1]
	1
	
	

	    qcl-CSI-RS-ConfigNZPId-r11[1]
	1
	
	

	    pdsch-RE-MappingQCL-ConfigId-r11[2]
	2
	
	

	    optionalSetOfFields-r11[2] SEQUENCE {
	
	
	

	      crs-PortsCount-r11
	n2
	
	

	      crs-FreqShift-r11
	0
	
	

	      mbsfn-SubframeConfigList-r11 CHOICE {
	
	
	

	        release
	NULL
	
	

	        setup SEQUENCE {
	
	
	

	          subframeConfigList
	Not present
	
	

	        }
	
	
	

	      }
	
	
	

	      pdsch-Start-r11
	n2
	
	

	    }
	
	
	

	    csi-RS-ConfigZPId-r11[2]
	2
	
	

	    qcl-CSI-RS-ConfigNZPId-r11[2]
	2
	
	

	  }
	
	
	

	}
	
	
	


Table 8.8.3.2.4.3-3: PhysicalConfigDedicated-DEFAULT

	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  antennaInfo
	Not present
	
	

	  antennaInfo-r10 CHOICE {
	
	
	

	   antennaInfoDedicated-r10 ::= SEQUENCE {
	
	
	

	    transmissionMode-r10
	tm10-v1130
	
	

	    codebookSubsetRestriction-r10
	FFS
	
	

	    ue-TransmitAntennaSelection CHOICE {
	
	
	

	     release
	NULL
	
	

	    }
	
	
	

	   }
	
	
	

	  }
	
	
	

	}
	
	
	


