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4.5.2C
UE Registration, pre-registration on 1xRTT (State 2C)

4.5.2C.1
Initial conditions

System Simulator:

-
Cell 1

-
Cell 1 is transmitting SystemInformationBlockType8

User Equipment:

- 
The Test USIM shall be inserted. 

-
The UE is switched OFF.
4.5.2C.2
Definition of system information messages

Table 4.5.2C.2-1: SystemInformationBlockType1 for cell 1 (Steps 1-19, Table 4.5.2C.3-2)

	Derivation Path: 36.508 Table 4.4.3.2-3

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType1 ::= SEQUENCE {
	
	
	

	  schedulingInformation ::= SEQUENCE (SIZE (1..maxSI-Message)) OF SEQUENCE {}
	Combination 6 in TS 36.508 section 4.4.3.1
	SIB2, SIB3 and SIB 8 are transmitted
	

	}
	
	
	


Table 4.5.2C.2-2: SystemInformationBlockType8 for cell 1 (Steps 1-19, Table 4.5.2C.3-2)

	Derivation Path: 36.508 Table 4.4.3.3-7, condition 1XRTT

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType8 ::= SEQUENCE {
	
	
	

	  parameters1XRTT SEQUENCE {
	
	
	

	    csfb-RegistrationParam1XRTT SEQUENCE {
	
	
	

	      Sid
	SID under test

For Signalling test cases, see table 4.4.2-4
	BIT STRING (SIZE (15))
	

	      Nid
	NID under test

For Signalling test cases, see table 4.4.2-4
	BIT STRING (SIZE (16))
	

	      multipleSID
	TRUE
	BOOLEAN
	

	      multipleNID
	TRUE
	BOOLEAN
	

	      homeReg
	TRUE
	BOOLEAN
	

	      foreignSIDReg
	TRUE
	BOOLEAN
	

	      foreignNIDReg
	TRUE
	BOOLEAN
	

	      parameterReg
	TRUE
	BOOLEAN
	

	      powerUpReg
	TRUE
	BOOLEAN
	

	      registrationPeriod
	’0000000’
	BIT STRING (SIZE (7))
	

	      registrationZone
	Registration zone under test

For Signalling test cases, see table 4.4.2-4
	BIT STRING (SIZE (12))
	

	      totalZone
	'001'B 
	BIT STRING (SIZE (3))
	

	      zoneTimer
	'000'B or '001'B 
	BIT STRING (SIZE (3))
	

	    }
	
	
	

	    longCodeState1XRTT
	A valid value, calculated and updated by the SS
	BIT STRING (SIZE (42)) OPTIONAL
	

	    cellReselectionParameters1XRTT SEQUENCE {
	
	
	

	      bandClassList SEQUENCE (SIZE (1..maxCDMA -BandClass)) OF SEQUENCE {
	1 entry
	
	

	        bandClass
	Band Class of frequency

under test
	ENUMERATED {bc0, bc1, bc2, bc3, bc4, bc5, bc6, bc7, bc8, bc9, bc10, bc11, bc12, bc13, bc14, bc15, bc16, bc17, spare14, spare13, spare12, spare11, spare10, spare9, spare8, spare7, spare6, spare5, spare4, spare3, spare2, spare1, ...}
	

	        cellReselectionPriority
	3
	
	

	        threshX-High
	30(-30)
	INTEGER (0..63)
	

	        threshX-Low
	32(-32)
	INTEGER (0..63)
	

	      }
	
	
	

	    }
	
	
	

	  csfb-RegistrationParam1XRTT-v920{
	
	
	

	      powerDownReg-r9
	TRUE
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


4.5.2C.3
Procedure

Table 4.5.2C.3-1 shows the cell power levels after the preamble.
Table 4.5.2C.3-1: Time instances of cell power level and parameter changes

	
	Parameter
	Unit
	Cell 1
	
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	-60
	
	-


Table 4.5.2C.3-2: UE registration with 1xRTT pre-registration procedure (state 1 to state 2C)

	Step
	Procedure
	Message Sequence

	
	
	U - S
	Message

	1 to 16
	Same procedure for steps 1 to 16 as specified in the procedure in clause 4.5.2.3 
	-
	-

	16A
	The UE transmits a CSFBParametersRequestCDMA2000 on Cell 1?
	-->
	CSFBParametersRequestCDMA2000

	16B
	The SS transmits a CSFBParametersResponseCDMA2000 on Cell 1.
	<--
	CSFBParametersResponseCDMA2000

	17
	The UE transmits an ULInformationTransfer containing a 1xRTT GCSNA Encapsulated Registration message on Cell 1.
	-->
	ULInformationTransfer

	17A
	The SS transmits a DLInformationTransfer containing a GCSNA Ack message on Cell 1.
	<--
	DLInformationTransfer

	18
	The SS transmits a DLInformationTransfer containing a 1x RTT GCSNA Encapsulated Registration Accept Order on Cell 1.
	<--
	DLInformationTransfer

	19
	The SS transmits an RRCConnectionRelease message on Cell 1.
	<--
	RRCConnectionRelease

	Note: 
Message contents of tunnelled CDMA2000 messages (steps 17-18) are not checked in terms of conformance testing.


Table 4.5.2C.3-3: Void
4.5.2C.4
Specific message contents

All specific message contents shall be referred to clause 4.6, 4.7 and 4.7A with the exceptions below.

Table 4.5.2C.4-1: RRCConnectionRequest (Step 2, Table 4.5.2C.3-2)
	Derivation Path: Table 4.6.1-16

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionRequest ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcConnectionRequest-r8 SEQUENCE {
	
	
	

	      ue-Identity
	Any allowed value
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 4.5.2C.4-2: UECapabilityInformation (Step 13, Table 4.5.2C.3-2)

	Derivation Path: Table 4.6.1-23

	Information Element
	Value/remark
	Comment
	Condition

	UECapabilityInformation ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      ueCapabilityInformation-r8 
	Any allowed value
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 4.5.2C.4-3: Void
Table 4.5.2C.4-4: Void
Table 4.5.2C.4-5: CSFBParametersResponseCDMA2000 (Step 16B, Table 4.5.2C.3-2)

	Derivation Path: 36.508 Table 4.6.1-2

	Information Element
	Value/remark
	Comment
	Condition

	CSFBParametersResponseCDMA2000 ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    csfbParametersResponseCDMA2000-r8 SEQUENCE {
	
	
	

	      Rand
	Random Challenge Data  set by SS
	
	

	      mobilityParameters
	Set according to Table 4.5.2C.4-6
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 4.5.2C.4-6: mobilityParameters (CDMA2000Parameters) (Step 16B, Table 4.5.2C.3-2)

	Information Element
	Value/remark
	Comment
	Condition

	RecordType
	‘00000000’B
	
	

	SIDIncluded
	‘1’B 
	
	

	SID
	 The same as SIB8
	
	

	NIDIncluded
	‘1’B 
	
	

	NID
	The same as SIB8
	
	

	REG_ZONEIncluded
	‘1’B 
	
	

	REG_ZONE
	The same as SIB8
	
	

	TOTAL_ZONESIncluded
	‘1’B 
	
	

	TOTAL_ZONES 
	The same as SIB8
	
	

	ZONE_TIMERIncluded
	‘1’B 
	
	

	ZONE_TIMER
	The same as SIB8
	
	

	PACKET_ZONE_IDIncluded
	‘0’B 
	
	

	PACKET_ZONE_ID
	Not present
	
	

	PZIDHystParametersIncluded
	‘0’B 
	
	

	PZ_HYST_ENABLED
	Not present
	
	

	PZ_HYST_INFO_INCL
	Not present
	
	

	PZ_HYST_LIST_LEN
	Not present
	
	

	PZ_HYST_ACT_TIMER
	Not present
	
	

	PZ_HYST_TIMER_MUL
	Not present
	
	

	PZ_HYST_TIMER_EXP
	Not present
	
	

	P_REVIncluded
	‘1’B 
	
	

	P_REV
	’00000110’B 
	
	

	MIN_P_REVIncluded
	‘1’B
	
	

	MIN_P_REV
	’00000110’B
	
	

	‘0’B NEG_SLOT_CYCLE_INDEX_SUPIncluded
	
	
	

	NEG_SLOT_CYCLE_INDEX_SUP
	Not present
	
	

	ENCRYPT_MODEIncluded
	‘0’B 
	
	

	ENCRYPT_MODE
	Not present
	
	

	ENC_SUPPORTEDIncluded
	‘0’B 
	
	

	ENC_SUPPORTED
	Not present
	
	

	SIG_ENCRYPT_SUPIncluded
	‘0’B 
	
	

	SIG_ENCRYPT_SUP
	Not present
	
	

	MSG_INTEGRITY_SUPIncluded
	‘0’B 
	
	

	MSG_INTEGRITY_SUP
	Not present
	
	

	SIG_INTEGRITY_SUP_INCLIncluded
	‘0’B 
	
	

	SIG_INTEGRITY_SUP_INCL
	Not present
	
	

	SIG_INTEGRITY_SUPIncluded
	‘0’B 
	
	

	SIG_INTEGRITY_SUP
	Not present
	
	

	AUTHIncluded
	‘1’B 
	
	

	AUTH
	‘00’B 
	
	

	MAX_NUM_ALT_SOIncluded
	‘1’B 
	
	

	MAX_NUM_ALT_SO
	‘000’B 
	
	

	USE_SYNC_IDIncluded
	‘0’B 
	
	

	USE_SYNC_ID
	Not present
	
	

	MS_INIT_POS_LOC_SUP_INDIncluded
	‘0’B 
	
	

	MS_INIT_POS_LOC_SUP_IND
	Not present
	
	

	MOB_QOSIncluded
	‘0’B 
	
	

	MOB_QOS
	Not present
	
	

	BAND_CLASS_INFO_REQIncluded
	‘0’B 
	
	

	BAND_CLASS_INFO_REQ
	Not present
	
	

	BAND_CLASSIncluded
	‘1’B
	
	

	BAND_CLASS
	‘00000’B
	
	

	BYPASS_REG_INDIncluded
	‘0’B
	
	

	BYPASS_REG_IND
	Not present
	
	

	‘0’B ALT_BAND_CLASSIncluded
	
	
	

	ALT_BAND_CLASS
	Not present 
	
	

	MAX_ADD_SERV_INSTANCEIncluded
	‘0’B 
	
	

	MAX_ADD_SERV_INSTANCE
	Not present 
	
	

	HOME_REGIncluded
	‘1’B 
	
	

	HOME_REG
	The same as SIB8
	
	

	FOR_SID_REGIncluded
	‘1’B 
	
	

	FOR_SID_REG
	The same as SIB8
	
	

	FOR_NID_REGIncluded
	‘1’B 
	
	

	FOR_NID_REG
	The same as SIB8
	
	

	POWER_UP_REGIncluded
	‘1’B 
	
	

	POWER_UP_REG
	The same as SIB8
	
	

	POWER_DOWN_REGIncluded
	‘1’B 
	
	

	POWER_DOWN_REG
	The same as SIB8
	
	

	PARAMETER_REGIncluded
	‘1’B 
	
	

	PARAMETER_REG
	The same as SIB8
	
	

	REG_PRDIncluded
	‘1’B 
	
	

	REG_PRD
	The same as SIB8
	
	

	REG_DISTIncluded
	‘0’B 
	
	

	REG_DIST
	Not present 
	
	

	PREF_MSID_TYPEIncluded
	‘1’B 
	
	

	PREF_MSID_TYPE
	’11’B 
	
	

	EXT_PREF_MSID_TYPEIncluded
	‘0’B 
	
	

	EXT_PREF_MSID_TYPE
	Not present 
	
	

	MEID_REQDIncluded
	‘0’B 
	
	

	MEID_REQD
	Not present 
	
	

	MCCIncluded
	‘1’B 
	
	

	MCC
	See the Table 4.4.2-4 Note 1, Note 2
	
	

	IMSI_11_12Included
	‘1’B 
	
	

	IMSI_11_12
	See the Table 4.4.2-4 Note 1, Note 2
	
	

	IMSI_T_SUPPORTEDIncluded
	‘1’B 
	
	

	IMSI_T_SUPPORTED
	’0’B 
	
	

	RECONNECT_MSG_INDIncluded
	‘0’B 
	
	

	RECONNECT_MSG_IND
	Not present 
	
	

	RER_MODE_SUPPORTEDIncluded
	‘0’B 
	
	

	RER_MODE_SUPPORTED
	Not present 
	
	

	TKZ_MODE_SUPPORTEDIncluded
	‘0’B 
	
	

	TKZ_MODE_SUPPORTED
	Not present 
	
	

	TKZ_IDIncluded
	‘0’B 
	
	

	TKZ_ID
	Not present 
	
	

	PILOT_REPORTIncluded PILOT_REPORT
	‘0’B 
	
	

	PILOT_REPORT
	Not present 
	
	

	SDB_SUPPORTEDIncluded
	‘0’B 
	
	

	SDB_SUPPORTED
	Not present 
	
	

	AUTO_FCSO_ALLOWEDIncluded
	‘0’B 
	
	

	AUTO_FCSO_ALLOWED
	Not present
	
	

	SDB_IN_RCNM_INDIncluded
	‘0’B 
	
	

	SDB_IN_RCNM_IND
	Not present 
	
	

	FPC_FCH_Included
	‘1’B 
	
	

	FPC_FCH_INIT_SETPT_RC3
	’00011000’B 
	
	

	FPC_FCH_INIT_SETPT_RC4
	’00011000’B 
	
	

	FPC_FCH_INIT_SETPT_RC5
	’00011000’B 
	
	

	FPC_FCH_INIT_SETPT_RC11
	’00000000’B
	
	

	FPC_FCH_INIT_SETPT_RC12
	’00000000’B
	
	

	T_ADD_Included
	‘0’B 
	
	

	T_ADD
	Not present 
	
	

	PILOT_INC_Included
	‘1’B 
	
	

	PILOT_INC
	’0010’B 
	
	

	RAND_Included
	‘0’B
	
	

	RAND
	Not present
	
	

	LP_SEC_Included
	‘1’B
	
	

	LP_SEC
	‘00000000’B
	
	

	LTM_OFF_Included
	‘1’B
	
	

	LTM_OFF
	‘000000’B
	
	

	DAYLT_Included
	‘1’B
	
	

	DAYLT
	‘0’B
	
	

	GCSNAL2AckTimer_Included
	‘1’B
	
	

	GCSNAL2AckTimer
	‘00000001’B
	
	

	GCSNASequenceContextTimer_Incl

uded
	‘1’B
	
	

	GCSNASequenceContextTimer
	‘00000101’B
	
	


Table 4.5.2C.4-7: ULInformationTransfer (Step 17, Table 4.5.2C.3-2)

	Derivation Path: 36.508 Table 4.6.1-25

	Information Element
	Value/remark
	Comment
	Condition

	ULInformationTransfer ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      ulInformationTransfer-r8 SEQUENCE {
	
	
	

	        dedicatedInformationType CHOICE {
	
	
	

	          dedicatedInfoCDMA2000-1XRTT
	Set according to Table 4.5.2C.4-8
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 4.5.2C.4-8: 1xRTT GCSNA Encapsulated Registration message (Step 17, Table 4.5.2C.3-2)

	Information Element
	Value/remark
	Comment
	Condition

	MessageID
	‘00000001’B
	GCSNA1xCircuitService message
	

	GCSNAOption
	‘00000001’B
	
	

	AlternativeGCSNAOption_INCL
	‘0’B
	
	

	IWSIDIncl
	‘0’B
	
	

	AckRequired
	‘1’B
	
	

	StopDupDetect
	‘0’B
	
	

	MessageSequence
	Set by UE
	
	

	NumTLACEncapsulated1xL3PDU
	‘00’B
	
	

	Reserved
	‘0000’B
	
	

	1xLogicalChannel
	‘0’B
	
	

	1xProtocolRevision
	’00000110’B
	
	

	MsgType
	‘00000001’B
	Registration message
	

	NumTLACHeaderRecords
	‘0001’B
	
	

	TLACHeaderRecordType
	‘0000’B
	
	

	TLACHeaderRecordLength
	8 bits, Set by UE
	
	

	MSID_TYPE
	‘011’B
	
	

	MSID_LEN
	4 bits, Set by UE
	
	

	MSID
	Variable, Set by UE
	
	

	Reserved
	‘0000000’B
	
	

	1xL3PDULength
	16 bits, Set by UE
	
	

	REG_TYPE
	‘0001’B
	Power up registration
	

	SLOT_CYCLE_INDEX
	‘010’B
	
	

	MOB_P_REV
	8 bits, Set by UE
	
	

	SCM
	8 bits, Set by UE
	
	

	MOB_TERM
	‘1’B
	
	

	RETURN_CAUSE
	‘1’B
	
	

	QPCH_SUPPORTED
	‘1’B
	
	

	ENHANCED_RC
	‘1’B
	
	

	UZID_INCL
	‘0’B
	
	


Table 4.5.2C.4-9: 1xRTT CS Registration Accept Order (Step 18, Table 4.5.2C.3-2)

	Information Element
	Value/remark
	Comment
	Condition

	MessageID
	‘00000001’B
	
	

	GCSNAOption
	‘00000001’B
	
	

	AlternativeGCSNAOption_INCL
	‘0’B
	
	

	IWSIDIncl
	‘0’B
	
	

	AckRequired
	‘0’B
	
	

	StopDupDetect
	‘0’B
	
	

	MessageSequence
	6 bits, Set by SS
	
	

	NumTLACEncapsulated1xL3PDU
	‘00’B
	
	

	Reserved
	‘0000’B
	
	

	1xLogicalChannel
	‘0’B
	
	

	1xProtocolRevision
	’00000110’B
	
	

	MsgType
	‘00000111’B
	Order message
	

	NumTLACHeaderRecords
	‘0000’B
	
	

	Reserved
	‘000’B
	
	

	1xL3PDULength
	16 bits, Set by SS
	
	

	ORDER
	‘011011’B
	Registration Accept Order
	

	ADD_RECORD_LEN
	‘001’B
	
	

	ORDQ
	‘00000000’B
	
	


Table 4.5.2C.4-10: ATTACH ACCEPT (Step 14, Table 4.5.2C.3-2)
	Derivation Path: 36.508 clause 4.7.2

	Information Element
	Value/remark
	Comment
	Condition

	EPS attach result
	'0001'B
	EPS only
	

	EMM cause
	'0001 0010'B
	#18 “CS domain not available”
	combined_EPS_IMSI


4.5.3
Generic Radio Bearer Establishment (State 3)

